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O F all the works of man in the various branches of en- 
gineering, none are so wonderful, so majestic, so awe- 
inspiring as the works of the Civil Engineer. It is the Civil 
Engineer who throws a great bridge across the yawning chasm 
which seemingly forms an impassable obstacle to further 
progress. He designs and builds the skeletons of steel to dizzy 
heights, for the architect to cover and adorn. He burrows 
through a great mountain and reaches the other side within a 
fraction of an inch of the spot located by the original survey. 
He scales mountain peaks, or traverses dry river beds, survey- 
ing and plotting hitherto unknown, or at least unsurveyed, 
regions. He builds our Panama Canals, our Arrow Rock and 
Roosevelt Dams, our water-works, filtration plants, and prac- 
tically all of our great public works. 

^ The importance of all of these immense engineering 
projects and the need for a clear, non-technical presentation of 
the theoretical and practical developments of the broad field 
of Civil Engineering has led the publishers to compile this 
great reference work. It has been their aim to fulfill the de- 
mands of the trained engineer for authoritative material which 
will solve the problems in his own and allied lines in Civil 
Engineering, as well as to satisfy the desires of the self-taught 
practical man who attempts to keep up with modern engineer- 


many and valuable, but their information is too voluminous to 
be of the greatest value for ready reference. The Cyclopedia of 
Civil Engineering offers more condensed and less technical 
treatments of these same subjects from which all unnecessary 
duplication has been eliminated; when compiled into nine 
handy volumes, with comprehensive indexes to facilitate the 
looking up of various topics, they represent a library admirably 
adapted to the requirements of either the technical or the 
practical reader. 

The Cyclopedia of Civil Engineering has for years occupied 
an enviable place in the field of technical literature as a 
standard reference work and the publishers have spared no 
expense to make this latest edition even more comprehensive 
and instructive. 

C, In conclusion, grateful acknowledgment is due to the staff 
of authors and collaborators — engineers of wide practical ex- 
perience, and teachers of well recognized ability — without 
whose hearty co-operation this work would have been im- 
possible. 
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DAMS AND WEIRS 


PART I 


INTRODUCTION 

1 . Definitions. A dam may be defined as an impervious wall 
of masonry, concrete, earth, or loose rock which upholds a mass of 
water at its rear, while its face or lower side is free from the pressure 
of water to any appreciable extent. The waste water of the reser- 
voir impounded by the dam is disposed of by means of a waste weir, 
or by a spillway clear of the work, or in rare cases, by sluice openings 
in the body of the dam. 

Weirs, or overfall dams, although often confounded with bulk- 
head dams, differ from the latter in the following points, first, 
that the water overflows the crest, and second, that the tail water 
is formed below the dam. These two differences often modify the 
conditions of stress which are applicable in the design of dams 
proper, and consequently the subject of weirs demands separate 
treatment. 

2. Classification. Dams and weirs may be classified as 
follows: 

1. Gravity Dams 

2. Gravity Overfalls, or Weirs 

3. Arched Dams 

4. Hollow Arch Buttress Dams 

5. Hollow Slab Buttress Dams 

6. Submerged Weirs 

7. Open Dams, or Barrages 

The subjects of earth, rock fill, and steel dams will not be 
treated in this article, as the matter has been already dealt with in 
other volumes. Graphical as well as analytical methods will be 
made use of, the former procedure being explained in detail as 
occasion demands. 



GENERAL DISCUSSION OF DAMS 

A gravity dam is one in which the pressure of the water is 
resisted by the weight or “gravity” of the dam itself. 

3. Pressure of Water on Wall. The hydrostatic pressure of 
the water impounded by a wall or dam may be graphically repre- 
sented by the area of a triangle with its apex at the surface and its 
base drawn normal to the back line of the dam, which base is equal 
or proportionate to the vertical depth. When the back of the wall 

7/2 

is vertical, as in Tig. 1, the area of this pressure triangle will be — 

H being the vertical height. When, as in Fig. 2, the back is inclined, 
H'H 

this area will be — r — , E' being the inclined length of the exposed 
A 

surface, which equals E cosec <^. 

The actual pressure of water per unit length of dam is the 
above area multiplied by the unit weight of water. This unit 





Fig. 1. Water Pressure Area Fig. 2. Water Pressure Area ■with 

•with Back of Dam Vertical Back of Dam Inclined 


weight is symbolized by w, which is 62.5 pounds, or ^ short ton, or 
•jV long ton, per cubic foot. 

Unit Pressure. The pressure per square foot, or unit pressure 
on the wall at any point, is measured by the corresponding ordinate 
of the above triangle, drawn parallel to its base, and is evidently 
the same in both Figs. 1 and 2. The total pressure on the inclined 
back as represented by the triangle in Fig. 2 will, however, be 
greater than in Fig. 1. 

4. Method for Graphical Calculations. For graphical calcula- 
tions when forces of dissimilar unit weight or specific gravity are 


effected by making the bases of the triangles of water pressure 

equal, not to H, but to — , p (rho) being the sign of the specific 

P 

gravity of the solid material in the wall. The triangle thus reduced 
will then represent a weight or area of masonry 1 unit thick, equiva- 
lent to that of water. This device enables the item of unit weight, 
which is wXp to be eliminated as a common factor from the forces 
engaged, i. e., of the water pressure and of the weight of the wall. 
The factor thus omitted has to be multiplied in again at the close 
of the graphical operation, only, however, in cases where actual 
pressures in tons or pounds are required to be known. 

Value of p. The values ordinarily adopted for p, the specific 
gravity of masonry or concrete, are and 2.4, i. e., equivalent to 
weights of 141 and 150 pounds, respectively, per cubic foot, while 
for brickwork 2 is a sufficiently large value. The value of wp in the 

3 

former case will be .069 ton and in the latter .075, or — ton. 

In some cases the actual value of p mounts as high as 2.5 and 

even 2.7, when heavy granite or basalt is the material employed. 

The reduction thus made in the water pressure areas has further 

the convenience of reducing the space occupied by the diagram. 

The areas of the reduced triangles of water pressure in Figs. 1 and 

„ m , H'H , 

2 are — and — — — respectively. 

2p 2p 

5. Conditions of '^Middle Third’' and Limiting Stress, Sec- 
tions of gravity dams are designed on the well-known principle of 
the “middle third.” This expression signifies that the profile of 
the wall must be such that the resultant pressure lines or centers of 
pressure due first to the weight of the dam considered alone, and 
second with the external water pressure in addition, must both 
fall within the middle third of the section on any horizontal base. 
These two conditions of stress are designated. Reservoir Empty 
(R.E.) and Reservoir Full (R.F.). The fulfillment of this condition 
insures the following requirement: The maximum compressive ver- 
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tical unit stress (s) , or reaction on the base of a ^am, shall not exceed 
twice the mean compressive unit stress, or, stated syrnbolically, 


s^2si 

Now the mean vertical compressive unit stress Si is the weight of the 
structure divided by its base length- i.e., 

W 

2TF 

Hence, s, the maximum vertical unit pressure, should not exceed —g- 


Further comments on the distribution of the reaction on the base 
of a dam vill be made in a later paragraph. 

6. Compressive Stress Limit. A second condition imposed is 
that of the internal compressive stress limit, that is: The maximum 
permissible compressive unit stress which is developed in the interior 
of the masonry of the dam, must not be exceeded. This value can be 
experimentally found by crushing a cube of the material employed, 
and using a factor of safety of 6 or 8. Cement concrete will crush 
at about 2000 pounds per square inch, equivalent to 144 tons (of 
2000 pounds) per square foot. The safe value of s would then be 


8 


= 18 tons per square foot. 


For ordinary lime concrete as 


employed in the East, the limit pressure adopted is generally 8 
‘long” tons, equivalent to 9 tons of 2000 pounds. Ten ‘long” 
tons, or 11.2 “short” tons is also a common value. 


DESIGN OF DAMS 

7. Theoretical Profile. The theoretically correct profile of a 
so-termed “low” masonry dam, i.e., one of such height that the limit 
stress is not attained under the conditions above outlined, is that 
of a right-angled triangle having its back toward the water vertical, 
and its apex at the water surface. It can be proved that the proper 
base width b of this triangle is expressed by the formula 



H 


width of yzzr insures the exact incidence of the vertical resultant (W) 


(R.E.) and of the inclined resultant R (R.F.) at the inner and outer 
edge, respectively, of the central third division of the base. The 
condition of the middle third is thus fulfilled in the most economical 
manner possible, a factor of safety of 2 against overturning is 
obtained, and further, the angle of inclination of the resultant R 
with regard to the base is usually such as to preclude danger of 
failure by sliding. 

The fore slope or hypothenuse will be in the ratio 1 : Vp which, 
when p=2j, will equal 2r3, a slope very commonly adopted. 






Fig, 3. Elementary Triangular Profile for "Low” Masonry Dam 


and with p = 2.4 the ratio will be 1:1.549. The area of the ele- 

, 

mentary triangle is — while, as we have seen, that of the water 

2yp 


pressure is 


Ml 

2p' 


6 is the vertical angle between W and R, and 


sec 6 =1.187 with p=2.4. 

Vp 

In Fig. 3 the resultant pressure lines are drawn to intersect the 
base so as to afford ocular proof of the stability of the section under 
the postulated conditions. 

Graphical Method. The graphical procedure will now be briefly 


There are two forces engaged, P the horizontal, or, it may be Pi, 
the inclined water pressure acting through the center of gravity of its 
area normal to the back of the wall, and W the weight or area of the 
wall. Of these two forces the item wp, or unit weight, has already 
been eliminated as a common factor, leaving the pressures repre- 
sented by superficial areas. As, however, the height H is also com- 
mon to both triangles, this can likewise be eliminated. The forces 
may then be represented simply by the half widths of the triangular 
areas by which means all figuring and scaling may be avoided. 

First, a force polygon has to be constructed. In Fig. 3a, P is 
first drawn horizontally to designate the water pressure, its length 
being made equal to the half width of its pressure area in Fig. 3. 
From the extremity of P, the load line W is drawn vertically, equal 
to the half width of the elementary triangular profile, then the 
closing line R according to the law of the triangle of forces will 
represent the resultant in magnitude and direction. Second, the 
lines of actual pressures reciprocal to those on the force polygon 
will have to be transferred to the profile. The incidence of the 
resultant water pressure on the back is that of a line drawn through 


the c.g. of the area of pressure, parallel to its base, in this case, at 


H 

3 ’ 


or one-third the height of the water-pressure triangle, above the 
base. Its direction, like that of the base, is normal to the back, in 
this case horizontal, and if prolonged it will intersect the vertical 
force W, which in hke manner acts through the center of gravity of 
the elementary profile of the wall. From this point of intersection 
the resultant R is drawn parallel to its reciprocal in Fig. 3 a. Both 
W and R are continued until they cut the base line, and these points 
of intersection will be found to be exactly at the inner and outer 
edges of the middle tliird division of the base. It will be seen that 
when the reservoir is empty the center of pressure on the base is at 
the incidence of W, when full it is shifted to that of R. 

Analytical Method. The same proof can be made analytically 
as follows : The weight of the two triangles W and P can be repre- 

H H 

sented by their bases which are - 7 = and — , respectively. If moments 

Vp p 


the vertical force JF is clearly — or — 7 = and that of P, the horizontal 

3 3V p 

force, is the distance of the center of gravity of the triangle of water 
pressure above the base, viz, The equation will then stand 


or 



= 0 


772 

3p 



If the actual values of R and of W Avere required, their measured or 
calculated lengths would have to be multiplied by H and by wp in order 
to convert them to tons, pounds, or kilograms, as may be required. 
In many, in fact most, cases actual pressures are not required to be 
knovm, only the position of the centers of pressures in the profile. 

Thus a line of pressures can be traced tlirough a profile giving 
the positions of the centers of pressure Avithout the necessity of 
converting the measured lengths into actual quantities. In the 
elementary triangle, Fig. 3, the value of the vertical resultant W is 


Hhv^p 

2 


That of R required in the older methods of calculation 


7/2'itj'Vp+l 


The folloAving values relative to p Avill be found useful. 


P OR 
Specific 
Gravity 

< 

. I 

11 

P 

Pounds per 
Cubic Foot 

Tons per 
Cubic Foot 

2 

1.414 

.71 

.5 

125 

.0625 

2i 

1.5 

2 


141 

.07 

2.4 

1.55 

.645 

.417 

150 

.075 = * 

2.5 

1.58 

.633 

.4 

156 

.078 

2.7 

1.643 

.609 

.37 

168.7 

.084 


Profile with Back Inclined. If the elementary profile be canted 
forward so that its back is inclined to the vertical, it will be found 
that the incidence of R will fall outside the middle third while that 
of W will be inside. The base Avill, therefore, have to be increased 

above 

Vp 
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When the back is overhanging, on the nthcr fM” !. /: = 
inside and W outside the middle third. 'I'Ih* ’•*?*: ■ 

section is consequently the most econoiniriil. 

8. Practical Profile. In actual jmiftirc a d.sni ir-.* h • 
provided with a crest of definite width, ami mtt *• 

apex of a triangle. The upper part of a dam i . Hl>j> •* ; ' . 
nitebutconsiderablestressc3ofanal)normaifharut f» r..;:. » * 

changes in temperature, consecpiciitly a .solid rre f j • 
The imposition of a rectangular crest, as shoun in i I . . 



the effect of mcreasmg the stability of the s,., ,i„„ V I ^ 
the base width can be somewhat Lueed' at 1 ' ' " "r' 

vertical resultant 17 fP P f n *, ’ ^ '’*"*** 

.-I « - - 

■soften entirely neglected. In ordt t, ' 


in Fig. 4. The line of pressure (R.E.) will begin to leave the middle 
third at the depth AD, which is found by calculation which need 
not be produced here, to be 2/cVp. Below the point D, the 
divergence of the line of pressure will continue for a further depth 
DE, the point E, being close upon S.lfcVp below the crest, or 
1.1/cVp below D. Below point E, the line of pressure will no 
longer diverge outward, but will tend to regain its original position, 
consequently no further widening will be necessary, and the added 



strip will be rectangular in form down to the base. The points D 
and F being joined, this portion of the back will be battered. The 
width of this added strip EF will be, with close approximation, 

or .06/r. 

16 

9. Crest Width, The crest width of a dam should be propor- 
tioned to its actual height in case of a “low’' dam, and in the case of 
a “high” dam to the limiting height — ^i.e., to that depth measured 
below the crest at which the maximum stress in the masonry is first 



10 
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reacted. Thus in "Wgli” dams the I"'f' ' ■»' ■>> 

X same dimensions except where the mnnn-,,,,-.,. 

munication necessitate a wider erest. ^ 

The effect of an abnonnall.v wide en-.i .ml 

causing it to overhang the fore slope ' 

by piers and arches. A gimd example oMI, - ■ .m - - 

in to Chartrain dam, Kg. 5. 'Hie and.es form n 
finish to the dam and have a plea.sing an Inm. im.d ■ 
Mue procedure, but in a less pronom.eed deem,.. , . , . 



'Hit' ft-r:;.'.; t 
width citJi hr » 

cither ill ft r!!i ‘ 

ini' heii.;i»t //;. ' 
Imsc h, uhi-rt- f!.r 
heif^ht. it H"t 
a |j;tnHl jirujHirf!"! 
hy the fitll"’.’. uu; 
nile: 

k \!l. 

or 

k ■ I • ih 


Tim hitler ft»r!u 

the crest width a function of the specific gravity ti. wel 
height, which is theoretically sound. 

10. Rear Widening, Where the rear witlciiing »» 
dam is neglected or where a uniform batter is sub's! it nf 
arrangement shown in Tig. 4, the profile will be jw-nfui:*. 
line. When the back is vertical the two trismgh"* » 
body of the dam are similar. If the ratio existing Iwi w »■« 
k 

{k) and the base (6), or — be designated by r, thii! t i>r 


depth of the vertical side in Fig. 6, = Ur and k X b 
In order to find what value the base width h 
that the center of nressure fR.F.') will fnll ,>vn,.ilv 


of P, the water pressure. 

11 . Method of Calculation. The pressures can be represented 
by the areas of the prisms involved, the triangle of water pressure 
being as usual reduced by dividing its base by p, A further elim- 

ination of common factors can be achieved by discarding — which 

is common to all three forces, the area W i being represented by 


because the actual original value is 


The forces then are W, 


H 

represented by b; Wi by br'^; and P by — ; the actual value of the 

P 

latter being . The lever arm distances of the c.g.’s of these three 

2p 

forces from A, the incidence of P, are as follows: of W, of Wi, 

O 

2 H . . ... 1 

— {b~ br), and of P, The equation will then stand, eliminating 
o 3 3 


or 


whence 


bXbA-br^(2b — 2Xbr) = 0 

P 

(I4.2r2-2P)-— = 0 
P 




Vp Vl-f-2r2-2P 


( 3 ) 


The value of b thus obtained will prove a useful guide in deciding 
the base width even when the back of the wall is not vertical, as only 
a small increase will be needed to allow for the altered profile. When 

k . . 1 . 

—or r = .15 the reducing coefficient works out to— — 7 :, the reciprocal 
b 1.019 

of which is .981. Thus with a profile 80 feet high with p = 2.5 and 

80 

r = .15, the base width of the pentagonal profile will be b = — =X .981 

V 2.5 

= 49.64 feet; the decrease in base width below that of the elementary 
profile without crest will be 50.60—49.64 = 0.96 feet. The crest 
width will be 49.64X.15 = 7.45 feet. In actual practice, the dimen- 
sions would be in round numbers, 50 feet base and 7| feet crest 
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reached. Thus in “liigh” dams the upper part can always be of 
the same dimensions except where the requirements of cross com- 
munication necessitate a wider crest. 

The effect of an abnormally wide crest can be modified by 
causing it to overhang the fore slope, this widening being carried 
by piers and arches. A good example of this construction occurs 
in the Chartrain dam, Fig. 5. The arches form a stiff but light 
finish to the dam and have a pleasing architectural effect. The 
same procedure, but in a less pronounced degree, is carried out in 

the Croton dam, Fig. 27. 

The formula for crest 
width can be expressed 
either in terms of the limit- 
ing height Hi, or of the 
base b, where the limiting 
height is not attained, and 
a good proportion is given 
by the following empirical 
rule : 



or 


( 2 ) 


7*=.15& (2a) 


Fig. 6. Pentagonal Profile — Back Vertical 

This latter formula makes 
the crest width a function of the specific gravity as w^ell as of the 
height, which is theoretically sound. 

10. Rear Widening. Where the rear widening of a 'low” 
dam is neglected or where a uniform batter is substituted for the 
arrangement showm in Fig. 4, the profile will be pentagonal in out- 
line. When the back is vertical the twm triangles composing the 
body of the dam are similar. If the ratio existing between the crest 

Qc) and the base (&), or be designated by r, then h = hr, and h, the 

depth of the vertical side in Fig. 6, = Hr and kXh— Hbr^. 

In order to find wdiat value the base width b should have, so 


consist of W, the lower, and JVi the upper triangle; the horizontal 
of P, the water pressure. 

1 1. Method of Calculation. The pressures can be represented 
by the areas of the prisms involved, the triangle of water pressure 
being as usual reduced by dividing its base by p. A further elim- 

H 

mation of common factors can be achieved by discarding — which 
is common to all three forces, the area JVi being represented by br^ 


because the actual original value is 


Hhr^ 


The forces then are W, 


represented by b; W i by br^; and P by — ; the actual value of the 

P 

latter being The lever arm distances of the c.g.’s of these three 

Zp 

forces from A, the incidence of JR, are as follows: of W, of W\, 

o 

2 H . . ... 1 

— (jb—br), and of P, — . The equation will then stand, eliminating 
o o o 


or 


whence 


bXb-\-br^(2b—2Xbr) =0 

P 

12 (iq.2r2-2r3)-— = 0 
P 




Vp ^ll+2r^-2r^ 


( 3 ) 


The value of b thus obtained will prove a useful guide in deciding 
the base width even when the back of the wall is not vertical, as only 
a small increase will be needed to allow for the altered profile. When 

k . . 1 . 

—or r = .15 the reducing coefficient works out to - - — the reciprocal 
b 1.019 

of which is .981. Thus with a profile 80 feet high with p = 2.5 and 

80 

r = .15, the base width of the pentagonal profile will be b = -p==X .981 

= 49.64 feet; the decrease in base width below that of the elementary 
profile without crest will be 50.60—49.64 = 0.96 feet. The crest 
width will be 49.64X.15 = 7.45 feet. In actual practice, the dimen- 
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T^idth as made on Fig. 6. The face of the profile in Fig. 6 is made 
by joining the toe of the base ■R'ith the apex of the triangle of water 
pressure. 

Graphical Process. The graphical processes of finding the 
incidences of R' and of R on the base are self-explanatory and are 
shonm on Fig. 6. The profile is divided into two triangular areas, 
(1), 45 square feet and (2), 2000 square feet. The two final result- 
ants fall almost exactly at the middle third boundaries, W, as 
might be conjectured, a trifle outside. Areas are taken instead of 
I widths, owing to H not being a common factor. 

Analytical Process. The analjiical process of taking moments 
about the heel is shown below*: 



Abea 

Lever Arm 

I M OMENT 

(1) 

45 

7.5X2 

3 

1 225 

(2) 

2000 

50 

33333 



3 


W 

2045 


33558 


The value 33,558, w^hich is the total moment of parts equals the 
moment of the whole about the same point or 

2045Xa:=33558 


a: =16.41 feet 
50 

The incidence of R" is therefore— — 16.41 = .26 ft. outside the middle 

O 

third. To find that of R relative to the heel, the distance (see 


section 17) betw’-een W and R is 


PH 1280X80 102400 


= 16.69. 


3 IF 3X2045 6135 

The distance of R from the heel is therefore 16.69+16.41 =33.10 ft. 

2 . . 

The-^ point is 33.33 feet distant, consequently the incidence of R 

O 

is .23 foot within the middle third. 



12. Variation of Height. The height of a dam is seldom uni- 
form throughout; it must vary with the irregularities of the river 
bed, so that the maximum section extends for a short length only, 
while the remainder is of varying height. This situation will affect 
the relationship between the crest width and the height, and also 
the base width. To be consistent, the former should vary in width 
in proportion to the height. This, however, is hardly practicable, 
consequently the width of the crest should be based more on the 
average than on the maximum height, and could be made wider 
wherever a dip occurs in the foundation level. 

13. High and Wide Crest. In case of a very high as well as 
wide crest, i.e., one carried much 
higher than the apex of the trian- 
gle of water pressure, it is not 
desirable to reduce the base width 
much below that of the elemen- 
tary triangle. The excess of 
material in the upper quarter of 
a 'iow’’ dam can be reduced by 
manipulating the fore slope. 

This latter, which is drawn up- 
ward from the toe of the base, 
in Fig. 7, can be aligned in three 
directions. First, by a line ter- 
minating at the apex of the trian- 
gle of water pressure; second, it 
can be made parallel to that of 
the elementary profile, that is, it can be given an inclination of 

-i to the vertical, and third, the slope or batter can be made 

Vp 

flatter than the last. Tliis latter disposition is only suitable with 
an abnormally high and wide crest and is practically carried out 
in the Chartrain dam. Fig. 5, where the base is not reduced at all 
H 

below —j=- 

Vp 

Reduction to any large extent, of the neck of the profile thus 
effected is, however, not to be commended, as the upper quarter of 





to be illustrated later, as well as theAshokan dam, are examples of 
an abnormally thick upper quarter being provided on account of 
ice. WTiatever disposition of the fore slope is adopted, the profile 
should be tested graphically or anahdically, the line of pressure, if 
necessary, being drawn through the profile, as wll later be explained. 

From the above remarks it will be gathered that the design of 
the section of a dam dowm to the limiting depth can be drawn by a 
few Knes based on the elementary profile which, if necessary, can 
be modified by appljdng the test of ascertaining the exact position 
of the centers of pressure on the base. If the incidence of these 
resultants falls at or close within the edge of the middle third divi- 
sion of the base, the section can be pronounced satisfactory; if 
otherwise, it can easily be altered to produce the desired result. 

Freeboard. The crest has to be raised above actual full reservoir 
level by an- extent equal to the calculated depth of water passing 
over the w'aste weir or through the spillway, as the case may be. 
This extra freeboard, which adds considerably to the cost of a 
work, particularly when the dam is of great length and connected 
with long embankments, can be avoided by the adoption of auto- 
matic waste gates by which means full reservoir level and high flood 
level are merged into one. 

In addition to the above, allowance is made for wave action, 
the height of which is obtained by the following formula: 

S„ = 1.5V?+(2.5-V?0 (4) 

In this expression F is the ^‘fetch”, or longest line of exposure of 
the water surface to wind action in miles. Thus if F=4 miles, the 
extra height required over and above maximum flood level will be 
(1.5X2) + (2.5-1.4) =4.1 feet. If F=10 miles, hy, will work out to 
5| feet. The apex of the triangle of water pressure must be placed 
at this higher level; the crest, however, is frequently raised still 
higher, so as to prevent the possibility of water washing over it. 

14. Example. The working out of an actual example under 
assumed conditions will now be given by both graphical and analyti- 
cal methods. Fig. 8 represents a profile 50 feet in height with crest 
level corresponding with the apex of the triangle of water pressure. 


Vp 'J 

X 50 = 33.3 feet, the crest width is thus 5 feet. The back slope is 
carried down vertically to the point e, a distance of 8 feet, and from 
here on, it is given a batter of 1 in 50. The outset at the heel beyond 
the axis of the dam, which is a vertical line drawn through the rear 



edge of the crest is therefore .84 foot. The toe is set in the same 
extent that the heel is set out. The face line of the body is formed 
by a line joining the toe with the apex of the water-pressure triangle. 
If the face line were drawn parallel to the hypothenuse of the ele- 
mentary triangle, i.e., to a slope of 1 : Vp, it would cut off too much 
material, the area of the wall being then but very little in excess of 
that of the elementary triangle, which, of course, is a minimum 
quantity. As will be seen later, the analysis of the section will show 
that the adopted base width could have been reduced below what 



formula (3). 

15 . Graphical Method. The graphical procedure of drawing 
the resultant hues W (R.E.) and R (R.F.) to their intersection of the 
base presents a few differences, from that described in section 7, 
page 6, ■R’ith regard to Fig. 3. Here the profile is necessarily divided 
into two parts, the rectangular crest and the trapezoidal body. As 
the three areas (1), (2), and Pi, are not of equal height, the item H 
cannot be eliminated as a common factor, consequently the forces 
will have to be represented as in Fig. 6 by their actual superficial 
areas, not by the half vddth of these areas as was previously the case. 
In Fig. 8a the vertical load line consists of the areas 1 and 2 totaling 
844 square feet, which form W. The water pressure Pi is the area 

of the inclined triangle whose base is — . Tills is best set out graph- 

P 


ically in the force polygon by the horizontal line P, made equal to 


the horizontal water pressure, which is 


IP 2500X2 


= 555 square 


feet. The water-pressure area strictly consists of two parts corre- 
sponding in depth to (1) and (2) as the upper part is vertical, not 
inchned, but the difference is so slight as to be inappreciable, and 
so the area of water pressure is considered as it would be if the back of 
the wall were in one inclined plane. In Fig. 8 the line Pi normal to 
the back of the wall is drawn from the point of origin 0 and it is cut 
off by a vertical through the extremity of the horizontal line P. 
This intercepted length 0 Oi is clearly the representative value of 
the resultant water pressure, and the line joining this point with the 
base of the load line W is R, the resultant of W and of Pi. If a 


horizontal line HP be drawn from the lower end of the load line W 


it will cut off an intercept ( N) from a vertical drawn through the 
termination of Pi. This line AB = P, and N is the vertical com- 
ponent of R, the latter being the resultant of W and Pi as well as 
of N and P. Wlien the back is vertical, N and W are naturally 
identical in value, their difference being the weight of water over- 
lying the inchned rear slope. 

The further procedure consists in drawing the reciprocals of 
the three forces Pi, W, and R on the profile. The first step consists 
in finding the centers of gravity of the vertical forces 1 and 2 in which 
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the hexagonal profile is divided. That of (1) lies clearly in the 
middle of the rectangle whose base is de. The lower division (2) is 
a trapezoid. The center of gravity of a trapezoid is best found by 
the following extremely simple graphical process. Prom d draw 
dh horizontally equal to the base of the trapezoid fg and from g, 
gj is set off equal to de; join hj, then its intersection with the middle 
line of the trapezoid gives the exact position of its center of gravity. 
Thus a few lines effect graphically what would involve considerable 
calculation by analytical methods, as will be shown later. 

The next step is to find the combined c. g. of the two parallel 
and vertical forces 1 and 2. To effect this for any number of parallel 
or non-parallel forces, two diagrams are required, first, a so-termed 
force and ray polygon and, second, its reciprocal, the force and 
chord, or funicular polygon. The load line in Pig. 8a can be utihzed 
in the former of these figures. Pirst, a point of origin or nucleus of 
rays must be taken. Its position can be anywhere relative to the 
load line, a central position on either side being the best. The 
point Oi, which is the real origin of the force polygon at the extremity 
of Pi can be adopted as nucleus and often is so utilized, in which 
case the force line Pi and R can be used as rays, only one additional 
ray being required, Por the sake of illustration, both positions for 
nucleus have been adopted, thus forming two force and ray poly- 
gons, both based on the same load line, and two funicular polygons, 
the resultants of which are identical. The force and ray polygon is 
formed by connecting all the points on the load line with the nucleus 
as shown by the dotted line a, b, and c, and a', b', and o'. Among the 
former, a and c are the force lines Pi and P, the third, b, joins the 
termination of force (1) on the load line with the nucleus. These 
lines a, b, c, are the rays of the polygon. Having formed the force 
and ray diagram, in order to construct the reciprocal funicular 
polygon 86 the force lines (1) and (2) on the profile Pig. 8 are con- 
tinued down below the figure. Then a line marked (a) is drawn 
anywhere right through (1) parallel to the ray a, from its intersec- 
tion with the force (1), the chord (6) is drawn parallel to the ray (6) 



the mclmed lorce 1 1 dra'wii through the center or gravity o 
water pressure area. This intersection is the starting point < 
drawn parallel to its reciprocal on the force polygon 8a. 
resultant intersects the base at a point within the middle t 
R is the resultant “Reservoir Full”, while TF, the resultant o 
vertical forces in the masonry wall, is the resultant “Rese 
Empty”, The intersection of the latter is almost exactly at the : 
edge of the middle third — thus the condition of the middle th: 
fulfilled. The question of induced pressure and its distributic 
the base will be considered later. 

The incidence of N, the vertical component “Reservoir I 
on the base is naturally not identical with that of T-F, the resu 
“Reservoir Empty”, unless the back of the wall is vertical, 
line R is the resultant of both Pj. and TV, and of P and iV 
it be required to fix the position of N on the profile, a horiz 
line should be drawm through the intersection of Pi with the 
of the wall. Tliis will represent the horizontal component o 
water pressure Pi, and it will intersect R, produced upward. ' 
a line drawn vertically through this latter point will represen 
the vertical component (Reservoir Full). The position of 
necessarily outside of W, consequently if N is made to fall at the 
edge of the middle third of the base, IF must fall within the m 
third. This fact will later be made use of when the design o 
lower part of a “high” dam comes under consideration. 

16. Analytical Method. The analytical method, of ascei 
ing the positions of the incidences of TV and of R on the base, “v 
has just been graphically performed, will now be explained. 

The first step is to find the positions of the centers of gr 
of the rectangle and trapezoid of which the profile is comp 
relative to some vertical plane, and then to equate the sum c 
moments of those two forces about any fixed point on the 
with the moment of their sum. 

The most convenient point in most cases is the heel of the 
this projects a distance (y) bejmnd the axis of the dam, whicl 
is a vertical line passing through the inner edge of the rectan 
crest. 




L v^w/o yji 
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of the water-pressure triangle, are generally trapezoids, the follow- 
ing enumeration of various formulas, 
whereby the position of the c.g. of a 
trapezoid may be found either with regard 
to a horizontal or to a vertical plane, 
will be found of practical utility. In Fig. 

9, if the depth of the figure between the 
parallel sides be termed //, and that of 
the truncated portion of the triangle of 
which the trapezoid is a portion be 
termed d, and h be the vertical height 
of the c.g. above the base, then 



Fig, 9. Diagram Showing CcntRrs 
of Gravity of Water Pressure 
Trapezoids 


, H^H+Sd 


( 5 ) 


Thus, in Fig. 9, H = 13 and d = Q feet, then 



/13±18\ 

vi3+i2y 


= 5.37 feet 


If the base of the triangle and trapezoid with it be increased or 
decreased in length, the value of h will not be thereby affected, 
as it is dependent only on H and d, which values are not altered. 
If, however, the base of the triangle be inclined, as shown by the 



Fig. 10. Diagram Illustrating Height of c. g. Trapezoid above Base 


dotted lines in Fig. 9, the center of gravity of the trapezoid will 
be higher than before, but a line drawn parallel to the inclined 
base through g, the c. g. will always intersect the upright side of 
the trapezoid at the same point, viz, one which is h feet distant 
vertically above the horizontal base. 


parallel sides of the trapezoid, and is 




H /h+2d 


I 


3 \a+b 


) 


( 6 ) 


For example, in Fig. 10, H = 12, a= 10, and b — 16, then 

If the horizontal distance of the c.g. of a trapezoid from a ver- 
tical plane is required, as, for example, that of the trapezoid in Fig. 
8, the following is explanatory of the working. As shown in Fig. 
11, this area can be considered as divided into two triangles, the 
weight of each of which is equivalent to that of three equal weights 
placed at its angles; each weight can thus be represented by one- 

third of the area of the triangle in question, or by and respec- 
tively, H being the vertical depth of the trapezoid. Let y be the 

projection of the lower corner 
A beyond that of the upper 
one B. Then by equating 
the sum of the moments of 
the corner weights about the 
point A with the moment of 
their sum, the distance (cr) of 
the c.g. of the whole trape- 
zoid from A will be obtained 
as follows : 



Fig. 11. Method of Finding Distance of Center 
of Gravity of a Trapezoid from Heel 


m-ff 


b(a+b)~{-a{a-\-y)+yia+h) 


[(^+.)+«(gf)] (7) 

where y = 0, the formula becomes 

For example, in Fig. 8, ci or dd=5 feet, 5 =.33.3, and i/ = .84, whence 



T!t«- |.r<.|HTf i.- . of :i trian.ult' with a liorizontal base, as 

it! } ii'. I. , Hi.f. \\i 11 hi' i'r. fit lifTf aiiii are obtained in tlie stiine way 
b;. tal.ioir ;i,bi.uf .1, tltir. 


h I >, 

X 

1 1 

In 1'!^'. 11’. ! i Ifft, -v s ii ft. and It 111 ft'el, tiieii 

n • s , 

X .. I I I eel 


( 8 ) 


Ibwa-riiiu' to Id;:, s, the jnidtion of till* incidence of on the 
bit c i tiblaiufd b;, faldnn' inonjents about the heel 7 of tin; l>ase as 
foil ou : Ib i'o II i^ the area of tlic \vhole jtrofile, etjual, as w'e have 
.’fcij, to sn . ij. ft. 'I he urea of the uuner cornnonent ( 1 ) is *10 sq. 
ft, and of i:’ SUL 

Ti.c le. er nnn t»f IT is by hypotiiesis x, 
that of ih i. L’.b « .sj fort, tiiut of (~) 

by fortunlu /! has already Ih-cii shown to l)c 
ll.bdfeet, Henre. Us the moment t>f the whole 
is equal to the Mim of the moments of the 
parts, the equation will lH*eome 

s } hr }i 1 y :i.:; i f si M x 1 1 did = imh-l i 



Fig. 12. Method of 
Finding Center of 
tjravity of a Triangular 
Profile 


X ] 1 .L’;; feet 


This fixes the podfion of tlie inehlenee (jf II' relative to the heel. 

'rhr isodtion of the inner thinl point is or from the heel. 

.Id 

The iiieideiiee tif II' is tlierefore 1 L'id- 1 1.H) = .13 foot within the 
middle third, whieh eomjilies with the .stipulated proviso. 

'File iie.xl step is to find the position of R relative to the heel of 
the liuse. As in liraphieal methods, only horizontal and vertical 
forees are eonddered; the water-pressure urea is split into two parts, 

7/2 

one, /’ the horizontal eoiiqumeiit, tlie value of whieh is -;y-, or 555 

*->P 



hv lurnmla lO', n . r- 

I'. .iS 

.si ’J 1 . I ffi-f ; ! hi . li;i . I* » lu’ i Ir. {•!» '! K; i* • >? ^ ^ • ? 

iiia.iuiry line, 'I'hc rtiiiinii fhMt h* h 

nearly. 'The tli-taitre tif the ff II f? .er *• 

!)a:.e haa ali'eatly Ihiih th In juii;* '( f«* he I* ' • “ • 

lieiu^t •■'<'.! fl.. flie iii timer t<f jlir i f<t « li»<. ! “ - 

ll.'J.'l 111.!*, near!;,, li the (Is f.t?ee h«?v'*tr » . 

li aial /i’ lie (eniietl .r. (hr r-qu.d ii'li i*f inxitsc • ♦ , f 

nf /i’, will :.huul ihti^; 


or 

ho 

.1.1. 1 - S { l.r * fn s f « if, H.; 

» i 

i(\ 

.!• ' It* V ll . !!• a,;l 

S.'i 1 . s 

Ji Is tluTcfltn* 10.7 I I I.:’:; I'l.u;; ft. tU t.m? fr«‘lu the hrri. I hr 
1 pnitit hviti}' ft, from tla* ;auiie |h.U(?, it f.ill. ff mat!' 

within tin* miihlle thirtl. 'Dii'. -hi.w . flmf n fnall rr4!iefirH iu 
nrou of the proiilc eunhl he elTerfed. 

17. Vertical C<)inp<»nent, If the |wr.tfino i»f ,V, ihr term .4 
component of it and /’j, is reiphreii. u- omefiinr . fh* *a r, 
it is ohtiiincd hy the opnithni .V * .r * e.. 

0 * being the distanci* from tlje he«d of ilie hii.r. Or in liknirr,, 

# 

So-hs.r isilvii.^iP I 
a- 11.1 feet 

The incidence <if A' i*», tljcrefore, in ibih ruse, exiPih »»ti thr Itinii ».f 
the middle third. Thi.s of eonr^e «hH*H sioi alh-rf tlir *4 

middle third, which refers to the rcMiltimt If f IC.K,!' {|of f*» iii.r n-ni- 
ponent N (H.F.) hut. as will Im* S4*t*n Infer, whrii fhr- loiirr |uirf of" a 
high dam (’(unes to he desigtml, «»iie eondifiojt •uh. ifri|Mt.r'«l 

is, that the vertical component A* inusi fall nf flie inner edirr of ihr 
middle third, in which ea.se II ‘ will neeennirik fall iii-ide llirr.-of. 




reinforcement anchored down : 


5 = (9) 

or, letting m equal the expression in brackets, 

s = msi (9a) 

In formula (9a), q is the distance between the center point of the 
base and the center of pressure or incidence of whatever resultant 

pressure is under considera- 
tion, and Si is the mean stress, 
or the resultant pressure di- 
vided by the base. 

In Fig. 8 as explained in 
section 16, the incidence of R, 
i.e., the center of pressure 
(R.F.), falls .3 ft. within the 
middle third of the base, con- 
sequently the value of q will be 

3=5 25ft and 

6 6 

in formula (9a) m = 1 ^ 

h 

31 5 

= 1+|^ = 1.95. The maxi- 

I mum reaction at the toe 

■i always designated by s =^ — 
<0' h 

Fig. 13. Diagram Showing Pressure Distribution 1.95 X 60 „ 

on a Dam with Reservoir Empty and qo q O.Oi LOnS per Sq. 

Reservoir Full Oo.O 

ft. For the reaction (R.F.) at 

the heel, m = 1 - .95 = .05, and Sz = = .09 tons. The distribu- 

00^0 

tion of pressure due to the vertical component of R is shown hatched 
in Fig. 8 as well as in Fig. 13. 

From formula (9) the facts already stated are patent. When 
the incidence of the resultant force is at the center of the base. 



to the mean ; when at one of the third points, q = — , m = 2, and s = 2si; 

G 

when at the toe, m = 4, and s = 4si, or 4^. 

6 

If the material in the dam is incapable of caring for tensile 
strain, the maximum vertical compression, or s, obtained by formula 
(9) will not apply. Formula (24), section 86, should be used when- 
ever R falls outside the middle third. 

In designing sections it is often necessary to maneuver the 
incidence of the resultant stress to a point as close as possible to the 
center of the base in order to reduce the maximum stress to the least 
possible value, which is that of the mean stress. The condition of the 
middle third, insures that the maximum stress cannot exceed twice 
the mean, and may be less, and besides insures the absence of tensile 
stress at the base. 


19. Graphical Method for Distribution of Pressure. The 

graphical method of ascertaining the distribution of pressure on the 
base of a masonry wall, which has already been dealt with analyti- 
cally, is exhibited in Fig. 13, which is a reproduction of the base of 
Fig. 8. The procedure is as follows: Two semicircles are struck 
on the base line, having their centers at the third division points 


and their radii equal to 


3' 


From the point marked e, that of the 


incidence of R, the line eg is drawn to g, the point of intersection of 
the two semicircles. Again from g a line gn is set off at right 
angles to eg cutting the base or its continuation at a point n. This 
point is termed the antipole of e, or the neutral point at which pres- 
sure is nil in either sense — compressive or tensile. Below and 
clear of the profile a projection of the base is now made, and from 
g a perpendicular is let fall, cutting the new base in g' while, if the 
line be continued upward, it will intersect the base at K. This 
latter point will, by the construction, be the center point of the base. 
The line Kg is continued through g' to h', g'h' being made equal to 
the mean unit pressure, =1.8 tons. A perpendicular is let fall 
from n cutting the new base line at ni; the points n\ and h' are then 
joined and the line continued until it intersects another perpendicu- 
lar let fall from the toe of the base. A third perpendicular is drawn 



26 


DAMS AND WEIRS 


from the heel of the base, cutting off a corner of the triangle. The 
hatched trapezoid enclosed between the last two lines represents the 
distribution of pressure on the base. The maximum stress will 
scale close upon 3.51 and the minimum .09 tons. If IE be considered, 

5 = ^=^^ = 1.78 tons, the maximum stress at the heel will be 
b 33.3 

3.52 and the minimum .04, at the toe. 


20. Examples to Illustrate Pressure Distribution. In Fig. 14 
is illustrated the distribution of pressure on the base, due to the 



incidence of R, first, at the toe of 
the base, second, at the two-third 
point, third, at the center, and 
fourth, at an intermediate position. 
In the first case (Ri), it will be 
seen that the neutral point n\ falls 
at the first third point. Thus two- 
thirds of the base is in compression 
and one-third in tension, the maxi- 
mum in either case being propor- 
tional to the relative distance of the 
neutral point from the toe and heel 
of the base, the compression at the 
toe being four times, while the ten- 
sion at the heel is twice the mean 
stress. In the second case (R 2 ) 
intersects at the two-third point, 
and the consequent position of n is 



Fig. 14. Pressure Distribution on 
Base of Dam under Various 
Conditions 


exactly at the heel. The whole base 
is thus in compression, and the max- 
imum is double the mean. In the 
third case (Rs), the line gn is 
drawn at right angles to fg. The 
latter is vertical and gn will conse- 


quently be horizontal. The distance to n is thus infinite and the 
area of pressure becomes a rectangle Avith a uniform unit stress s. 
In the fourth case (R^, the neutral point lies well outside the profile. 



ixiLTCciseb wiLii Liiti uepia Lxie prouie until a levei is reacnea wnere 
the limit stress or highest admissible stress is arrived at. Down to 
this level the design of the section of a dam, as already shown, con- 
sists simply in a slight modification of the pentagonal profile with 
a vertical back, the base vddth varying between that of the ele- 
mentary profile or or its reduced value given in formula (3). 

Vp 

Beyond this limiting depth, which is the base of the so-termed 
“low” dam, the pentagonal profile will have to be departed from 
and the base widened out on both sides. 

22. Formulas for Maximum Stress. The maximum unit stress 
in the interior of a dam is not identical with (5), the maximum vertical 
unit reaction at the base, but is a function of Si. In Fig. 8, a repre- 
sentative triangle of forces is shown composed of N the vertical 
force (R.F.), P the horizontal water pressure, and R the resultant 
of N and P; therefore R = ^ N^-\-F^ = also N sec 6. If the back 
were vertical, N and W would coincide and then P = VlF2-hPl 
Various views have been current regarding the maximum internal 
stress in a dam. The hitherto most prevalent theory is based on 
the assumption, see Fig. 8, that the maximum unit stress 


mR 


ViV^-j-P^ tjiN _ 
c = ~T~ = m ; = — r— seep 


(lOa) 


Another theory which still finds acceptance in Europe and in the 
East assumes that the maximum stress is developed on a plane 
normal to the direction of the resultant forces as illustrated by the 
stress lines on the base of Fig. 8. According to this, the mean 

R R 

stress due to R would not be -r- but -j—, and the maximum stress will 

b bi 

be But and R = N sec 6 , consequently the maxi- 

Ox Ox ^ 

mum unit stress would be 

c = sec^ 6 (10b) 


Recent experiments on models have resulted in the formula for 
maximum internal unit stress being recast on an entirely different 
principle from the preceding. The forces in action are the maxi- 
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water pressure, or 


symbolized by P, which is assumed to be 


equally resisted by each unit in the base of the dam; the unit shear- 

P 

mg stress will thus be — . These forces being at right angles to 

each other, the status is that of a bar or column subject to compres- 
sion in the direction of its length and also to a shear normal to its 
length. The combination of shear with compression produces an 
increased compressive stress, and also a tension in the material. 
The formula recently adopted for maximum unit compression is 
as follows ; 

mN P 

In this s = insi ,== — ; — . As before Ss=— , substituting we have 
0 b 




N {(mNp P^ 7^^iV’-|-V(?7^iV)^-|-4P2 


462 ■^62 


When m = 2, as is the case when the incidence of R is exactly at the 
outer boundary of the middle third 

c= ^ =—(1+560 0) (IO 2 ) 

23. Application of All Three Formulas to Elementary Profile, 

In the case of elementary triangular profile which has a vertical 

back, N=W and sec 6 = ^ - ^ — (section 7, page 5) and m = 2; then 

Vp 

formula (IO 2 ) becomes 

"=1- <:i+ 






(U) 



i/et 11 in elementary triangle = 150 leet, p = 2A, wp-~ ton. 

When, according to (11), c = — — — (1-1-1.187) = 12.3 tons per 

Z X4U 

square foot. 

Taking up formula (10a) 

mW sec 6 2W sec 6 

c - - 


, W IIwp 

above -r- = — 


'= llu'pxj^-^ = p^ p-}-^ 


(11a) 


Example with conditions as before 

150X1 XI. 55V^ 

^ 32 


=7.26X1.84 = 13.3 tons 


With formula (10b), c = - — , or in terms of H, 

b 


c— Hwp 




Hw{p-i-l) 


(lib) 


Therefore, with values as above, 

150X1X3.4 

c = = 15.9 tons 

32 

From the. above it is evident that formulas (10b) and (lib) give 
a very high value to c. Tested by this formula, high America) 
dams appear to have maximum compressive unit stresses equal tc 
20 tons per square foot, whereas the actual value according to 
formula (10) is more like 14 tons. However, the stresses in the 
Assuan dam, the Periyar, and other Indian dams, as also French 
dams have been worked out from formula (10b) which is still in use. 

24. Limiting Height by Three Formulas. The limiting height 
(Hi) of the elementary triangular profile forms a close guide to 
that obtaining in any trapezoidal section, consequently a formula will 
be given for each of the three cases in connection with formulas (10), 
(lOa), and (10b). Referring to case (10), we have from formula (11) 
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( 13 ) 


The tensile and shearing stresses are not of sufficient moment to require 
any special provision in the case of a gravity dam. The tension is 
greatest at the heel, diminishing toward the toe. This fact suggests 
that a projection of the heel backward wmiild be of advantage. The 
direction (a) of c to the vertical is not that of R but is as follows: 


rp r, 2s, 2P viN 2P 

Tan 2a = — =-— 

s b b viN 

P 

when m = 2, tan 2a = In Fig. 8, P = 555 and N = 855 . .' . tan 2a = 
-^ = .649 wffience 2a = 33° 00' and (a) =16° 30'. The inclination 


of R to the vertical, or 6, is 33° 50', i.e., twice as large as that 
of c. The direction of t is at right angles to that of c, while that of 
Sh the shear, lies at 45° from the directions of either c or t. 


26. Security against Failure by Sliding or Shear. Security 
against failure by sliding depends on the inclination of W to P, i.e., 
on the angle Q between W and R. Thus tan d should be less than the 
angle of friction of masonry on masonry, or less than .7. This is the 
same as stating that the relation of W and P must be such that B 
shall not be greater than 35°, or that the complement of 6 be not less 
than 55°. The adoption of the middle third proviso generally insures 
tins. With regard to sliding on the base, this can be further pro- 
vided against by indentations in the base line or constructing it 
inclined upward from heel to toe. 

27. Influence Lines. It is sometimes desirable for the purpose 
of demonstrating the correctness of a profile for tentative design, 
to trace the line of pressures corresponding to the two conditions 
of reservoir full and empty, through the profile of a dam. This is 
far better effected by the use of graphic statics. 

There are two different systems of graphic construction that 
give identical results, which will now be explained and illustrated. 

The first method, which is most commonly adopted, is exhibited 
in Fig. 15, which is the profile of a 100-foot high dam with specific 
gravity 2\. It thus lies witliin the limiting depth, which for the 

1 j _ T _ -f r\n J? l 


The profile is pentagonal, with a vertical back, and has the full 

II .. . 

base width of the elementary profile, viz, — which in this case is 

Vp 

-X 100 = 66.7 feet. The crest k is ^ II =10 feet wide. The water- 

O 


pressure triangle has a base of — . The profile, as well as the water- 

P 

pressure triangle, is divided into five equal laminas, numbered 1 



Fig. 15. Graphical Construction for Tracing Lines of Proa.sure on Dam of Pentagonal Profile 


to 5 in one case and 1' to 5' in the other. The depth of each lamina, 

H . 

which is — is, therefore, a common factor and can be eliminated as 
5 

well as the item of unit weight, viz, wp. The half widths of all 
these laminas will then correctly represent their areas and also their 
weights, reduced to one denomination, that of the masonry. In 
Fig. 15a a force polygon is formed. In the vertical load line the 
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lines of the combination of 1 with 1', 1, 2, with 1' 2' and so on marked 
El to i ?5 are drawn. This completes the force polygon. The next 
step is to find the combinations of the vertical forces on the profile, 
viz, that of 1 and 2, 1, 2, and 3, etc. This, as usual, is effected by 
constructing a force and ray polygon, utilizing the load line in 
Fig. 15a for the purpose. Then the centers of gravity of the several 
individual areas 1 to 5 are found by the graphical process described 
in section 15, and verticals drawn through these points are projected 
below the profile. On these paralleHorce lines 1 to 5, the funicular 
polygon Fig. 15b is constructed, its chords being parallel to their 
reciprocal rays in Fig. 15a. The intersection of the closing lines 
of the funicular gives the position of the centroid of the five forces 
engaged. By producing each chord or intercept backward until it 
intersects the initial line, a series of fresh points are obtained which 
denote the centers of gravity of the combinations of 1 and 2; 1, 2, and 
3, and so on. Verticals through these are next drawn up on the profile 
so as to intersect the several bases of the corresponding combinations, 
thus 1, 2, and 3 will intersect the base of lamina 3; and 1, 2, 3, and 
4 will intersect that of lamina 4; and so on. These intersections 
are so many points on the line of pressure (R.E.). The next step 
is to draw the horizontal forces, i.e., their combinations on to the 
profile. The process of finding the centers of gravity of these areas 
is rendered easy by the fact that the combinations are all triangles, 
not trapezoids, consequently the center of gravity of each is at | 
its height from the base. Thus the center of gravity of the com- 
bination F-f2'-h3' is at ^ the height measured from the base of 
3' to the apex, in the same way for any other combination, that of 
1', 2', S', 4', 5', being at ^ the total height of the profile. The back 
being vertical, the direction of all the combined forces will be hori- 
zontal, and the lines are drawn through, as shown in the figure, 
to intersect the corresponding combinations of vertical forces. 
Thus 1' intersects 1, 1' 2' intersects 1 2, and so on. From these 
several intersections the resultant lines Ei, E^, to E^ are now drawn 
down to the base of the combination to which they belong, these 
last intersections giving the incidence of i?i, i? 2 , etc., and are so 
many points on the line of pressures (R.F.). The process is simple 


and takes as long to describe as to perform, and it has this advan- 
tage, that each combination of forces is independent of the 
rest, and consequently errors are not perpetuated. This system 
can also be used where the back of the profile has one or 
several inelinations to the vertical, explanation of which will be 
given later. 

28. Actual Pressures in Figures. In the whole process above 
described, it is noticeable that not a single figure or arithmetical 
calculation is required. If the actual maximum unit stress due to 
i? or to IF is required to be known, the following is the procedure. 
In Fig. 15a, N scales 174, to reduce this to tons it has to be mul- 

H 

tiplied by all the eliminated factors, which are — =20 and wp — 

0 


9X1 

4X32’ 


that is, N = 


174X20X9 

4X32 


= 244 tons. 


Assuming the incidence of R exactly at the third division. 


the value of ^ is — and that of m is 2; P also scales 112, its 
b 

value is therefore = 157 tons. Applying formula (IO 2 ), 


4X32 


c=N- 


ViV2q.p2 244+ V 2442+ 1572 534 


66.7 


66.7 


= 8 tons per sq. ft.. 


roughly. As 8 tons is obviously well below the limiting stress, for 
which a value of 16 tons would be more appropriate, this estimation 
is practically unnecessary but is given here as an example. 

29. Analytical Method. The analytical method of calculation 
will now be worked out for the base of the profile only. First the 
position of W, the resultant vertical forces (R.E.) relative to the 
heel of the base will be calculated and next that of R. The back of 
the profile being in one line and vertical the whole area can be con- 
veniently divided into two right-angled triangles, if the thick- 
ening of the curvature at the neck be ignored. As the fore slope 
has an inclination of 1: Vp the vertical side of the upper triangle 

7>/“- 1 -,1.1 1. 100X1.5 _ 

(1) IS fcVp in length; its area will then be — ^ — = 2 


sq. feet. The distance of its c. g. from the heel of the base, which 

20 
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'fhe moment will then he 

, . , . . II ' _ 2 

triangle, its area i,. .)()(ll)x 

2V/, 2 

it H lever arm i » one-third of its base, or 22.2 feet. 'Fhe moment 
about tile axi-. will then be X--. 2 71 ,()()(). ddie moment of 

tiie whole in eijual to the sum of the moments of the ])arts. The 
area of the whole is 7.“i | MTi.'J -dlO.S. Let .r be the reiiuired distaiiee 
of the ineidenee of }f' from the heel, then 

.rX.Tl().S--7},r)()() 

7Ld()() 

a*™ 

;ni).s 


:21 .1) feet 


'Fhe inner eilge of the middle third is or 22.2 feetdhstant from the 

lieel : the exaef ineideiii'e of IT i.s, thendore, .2 foot outside the middle 
third, a ])raetieally negligible amount. With regard to the jaxsition 
of tin* distanee (/; between the ineidenee of Ji and that of W is 

m thi.s / tin* wat(T-pre.ssure area = = 2220. ../= 

Jot) 7 from the heel will 

dxMhis 

then be 21 ,7 i 21 . 0 “4:^,(; feet; the outer edge of the middle third 
is 44.4 feet distant from the heel, con.seqiiently the incidence of if 

is 44, 1 • 4d.t)™--.S foot within the middle third, then q = ~ — .8=^^ 

b 0 

— .S-~-10.3 ft., and ?// = = l + .93 = 1.93. At this stage it 

will be eonvenient to convert the areas into tons by multiplying 
2.25 

them by pie, or . Then A" and If' become 239.6, and P becomes 

,12 

156, .3 tons. I’onmila (10) will also be used on account of the high 
figures; then 

Here tons, and , 5 ,=f =^^=2.34 

h b 66.7 
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thm* iM alH<» n slight t«’iisioii at thr tm* uf .1! !»*«, a iireltgiish" 

(quantity. This prfsj^urc iirru is slitiwn «>tt Fig. If*. 

30. Haesaler’s Methoil. A m'i-kipI iiwthiMi «»f ♦Iniwitig lltr 
line of pressures whieh is leniieii "Hitessh-r’s"’ is e\hitiifr«l in Fig. 
U>, the same prt>tile Iwing Useil us in the !iis| r^iimulr. tu this 
system, wliieli is very .stiitnlile for » riir\r4 hurk, or our 
of several iiielineil HUrfnres, the forees are is(»| freiifnl ns ifttli-|i«'i!»ifiit 
entitieH as before, but the proeesH <»f etiinbiiuifion is roiilifiiirais 
from the hegiimiiig. 'Fhey eaii remlily !«♦ i»it tin* ftsm* 

polygon, Fig. Kk and are F with I pr»«iiieiiig U.\\ !%% »ifli 2b i.e.. 
F, I, 2b the last resultnnt laiiig the dotle4 revem* lifir. 'Iliis 
is then combined with 2 pr»Mlueing /ib. and m) «»ii. 



ji no rociprocaiH on itu; promo iiro drawn as rollows: Idrst the 
o.^.’s of all tli(! laininas 1, 2, .'1, otc., 1', 2', ate., are obtained by 
graj)hit'al proccHs. Next tlio water-pressure lines, which in this ease 
are horizontal, are drawn tlinnijih the ])rofile. Force line (!') inter- 
Hoets tin; vertical (I), whenet^ lii is drawn i)arallel to its reciprocal 
in Fig. Ida through the base of lamina (1), until it reaches the hori- 
zontal fesree line V2'). Its interse<‘tion with the ba.se of (1) is a point 
in the lim* of pre.sstiro (H.F.). Again from the intersection of Ri 
with (2'), a lino is <lrawn backward jKirallel to its dotted reciprocal 
line in h'ig. Ida until it meets with the .sc'cond vertical force (2). 
From this point Rt is then drawn <lownward to its intersection with 
the horizontal force {d'j, its intersection with the base of lamina 
(2) giving another point on the line of pres.sures. This process is 
rejMnited \mtil the intersection of /^5 with the final base completes 
th(‘ ojM'ration f<jr (H.F.). It is evi- 
dent that Ru as well as all the other 
resultants are ])arallel to the cor- 
n*Hponding ones in Fig. 15, the same 
result being arrived at by different 
gruidiical proce.sstxs. 

31. Stepped Polygon. Fig. 

Idb i.s a rejjnxsentiition of the so- 
ealled “stepiKsl” polygon, which 
is also often cmploywl; tlie form 
differs, but the principle is identical with that already described. 
Inspection of the figure will show that all the resultant lines are 
drawn radiating to one common center or nucleus (0). 

'I’hc process of finding the incidence of W on the bases of the 
several lamina is identical with that already described with regard 
to Fig. 15, viz, tlie same combination of 1+2, 1+2+3, and so on, 
arc formed in the funicular IGc and then projected on to the profile. 

32. Modified Equivalent Pressure Area in Inclined Back Dam. 
Wh(m the back of a dam is inclined, the area of the triangle of water 
pressure A BC, in Fig. 17, will not equal the product of H, but of Hi 
with its half width, w+ich latter is measured parallel to the base, 
consequently the factor 7/ cannot be eliminated. The triangle 
itself can, how'ever, be altered in outline so that while containing 



Fig. 17. Transformation of Inolined 
Presaurc Aroa to Equivalent 
with Horizontal Base 
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in its area, ihis is eirected by the device illustrated in Fig. 17, 
and subsequently repeated in other diagrams. In this figure ABC 
is the triangle of water pressure. By drawing a line CD parallel 
to the back of the wall AB, a. point D is obtained on the continu- 
ation of the horizontal base line of the dam. A and D are then 
joined. The triangle ABD thus formed is equal to ABC, being 
on the same base AB and between the same parallels. The area 

of ABD is equal to and that of the wall to half width 


EF X IF 


Consequently we see that the half width 


BD 

2 


of the 


triangle ABD can properly represent the area of the water pressure, 
and the half width EF that of the wall. The vertical height U 
may, therefore, be eliminated. What applies to the whole triangle 
would also apply to any trapezoidal parts of it. The direction of the 
resultant line of water pressure will still be as before, normal to the 
siirface of the wall, i.e., parallel to the base BC, and its incidence on 
the back will be at the intersection of a line drawn through the c.g. 
of the area in question, parallel to the base. This point will natur- 
ally be the same with regard to the inclined or to the horizontally 
based area. 

33. Curved Back Profiles. In order to illustrate the graphical 
procedure of drawing the line of pressure on a profile having 
a curved back. Figs. 18 and 19 are put forward as illustrations 
merely — not as models of correct design. In these profiles the 
lower two laminas of water pressure, 4' and 5^ have inclined 
bases. Both are converted to equivalent areas with horizontal 
bases by the device explained in the last section. Take the lowest 
lamina acdh; in order to convert it into an equivalent trapezoid 
with a horizontal base, de is drawn parallel to ac; the point e is 
joined with A, the apex of the completed triangle, of which the trap- 
ezoid is a portion. When af is drawn horizontally, the area acef will 
then, be the required converted figure, the horizontally measured 


half width of which multiplied by ~ will equal the area of the original 

5 


trapezoid acdb; — can then be eliminated as a common factor and 
5 

the weights of all the laminas represented in the load line in 




Fig. ISa, l)Y the half widths of the several areas. The hunina 4' is 
treated in a similar manner. 

1 he gra})hieal jirca-esses in I'igs. IS and ISa are id('ntieal with 
thtisc in Idg. Id. In tlie force ]>olyg<)n ISa tlie water-pri'ssure forces 
! , L’h .)h etc., !ire drawn in direetions normal to the adjoining portion 
of the i)aek of the ])ridil(> on which they abut, and are made e(pial 
in length to the half widths of the laminas in cpicstion. The back 
of the wall is vertical down to the base of lamina 3, conscapiontly 
the lorees, F, li', and 3/, will be set out on the wat(‘r-])r('ssiire load 
line in h'ig. ISa from tln^ .starting point, horizontally in one line. 
In laminas 4 and d, however, the back has two inclinations; these 
f<jre<v5 an; .set out from the; termination of 3' at their proper direc- 
ti*jns, i.t*., j)arallel to their iiu’lined ba.scs to points marked a and h. 
d’he direction of the rcsnltant.s of the combinations, V and 2', and 
1', 2\ 3', will clearly la; horizontal. If Aa and Ah be joined, then 
the <lircctions of tin* combination l' 2' 3' 4' will be parallel to the 
rcsidtaiit line ^la an<l that of F 2' 3' 4' 5' will be parallel to Ah. 
'rims the inclination of the resultant of any combination of inclined 
for<’es placed on (‘iid, as in the water-])ressnre load line, will always 
be parallel with a line connecting the terminal of the last of the 
forces in the combination with the origin of the load line. 

34. Treatment for Broken Line Profiles. The method of 


a.s(’crtainiiig the relative position and directions of the resultants 
of water i)re.ssuro areas when the back of the wall has several inclina- 
tion.s to the vertical is explained as follow's: This system involves 
the con.struction of tw'o additional figures, viz, a force and ray 
polygon built on the water-pressure load line and its reciprocal 
funicular ladygon on one side of the profile. These are shown con- 
structed, the first <m Fig. 18a, the nucleus 0 of the vertical force 
and ray jiolygon being utilized by drawing rays to the terminations 
of F, 2', 3', 4', and 5'. In order to construct the reciprocal funic- 
ular polygon, Fig. 18c, the first step is to find the e.g.'s of all the 
trapezoidal laminas w’liich make up the water-pressure area, viz, 
F to 5'. This being done, lines are drawn parallel to the bases of 
the laminas (in this case horizontal lines), to intersect the back of 
the w'all. From the points tlms obtained the force lines 1', 2', 3', 
<‘+r> nrr» rio’bf nncrlps to f.hft 'nortioTis of the back of the wall 






M). Hxample of Analvtical Treatment. In addition to the 
tN\o ;A:lfin:. already di- fi-ihni, llim* is yet another corre.s})onding 
to the analuiral. an i!!u .1 ralitni (tf whieli is given in Fig. 20. In 
thi;. the \rrtical atid Imri/iinlal eonii)ont'n1s of 1\, the restdtants 
i K. I’ . i \ i/., .^ and /’are fnutid. In tliis method the vertical (;oin- 
jHineiit ot the inclined water ])re>.-.tire I\ is adde<l to th(i vertical 
weight of the dam it elf, ami wln-n anais aia^ iis(‘d to rei)resent 
weight,, the area of this water overlying the i)aek slope will have to 
he reduced to a nia.-oni'N' base hy division hy the spc*ei(ie gravity of 
the masonry. 

37, Relation.s of R. N. and W. d’he diagram in Fig, 20 is Ji 
further ilhiOration showing the relativt' jxisitioms of R, P, Pi, N, 
and IF. The line R starts from ii, t.ln; int('r.s(!etion of the horizontal 
force P with .V, the resultant of .all the vertical forces, for the reason 
that it ia tin- re.^idtant of th(‘ eonihination of these two forces; but 
R is al,.o the restdtant of Pi and IT, <'on.se(inent]y it will pass through 
(t\ tin* intersection of these latter forces. O’he points a and Ui are 
consequently in tlie residtant R and it follows as well that if the 
position <if R is known, that of X and IF can be obtained graphically 
by the intersection of P or Pi with R. These lines have already 
been diseu.ssed. 

UNUSUALLY HIGH DAMS 

38. “High” Dams. An example will now' ])e given, Fig. 21, of 
tlie de.sign of a liigh (him, i.<‘., one wlmse height exceeds the limit 
b(‘for(‘ stated. As usual tlie elementary triangular profile forms 
the guide in the design of the upper portion. M’c have seen in 
section 24 that the limiting depth with p = 2.4 and c=16 tons = 
Ihd feet, whene(' for IS tons’ limit the depth will be 219 feet. In 
Fig. 21 the tentative jirolile is taken down to a depth of 180 feet. 
The en'st is made lo feet wide and the back is battered 1 in 30; the 
base width is made 180X3)45= 1 lb feet. The heel projects 6 feet 
outside the axis line. The graiihieal procedure requires no special 
ex])lanation. It follows the analytical in dealing with the water 
])ressure as a horizontal force, the weight of the W'ater overlying 
the back being added to that of the solid dam. For purposes of 




Liie Sloping DECK, Lne area oi wmcn is o^u sq. it. iiiis nas to oe 
reduced by dividing it by p and so becomes 225 sq. ft. As tons, 
not areas, will be used, this procedure is not necessary, but is adopted 
for the sake of uniformity in treatment to avoid errors. The c.g. 
of (1) is clearly 2 feet distant from the heel of the base of (3), about 
which point moments will be taken. That of the crest (2) is 13.3 feet 
and that of the main body (3) obtained by using formula (7) comes 
to 41.2 feet. The statement of moments is then as follows : 


No. 

Area 

Tons 

Lever Arm 

Moment 

1 

225 

17 

2 

34 

2 

360 

27 

13.3 

359 

3 

10280 

771 

41.2 

31765 

Total 

10866 

815 


32158 


Then the distance of N from the heel will be -Ipf - = 39.4 ft.; it thus 

olo 

falls 39.4— 38. 7 = .7 ft. within the middle third. The distance (/) 
P H 

between N and R is Now P = the area of the right angle 

o iV 

triangle whose base is — , or. 75 feet, and is 6750 sq. ft. equivalent 
P 

6750X3 rr,, -IT. r 506X180 

to — — =506 tons. The expression then becomes / = ' g ><315 

= 37.2 feet. The incidence of jR will then be 37.2+39.4=76.6 feet 


2 

distant from the heel of the base. The — point being 77 .3 from the 

O 

heel, R falls .7 ft. within. Thus far the tentative profile has proved 
fairly satisfactory, although a slight reduction in the base width is 
possible. The position of W, or the resultant weight of the portions 
2 and 3 of the dam is obtained from the moment table already 
given, and is the sum of the moments of (2) and (3) divided by (2) 

_j_(3) or - ^^^— = 40.2 ft. This falls 40.2-38.7 = 1.5 ft. within the 
798 
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Total 


7 ’h:i 

Hist 


11 

♦ I 


Ah 


- 17 . 1 ) h'rt ffotn hr-rl 


h . l.T) 

— - ij4 

a a 


lu ft., I hr ifiriilnirr of If 


which is Kiitisfurtory. 

To find A’l, the nioinriit of fhr \%a 
added to that of IF first ohiainrd. Hir 



say .)!).() fl.-ions. '1 Ins ninnnnt. adilcd to tin* inoniaiit of lid will 
rrprcsfiit that of .V, and will he nO.-SO 1 +5:1 - oO,!)! 7. The vahio of 
A'l is thni. of Il'i 1 tlm water on back or, lOSl +2:5 = 1 104 tons. 

T1h‘ distance of Ad from the heel is then feet. To 

1 1 ( )‘t 

obtain that of /f, the value ‘>f -=4:5.7 feet; this added 

.5X 1 H)4 

to 4(1.2 " SI).!) ft., the ineideiKvr of Ri is therefore — ,S9.9 = 

9t)“~-.S9.9' .1 ft.., witliin the iniddh* third bf)undarv. Then r/ = -“ 

0 

. 1 : 22.0 . 1 ; = 22.4 ft., and m == 1 + -’^ = 1 + ^ = 2.00, nearly. 

b J Ot) 

d’o find e, formula (10) will be n.sed, the qnantitie.s being less than 

mN 2.00X1104 


in formula (lOi). Here s ~ 


P _ 0.S9 
h "^ Klo' 


1155 


= 1(5.4 tons and s» 


0.1 tons, 'riien 


e.^il’i^+Ji!ii^“+(5 

Tile limit of LS tons, being now reached, this profile will have to 
be dejiarted from. 

. 39. Pentagonal Profile to Be Widened. The method now to 
be adojited i.s purely tentative and graphic construction will be 
found a great aid to its solution. A lamina of a depth of 60 ft., 
will be added to tlie profile. It is evident that its base width must 
be greater than that wdiich would be formed by the profile being 
continued down straight to this level. The back batter naturally 
will lie greater than the fore. From examination of other profiles it 
apjiears that the rear batter varies roughly from about 1 in 5 to 1 
in 8 while the fore batter is about 1 to 1. As a first trial an 8 ft. 
e.xtra olTset at the back was assumed with a base of 200 feet; this 
would gi^•e the required front projection. Graphical trial lines 
showed that N would fall without the middle third, and W as well; 
the stress also ju.st exceeded 18 tons (R.E.). A second trial was 
now made in wdiich the back batter was increased and the base 
shortened to 180 feet. In this case c exceeded the 18 ton limit. 



middle third. The value of q (R.F.) is •^,--•.7 in.d.l .1 iN.tt 

feet, and m- A^-~'\ = lT•- 7 ^=l•hh• 

V 6 / lib 

Then by formula (lOi), N being 815 and P, 501) 

_1.96X815+V0L<)(T><'8T5)" f'l (500)" 

‘ ^2 

_1597+V25513()7+1()241T1- 

232 

= 15.03 tons per square foot 


Extension of Profile. This value being well below the liiuit 
of 18 tons and both resultants (R.F.) and (U.K.) sliindiiig wit bin t he 
middle third it is deemed that the same profile. Ciiu he carried dov. 11 
another 30 ft. in depth without widening. Tlie base length 
now be a trifle over 135 feet. The area of the new ijortioii ( 1 - i . 
3769 sq. ft. =283 tons. The distance of its e.g. from t he heel h> 
formula (7) is found to be 63.4 feet. The position of IF will he 
obtained as follows, the center of moments being one foot farther 
to right than in last paragraph. 



S 3 IS — -45 ft., the incidence of IF. is 2.0 ft. tvitlii,, , 1 „, 

wVli/nVl ?n JI- 


which is satisfactory 

now 7 ft., the area will be 


£ * n 

equivalent tn 9.5 


-735 equal to an area of masonry 


being — , or 2.3 feet the moment about the heel will be 23 X 2.3 = 52.9, 

say 53.0 ft.-tons. This amount added to the moment of Wi will 
represent that of Ah and will be 50,864+53 = 50,917. The value of 
Ah is that of 11++ the water on back or, 1081+23=1104 tons. 

The distance of Ni from the heel is then — =46.2 feet. To 

1104 

obtain that of i?i the value of /= = 43.7 feet; this added 

3X1104 

1 Qr. yO 

to 46.2 = 89.9 ft., the incidence of i?i is therefore — —^—89.9 = 

o 

90— 89.9 = . 1 ft., within the middle third boundary. Then 

— .1 = 22.5 — .1 = 22.4 ft., and m = 1+^ = 1 + -; ^' - = 2.00, nearly. 

0 135 

To find c, formula (10) will be- used, the quantities being le.ss than 

• -p 1 tr 2.00X1104 j 

in formula (lOi). Here s = — — = = 16.4 tons and Ss 

b 135 

“v == 777 ;: =5.1 tons. Then 
b 135 

c = i|i+.Jli^+(5.1)2=:8.2+9.7 = 17.9 tons 

The limit of 18 tons, being now reached, this profile will have to 
be departed from. 

. 39. Pentagonal Profile to Be Widened. The method now to 
be adopted is purely tentative and graphic construction vnll be 
found a great aid to its solution. A lamina of a depth of 60 ft., 
will be added to the profile. It is evident that its base width must 
be greater than that which would be formed by the profile being 
continued down straight to this level. The back batter naturally 
will be greater than the fore. From examination of other profiles it 
appears that the rear batter varies roughly from about 1 in 5 to 1 
in 8 while the fore batter is about 1 to 1. As a first trial an 8 ft. 
extra offset at the back was assumed with a base of 200 feet; this 
would give the required front projection. Graphical trial lines 
showed that JV would fall without the middle third, and W as well; 
the stress also just exceeded 18 tons (R.E.). A second trial was 
now made in which the back batter was increased and the base 
shortened to 180 feet. In this case c exceeded the 18 ton limit. 



btill lurther -^adening was evidently required at the heel in ordei 
to increase the weight of the overlying water, while it was clear 
that the base width would not bear reduction. The rear offset 
was then increased to 15 feet and the base width to 200 feet. The 
stresses now worked out about right and the resultants both fell 
■within the middle third. By using formula (6) the distance of the 
c.g. of the trapezoid of water pressure, which weighs 112 tons, was 
found to be 7.2 feet from the heel of the base, and by formula (7) 
that of the lowest lamina ^5) from the same point is found to be 
91.8 feet; the weight of this portion is 754 tons. These two new 
vertical forces can now be combined with Ni whose area and posi- 
tion are known and thus that of can be ascertained. iVi is 46.2 
ft. distant from the heel of the upper profile; its lever arm will, 
therefore, be 46.2+15 = 61.2 feet. The combined moment about 
the heel will then be 



Weight 

Lever Arm 

1 Moment 

Water 

112 

7.2 

806 


1104 

61.2 


(5) 

754 

91.8 


Total 

1970 


137588 


137588 

The incidence of iVa is then 

middle third boundary is = 66.6 feet distant from the same point, 

O 

Ni falls 3.4 feet within. The distance between Nz and if 2 (viz, /) 

PH 

— — Now P 2 , or the horizontal water pressure, has a reduced area 
dNz 

1130 V 270 

of 15187 feet, equivalent to 1139 tons, consequently /= - - - 

o X 1970 

==52.0 feet. This fixes the incidence of Rz at 70+52.0 = 122.0 feet 
distant from the heel; the § point is 133.3 feet distant, consequently 

i ?2 falls well within the middle third and as g = 122.0 — — = 22.0 feet, 

Jr 

,.6X22.0 , j mN 1.66X1970 ^ 

m = l-\ — ~x— = 1-66, and5=— r- = = 16.3 tons. 


200 


200 
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.Momknt 

If 

HIM ■ 

()7()22 

. 1 

7.'. 1 It 1 s 1 

l)l)217 

\V 
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, , . . . . 

I lie (liNtaiu'c of 11*2 frciiii i1m‘ lied is “_~ = 74..'^. T Fa, therefore, 

I.S.t) 

O/V) 

falls 7,1) fcrt within the mi<lcll(' third; 7 = — — 74..3==25.7 feet, 

aiul in 1 j " '1.77, and w = 1 —.77 = .2d; therefore, s = 
21 H) 

a/ 1 1 2 1 . / » X 1 •'^2), ) 

h 21 ) 1 ) 


1 Sdo 

Hi. 2 tons, and .V 2 = .2dx ,j— =2.1 tons. These 

j)n'.'^sur(‘s an* .shown helowtln* profih*. 

'rin^ vahu* of 0 in all threi* cases is le.ss than 35° which is also 
oiu‘ of the stijmlations. 

In contiiiuinp^ the jirofile lielow the 270-foot depth the proba- 
bility is that for a further dejitli of 50 or fiO feet the same fore and 
rear batOT would auswtT; if ntit, the adjustment is not a difficult 
matter to manipulate. As previously stated, the incidence of N 


In the force diagram the water part of N is kept on the top of 
the load line W. This enables the lengths of the N series to be 
clearly shown. The effect is the same as if inclined water pressure 
lines were drawn, as has already been exhibited in several cases. 

40. Silt against Base of Dam. In Fig. 21, suppose that the 
water below the 210 -foot depth was so mixed with silt as to have a 
specific gravity of 1.4 instead of unity. The effect of this can be 
shown graphically without alteration of the existing work. In the 
trapezoid lying between 210 and 270 the rectangle on ah represents 
the pressure above 210 and the remaining triangle that of the lower 


60 feet of water. The base of the latter, he is, therefore, —=^r = 

p 2.4 

25 feet. Now the weight of the water is increased in the proportion 

H'Xl 4 

of 1.4 ; 1, consequently the proper base \yidth will be — = 


60X1.4 

2.4 


= 35 feet. 


The triangle acd then represents the additional 


pressure area due to silt. The normal pressure on the back of the 
dam due to the presence of silt is shown graphically by the triangle 
attached, whose base = ccf = 10 feet; its area is 310 square feet, 
equivalent to 23 tons. This inclined force is combined with R 2 at 
the top right-hand corner of Fig. 21 a and the resultant is R^; on the 
profile the reciprocal inclined force is run out to meet R 2 and from 
this intersection R 3 can be drawn up toward P 2 . This latter inter- 
section gives the altered position of N 2 , which is too slight to be 
noticeable on this scale. The value of c and the inclination of R 
are both increased, which is detrimental. 

If the mud became consolidated into a water-tight mass the 
pressure on the dam would be relieved to some extent, as the earth 
will not exert liquid pressure against the back. Liquid mud pres- 
sure at the bottom of a reservoir can consequently be generally 
neglected in design. 

41 . Filling against Toe of Dam. Now let the other side of the 
dam be considered. Supposing a mass of porous material having an 
immersed s. g. of 1.8 is deposited on the toe, as is often actually the 


• • 1 8 

case. Then a pressure triangle of which the base equals Hx-^ = 


DAMS AND WEIRS 


51 


resultant P 4 acting through its c. g. is run out to intersect Pa- At the 
same time from the lower extremity of R 2 , in the force diagram, a 
reciprocal pressure line P 4 is drawn in the same direction equal in 
length 132 tons and its extremity is joined with that of P 2 ; the result- 
ing line Ri is then projected on the profile from the previous inter- 
section until it cuts the force line Pa; this gives a new resultant P 4 
and a new position for N, viz, Ni, which is drawn on the profile ; W also 
will be similarly affected. The load on the toe of the dam increases 
its stability as the value of d is lessened, the position of W is also 
improved, but that of Ri, which is nearer to the toe than R 3 , is not. 
To adjust matters, the c. g. of (5) requires moving to the right which 



is affected by shifting the base line thus increasing the back and 
decreasing the front batter, retaining the base length the same as 
before. 

42. Ice Pressure. Ice pressure against the back of a dam 
has sometimes to be allowed for in the design of the profile; as a 
rule, however, most reservoirs are not full in winter so that the 
expansive pressure is exerted not at the summit but at some distance 
lower down where the effect is negligible. In addition to this when 
the sides of a reservoir are sloping, as is generally the case, movement 



lefinite rules seem to be available as to what allowance is suitable, 
klany authorities neglect it altogether. 

The effect of a pressure of ten tons per foot run on a hundred- 
oot dam acting at the water level is illustrated in Fig. 22. For 
his purpose a trapezoidal section has been adopted below the sum- 
lit level. The crest is made 15 feet wide and 10 feet high. This 
olid section is only just sufficient, as will appear from the incidence 
f R' on the base. The area of this profile is 4150 sq. ft., while one 
f the ordinary pentagonal sections as dotted on the drawing would 



mtain but 3325 sq. ft. The increase due to the ice pressure is 
lerefore 825 sq. ft. or about 25 per cent. The graphical procedure 
irdly needs explanation. The ice pressure p is first combined 
ith IF the weight of the dam and their resultant R cuts P at a 
)int from which the final Pi is run down to the base parallel to its 
ciprocal in the force diagram. It falls just vdthin the middle 
ird of the base. An actual example is given in section 56. 

43. Partial Overfall Dams. It not infrequently happens that 
e crest of a dam is lowered for a certain length, this portion acting as 
waste weir, the crest of the balance of the dam being raised above 
e water level. In such cases a trapezoidal outline is generallv 
eferable for the weir portion and the section can be continued 
ion the same lines to form the unner nart of the dnm. or the 


trapezoidal dam, if the ratio of — be r, the correct base width is 

b 

obtained by the following formula; 

/ 1 

Vp Vl + r-r2 

This assumes the crest and summit water level to be the same. 
In Fig. 23, p is taken as 2.4 and r as .2. The base width with a 

vertical back wnll then be X ■ - — = 50 X .645 X .935 = 31.3 

Vp V1 + .2-.04 

feet, and the crest width k w'ill be 31 .3 X .2 = 6.3 feet. In the second 
figure the profile is shown canted forward, which is desirable in 
weirs, and any loss in stability is generally more than compensated 
for by the influence of the reverse pressure of the tail water which 
influence increases with the steepness of the fore slope of the weir. 
The base width is, however, increased by one foot in the second figure. 

As will be seen in the next section, the crest width of a weir 
should not be less than ViJ+Vd; in this case H = and d—5. 
This would provide a crest mdth of 6.7+2.2 = 9 feet, which it nearly 
scales. 

NOTABLE EXISTING DAMS 

44. Cheeseman Lake Dam. Some actual examples of dam 
sections will now be exhibited and analyzed. Fig. 24 is the section 
of the Cheeseman Lake dam near Denver, Colorado, which is one 
of the highest in the world. It is built to a curvature of 400 feet 
radius across a narrow canyon. It is considered a gravity dam, 
however, and will be analyzed as such. The section can be divided 
into three unequal parts 1, 2, and 3, and the lines of pressure (R.F.) 
and (R.E.) will be dravm through the bases of these three divisions. 
Of the vertical forces (1) has an area of 756 sq. ft., (2) of 3840, and 
(3) of 13,356 the total value of W being 17,952 sq. ft., which is marked 
off on the load line in Fig. 24a. With regard to the water-pressure 
areas the most convenient method, where half widths are not used, 
which can only be done with equal divisions, is to estimate the 
areas of the horizontal pressures only and set them off horizontally, 
the values of the inclined pressures being obtained by construction. 
For this purpose the triangle of horizontal water pressure is shown 

n4inr'P>n+ Vinf conaro+a frnm m'n'filp Tbp fVirpp vnlllPS of P 





45. Analytical Check. In order to check this result analyt- 
ically the procedure will be, first, calculate the position of the c. g. of 
the trapezoids (2) and (3) relative to the rear corner of their bases 
by formula (7) and also the positions of the resultants of the vertical 
components of the water pressure overlying the back with regard 
to the same points by formula (6). Second, convert the areas into 


tons by multiplying by . The statement of moments about the 
heel of the base, with the object of finding the position of W is given 
below. 

Moment of (1) 
Moment of (2) 
Moment of (3) 
Total W = 

56.7 X32.5 

288 X47.9 

lOM X75 

1346 tons 

= 1843 

= 13795 

= 75075 

90713 

Qn7i 

The distance of W from the heel will then be = 67.5 ft. In 

1346 

order to obtain N, the moments of the water weights will have to 
be added as below. 

Moment of W 

Moment of ivi 

Moment of u ’2 

Total N= 

1346X67.5 

10X21.6 

107X9 

1463 tons 

- 90713 ■ 

= 216 

= 963 

91892 


and 


91892 . 


To find the incidence of R and its distance (q) from the center 
point, '’that from the known position of N must be computed from 

the formula ft., therefore, (62.8-1-40.0) 

SN 3X1463 

176 

— — = 14.8 feet. This is close to the value obtained graphically 

which was taken as 15 feet. The value of N is also seen to be close 
to that obtained graphically. The value of q with regard to W (R.E.) 
1 TG 

is as follows, q = — 67.5 = 20.5 feet, almost exactly what it scales on 


58 
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— |-(5.1)^=7.75 + V86 = 17 tons roughly 

With regard to IF, q measures 23 ft. and m works out to 1.86 

, f mW 1.86X1378 » 

therefore s =—7—= --7-r =16 tons per sq. tt. 

0 160 

This dam is built on a radius of 410 feet, measured from the 
axis; if measured from the extrados of the curve at the base it will 
be 420 feet and the arch stress as calculated from the “long” formula 
used in “Arched Dams” will amount to 23.3 tons. 

The site plan given in Fig. 26 forms an instructive example of the 
arrangement of spillways cut in the solid rock out of the shoulders 
of the side of the canyon, the material thus obtained being used in 
the dam. These spillways are each 200 feet Avide and are excavated 
down to five feet below the crest of the dwarf waste weir walls which 
cross them. This allows of a much greater discharge passing under 
a given head than would be the case with a simple channel without 
a drop wall and with bed at the weir crest level. The heading up, 
or afflux, is by this means diminished and that is a matter affecting 
the height given to the dam crest. 

47. New Croton Dam. The profile of the New Croton dam 
constructed in connection with the water supply of New York City 
is given in Fig. 27. This dam has a straight alignment and is 1168 
feet long. Waste flood water is accommodated by an overfull weir 
1000 ft. in length, which is situated on one flank forming a continua- 
tion of the dam at right angles to its axis. The surplus water 
falls into the Rocky River bed and is conveyed away by a separate 
channel. An elevation and plan of this work are given in Figs. 
28 and 29. 

The system of graphical analysis employed in this case is differ- 
ent from that in the last two examples and is that illustrated in Fig. 
18, where independent combinations of vertical and inclined forces 
are used. The profile is divided into four divisions, the first being 
a combination of two small upper ones. The further procedure after 



vnliK* (il H is l.isi) lolls 1111(1 that of N is I 4 cS 4 tons, (/oiisccj^ueiitly 

iiplilyiiiii: foriiiula ( It)*, 7 in the first caso scalt's 2() feet and m works 

, CO .1 r l.NUXlhSO , 

out to I.SJ 1lifn4on' .v - — tons ~r, us with 

h 1 !)() 

ir, .S’ am! f arc identical. 
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\^ith rcyard I 0 .V, 7 scales 7 feet, eon.s{“(|nently ///=!-) — ^ = 


1 .22, .V U..") tons only. As ,/^= IDjOlO — ToO tons, 

/’ , D,.") ■('.)."))" 

^ 1 torn.; therefore e ^ -f (4 j"-~ 1 1 tons, which is very 

moderate. It i . jiroludile that other e.xternal pre.ssures exist due 



Imk. U7. I )i i ;r.iiii .if I’nilili’ .if .N'.’iv (’r.ilim Diiiii SIidwIiik Influence Liue.s as in Fig. 18 


to filling ill front and rear, as also iee pressure, wdiieli would materi- 
ally modify th<‘ result tdiove shown. This dam, like the Cheese- 
man, is of tlu' bottleneck profih*, it is .straight and not curved on plan. 
48. Assuan Dam. Tlie .section, Fig. 30, is of the A.s.suan dam 



WEIR CREST R L S77.0 




its liiit what it lark-, in tlnit. rfspcct., its in most casterii 

Work;;, i.s made ii|< in Icnatli. wlhrh latter is (ilOO h'et. No sin|j;le 
irripnitioii worl-. ol' ni<i(lrni iime> li:is heeii more nsefnl or ftir-retiehing 
iti lieiieliria! re r!i iipi.n tlie industrial welhirt; of the ])eoj)le than 
this diUn. It . oiieinal I'apaeiiy was Mi;!, ()()() acre-feet ;ui<l the btick 
water extended fur 1 !l) miles np the river, d'he work is jtrineipally 
rernark.'dile a . being the oidy snlid dam which jaisses tlic whole 
di.sehtirge of ;i large ri\ er like the Nile, estinutled :it oOt ),()()() st'cond- 
feel , thnnn.h it - lindy, fur which ])tir))ose it is ])rovid('(l with 110 
low tiiid lii high . Iniees. 'These are arranged in grou})s of tern, each 


v." 



low slniee is H:) feet deei) by feet wide with the dividing piers 
lO.j feet widm 'The diminution of the weight of the dam due to 
shiiees nt'eessit ates an exeess of width over what would be sufficient 
for a solid dam; in ttdditiou to which the maximum pressure in the 
piers is limited to the extremely low figure of 5 tons of 2000 pounds, 
ddu; designers haxa* thus eert.'iiiily not erred on the side of boldness, 
the foundation being solid graiiiti*, xvould presumably stand, with 
p(‘rfeet safety, ])ressur(' of treble that intensity, w'hile the masonry. 



Fig. 31. Location Plan and Longitudinal Section of Assuan Dam 





This dam has proved such a financial success that it has recently 
been raised by 23 feet to the height originally projected. The 
water thus impounded is nearly doubled in quantity, i.e., to 
over 1| million acre-feet; exceeding even that of the Salt River 
reservoir in Arizona. As it was decided not to exceed the low unit 
pressure previously adopted, the profile has been widened by 16| 
feet throughout. A space has been left between the new and the 
old work which has been subsequently filled in with cement grout 
under pressure, in addition to which a series of steel rods has been let 


Fig. 32. View of Assuan Dam before Being Heightened with Sluices in Operation 

into the old face by boring, and built into the new work. The enlarge- 
ment is shown in the figure. The sluices are capable of discharging 
500,000 second feet; as their combined area is 25,000 square feet 
this will mean a velocity of 20 feet per second. Owing, however, to 
the possibility of adjustment of level, by manipulation of the sluice 
gates, they will never be put to so severe a test. 

A location plan and longitudinal section shown in Fig. 31, a 
view of the sluices in operation. Fig. 32, and a view of the new work 
in nrorfi.ss. Fip-. ,3,3. will vive a ffood idea of the construction features. 










second of the Ashokan dam in New York. Both are of unusually 
thick dimensions near the crest, tliis being specially provided to 
enable the dams to resist the impact of floating ice. These profiles 
are left to be analyzed by the student. The Ashokan dam is pro- 
vided with a vertical line of porous blocks connected with two inspec- 
tion galleries. This is a German innovation, which enables any 



leakage through the wall to be drained off, thereby guarding against 
hydrostatic uplift. This refinement is now frequently adopted. 

50. Burrin Juick Dam. The Burrin Juick dam in Australia, 
Fig. 36, which is generally termed “Barren Jack”, is a close copy of 
the Roosevelt dam, Fig. 25, and is a further corroboration of the 
excellence of that profile. It is built across the Murrumbidgee 
River in New South Wales not far from the new Federal Capital. 
Its length is 784 feet on the crest, the maximum height being 240 
feet. The fore batter is 3 vertical to 2 horizontal, and the back 
batter 20 vertical to 1 horizontal, both identical with those adopted 
in the Roosevelt dam; the crest width is 18 feet. It is built on a 
curve to a radius of 1200 feet. This dam will impound 785,000 
acre-feet. The material of wliich the dam is composed is crushed 
sandstone in cement mortar with a plentiful sprinkling of large 
“plums” of granite. The ultimate resistance of specimen cubes 



was 180 “long” tons, per square foot; the high factor of sah'ty of 
12 was adopted, the usual being 8 to 10. T1h> inaxinnun allowahh- 
stress will, therefore, reduce to 15 “long” tons- Ki.S Aiucru-au 
short tons. 

With regard to the maximum stresses, for liravn'iilr I'lilL A 
16,100, equivalent to 1210 tons, and q scales about 15 IVct, <’on c- 



Fig. 36. Analytical Diagram Showing Profile of Butrin Juick Dam in Aurtlralin 


quently m comes to 1.62, and i^.D tons i 

P_690 

y “ =4.8 tons. Whence 


UK 


' - (4.8)2 = 1 5 

For Resermr Empty, W =15,580 feet or 1170 tons, (/=.24, 
mW 2yii7n 


tons 
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The above proves that the stress (R.E.) is greater than that of 
(R.F.). Probably allowance was made for masses of porous filling 
lying at the rear of the dam, which would cause N and W to be 
shifted forward and so equalize the pressure. It will be noticed 
that the incidence of N, the vertical component (R.E.) falls exactly 
at the edge of the middle third, a condition evidently observed in 
the design of the base width. 



Fig. 37. Profile of Arrow Rock Dam, Idaho, Showing Incidence of Centers of Pressure on Base 


The dam is provided with two by-washes 400 feet wide; the 
reservoir will be tapped by a tunnel 14X13 feet, the entrance 
sluices of which will be worked from a valve tower upstream, a 
similar arrangement to that in the Roosevelt dam. It is interesting 
to note that an American engineer has been put in charge of the 
construction of this immense work by the Commonwealth Govern- 



base is given in Fig. 37. For Reservoir Emyty, IF =2609 tons, and 

228 2 IF 

(7 measures 38 feet: therefore m = 1 + 7— = 2 nearly and s = —r- — 

222 b 


2609 1 62 

2X „„„ =23.5 tons. For Reservoir Full, q—27, and w = = 

1.73X2609 -P 1610 ^ 20.2, 

=20.2 tons, '-6 *ons, and c = -^ + 


( 20 . 2 )^ 


-+(7.3) ^ = 22.6 tons. These values are, of course, but 


approximate. 

Thus the compressive stresses (R.F.) and (R.E.) are practically 
equal, and the incidence of IF and also of iV is close to the edge of 



Fig. 38. Location Plan of Arrow Rock Dam 
Courtesy of "Engineering Record" 


the middle third. The dam is built on a radius of 661 feet at the 
crest. The high stresses allowed are remarkable, as the design is on 
the gravity principle, arch action being ignored. The curvature 
doubtless adds considerably to safety and undoubtedly tends to 

rprlnr>p tlip pnm'nT’P^sivp <?trp.e;c;p.<? Kv nn inrlpfprrm’nfi+p Tni-f- siiKo+pn+iol 



weeper drains 10 feet apart. These intercept any possible seepag:e, 
which is carried to a sump and pumped out. These precautions arc 



to guard against hydrostatic uplift. The simplicity of the outline, 
resembling that of the Roosevelt dam, is remarkable. 


SPECIAL FOUNDATIONS 


52. Dams Not Always on Rock. Dams are not always founded 
on impervious rock but sometimes, when of low height, are founded 
on boulders, gravel, or sand. These materials when restrained 
from spreading, and with proper arrangements to take care of sub- 
percolation, are superior to clay, which latter is always a treacher- 
ous material to deal with. When water penetrates underneath the 
base of a dam, it causes hydrostatic uplift, which materially reduces 
the effective weight of the structure. Fig. 40 represents a wall 
resting on a pervious stratum and upholding water. The water 
has ingress into the substratum and the upward pressure it wall 
exert at c against the base of the wall will be that due to its depth, 
in this case 30 feet. Now the point of egress of the percolation will 
be at b, and, as in the case of a pipe discharging in the open, pressure 
is nil at that point; consequently the uplift area below the base will 


be a triangle whose area equals 


H-Xh 

2 ' 


The diagram. Fig. 40, shows 


the combinations of the horizontal water pressure P with the hydro- 
static uplift V and with the weight of the wall W. P is first com- 
bined with V, Ri resulting, whose direction is upward. Ri is then 


Fig. 41 shows the same result produced on the assumption that 
the portion of the wall situated below the piezometric line is reduced 
in weight by an equal volume of water, i.e., the s.g. of this part may 
be assumed reduced by unity, i.e., from 2.4 to 1.4. The wall is 



thus divided diagonally into two parts, one of s.g. 2.4 and the other 
of s.g. 1.4. The combination of 1+2 with P is identical in result 
with that shown in Fig. 40. In the subsequent section, dealing 
with “Submerged Weirs on Sand”, this matter of reduction in weight 
due to flotation is frequently referred to. 

53. Aprons Affect Uplift. Fig. 42 is further illustrative of the 
principle involved in dams with porous foundations. The pentag- 
onal profile abc, is of suflicient base width, provided hydrostatic 
uplift is absent. Supposing the foundation to be porous, the area 


or upmt will De aiOc, in wnicn oai, equals ao. ims area is equal 
to ahc, consequently practically the whole of the profile lies below 
the hydraulic gradient, may be considered as submerged, and hence 
loses weight; its s.g. can thus be assumed as reduced by unity, i.e., 
from p to p — 1. The correct base width will then be found by 

making h = : instead of The new profile will then be adb; 

vp — 1 Vp 

the base width having been thus extended, the uplift is likewise 
increased in the same proportion. Now supposing an impervious 
apron to be built in front of the toe as must be the case with an 
averfall dam; then the area of uplift becomes baie, and the piezo- 



Fig. 41. Diagram Showing Identical Result If Weight la Considered Reduced 
Due to Submersion 


netric line and hydraulic gradient, which in all these cases happen 
o be one and the same line, is ae. Under these circumstances the 
lomparatively thin apron is subjected to very considerable uplift 
md will blow up unless sufficiently thick to resist the hydrostatic 
>ressure. The low water, or free outlet level, is assumed to be at 
he level e, consequently the fore apron lies above this level and is 
onsidered as free from fiotation due to immersion. 

54. Rear Aprons Decrease Uplift. Another case will now be 
xamined. In Fig. 42 suppose the fore apron removed and a rear 
pron substituted. In this case the point of ingress of the percolat- 
nv water is thrown back from b to b' the hydraulic gradient is a'c, 



is more than neutralized by the rectangle of Avater a'ahh', which 
overlies the rear apron; the latter is therefore not subject to any 
uplift and, owing to its location, is generally free from erosion by 
moving water, consequently it can be made of clay, which in this 
position is water-tight as concrete masonry. A glance at Fig. 42 
will demonstrate at once the great reduction of uplift against the 
base of the wall effected by the expedient of a rear apron, the uplift 
being reduced from ai6c to fbc, more than one-half. Thus a rear 



Fig. 42. Diagratn Showing Uplift with and without Fore and Rear Aprons 


apron is a sure remedy for uplift while the fore apron, if solid, should 
be made as short as possible, or else should be formed of open work, 
as heavy slabs with open joints. In the rear of overfall dams stanch- 
ing clay is often deposited by natural process, thus forming an 
effective rear apron. Many works owe their security to this fact 
although it often passes unrecognized. 

55. Rock Below Gravel. Fig. 43 represents a dam founded 
on a stratum of pervious material beneath which is solid rock. A 
fore curtain wall is shovm carried down to the impervious rock. 
The conditions now are worse than those resulting from the imper- 


vious loro a])roii in ing. ns tho liydraiilio gradient and piezoniotric 
liiH'. are now liorizontal. The reduced area of vertical hydrostatic 
})rcssun'. is !()(i() against which the wall can only furnish 1200; there 
is, ihcucforc, an clhu-tive area of only lll-l: to resist a water pressure 
at the rear of SOO, conscipiently the wall must fail by sliding or 
o\'ciiuriiing as the grajihical stress lines clearly prove. The proper 
])()siliou of a diaj)hragm curtain wall is at the heel, not at the toe of 
the dam; in this location it will clfcctivcly prevent all uplift. In 
t he case wlu're an imjxu-vioiis stratum does not occur at a reasonable 
(]cj)lh the rcnu'dy is to jirovide a long rear apron which will reduce 
hydrostatic ujdift to as small a value as may be desired, or else a 
combination of a vertical diaphragm with a horizontal apron can be 



used. In many cases a portion only of the required rear apron need 
b(‘. i)rovided artificially. With proper precautionary measures the 
dcijosit of the remaining length of unfinished apron can safely be 
left for the river to perform by silt deposit, if time can be afforded 
for the i^urpose. 

56. Gravity Dam Reinforced against Ice Pressure. This sec- 
tion will be concluded with a recent example of a gravity dam rein- 
forced against ice pressure, which is given in Fig. 44, viz, that of the 
St. hlaurice River dam situated in the Province of Quebec. The 
ice pressure is taken as 25 tons per foot run, acting at a level corre- 
sponding to the crest of the spillway, which latter is shown in Fig. 


thus producing tension in the masonry at the rear of the section. 
To obviate this^ the back of the wall is reinforced vdth steel rods to 
the extent of 1| square inches per lineal foot of the dam. If the 
safe tensile strength of steel be taken at the usual figure of 16,000 



pounds, or 8 tons per square inch, the pull exerted by the reinforce- 
ment against overtinning will be 12 tons per foot run. This force 
can be considered as equivalent to a load of like amount applied at 
the back of the wall, as shoiMi in the figure. The section of the 
dam is divided into two parts at El 309 and the incidence of the 
resultant pressure at this level and at the base is graphically obtained. 
The line of pressure connecting these points is drawn on the pro- 
file. The line falls outside the middle third in the upper half of 
the section and within at the base, the inference being that the 


seuuuu wuuiu ue impiuveu uuiiversiuu lULO a, uapezuiuai uuLuiit; 

with a narrower crest and with some reinforcement introduced as 
has been done in the spillway section, shown in Fig. 68. 

It will be noticed that the reinforcement stops short at El 
275. This is allowed for by assuming the imposed load of 12 tons 
removed at the base of the load line in the force polygon. The 
line i ?5 starting from the intersection of i ?4 with a horizontal through 
El 275.0 is the final resultant at the base. This example is most 
instructive as illustrating the combination of reinforcement with a 
gravity section in caring for ice pressure, thus obviating the undue 
enlargement of the profile. 

GRAVITY OVERFALL DAMS OR WEIRS 

57. Characteristics of Overfalls. When water overflows the 
crest of a dam it is termed an overfall dam or weir, and some modi- 
fication in the design of the section generally becomes necessary. 
Not only that, but the Idnetic effect of the falling water has to be 
provided for by the construction of an apron or fioor which in many 
cases forms by far the most important part of the general design. 
This is so pronounced in the case of dwarf diversion weirs over wide 
sandy river beds, that the weir itself forms but an insignificant part 
of the whole section. The treatment of submerged weirs with aprons, 
will be given elsewhere. At present the section of the weir wall 
alone wall be dealt with. 

Tyincal Section. Fig. 45 is a typical section of a trapezoidal 
weir wall with water passing over the crest. The height of the crest 
as before, will be designated by H, that of reservoir level above 
crest by d, and that of river below by D. The total height of the 
upper still w^ater level, will therefore, be H-}-d. 

The depth of water passing over the crest should be measured 

some distance upstream from the overfall just above where the 

break takes place; the actual depth over the crest is less by reason 

of the velocity of the overfall being always greater than that of 

approach. This assumes dead water, as in a reservoir, in the upper 

reach. On a river or canal, however, the water is in motion and has 

a velocity of approach, which increases the discharge. In order to 
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allow for this, the head (Ji) corresponding to this velocity, or 



15 feet in Fig. 45. The triangle of water pressure will have its 
apex at the surface, and its base will, for the reasons given 
previously, be taken as the depth divided by the specific gravity 
of the material of the wall. The triangle of water pressure will 



be truncated at the crest of the overfall. The water pressure acting 
against the back of the wall will thus be represented by a trapezoid, 


not a triangle, whose base width is 


H±d 

P 


and its top width at crest 


level 


d 


P 


Its area therefore (back vertical) will be 


fH+d , d\H 

yrr^jjY- 


If the back is inclined the side of the trapezoid becomes Hi. The 
general formula is therefore 


A 


=:(i7or Hi)X 


{H+2d) 

2p 


( 15 ) 



distance of its point of application above the base according to 


formula (5) page 19 is h 



/ //+3A 

\ll-^2dj 


and will be the same 


whether the back is vertical or inclined. 

58. Approximate Ikuse Width. With regard to the drop wall 
itself, owing to the overfall of water and possible impact of floating 
timber, ice, or other heavy bodies, a wide crest is a necessity. A 
further strengthening is elfected by adopting the trapezoidal profile. 
The ordinary approximate rule for the base width of a trapezoidal 
weir wall will be either 


(//+d) 

Vp 

(16) 

(//+.Gd) 

Vp 

(16a) 


The correctness of either will depend on various considerations, 
such as the value of d, the depth of the overfall, that of h or velocity 
head and also of 1), the depth of the tail water; the inclination given 
to the back, and lastly, whether the weir wall is founded on a porous 
material and is consequently subject to loss of weight from uplift. 
Hence the above formulas may be considered as approximate only 
and the base width thus obtained subject to correction, which is 
easiest studied by the graphical process of drawing the resultant on 
to the base, ascertaining its position relative to the middle third 
boundary. 

59. Approximate Crest Width. With reference to crest width, 
it may be considered to vary from 


/c = V//+d 

(17) 

/c = VH+Vd 

(18) 


the former gives a width sufficient for canal, or reservoir waste weir 
walls, but the latter is more suitable for river weirs, and is quite so 
when the weir wall is submerged or drowned. 

In many cases, however, the necessity of providing space for 
lollinor shiiftprs nr for cross traffic during times when the weir is not 



acting, renders obligatory the provision of nn even vn i-r m .u 
With a moderate width, a trapezoidal outline has to be adnptrtl. ni 
order to give the requisite stability to the section, lids is lornif.l 
by joining the edge of the crest to the toe of the base by a i.lraiglit. 


IML^ b' 


line, the base width of - being adopted, as shown in 

When the crest width exceeds the dimensions glvim in forinula 
(18), the face should drop vertically till it ineet.s the liyixillieina e 
of the elementary profile, as is the case with tlie piaitagonal pr.dile 


of dams. An example of this is given in Fig. 52 of llm Dhnkwa 
weir. The tentative section thus outlined should be tested !>>• 
graphical process and if necessary the base width altered to conform 
vith the theory of the middle third. 

In Pig. 45 is given a diagram of a trapezoidal weir lit) feet. Idgli 
withd==15 feet. According to formula (17) the erest width sbould 
be V75=8.7 feet, and according to (18), 7.74+5.87 = 1 1 .0. An a\nT- 

age of 10 feet has been adopted, which also equals - The profile 


therefore, exactly corresponds with the elementary triangle canted 
forward and truncated at the overfall crest. 

60. Graphical Process. In graphical diagrams, as lias already 
been explained, wherever possible half widths of pn^s.sure ar('us are 
taken off with the compasses to form load lines, tluis avoiding tin* 
arithmetical process of measuring and calculating the areas of the, 
several trapezoids or triangles, which is always liable to error. There 
are, however, in this case, three areas, one of wlueh, that of tlie 
reverse water pressure, has an altitude of only half of tlie others. 
This difficulty is overcome by dividing its half width ])y 2. If one 
height is not an exact multiple, as this is of If, a fractional value 
given to the representing line in the polygon will often be, found to 


obviate the necessity of having to revert to superficial inca.surc's. 
The application of the reverse pressure Pi here exhibited i.s similar 
to that shown in Pig. 16; it has to be combined with R, whieli latter 
is obtained by the usual process. This combination is elhvted in 
the force polygon by drawing a line Pi equal to the reprcscmtativc' 
area, or half width of the back pressure, in a reverse direction to P. 

Tbp. clntsino- lino. 7?. io . 


intcTsccts R, from wliicli ])()int 7i’i is drawn to the base. If this por- 
tion of lli{‘ face of the wi'ir is very flat, as is sometimes the case, IR 
may Ix' so deflected as to intersect R below the base altogether as 
is shown in Mg. 50. In such event, 7i\ is drawn upward instead of 
downward to iidersc'ct the base. The effect of 1\ is to throw the 
resultant Ri farther inward but not to any great extent. It im- 
proves the angular direction of R, liowever. 

Rnrai' Rrr.wiri'. A dam is usually, but not invariably, exempt 
Irom the effect of reverse ])ressure. Tliis reverse water pressure is 
generally, as in this ease, favorable to the stability of the weir, but 
there are cases when its action is either too slight to be of service or 
is even detrimental. This occurs when the face of the weir wall is 
much incliiH'il, which i)oint8 to the ecpiiangular profile being most 
suitable. An cxamjile illustrative of the above remarks is given 
lat(T in Mg. 50 of the Folsam dam. 

As the moments of the horizontal pressure of water on either 
sid(‘ of the weir wall vary almost with the cubes of their height, it 
is evident that a comparatively low depth of tail water will have but 
small influence and may well be neglected. When a vertical back 
is ado])ted, the sloi)e is all given to the face; by which the normal 
reverse water pressure is given a downward inclination that reduces 
its capacity for helping the 'wall. 

61. Pressures Affected by Varying Water Level. Calculations 
of the depths of water laissing over the weir or rather the height of 
reservoir level above the weir crest, designated by d, and of the 
corresponding depth D in the tail channel, are often necessary for 
the ])urj)()se of ascertaining w^hat height of water level upstream, 
or value of d, will produce the greatest effect on the weir w^all. In 
low submerged or drowned weirs, the highest flood level has often 
the least effect, as at that time the difference of levels above and 
below the weir arc reduced to a minimum. This is graphically 
shown in Fig. 40, which represents a section of the Narora dwarf 
weir wall, to which further reference will be made in section 124, 
Part II. In this profile two resultant pressures, R and Ri, are 
shown, of which 7b, due to much lower water level of the two stages 
under comparison, falls nearer the toe of the base. 


head of the Lower Ganges Canal, Fig. IK!. 'FIk! j)riiiri])al jiarl of 
this work, which is founded on tlie river siiiid, eousii.t s ind in i In- Ii.'a 
weir wall, although that is f mile long, hut in llie apri'n or llni.r, 
which has to be of great width, in this ease; L’OO fret. 

As will be seen in Fig. 40 the Hood levid of llic (langr. i , Ii'i h .1 
above the floor level, while the allliix, or level of the head svaii-r, i . 
two feet higher. The river discharg(!s nboiil. ;!()l),()l)l) ; rrojid b-ff 
when in flood. When full flood oeeiirs, the weir i:; ri.nji>li tr|-. 
drowned, but from the diagrams it will ])e seen dial the :.tiv . ..n 
the wall is less when this occurs than when the head water i . 
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(3) At highest flood level, the difference between the head 
and tail water is at a minimum. In an unsubmerged weir or over- 
fall dam the greatest stress is generally produced during stage (3). 
In a submerged weir the greatest stress is produced during stage (2) . 

62. Moments of Pressure. The moments of the horizontal 
water pressure on either side of a wall are related to each other in 
proportion to the cubes of their respective depths. In cases where 
the wall is overflowed by the water, the triangle of pressure of the 
latter, as we have seen, is truncated at the weir crest. The moment 
(ilf) of this trapezoidal area of pressure will be the product of its 
area with /i, or the product of the expressions in formula ( 1 ) and 
formula (5) as follows: 




or 


Qp 


( 19 ) 


Dho 


That of the opposing tail water will be M -— — , the difference of 

bp 

these two being the resultant moment. For example, in the case 
shown in Fig. 46, during stage (1) H = 10, D = 0, unbalanced moment 

=^^-^ = 166.6—. In stage (2) H=10, d = d.b, and D = 10. Then 
op P 

OJ) li) 

the unbalanced moment will be — [(100 X 20.5) — 1000] =175 — . 

6p P 

In stage (3) H=10, Z) = 16; d=S, and D—H=0 feet. There will 
thus be two opposing trapezoids of pressure, and the difference in 
their moments will be 


w(100X34) w(100X28) w 

6p 6p “ p 

Thus stage (2) produces the greatest effect, the least being stage 
(3). In this expression (w) symbolizes, as before, the unit weight 
of water, per cubic foot or, ^ ton. 

In spite of this obvious fact, many weir wall sections have been 



below the weir is at a 
maximum, or at full 
flood when the differ- 
ence is at a minimum. 

63. Method of 
Calculating Depth of 
Overfall. During the 
second stage of the 
river the value of d, 
the depth of the over- 
fall, will have to be 
calculated. To effect 
this the discharge of 
the river must first be 
estimated when the 
surface reaches the 
crest level of the weir, 
which is done by use 
of the formula, Q = 
Ac^rs, given in sec- 
tion 35, page 47 of 
' 'Hydraulics, Ameri- 
can School of Corre- 
spondence”, A being 
the area, equal to d 
times length of weir 
(c) ICutter’s coeffi- 
cient, (r) the hydraulic 
mean radius, and s, 
the surface grade or 
slope of the river. The 
discharge for the whole 
river should now be 
divided by the length 
of the weir crest, the 
quotient giving the 
unit discharge, or that 


'J'lie (lei)tli reciuircd to pass this discharge with a free overfall 
is found by use of Francis’ formula of 3.3lld- or a modification of it 
for wide cn'st wears for which tables are most useful. See “tlydrau- 
lics”, section 2‘1, j). 30. 

For exam])l(‘, sni)i)osing tlie river discliarge with tail water 
iij) to crest level is 20 second-feet per foot run of the weir. Then 
3..33f/* = 20. Wlieiice db-() and d~^[r = 3.3 feet. Tliis ignores 
velocity of a])proach, a rough allowance for which would be to 
decrease d by {hi) the velocity head, or by .01551"^ 

64. Illustrative Example. Fig. 47 illustrates an assumed case, 
lien' tlu'. weir is lo feet high, 3 stages are shown: 

( 1 ) When head watt'r is at cre.st level; 

(2) When tail watca' is 7.} h'ct deej), and the reciprocal depth of the 

lu'ad wat('r is assumed as 4 feet; and 

(3) With tail water at crest level and head water assumed 7 feet 

deep above crest. 

The thr('{^ n'sultants have been worked out graphically. From 
their location on the base the greatest stress is due to Rz, i.e., 
stage (2). 

Tlu! hydraulic gradients of all three stages have been shown with 
an assumeil rear and fore apron on floor. In (1) more than half the 
weir body lies below the piezometric line, which here corresponds 
with the hydraidic gradient, while in (2) nearly the whole lies below 
this line and in (3) entirely so. 

Owing to this uplift it is well always to assume the s.g. of a weir 
\vall under these conditions as reduced by immersion to a value of 
p — 1 . In these cases the triangles of water pressure are shown with 

tlieir bases made or ^r. “Stead of Actually, however, the 

p— 1 t.-t 

re.sistancc of the weir w^all to overturning relative to its base at floor 
level is not impaired by flotation, but as weight in these cases is a 
desideratum, the weir w'all .should be designed as if this were the case. 
The rear apron is evidently subject to no uplift, but the fore apron is, 
and its resisting power, i.e., effective w^eight, is impaired by flotation. 
See section 52 and also the later sections on “Submerged Weirs in 
Sand”, Part IT. 

r-> , PYmrmlps of existine’ 


fall dam at the head of the Modesto and 

No less than 13 leet depth of water passes ovei it. • . - 


IVcl, bfiiiK 




added to allow for velocity of iiP' 
proach. It is built ou ii curv<' of 
300 feet radius. The graphioal 
analysis of tlic section shows that 
the resultants (ll.hh) and (U.I’.) 
drawn on the prollle. fall within 
the middle third. In this ])ro«’css 
the reverse pressure dui^ to tail 
water has been ncfiilci’tcd. Its 
effect will be small. 

It is a doubtful point wlu'tluT 
the reverse pressure {letually exer- 
cised is that duo to the fidl depth 
of the tail water. The ovi'rllow 


causes a disturbance and probably more or less of a vacuum at 
the toe of the weir wall, besides which the velocity of impact caiises 
a hollow to he formed which must reduce the reverse ])rcssur(‘. In 


effective depth of the tail water is assumed as only equal to that of 
the film of overflow. This appears an exaggerated view. How- 
ever, in a liigh overfall dam, the effect of the reverse is often so small 
that it can well be neglected altogether. In cases where the tail 
water rises to f or more of the height of the dam its effect begins to 
be considerable, and should be taken into account. 

66. Objections to “Ogee” Overfalls. Professional opinion 
seems now to be veering round in opposition to the “bucket” or 
curved base of the fore slope which is so pronomiced a feature in 
American overfall dams. Its effects are undoubtedly mischievous, 
as the destructive velocity of the falling water instead of being 
reduced as would be the case if it fell direct into a cushion of water, 
is conserved by the smooth curved surface of the bucket. In the 
lately constructed Bassano hollow dam (see Figs. 84 and 85, Part II) , 
the action of the bucket is sought to be nullified by the subsequent 
addition of baflSes composed of rectangular masses of concrete fixed 
on the curved slope. The following remarks in support of this 
view are excerpted from “The Principles of Irrigation Engineering” 
by Mr. F. H. Newell, formerly Director of United States Reclamation 
Service. “Because of the difficulties involved by the standing wave 
or whirlpool at the lower toe of overflow dams, this type has been 
made in many cases to depart from the conventional curve and to 
drop the water more nearly vertically rather than to attempt to 
shoot it away from the dam in horizontal lines.” 

67. Folsam Weir. Fig. 50 is of the Folsam weir at the head 
of the canal of that name. It is remarkable for the great depth of 
flood water passing over the crest which is stated to be over 30 feet 
deep. The stress lines have been put on the profile with the object 
of proving that the reverse pressure of the water, although nearly 
40 feet deep has a very small effect. This is due to the flat inclina- 
tion given to the lower part of the weir, which has the effect of 
adding a great weight of water on the toe where it is least wanted 
and thus the salutary effect of the reverse pressure is more than 
neutralized. The section is not too heavy for requirements, but econ- 
omy would undoubtedly result if it were canted forward to a nearly 
equiangular profile, and this applies to all weirs having deep tail water, 
and to drowned weirs. It will be noted that a wide crest allows 

o oonoomionf yorln/rt-irin in +1 to 'wn in QTiAr 


The stress diagram in Figs. 50 and 50a are interesting as show- 
ing the method of combining the reverse pressures with the ordinary 
Haessler’s diagram of the direct water pressure. The profile is 
divided into three parts as well as the direct water pressure, whereas 
the reverse pressure which only extends for the two lower divisions 
is in two parts. The stress diagrams present no novel features till 
II 2 is reached. This force on the profile comes in contact with reverse 
force 1" before it reaches its objective S’-. The effect of the reverse 


HCAD WATIR H+d 



Pig. 50. Graphical Analysis of Folsam Weir 

pressure is to deflect the direction of the resultant in the direction 
of Rz, which latter, as shown in the force polygon, Fig. 50a, is the 
resultant of 1", set out from the point h, and of Fa. The new result- 
ant Rz continues till it meets 3h The resultant of i ?2 and S’- is the 
reverse line drai^Ti upward to meet the vertical force 3, parallel to 
its reciprocal in Fig. 50a, which is the dotted line joining the termi- 
nation of 3’, i.e., {a) with that of 1". 

Following the same method the resultant Ra is next drawn 




Iroin tiK^ Icrniniition of the verticul (3). ilic resultant of lU and 
3" is the final This line is drawTi upward on the profile inter- 
s(‘c1in_i>^ tlie l)ase at B. If the reverse pressure were left out of con- 
sid('ration, the force /\2 wo\ild continue on to its intersection with 
3’ and thence the reverse recovery line drawn to meet (3) will be 
])arall(‘l to Jm. (not drawn) in tlie force polygon. This reverse line 
will in1crse<‘t tin' line (3) in the profile almost at the same spot 
as before. 

Tlu^ final liiH^ will ])e parallel to its reciprocal ca (not drawn 
in Fig. 50a) and will cut the base outside the intersection of Ah- To 
])revent confusion these lines have not been drawn on; this proves 
that the elVe.et of the reverse pressure is detrimental to the stability 
of the wall, exeejrt in the matter of the inclination of Ik. If the 
profile wcTc tilted forward this would not be so. If Pi the resultant 
wat(T i)r('ssure at the rear of the wall be drawn through the profile 
to intersect the resultant of all the vertical forces, viz, 1 +2+3+2;^ 
-f rfi this i)oint will ])e found to be the same as that obtained by 
producing the final Ik liackwards to meet Pi. 

Dderminniion of Pi. To effect this, the position of Pi has to 
be found by the following procedure: The load line dh, Fig. 50a, is 
continued to I, so as to include the forces 3, Vi, and V 2 . The rays 
or, oj, and ol are drawn; thus a new force polygon dol is formed to 
which the funicular. Fig. 50b, is made reciprocal. This decides the 
position of 11', or of 1+2+3, viz, the center of pressure (R. E.) as 
also that of ll'+i;i +?;2 wliich latter are the reverse pressure loads. 
The location of Pi is found by means of another funicular polygon C 
derived from the force polygon oad, by drawing the rays oa, of , and 
oc; Pi is then drawn through the profile intersecting the vertical 
resultant last mentioned at A. The line AB is then coincident 
with Ik on Ifig. 50. The vertical line through A is not N, i.e., is 
not identical with the vertical in Fig. 50, for the reason that N is 
the resultant of all the vertical forces, whereas the vertical in ques- 
tion is the centroid of pressure of all the vertical force less Wi, the 
weight of water overlying the rear slope of the wall. The location 
of N is found by drawing a horizontal P through the intersection 
of Pi with a line drawn through the c.g. of the triangle of water 
pressure w, this will intersect the back continuation of BA at c. 


N in Fig. 50. The profile, Fig. 51, is a reproduction of that shown 
Fig. 50 in order to illustrate the analytical method of calculation or 
that by moments. 

68. Analytical Method. The incidence of the resultant R is 
required to be as ascertained on two bases, one the final base and 
the other at a level 13 feet higher. The section of the wall as before, 
is divided into three parts: (1) of area 840 square feet, (2) of 1092, and 
(3) of 838 square feet. The position of the c.g. of (1) is found by for- 
mula (7) to be 15.15 feet distant from a the heel of the base and will be 



Fig. 51. Diagram of Folaam Weir Illustrating Analytical Method of Calculation 


15.65 feet from h. That of (2) is 32.3 feet distant from its heel 6. The 
reduced area of the water overlying the back down to b is estimated 
at 26 square feet and by formula (6) to be .5 feet distant from b. 
Again the reduced area of the reverse water overlying the fore 


slope Vi is 92 square feet and the distance of its c.g. from 6 is 55 — 


18.5 

3 


= 48.8 feet. The moments of all these vertical forces equated 
with that of their sum {N) about the point h will give the position 




2050Xa: = 43092= Moment of iV 

X = 21 feet, nearly 

To obtain the distance f between N and R, 

* ' AT 


Now 


the reduced area of P = 1257 and the height of the c.g. of the 
trapezoid having its base at b, and its crest level with that of the 
wall is calculated by formula (6), to be 22.1 feet. Again the reduced 
area of the reverse water pressure triangle pi is 120 square feet, 
the height of its c.g. above base is 8 feet. Consequently : 

^ (1257X22.1) -(120X8) 26820 , 

^ 2050 = 


For the lower base, the statement of moments about c is as fol- 
lows, ^>2 being 240, and its distance 65 feet by formula (6). 


(AO 2050 X (21 +.3) =43665 
(3) 838X32.3 =27067 

(w) lOX .15 = 2 

(vz) 240X65 =15600 

Total 3138 Xa: =86334 


86334 

3138 


=27.4 feet 


No w /i = ^ being the distance between Ni and Ri. 

iVi 

The value of Pi, the trapezoid of water pressure down to the base 
c, is 1747 square feet and the height of its c.g. by formula (19) or 
(5) is 27 feet, that of (fii+Pa) is 285 square feet and its lever arm 
^7 

^=12Jfeet. Then 
o 


. _ (1747X27) -(285X12^) 47169- 3514 _ 43655 _ 

3138 3138 3138 

The positions of N and Ni being obtained, the directions of 
R and Pi are lines drawn to the intersections of the two verticals 
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N and Ni with two lines drawn through the c.g/s of the trapezoid of 
pressure reduced by the moment of the reverse pressure, if any, or by 
(P—p). This area will consist, as shown in the diagram, of a trape- 
zoid superposed on a rectangle; by using formula (5) section 1, the 
positions of the c.g. of the upper trapezoid is found to be 12.58 feet 
above the base at a, while that of the lower is at half the depth of 
the rectangle, then by taking moments of these areas about h, the 
height of the c.g. is found to be 23.6 feet above the base at 6, while 
the height for the larger area [Pi— (P 1 +P 2 )] down to c is 27 feet. 

In the grapliical diagram of Fig. 51a the same result would be 
obtained by reducing the direct pressure by the reverse pressure 
area. Thus in the force diagram the vertical load line would remain 
unchanged but the "water-pressure load hue would be shorter being 
P— p and Pi— (pi+p 2 )j respectively. This would clearly make no 
difference in the direction of the resultants R and Pi and would save 


the two calculations for the c.g.’s of P and Pi. 

This weir is provided with a crest shutter in one piece, 150 feet 
long, which is raised and lowered by hydraulic jacks chambered 
in the masonry of the crest so that they are covered up by the gate 
when it falls. This is an excellent arrangement and could be imi- 
tated with advantage. The shutter is 5 feet deep. The width 


at base of lamina 2 of this weir is 55 feet, or very nearly 
formula (16). 


H-Pd 
Vp ’ 


69. Dhukwa Weir. A very similar work is the Dhukwa weir 
in India, Fig. 52, which has been recently completed. 

This overfall dam is of pentagonal section. Owing to the width 
of the crest this is obviously the best outline. 

The stress resultant lines have been drawn on the profile, which 
prove the correctness of the base width adopted. The tail water 
does not rise up to half the height of the weir. Consequently the 


formula — p- is apphcable in stage 3. The effect of the tail water 

Vp 


is practically nil. According to this formula the base width would 
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chains worked from each end. The gates, 8 feet high, are only 10 
feet wide. This involves the raising and lowering of 400 gates, the 
weir crest being 4000 feet long. The arrangement adopted in the 
Folsam weir of hydraulic jacks operating long gates is far superior. 
An excellent feature in this design is the subway with occasional side 
chambers and lighted by openings, the outlook of which is under- 
neath the waterfall, and has the advantage of relieving any vacuum 
under the falling water. 



The subway could be utilized for pressure pipes and for cross 
communication, and the system would be most useful in cases where 
the obstruction of the crest by piers is inadvisable. The weir is 
4000 feet long and passes 800,000 second-feet, with a depth of 13 
feet. The discharge is, therefore, 200 second-feet per foot run of 

weir, which is very high. The velocity of the film will be = 15.4 

feet per second. With a depth of 13 feet still water, the discharge 
will be by Francis’ formula, 156 second-feet per foot run. To produce 
a discharge of 200 feet per second, the velocity of approach must be 
about 10 feet per second. This will add 2,3 feet to the actual value 


of d, raising it from 13 to 15.3 feet which strictly should have been 
done in Fig. 52. 

70. Mariquina Weir. Another high weir of American design, 
Fig. 53, is the Mariquina weir in the Philippines. It has the ogee 
curve more accentuated than in the LaGrange weir. The stress 
lines have been drawn in, neglecting the effect of the tail water 
which will be but detrimental. The section is deemed too heavy 
at the upper part and would also bear canting forward with advan- 
tage, but there are probably good reasons why an exceptionally solid 



crest was adopted. The ogee curve also is a matter on which 
opinion has already been expressed. 

71. Granite Reef Weir. The Granite Reef weir over the 
Salt River, in Arizona, Figs. 54 and 55, is a work subsidiary to the 
great Roosevelt dam of which mention was previously made. 

It is founded partly on rock and partly on boulders and sand 
overlying rock. The superstructure above the floor level is the 
same throughout, but the foundations on shallow rock are remark- 
able as being founded not on the rock itself, but on an interposed 


ail ineqiiaiiiies ; tnese were connectea oy tiiin reinrorcea concrete 
side walls; the series of boxes thus formed were then filled level 
with sand, and the dam built thereon. This work was completed 
in 1908. The portion of the profile below the floor is conjectural. 
This construction appears to be a bold and commendable novelty. 
Sand in a confined space is incompressible, and there is no reason 
why it should not be in like situations. A suggested improvement 
would be to abandon the piers and form the substructure of two 
long outer walls only, braced together vdth rods or old rails encased 
in concrete. Fig. 55 is the profile on a boulder bed vdth rock below. 

72. Hydraulic Condi= 
tions. The levels of the 
afflux flood of this river are 
obtainable so that the stresses 
can be worked out. In most 
cases these necessary statis- 
tics are wanting. The flood 
downstream has been given 
the same depth, 12 feet, as 
that of the film passing over 
the crest. This is clearly 
erroneous. The velocity of 
the film allowing for 5 feet 
per second approach, is quite 
12 feet per second, that in 

the river channel could not Fig. 64.. Section of Grange Reef Weir 

Showing Sand Cushion Foundations 

be much over 5 feet, conse- 

12x12 

quently it would require a depth of — — =28 feet. The dam 

would thus be quite submerged, which would greatly reduce the 
stress. As previously stated, the state of maximum stress would 
probably occur when about half the depth of flood passes over 
the crest. However, the graphical work to find the incidence 
of the resultant pressure on the base will be made dependent on the 
given downstream flood level. After the explanations already 
given, no special comment is called for except with regard to the 
reverse water pressure. Here the curved face of the dam is altered 
into 2 straight lines and the water pressure consists of two forces 





of d, raising it from 13 to 15.3 feet which strictly should have been 
done in Fig. 52. 

70. Mariqiiina Weir. Another high weir of American design, 
Fig. 53, is the Mariquina weir in the Pliilippines. It has the ogee 
curve more accentuated than in the LaGrange weir. The stress 
lines have been drawn in, neglecting the effect of the tail water 
which will be but detrimental. The section is deemed too heavy 
at the upper part and would also bear canting forward with advan- 
tage, but there are probably good reasons why an exceptionally solid 



crest was adopted. The ogee curve also is a matter on wMch 
opinion has already been expressed. 

71. Granite Reef Weir. The Granite Reef weir over the 
Salt River, in Arizona, Figs. 54 and 55, is a work subsidiary to the 
great Roosevelt dam of which mention was previously made. 

It is founded partly on rock and partly on boulders and sand 
overlying rock. The superstructure above the floor level is the 
same throughout, but the foimdations on shallow rock are remark- 
able as being founded not on tlie rock itself, but on an interposed 
cushion of sand. (See Fig. 54.) Reinforced concrete piers, spaced 


Blue wctii», uie seriea ui uuAtJb uius lurmeu vvKie uitJix juixeu levei 
with sand, and the dam built thereon. This work was completed 
in 1908. The portion of the profile below the floor is conjectural. 
This construction appears to be a bold and commendable novelty. 
Sand in a confined space is incompressible, and there is no reason 
why it should not be in hke situations. A suggested improvement 
would be to abandon the piers and form the substructure of two 
long outer walls only, braced together with rods or old rails encased 
in concrete. Fig. 55 is the profile on a boulder bed vith rock below. 

72. Hydraulic Condi= 
tions. The levels of the 
afflux flood of this river are 
obtainable so that the stresses 
can be worked out. In most 
cases these necessary statis- 
tics are wanting. The flood 
downstream has been given 
the same depth, 12 feet, as 
that of the film passing over 
the crest. This is clearly 
erroneous. The velocity of 
the film allowing for 5 feet 
per second approach, is quite 
12 feet per second, that in 

the river channel could not Fig. 54., Section of Grange Reef Weir 

Showing Sand Cushion Foundations 

be much over 5 feet, conse- 




quently it would require a depth of 


12X12 

5 


= 28 feet. 


The dam 


would thus be quite submerged, which would greatly reduce the 
stress. As previously stated, the state of maximum stress would 
probably occur when about half the depth of flood passes over 
the crest. However, the graphical work to find the incidence 
of the resultant pressure on the base will be made dependent on the 
given downstream flood level. After the explanations already 
given, no special comment is called for except with regard to the 
reverse water pressure. Here the curved face of the dam is altered 
into 2 straight lines and the water pressure consists of two forces 
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having areas of 17 and 40, respectively, which act through their 
c.g.’s. Instead of combining each force separately "Rnth the result- 



Fig. 55. Graphical Analysis of Profile of Granite Reef Dam over Salt River, Arizona 



at crest level only. The water in the river is supposed to have 
mud in solution with its s.g. 1.4. The base length of the triangle 

p , •,! ,1 -I ( iJ-hd) X (p ~ 1) 32x1.4 i Q /ip 

or water pressure will then be ^ — — - — = 18.66. 

p 2.4 

The other water-pressure areas are similarly treated. If the rear 
curtain reaches rock the dam should not be subject to uplift. It 
could, however, withstand sub-percolation, as the hearth of riprap 
and boulders will practically form a filter, the material of the river 
bed being too large to be disintegrated and carried up between the 
interstices of the book blocks. The effective length of travel would 
then be 107 feet; add vertical 52 feet, total 159 feet, H being 20 feet, 

~ works out to = 8 which ratio is a liberal allowance for a boulder 
H 20 

bed. The fore curtain is wisely provided with weep holes to release 
any hydrostatic pressure that might otherwise exist underneath the 
dam. The Granite Reef dam has a hearth, or fore apron of about 
80 feet in width. A good empirical rule for the least width for a 
solid or open work masonry fore apron is the following: 

L=2H-l-d (20) 

in which H is the height of the permanent weir crest above floor, 
and d is the depth of flood over crest. In this case H = 20, d = 12; 
least width of floor should then be 40 -f 12 = 52 feet. The Bassano 
dam is 40 feet high with 14 feet flood over crest, the width of hearth 
according to this formula should be 94 feet, its actual width is 80 
feet which is admittedly insufficient. With a low submerged weir, 
formula ( 34 ) , Part II, viz, L = 3 Vc H, will apply. Beyond the hearth 
a talus of riprap will generally be required, for which no rule can 
well be laid dowm. 

73. Nira Weir. Fig. 56 is of the Nira weir, an Indian work. 
Considering the great depth of the flood waterdown stream, the pro- 
vision of so high a subsidiary weir is deemed unnecessary, a water 
cushion of 10 feet being ample, as floor is bed rock. The section of 
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width. Roughly judging, the value of H-\-d, on which the base 
vndth is calculated, should include about 3 or 4 feet above crest 
level. This value of d, it is believed would about represent the height 
of head water, which would have the greatest effect on the weir. 
The exact value of d could only be estimated on a knowledge of the 
bed slope or surface grade of the tail channel. The above estimate 

H4-d 

would make (7/+d)=36 feet, and with p = 2j, — -=-=24: feet. 

_ _ 

The top width, 8.3, is just ViJ+'Vd, in accordance with the 
rule given in formula (18). 

A section on these lines is shown dotted on the profile. The 
provision of an 8-foot top width for the subsidiary weir is quite 



Fig. 56. Section of Nira Weir in India Showing Use of Secondary Weir 


indefensible, while the base width is made nearly equal to the 
height, w'hich is also excessive. For purposes of instruction in the 
principles of design, no medium is so good as the exhibition of plans 
of actual works combined with a critical view of their excellencies 
or defects. The former is obtainable from record plans in many 
.technical works, but the latter is almost entirely wanting. Thus 
an inexperienced reader has no means of forming a just opinion and 
is liable to blindly follow designs which may be obsolete in form 
or otherwise open to objection. 

74. Castlewood Weir. The Castlewood weir, Fig. 57, is of 
remarkable construction, being composed of stonework set dry, 
enclosed in a casing of rubble masonry. It is doubtful if such a 
section is anv less exnensive than an ordinary gravity section, or 
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much less than an arched buttress dam of type C. Shortly after 
construction, it showed signs of failure, which was stated to be due 
to faulty connections with banks of the river; but whatever the 
cause it had to be reinforced, which was effected by adding a solid 
bank of earth in the rear, as shown in the figure. This involved 
lengthening the outlet pipes. In the overfall portion the bank must 
have been protected with riprap to prevent scouring due to the 
velocity of the approach current. 

75. American Dams on Pervious Foundations. In the United 
States a very large number of bullchead and overfall dams and regu- 
lating works, up to over 100 feet in height have been built on foun- 



Fig. 57. Section of Castlewood Weir Showing Construction of Stone Work Set Dry, 
Enclosed in Rubble Masonry 


dations other than rock, such as sand, boulders, and clay. Most 
of these, however, are of the hollow reinforced concrete, or scallop 
arch types, in which a greater spread for the base is practicable 
than would be the case with a solid gravity dam. Whenever a core 
wall is not run down to impervious rock, as was the case in the 
Granite Reef Overfall dam, Fig. 55, the matter of sub-percolation 
and uplift require consideration, as is set forth in the sections on 
“Gravity Dams” and “Submerged Weirs on Sand”. If a dam 50 
feet high is on sand or sand and boulders, of a quality demanding 
a high percolation factor of say 10 or 12, it is clear that a very long 
rear anron and deen rear niline- will be necessarv for safety. 
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bed level, the deposit that is bound to take place in rear of the 
obstruction will not be liable to be washed out by the current, and 
additional light stanching silt will be deposited in the deep pool of 
comparatively still water that must exist at the rear of every high 
dam. For a low weir however this does not follow, and i? deposit is 
made it will be of the heavier, coarser sand which is not impermeable. 

The difficulty and expense of a long rear apron can be sur- 
mounted by the simple expedient of constructing only a portion of 
it of artificial clay, leaving the rest to be deposited by the river 
itself. To ensure safety the dam should be constructed and reser- 
voir filled, in two or three stages, wijth intervals between of sufficient 
length to allow the natural deposit to take place. Thus only a frac- 
tion of the protective apron need be actually constructed. Many 
works are in existence which owe their safety entirely to the fortu- 
nate but unrecognized circumstance of natural deposit having 
stanched the river bed in their rear, and many failures that have 
taken place can only be accounted for from want of provision for 
the safety of the work against underneath scour or piping and also 
uplift. The author himself once had occasion to report on the fail- 
ure of a head irrigation work which was designed as if on rock, 
whereas it was on a pervious foundation of boulders. When it 
failed the designers had no idea of the real cause, but put it down 
to a “treacherous river”, “ice move”, anything but the real reason, 
of which they were quite ignorant. Had a rear apron of sufficient 
width been constructed, the work would be standing to this day. 

76. Base of Dam and Fore Apron. The fore apron and base 
of an overfall dam or weir must be of one level throughout its 
length, if the foundation is of any other material than rock. The 
foundation core walls may have to vary more or less with the surface 
of the river bed, which is deep in some places, and shallow in 
others, but the apron level should be kept at or about low water 
level throughout. When a horizontal wall as an overfall dam is 
built across a river bed it obliterates the depressions and channels 
in it, the discharge over the weir is the same at all points or nearly 
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water and deposited in the deeper channels, and portions of the 
dam may easily be undermined. This actually occured in one case. 

77. Section of Spillway of St. Maurice River Dam. Fig. 58 is 
a section of the spillway portion of the reinforced bulkhead gravity 
dam, illustrated in Fig. 44. Owing to the absence of the heavy 
crest of Fig. 44, the back of the spillway profile is provided with 



double the amount of reinforcement shown in the former example. 
One half, viz, 1| inches, extends right down to the base, while the 
other half stops short at El 280. This is arranged for in the stress 
diagrams in the same way as explained in section 55, being the 
final resultant on the base. The line of pressure falls slightly out- 
side the middle third in the upper half of the section. The effect 
would be to increase the tension in the reinforcement somewhat 
above the limit of 8 tons per square inch. The adoption of a trape- 
zoidal profile, would, it is deemed, be an improvement in this case 
as well as in the former. 
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PART II 


ARCHED DAMS 

78. General Characteristics. In this type, the whole dam, 
being arched in plan, is supposed to be in the statical condition of 
an arch under pressure. As, however, the base is immovably fixed 
to the foundations by the frictional resistance due to the weight of 
the structure, the lowest portion of the dam cannot possess full 
freedom of motion nor elasticity, and consequently must act more or 
less as a gravity dam subject to oblique pressure. 

However this may be, experience has conclusively proved that 
if the profile be designed on the supposition that the whole is an 
elastic arch, this conflict of stresses near the base can be neglected 
by the practical man. The probability is that both actions take 
place, true arch action at the crest, gradually merging into transverse 
stress near the base; the result being that the safety of the dam is 
enhanced by the combination of tangential and vertical stresses on 
two planes. 

In this type of structure, the weight of the arch itself is conveyed 
to the base, producing stress on a horizontal plane, while the water 
pressure normal to the extrados, radial in direction, is transmitted 
through the arch rings to the abutments. The pressure is, therefore, 
distributed along the whole line of contact of the dam with the sides 
as well as the ground. In a gravity dam, on the other hand, the whole 
pressure is concentrated on the horizontal base. 

Arch Stress. The average unit stress developed by the water 
pressure is expressed by the formula 

s, = ?^ “Short” Formula ( 21 ) 

, RIIw 


“Short” Formula 
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in which R is the radius of the extrados, sometimes measured to the 
center of the crest, H the depth of the lamina, b its width, and w 
the unit weight of water or ton. Into this formula p, the specific 
gravity of the material in the arch, does not enter. This simple 
formula answers well for all arched dams of moderate base width. 
When, however, the base width is considerable, as, say, in the case 
of the Patlifinder dam, the use of a longer formula giving the maxi- 
mum stress (s) is to be preferred. This formula is derived from the 
same principle affecting the relations of s and or of the maximum 
and average stresses already referred to in Part I on “Gravity Dams”. 
The expression is as follows, r being the radius of the intrados: 

2R RHw^^ 2R 
(R+r) h 

or in terms of R and b 


also 

2//w ^ 

79. Theoretical and Practical Profiles. In a manner similar 
to gravity dams, the theoretical profile suitable for an arched dam 
is a triangle having its apex at the extreme water level, its base 
width being dependent, on the prescribed limiting pressure. Success- 
ful examples have proved that a very high value for s, the maximum 
stress, can be adopted with safety. If it were not for this, the profit- 
able use of arched dams would be restricted within the narrow limits 
of a short admissible radius, as with a low limit pressure the section 
would equal that of a gravity dam. 

The practical profile is a trapezoid, a narrow crest being neces- 
sary. The water pressure area acting on an arched dam, is naturally 
similar to that in a gravity dam, the difference being, however, 
that there is no overturning moment when reverse pressure occurs 
as in a weir. The difference or unbalanced pressure acting at any 
point is simplv the difference of the direct and the reverse forces. 


-yj 


2I-Iw 



“Long” Formula ( 22 ) 


“Long” Formula (22a) 



ilie water pressure on an arch acts normally to the surface of 
its back and is radial in direction; consequently the true line of pres- 
sure in the arch ring corresponds with the curvature of the arch and 
has no tendency to depart from this condition. There is, therefore, 
no such tendency to rupture as is the case in a horizontal circular 
arch subjected to vertical rather than radial pressure. This prop- 
erty conduces largely to the stability of an arch under liquid 
pressure. This condition is not strictly applicable in its entirety 
to the case of a segment of a circle held rigidly between abut- 
ments as the arch is then partly in the position of a beam. The 
complication of stress involved is, however, too abstruse for practical 
consideration. 

80. Correct Profile. As we have already seen, the correct 
profile of the arched dam is a triangle modified into a trapezoid 
with a narrow crest. With regard to arch stresses, the most favorable 
outline is that with the back of the extrados vertical. The reason for 
this is that the vertical stress due to the weight of the arch, although 
it acts on a different plane from the tangential stresses in the arch 
ring, still has a definable influence on the maximum induced stress 
in the arch ring. The vertical pressure produces a transverse expan- 
sion which may be expressed s,sWxEX'm,m. which E is the coeffi- 
cient of elasticity of the material and m that of transverse dilation. 
This tends, when the extrados is vertical, to diminish the maximum 
stress in the section; whereas when the intrados is verticaTand the 
back inclined, the modification of the distribution of pressure is 
unfavorable, the maximum stress being augmented. When the 
trapezoidal profile is equiangular, an intermediate or neutral condi- 
tion exists. A profile with vertical extrados should, therefore, be 
adopted whenever practicable. 

In very high dams, however, the pressure on the horizontal 
plane of the base due to the weight of the structure, becomes so 
great as to even exceed that in the arch ring; consequently it is 
necessary to adopt an equiangular profile in order to bring the center 
of pressure at, or near to, the center of the base, so as to reduce the 
ratio of maximum pressure to average pressure to a minimum. 
As stated in the previous section, when a vertical through the 
center of gravity of the profile passes through the center of the base, 
fhp mnYirmim T^rpsf^nrfi ftmifl.ls the averaffe. or S = Si. 


oi. ^support 01 veriicai waier L-oaas in Arcnea uams. 
When the back of an arched dam is inclined, the weight of the 
winter over it is supported by the base, the horizontal pressure of 
the water alone acting on the arch and being conveyed to the 
abutments. In the case of inchned arch buttress dams, however, a 
portion of the vertical load is carried by the arch, increasing its 
thrust above what is due to the horizontal water pressure alone. 
This is due to overhang, i. e., when the c. g, falls outside the base. 

82. Crest Width. The crest width of arched dams can be 
safely made much less than that of gravity dams and a rule of 



( 23 ) 

would seem to answer the purpose, unless rein- 
forcement is used, when it can be made less. 

EXAMPLES OF ARCHED DAMS 

The following actual examples of arched 
dams will now be given. 

83. Bear Valley Dam. This small work, 
Fig. 59, is the most remarkable arched dam in 
existence and forms a valuable example of the 
enormous theoretical stresses which this type 
of vertical arch can stand. The mean radius 
being 335 feet according to formula (21) the 
unit stress will be 

= 60 tons, nearly 


Fig. 59 . Section of Old Bear This section would be better if reversed. The 
Valley Dam actual stress is probably half this amount. 

This W'Ork has now been superseded by a new dam built below it. 
Fig. 77, section 103. 


84. Pathfinder Dam. This immense work. Fig. 60, is built 
to a radius of 150 feet measured to the center of the crest. That, 
however, at the extrados of the base of the section is 186 feet and this 
quantity has to be used for the value of R in the long formula (22). 
The unit stress then works out to 18 tons, nearly. The actual stress 
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that the base must absorb so large a proportion of the thrust that 
very little is transmitted to the sides of the canyon. The exact 
determination of the proportion transmitted in the higher rings 
is an indeterminate problem, and the only safe method is to assume 
with regard to tangential arch stress that the arch stands clear of 



the base. This will leave a large but indeterminate factor of safety 
and enable the adoption of a high value for s, the maximum unit 
stress. 

The profile of the dam is nearly equiangular in outline. This 
is necessary in so high a dam in order to bring the vertical resultants 
(W) R. E. and (N) R. F. as near the center as possible with the 


iUD 
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There ate only two areas to be considered, that of the water 
overlying the inclined back (?)) and that of the dam itself (W). 
Dividing v by 2|- (the assumed specific gravity of the material), 
reduces it to an equivalent area of concrete or masonry. 


v = 

W= 


210X31.5 
2X2.25 
104 


= 1470 =103 tons 


X 210 = 10920 = 768 tons 


Total, or iV = 12390 = 871 tons 

Using formula (7), Part I, the c.g. of IT is 50.8 distant from the 
toe of the profile, then q or the distance of the incidence of JV from 

94 

the center point of the base is 50.8 — — = 3.8. 

. W 768 

The value of Si, or the mean unit stress is — , or tons 

0 94 

and m = l+^=l+^^=1.24; then 5=5^=1.24X8,1=10.1 
0 94 b 

tons. 

For Reservoir Full, to find the position of iV, moments will be 
taken about the toe as follows 


Moment of ^) = 103X83.5= 8600 
Moment of IT= 768 X 50.8 = 39014 
Total iV'=871 =47614 

. 47614 . . . t ir. p 94 - . „ . , iV 871 

then X = - = 54.6 ; whence q = 54.6 — = 7 .6 teet and si = — = 7— 

871 2 0 94 

= 9.26. By formula (9), Part I, w = l+-— ^ = 1.48. 

5 = 9.26X1.48 = 13.7 tons 

From this it is evident that the unit stress in the base, due to 
vertical load only, is a high figure. It could be reduced by still 
further inclining the back; on the contrary, if the back were vertical 
N would equal W. Let this latter case be considered. The distance 
of the c. g. of the profile from the heel will then be by formula 
(7a), Part I 



m = H-— = 1.98 and 5 = 8.1X1.98 = 16 tons 

This stress is greater than that of N in the previous working which 
proves that the forward tilt given to these high dams is necessary 
to reduce the maximum unit stress on the base to a reasonable limit. 
A more equiangular profile would give even better results. 

85. Shoshone Dam. The Shoshone dam, Fig. 61, is designed 
on lines identical with the last example. It has the distinction of 
being the highest dam in the world but has recently lost this 
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Fig. 61. Profile and Force Diagram for Shoshone Dam 

preeminence, as the Arrow Rock, quite lately constructed. Fig. 37, 
Part I, is actually 35 feet higher. This work is also in the United 
States. The incidents of the resultants Reservoir Empty and 
Reservoir Full, which will be explained later, have been shown 
graphically, and the analytical computation is given below. The 
vertical forces taken from left to right are (1), area 6480; (2), 
14,450; (3), water overlying back, reduced area 1880; total 22,810. 

Taking moments about the toe of the base, the distance of 
(1) is 54 feet, of (2) calculated by formula (7), Part I, is 58.3, and 
of (3) is 95 feet, roughly. 



Now <?! = 


N 

b 


22810 

108 


= 211, and by formula (9), Part I, 5= 211 X 


(108+36) ^ 281X2.4 o. ^ • , 

— — - — ^=281 square feet= — — = 21 tons, nearly. 

108 o2 

The maximum arch unit stress by formula (22) is as follows: the 


radius of the extrados of the base being 197 feet the fraction — = 


b 108 


= .55 and II = 245 therefore s = 


2IIW 


R 


X 




R 197 
2X245X1 
55X1.45X32 


490 

25.5 


= 19.2 tons. 


Below the level 60 ft. above base, the stress on the arch does 
not increase. The arch stress is less than that due to vertical 
pressure N. This base should undoubtedly have been wddened, 
the battered faces being carried dowm to the base, not cut off by 
vertical lines at the 60-foot level. 

Center of Pressure — Neio G7'ai?hical Method. In order to find the 
center of pressure in a case like Fig. 61, w+ere the lines of forces (1) 
and (2) are close together, the ordinary method of using a force and 
funicular polygon involves crowding of the lines so that accuracy is 
difficult to attain. Another method now will be explained which is 
on the same principle as that of the intersection of cross lines used 
for finding the c. g. of a trapezoid. 

In Fig. 61, first the c.g.’s of the three forces are found (1) the 
water pressure area divided by p or 2.4 which equals 1880 square 
feet, (2) the upper trapezoidal part of the dam area 14,450, and (3) 
the lower rectangular area 6480. Then (1) is joined to (2) and this 
line projected on one side in any location as at 6 in Fig. 61a. 

From a, ac is set off horizontally equal to (2) or 14,450 and 
from b, bcl is drawn equal to (1) or 1880; cd is then drawn and its 
intersection with ah at e gives the position of the resultant 1-2, which 
can now be projected on the profile at G. To obtain the resultant 
of the components (1-2) with (3) the line G-3 is drawn on the profile 



and a parallel to it drawn from e on Fig. 61a, intersecting the hori- 
zontal through (3) at /. From e, eg is laid off horizontally equal to 
(3) or 6480 and from/, jh equal to (1+2) or 1880+14,450 = 16,330. 
hg is then drawn and its intersection with cf at / is the centroid of the 
three forces, which projected on the profile to Gi on the line 0-3 gives 
the location of the vertical resultant of 1+2+3. 

86. Sweetwater Dam. The profile of the Sweetwater dam 
in California is given in Fig. 62. The original crest of the dam 



was at EL 220, or 95 feet above the base. Under these conditions 
the dam depended for its stability on its arched plan. If con- 
sidered as a gravity dam with allowable tension at the heel, the 
vertical pressure area is the triangle abe, here g=16.5 and m works 

711j N 

out to 3.15. iV = 226 tons and 6 = 46 feet whence s=^—r- = 

0 

^ = 15.5 tons w+ich is set down from a to b. 

46 

2N ^ 

The tension at the heel = ^2 — 7— = 15.5 — 9.82 = 5.7 tons 


Top of Founifalion 



Fig. 63. Location Plan of Sweetwater Dam, Showing Alterations 


Value of S When Heel Is Unable to Take Tention. If the heel is 
unable to take tension, the pressure triangle will then be adc in which 
ac = 3 times the distance of the incidence of R from the toe, or 
3X6.5 = 19.5 feet and s is ob- 


tained by the following formula 

( 24 ) 


S — 


4 ^ iV or W 
b-2g 
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here 5=- 


4X226 


= 23.2 tons 


3x46-33 

This dam has lately been raised 
to El 240, or by 20, feet and by 
the addition of a mass of concrete 
at the rear transformed into a 
gravity dam. The resultant due 
to this addition is Ri on the 
diagram, s works out to 10.6 
tons and there is no tension at 
the heel. Any bond between the 
new wall and the old has been 
studiously avoided. The new 
work is reinforced with cross bars and the rear mass tied into the 
superstructure. Fig. 63 is a plan of the dam as altered. 



Fig. 64. Pro61e of Barossa Dam 



87. Barossa Dam. This dam, Fig. 64, is an Australian work, 
and although of quite moderate dimensions is a model of good 



Tile haek I- v. ni' a! a:.-i *:>' f-ce hatter is nearly 1 in 2.7. The 
outline is m>t Tratic.:* ’m;-] r>\t :'» :.tay<in:i!, viz, a square crest imposed 
on a triamrie. tr.e nv r y-na n v.it:! i!;e In'potheniise of the latter by 
cl curve. Tl'.e ('Tt -t '.t !;’ it. r. ? t n; j < •ns"-' 4]. feet wide, but is strength- 
ened by row- 4 x rail-, fi-hed Together, built into the 

concrete. Tl'-c ira-.xirar.rr. a- .xn works out to 17^ tons, the 
correspondiiiiT vertiis-.i ‘see to (>4 tons. big. 63 is a site 

plan of the work. 

SS. Lithgow Dam. Ar.ot’ner example very similar to the last 
is the Lithgow dam. No. 2, Fir. Tlie arch stress in this works 


out by the short o-rm'da n- i.early i;’. Tons; the radius is only 100 

h.oi. tiae Vertical -trC'S works out to 7 tons. 

Ar»-i.td dam> alnii either on the solid 
n-' ky bi.r.k' of a eanyon or else on the end of 
a rra'. ;:y dam. In eases where a narrow deep 
evutral eharmel oecurs in a river, this por- 
Ti‘*t. ear. ad.var.tageously be closed by an 
ar»-;:e*i dam. while the Hanks on which the 
ar<-li ahutt' can be gravity dams aligned 
tan-Tential to ti;e arch at each end. The dam 
will tin:- eondx of a central arch with two 
int-'ined xrairht continuations. The plan of 
the Ro^'o-velt dam. Fig. 26, Part I, will give 
Fig. e,a. r’es-;’; ‘ - ^ an idea of thi' e!a^s of work. 

S‘k Burrin Juick Subsidiary Dam. In 
Fig. <i7 is .'lunvn tr.e proHI.- »*: a tempi -rary reinforced arched dam 
for domestic water -npply at I)arr«-n.la< k. or Burrin Juick, Australia. 
The reinforcciuent iMr.d-t' of iron rail-. The unit arch pressure 
at the base work- on: to 2 ! tor.^. !;o;i.r|y. Beinforcement of perma- 
nent dams down to r:.e ba-e not de-irable, as tlie metal may cor- 
rode in time and »a-;'e faihirr. altlioundi the po.sdbility is often 
stoutly denied. main I’m.r.dn Juick dam is given in Part I, 

Fig.dd. 



90. Dams w ith \ ariable Radii 
just ib.'-scrilsed, i- ge:..-r.i.ly e.-mmoi, 
p;{ irgc.s with .-teop .-i' p:!..j -m* - n. w-, 
level of tlicbeuof ti.»- nn: 


. 1 he u.-e of dams of the type 
. a- iirexiuii.-ly noted, to narrow 
:* -.n I lie length of the dam at the 
a .'inall proportion of that at the 


crest. The ra«; 


n- r.'UaLy iixed with regard to the 




cnoni at, tiic latter level, consequently at the deepest 
l('\-e], tl)(^ ciirvatiire will be so slijijbt that arch action will be absent 
and the lower ])art ol the dam will be subject to beam stresses, i.e., 
to tension as well as conqiression. In order to obviate this, in 
some recent (‘xain])les the radius of curvature at the base is made 
less than that at the crest, and all the way up, the angle subtending 
the chord of the are, which is variable 
in h'ligth retains the same measure 
throughout, '’i’his involves a change in 
the radius corri'.sjionding to the variable 
si)an of llu; arch, ddie further advantage 
is oblaiiu'd, of reduction in the unit stress 
in the arch ring and in rendering the 
stress more uniform throughout. In 
v('ry high dams, however, the base width 
('annot be nmch reduced as otherwise the 
limit stress due to the vertical loading 
will 1)0 exci'cded. This arrangement of 
varying radii is somewhat similar to that 
used in the diilerential multiple arch 
given later. 

MULTIPLE ARCH OR 
HOLLOW ARCH 
BUTTRESS DAMS 

91. Multiple Arch Generally More 
Useful Than Single Arch Dams. It is 
evident that a dam which consists of a 
single vertical arch is suitable only for a 
narrow gorge with rock sides on w^hich the 
arch can abut, as well as a rock bed; consequently its use is strictly 
limited to sites where such conditions are obtainable. A rock 
foundation is also essential for gravity dams, the unit compression 
on the base of wliich is too high for any material other than rock. 

The advantages inherent in the vertical arch, which are con- 
siderable, can however be retained by use of the so-termed multiple 
or scallop arched dam. This consists of a series of vertical or 




sidered as turned over on its side, the piers will represent the but- 
tresses. In the case of a wide river crossing, with a bed of clay, 
boulders, or sand, the hollow buttressed and slab buttressed dams 
are the only ones that can well be employed with safety. The wide 
spread that can be given to the base of the structure in these two 
types enables the unit pressure on the base to be brought as low as 
from 2 to 4 tons per square foot. 

As has already been noticed in section 78, the arch is peculiarly 
well suited for economical construction. This is due to the fact 
that the liquid pressure to which the arch is subjected is normal 
to the surface and radial in direction. The pressure lines in the 
interior of the arch ring correspond with its curvature and con- 
sequently the arch can- only be in compression; thus steel reinforce- 
ment is unnecessary except in a small degree near the crest in order 
to care for temperature stresses. In slab dams, on the other hand, 
the deck is composed of flat slabs which have to be heavily rein- 
forced. The spacing of the buttresses for slabs is limited to 15 
to 20 feet, whereas in hollow arch dams there is practically no 
limit to the spans w^hich may be adopted. Another point is, that 
the extreme compressive fiber stress on the concrete in deck slabs 
is limited to five hundred to six hundred and fifty pounds per square 
inch; in an arch, on the other hand, the whole section is in com- 
pression which is thereby spread over a much greater area. For the 
reasons above given the arch tj’pe now under consideration should 
be a cheaper and more scientific construction than the slab type in 
spite of the higher cost of forms. 

92. Mir Alam Dam. The first example given is that of the 
hlir Alam tank dam. Fig. 68. This remarkable pioneer structure was 
built about the year 1806, by a French engineer in the service of 
H. H. the Nizam of Hyderabad in Southern India. The alignment 
of the dam is on a wide curve and it consists of a series of vertical 
semicircular arches of various spans which abut on short buttress 
piers, Fig. 69. The spans vary from 83 to 138 feet, the one in Fig. 
68 being of 122 feet. The maximum height is 33 feet. Water 
has been knowm to overtop the crest. The length of the dam is 
over 3000 feet. 


On account of the inequality of the spans, the adoption of the 
semicircular form of arch is evidently a most judicious measure, 
for the reason that an arch of tliis form under liquid pressure exerts 
no lateral thrust at the springing. The water pressure being radial 
in direction, cross pressure in the half arches in the line of the spring- 
ing is balanced and in equilibrium. Whatever thrust is exerted 
is not in the direction of the axis of the dam but that of the buttress 
piers. On the other hand, if the arches were segmental in outline 
the terminal thrust is intermediate between the two axes, and when 
resolved in two directions one component acts along the axis of 
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Fig. 68. Plan of One Arch of Mir Alam Dam 
This remarkable pioneer dam was built in 1806, and consisted of 21 such arches. 


the dam. This has to be met, either by the abutment, if it is an 
end span, or else by the corresponding thrust of the adjoining half 
arch. The other component is carried by the buttress; therefore, 
if segmental arches are used, the spans should be equal in order to 
avoid inequality of thrust. Longer buttresses will also be requisite. 
The whole of this work is built of coursed rubble masonry in lime 
mortar; the unit stress in the arch ring at the base, using the short 

formula (21), works out to - = 5 tons, nearly. The 



piers are very shorty projecting only 25 feet beyond the spring line 
of the arches, and being altogether only 35 feet long. This length 
and the corresponding weight would clearly be inadequate to with- 



stand the immense horizontal thrust which is equivalent to 

IP. 332X1X146 , 

-Y^w= — 2 ^^ =2500 tons, nearly. 

It is evident that if the buttress pier slides or overturns, the 
arches behind it must follow, for which reason the two half arches and 
the buttress pier cannot be considered as separate entities but as 
actually forming one whole, and consequently the effective length 
of the base must extend from the toe of the buttress right back 
to the extrados of the two adjoining arches. At, or a little in the 



Fig. 70. Section of Buttress Pier of Mir Alam Dam Taken through. AB of Fig. 68 


rear of the spring line, the base is split up into two forked curved 
continuations. The weight of these arms, i.e., of the adjoining 
half arches, has consequently to be included with that of the but- 
tress proper when the stability of the structure against overturning 
or sliding is estimated. 


93. Stresses in Buttress. In the transverse section^ Fig. 71, 
taken through CD of Fig. 68, the graphical calculations establish 
the fact that the resultant line R intersects the base, thus lengthened, 
at a point short of its center; the direction of the resultant R is 
also satisfactory as regards the angle of frictional resistance. 

Ri is the resultant on the supposition that the buttress is 
nonexistent. Its incidence on the base proves that the arch is 
stable without the buttress, which is therefore actually superfluous. 
With regard to sliding on the base, P = 2500 and IF =6828 tons. 



Fig. 71. Transverse Section of Mir Alam Dam Taken through. CD, Fig. 68 


The coefficient of friction being .7 the factor of safety against sliding 
is nearly 2. If the arch were altered on plan from a semicircle 
to a segment of a circle, the radius would of necessity be increased,^ 
and the stress with it; a thicker arch would, therefore, be required. 
This would not quite compensate for the reduced length of arch, 
but on the other hand, owing to the crown being depressed, the 
effective base vddth would be reduced and would have to be made 
good by lengthening the buttress piers. What particular dis- 
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matter whicU could only be worked <mt by n«-»ns "f ■ ' 

trial designs. The ratio of verse.1 .sine to spun should vary t.. n 
1 to i. Arcs subtending from 135 to 120 degrees ar<^ slated K. I» 
the most economical in material. 

94. Belubula Dam. There are not ns yet very many medern 
examples of arch buttress dams, hut each yi’iir increases iheir mme- 



Fig. 72. Profile Sections and Force Diagram for Belulinlii Dam, Now Simlli Wiilea 


her. The Mir Alam dam has remained resting on its laurels without 
a rival for over 100 years, but the time has come when this type 
is being largely adopted. Fig. 72 shows an early cxumiile of a 
segmental panel arch dam. It is the Belubula dam in New South 
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inequalities in the rock foundation. This platform is 16 to 23 feet 
high, so that the total height of the dam is over 50 feet. The spans 
are 16 feet, with buttresses 12 feet wide at the spring line, tapering 
to a thickness of 5 feet at the toe; they are 40 feet long. .The buttress 
piers, which form quadrants of a circle in elevation, diminish in 
thickness by steps from the base up, these insets corresponding 
with similar ones in the arch itself. These steps are not shown 
in the drawing ; the arch also is drawn as if in one straight batter. 
The arches are elliptical in form, and the spandrels are filled up 
flush wnth the crown, presenting a flat surface toward the water. 

Some of the features of this design are open to objection: First, 
the filling in of the arch spandrels entirely abrogates the advantage 
accruing to arches under liquid pressure. The direction of the water 
pressure in this case is not radial but normal to the rear slope, thus 
exactly reproducing the statical condition of a horizontal arch 
bridge. The pressure, therefore, increases from the crown to the 
haunches and is parabolic, not circular, in curvature. The arches 
should have been circular, not elliptical, and the spandrels left 
empty to allow of a radial pressure which partly balances itself. 
Second, the stepping in of the intrados of the arch complicates the 
construction, A plain batter would be easier to build, particularly 
in concrete. Third, the tapering of the buttress piers toward the 
toe is quite indefensible; the stress does not decrease but with the 
center of pressure at the center of the base as in this case, the 
stress will be uniform throughout. 

95. Inclination of Arch to Vertical. The inclination of the axis 
of the arch to the vertical is generally a desirable, in fact, a necessary 
feature when segmental arched panels are used; the weight of water 
carried is of value in depressing the final resultant line to a suitable 
angle for resistance to shearing stress. As noted in section 90, 
the weight of the water overlying the arch does not increase the 
unit stress in the arch ring. Consequently, any inclination of 
axis can be adopted without in any way increasing the unit stresses 
due to the water pressure. 

When an arch is vertical it is clean that the water pressure is 
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to the abutment; when in an intermediate position part, of the wci^rhl. 
of the arch is carried to the base and part to the aliut nienl:.. 

With regard to water pressure, the thrust lieing normal tn 
the extrados of the arch the whole is carried by the abiilments. 

In the case of arches which do not overreaeli tlieir ))a,se tlie weight 

of water overlying the inclined back is conveyi'd to the l)a^.e. In 

any case the unit stress in the arch ~ eaiuiot exceed I hat due 

to horizontal thrust. The total water inessure is gnaiter with an 
inchned back, as the length of surface acted on is inerea:>ed. In 
the diagram, Fig. 72a, the vertical load line II’’ n-prceeiil:; llie 
weight of one unit or one cubic foot of the arch ring which is etpial 
to ivp. This force is resolved in two directions, one ]>, parallel 
to the axis of the arch, and the other n, normal to the, former, 'riie 
force w = IF sin 6 being the inclination of the anR axis to tin* 
vertical and p = IF cos 0. The unit stress develo])t'd by the railial 
force n is similar to that produced by the waR'r ])ressnre. which is 
also radial in direction and is Riu; but 7fi, the radius in this ease, 
is the mean radius, the pressure being internal, not (‘Xti'rnal. ddie 
unit stress si will then be 

Si = Riwp sin 0 ( 25 ) 

When 0 is 30° sin 0 =-^; when 45°, sin 0 =-7-. 

2 3 

It will easily be understood that this unit stress due to v? does 
not accumulate, but is the same at the first foot dcjith of the arch 
as it is at the bottom; the width of the lamina also does not aihs-t 
it. However, the component p does accumulate, and the cxiiression 
wp cos 0 should be multiplied by the inclined height //i, lying 
above the base under consideration. As //] = // seed, the unit 

compressive stress at the base will be , in ^vhieh L is ihe nu'an 

b 

width of the arch. If the arch were a rectangle, not a i.rapezoid, 
5 would equal Hwp simply. 

96. Ogden Dam. The Ogden dam, the profile and sectional 

rvf TTTViinl, TTi: „ tin • . . , , „ , 


The profile of the buttress is eciuinaiigular except for a small out- 
throw of th(i toe. On the wliole it must be pronounced a good 
design, but could be improved in several i)artieulars. For example, 
the arch is umu'cc'ssarily thi(‘k at the crest, and could well be reduced 
from () to 2 f(“et, thus ('irecting considerable economy. The designers 
wen* evidently afraid of the concrete in the arch leaking, and so 
overlaid tlu) extrados with st(‘el ])lates. A greater thickness of 
arch causing it to possc'ss I(\ss Iial)ility to percolation under pressure, 
could have beam ])rovid(‘d by increasing the span and radius of the 



arches. The design consequently would be improved by adopting 
larger spans^ say 100 feet; buttresses, say, 25 feet thick, their length 
being dependent on the width of base required to provide sufficient 
moment of resistance; and further, the inclination of the arches 
might require increasing to bring the center of pressure at, or close 
to the center of the buttress. The finish of the crest by another 
arch forming a roadway is an excellent arrangement, and is well 
suited for a bulkhead dam; for an overfall, on the other hand, the 
curved crest is preferable on account of the increased length of 



vertical load N is 155,000 cubic feet or l_n,5!)S tons, n hrhiK lab™ 
at 2i. The incidence of R on the base, is 5 feet from the i-enler, 
whence 9 = 5, and by formula (9), lart I 


S~-rX 

A 


(■+?) 


1050S bio, 
110X10 ^110 


■ S.Ol tons 


the dimensions of A, the area of the base, beiii^ 110X1 0 feet . '1 lu* 
pressure on the arch ring at the base by the short formula works 
24X100 


out to 


8X32 


= 9.4 tons. 


■ The contents of the dam per foot nin amounts t( 


lOl.riOO 

•IS 


2,177 cubic feet; that of a gravity dam would bo alioiit b.oDD oubio 
feet per foot run, making a saving in favor of tlu^ archotl tx'po of 
nearly 30 per cent. With a better disposition of the. purt.s us indi- 
cated above, the saving would be increased to 40 or 50 ])er cent. 
Actually the saving amounted to only 12 per cent; this was owing 
to the steel covering which, as we have seen, coidd liuvt^ been 
dispensed with. 

97. Design for Multiple Arch Dam. Fig. 74 is a di'sign for 
a segmental arch panel dam, or rather, weir. The height of the 
crest is 64 feet above base with 5 feet of water i)ussing over; the 
apex of the triangle of water pressure will then be 00 feet above 
the base. The inclination given the axis, which is coincident with 
that of the spring line and the intrados, is 60 degrees with the horizon. 

In designing such a work, the following salient points first 
require consideration. 

(1) Width of Span. This, it is deemed for economical reasons 
should he not less than the height of crest unle.ss the states of tlu' 
foundation requires a low unit stress. In the hlir Alam (lain 
the span is over four times the depth of water upheld. In the present 
case it vill be made the same, that is, 64 feet. 

(2) Thickness of Buttress Piers. As with bridge piers, tlu^ 
width should be at least sufficient to accommodate the skcnv-bac’ks 
of the two arches; a width of 12 feet or about | span will effect this. 

(3) ^ Radius and Versed Sine. The radius will be made 40 
feet; this allows a versed sitlft nf 4 cnnyi n-r* 10 f/w.4- .n.l.w.n n. 
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approximate to that of a circular arcli^ under liquid pressure. 

(4) Thickness of Arch. This must first be assumed, as its 
thickness depends on R, the radius of the extrados, as well as on 
the value assigned to Si, the limiting pressure. This latter will 
be fixed at below 15 tons, a value by no means excessive for arches 
under liquid pressure. With a base width of 7 feet, the radius 
of the extrados will be 47 feet. The base will be considered, not 
at the extreme depth of 64 feet below crest, but at the point marked 
D, where a line normal to the base of the inclined intrados cuts 
the extrados of the arch. IT will, therefore, be 60 feet, allowing 
for the reverse pressure. The stress due to the water pressure, 
using the short formula ( 21 ), section 78, will be 


5l = 


RHw 

h 


47X60X1 

7X32 


= 12.6 tons 


To this must be added that due to the weight of the arch ring from 
formula (25), Si — Riwp sin 6 (the angle d being 30° and its sine = ^), 


which in figures will be 


43.5X3 

2X40 


= 1.6 tons, the total stress being 


a trifle over 14 tons. The 7-foot base width will then be adopted, 
p is taken as 2.4 and wp = ton. The depth of water producing 
this pressure is taken as 60, not as 65, feet which is ( H-l-d), the reason 
being that the reverse pressure due to the tail water, which must 
be at least level with the water cusliion bar wall, will reduce the 
effective depth to 60 feet, during flood conditions. 

98. Reverse Water Pressure. The influence of the reverse 
pressure of water is much more considerable when hydrostatic 
pressure alone is exerted than is the case with overturning moment. 
In the case of an upright arch acting as an overfall weir the pres- 
sure of the tail water effects a reduction of the pressure to the extent 
of its area. Thus if A be the area of the upstream water pressure, 
and a that of the downstream, or tail water, the unbalanced pressure 
will be their difllerence, or ^ — a, and will vary as the square of their 
respective depths. When overturning' moment is concerned, the 
areas have to be multiplied by a third of their depths to represent 
the moment on the base. The difference of the two will be in 
that case as the cubes of their respective depths. 
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99. Crest Width of Arch. The crest width of the arch, accord- 
ing to formula (23), should be |■V7/ = 3| feet, nearly. It will be 
made 3 feet, with a stiffening rib or rim of 3 feet in width. The 
crest width could be made proportional to the base width, say .36, 
and if this falls below 2 feet, reinforcement will be required. 

The length of the pier base is measured from the extrados of 
the arch, the two half arches forming, as already explained in section 
92, a forked continuation of the buttress pier base. 

The battering of the sides of the pier would clearly be a correct 
procedure, as the pressure diminishes from the base upward. A 
combined batter of 1 in 10 is adopted, which leaves a crest width 
of 5.6 feet. The length of the pier base, as also its outline, were 
determined by trial graphical processes, with the object of maneu- 
vering the center of pressure as near that of the base as pos- 
sible, so as to equalize the maximum and the mean unit stress as 
much as possible. Tliis has been effected, as shovm by the inci- 
dence of the final resultant on the elevation of the buttress pier. 

100. Pressure on Foundations. The total imposed weight 

is measured by N in the force diagram, and is equivalent to 150,000 

cubic feet of masonry, which at a specific gravity of 2.4 is equal to 

150,000X3 mu • 

=11,250 tons, ihe average pressure is this quantity 

divided by the area of the base, or by 125X12 = 1500 square feet, 
the quotient being 7^ tons, nearly. The maximum pressure will 
be the same owing to the incidence of R at the center of the base. 
This 7| tons is a very moderate pressure for a hard foundation; 
if excessive, additional spread should be provided or else the spans 
reduced. It will be noticed that N greatly exceeds W. This is 
due to the added weight of water represented by the inclination 
given to the force line P, which represents the water pressure. 

Economy of Multiple Arches. The cubic contents per foot 

run work out to = 850 cubic feet, nearly, the denominator in 

/6 

the fraction being the distance apart of the centers of the buttress piers. 

9 
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101. Differential Arches. Fig. 75 is a study of a (UlTcnnitial 
buttress arch weir. The principle of the dilh'rciitial arch <M)nsis1s 
in the radius increasing with the height of tlx^ arcli, the. unit 
stress is thus kept more uniform, and the stress an'a <‘()rrc- 
sponds more closely with the trapezoidal prolile that lavs necessarily 
to be adopted, than is the case when a uniform radius is adoi)1cd as 
in Fig. 74. 

The arches are. supposed to stand on a coucrc'te or masonry 
platform ten feet high above the deepest part ol the rivt'r l)ed, 
so that sluices if required could be provided below LM ./-. which 
is identical with the floor or fore apron level. Tlu; height is 55 fi'ct 
to crest level. The depth of film passing o\'er the crest is assumed 
at 5 feet and the reciprocal depth of tail water is 12 feed. (Irapliical 
analyses will be made at two stages, first, when water is at crest, 
level and the river channel below is empty, second, at full flood. 
The inclination given to the intrados of the arch is 5 vertical t.o 2 
horizontal. The buttresses are placed 31 feet centers, allowing 
a span of 25 feet at base, here they arc G feet wide, tai)ering t.o 2 
feet at crest. The span of the arch thus gradually wid(>ns from 
25 to 29 feet. The versed sine of the arc is made 5 feid at basi^ 
and 2\ feet at crest. The radii at these positions are therefore IS.l 
and 43.3, respectively, measured to the intrados of the arch. These 
radii are horizontal, not normal to the intrados as in Fig. 73, and 
thus vary right through from 18.1 to 43.3 corresponding to the 
altered versed sine which decreases from 5 to 2| feet, that half 
way up being 22 feet. 

The tliickness of the arch at base is made 2 feet. 

Avch Unit Stress. Taking the base radius as 18.1, the base 


RIIw 
h “ 


unit stress due to water pressure will be by formula (21), 

adding that due to the transmitted weight of the arch, formula (25), 

( H \ ^ ' 

y+psin0j, sin 6 being .6, the expression becomes 


r35 

18.1w |^y+(2.4x. 6) , p being taken at 2.4, w at ^ ton, whence 


s = 10.4 tons, a modp.ra.tp. Rt.rpRc- fnr* 







five weights: (1) that of the overlying water has a content of 


33X24X35 

2 


= 13860 cubic feet, equivalent to 433 tons; (2) the arch 


145 tons; (3) the contents of the pier underlying the arch is found 
by taking the contents of the whole as if the sides were vertical 
and deducting the pyramid formed by the side batters. Thus the 

contents of the whole is =2310, that of the pyramid is 


22X2X35 


= 513, difference 1797, or 135 tons; (4) the weight of 


the horizontal arch of the crest of the weir, 12 tons; (5) the contents 

of the buttress, by the prismoidal formula comes (^i+ 4^^+ 

^ 2 ) in which Ai and A 2 are areas of the ends and A^ of the middle 

35 6 

section. Here .4.1 = 0, .4»i=— X-w=52.5, and 4.2=35X4 = 140; 


therefore (5) =4- X 35 X[0+ (4X52.5) + 140] = 2042 cubic feet equiv- 
6 

alent to 153 tons. 

The total load foots up to 878 tons. 

I ( 35)2 

P the horizontal water pressure = w-^ X / = ^ X ■ -w— X 31 = 593 
tons. 

The position of the several vertical forces is obtained as follows : 
That of 1, a triangular curved prism is at i- its horizontal width; 
of 2 is found by formula (7), Part I, and by projection of this level 
on to the plan. The position of 3 has to be calculated by moments 
as below. 

The lever arm of the whole mass including the battered sides 
is at ^ width from the vertical end of 7| feet while that of the pyram- 
idal batter is at | the same distance, or 5^ feet. 

The statement is then 


2310X7J = (1797Xa:) + (514X5.5) whence a:=7.84 feet 
The position of 5, the battered sloping buttress is obtained by 
taking the center part 2 feet wide and the outer side batters sep- 

1 35 

arately . The c.g. of the former is at — the length, — = 11| from the 

o o 
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vertical end, and its contents are — X2 = 1225 cubic feet = 92 tons. 
The weight of the whole is 153 tons, so that the side batters will 

Q r 

weigh 153 — 92 = 61 tons, and be ^=8-75 leet distant from the end. 


Taking moments about the vertical end, we have 
153a’ = (92 X 11 .67) + (61 X 8.75) 


a = 


1606 

153 


= 10.5 feet 


Therefore, the incidence of the resultant on the base line meas- 
ured 6.5 feet upstream from the center point. 

N 

In Fig. 75a, N—878 tons and — =14; b being 63 feet and 

(2 = 6.5 feet, whence m = 1.62 and the stress on the buttress, if only 1 
foot wide, =14X1.62 = 22.7 tons. The compression at the toe 
22V 

=— — 5 = (28— 22.7) =5.3 tons. These quantites have now to be 

divided by the base widths to obtain the unit stresses, which are as 

follows: at heel, ^—=3.8; at center, ^ = 2.3; at toe, ^=2.6 tons, 
o 6 2 

This stress area is shown hatched in Fig. 75f. 

This stress diagram is useful as showing that owing to the 
incidence of R being behind the center point the total stress dimin- 
ishes toward the toe of the buttress, consequently it should be 
tapered on plan, as has been done. ,In Fig. 74 it has been showm 
that the stress being uniform by reason of the incidence of R at 
the center point of the base, the buttress has been made rectangular 
in plan at its base. The indicated unit stresses are very light 
which is a great advantage on a bad foundation. 

102. Flood Pressures. The second, or flood stage, will now be 
investigated, tiere the vertical load line N in Fig. 75e is increased 
by 140 tons, the additional weight of water carried by the arch. The 
horizontal water pressure Pi is now 763 tons and 2V = 1018, their 
resultant being Pi. The reverse pressure due to a depth of 
12 feet of water is 70 tons, this combined with Pi, in Fig. 75a, 
results in P 2 the final resultant. The value of d is 35° 15' which is 
satisfactory. As q scales 5 feet, the unit stresses work out as 
follows: 




At heel 3.9 tons, at center 2.7, and at toe, 4.2 tons. 

The stress in the arch under a head of 38 feet comes to 11.5 
tons. Thus the stresses in stage 2 are higher than is the case with 
stage 1. 

At the end of a series of these scallop arches near either abut- 
ment the thrust of the arch resolved axially with the weir has to 
be met either by tying the last two arches by a cross wall and rein- 
forcing rods, or abutting the arch on an abutment supported by 
wall or a length of solid dam. Tliis design would, it is considered, 
be improved if the versed sine of the arcs were made somewhat 
greater, as the arches are too flat near the crest. 

The following remarks bear on the curvature of the arch men- 
tioned in section 101. When a segmental arch is inclined, the 
spring line is at a lower level than the crown, consequently the 
water pressure is also greater at that level. But the thickness 
should vary with the pressure which it does not in this case. This 
proves the advisability of making the circular curvature horizontal, 
then a section at right angles to the inclined spring line will be an 
ellipse, while a horizontal section mil be a segment of a circle. 
The reverse occurs with arches built in the ordinary way. There 
appears to be no practical difficulty in constructing forms for an 
inclined arch on tliis principle. 

103. Big Bear Valley Dam. Fig. 76 is a plan and sectional 
elevation of the new Bear Valley reinforced concrete multiple 
arch dam which takes the place of the old single arch dam men- 
tioned in section 83. The following description is taken from 
“Engineering News”, from which Fig 78 is also obtained. 

The new dam consists of ten arches of 30| feet, clear span at 
top, abutting on eleven buttresses. The total length of the dam 
is 363 feet on the crest; its maximum height from crest to base is 
92 feet (in a pocket at the middle buttress only), although, as the 
elevation in Fig. 76 shows, the average height of the buttresses 
is much less than that figure. The water face of the structure 
and the rear edge of the buttresses are given such slopes as to bring 
the resultant of the water-pressure load and that of the structure 
through the center of the base of the buttresses at the highest 
portions of the dam. Fig. 79. The slope for the water face 



from that point to the crest is vertical. The sloju; of the down- 
stream edges of the buttresses is 2 on 1 from tlic })ottom to t he lop, 
the vertical top of the face arches giving tlic ])iers a to]) widt.h of 10 
feet from the spring line to the back edge, ddie buttresses art' Lb 
feet thick at the top and increase in thickness with a batter of 
0.016 feet per foot of height or 1 in 00 on each sidti to the bast' for 
all heights. The arch rings are 12 inches thick at the toj) and 
down to the bend, from which point they arc increased in thick- 
ness at the rate of 0.014 feet per foot to the ])a.so, or 1 in 72. b. 



Ig. 77. View of Big Bear Valley Dam with Okl Dam Shown i„ F(.r(« 


ir(>griniii(i 


The arc of the extrados of the arch ring is 140° OS^ from 

maintained at 17 feet and tin' 
at 11.22 feet. The extrados is, therefore, a cylindrical .surf 
_ mform throughout, all changes in dimensions being made on 
mtrados of the arcL Thus at the top, the radius of the intra 
16 feet, the arc 145° 08', and the rise 11.74 feet. At SO feet fr 
the top, Fig. 79, the thickness of the nmh n., o r 



Strut-tie members are provided between the buttresses to 
stiffen and take up any lateral thrusts that might be set up by 
seismic disturbances or vibrations, these consisting of T-beams 


rise or tlie intrados decrease irom tlie top downward. 


Courtesy of "Engineering News” 


and supporting arches all tied togetiier oy Jicavy su-ci i nunu . u. . 
The T-beams are 12 inches thick and 2.5 f('(‘t wide, with a 12- 
inch stem, set on an arch. 12 inches square at the crown and thick- 
ening to 15 inches toward the springing lines, willi two sjKindrcl 
posts on each side connecting the beam and arcli, all unit.cd inl.o 
one piece. There are provided copings for the arelu's and tln^ tojjs 
of the buttresses with 9-inch projections, making the arch cope 
2.5 feet wide and that on top of the buttresses 2 feet widm Tin' 
beam slab of the top strut members is built d: f('et wide, to scrv(^ 
as an extra stiffener, as well as a comfortable fool walk across the 
dam. This footwalk is provided with a cable railing on both .sid(>s 



to make it a safe place upon which to walk. To add to the tirchi- 
tectural effect of the structure, the arches of the strut inemhers 
terminate in imposts, built as part of the buttresses. The struts 
are reinforced with twisted steel rods, all being tied together iind 
all being continuous through the buttress’ walls. The ends entering 
the buttresses are attached to other reinforcement passing cross- 
wise into the buttress walls, forming roots by which the stresses 
in the beams may be transmitted to and distributed in the buttress 
walls. The ends of the strut members are all tied onto the granite 
rock at both ends of the structure by hooking the reinforcement 
rods into drill holes in the rock. The buttresses are not reinforced, 
excent to be tied to tK^ a mV, vivifvo -.J. J __ 1 .1 • 


zontally disposed 2 inches from the inner surface and variably 
spaced. These rods were tied to the rods protruding from the 
buttresses. For reinforcing the extrados of the arch ring ribs of 
l^XlIX^-inch angles were used, to which “ferro-inclave'’ sheets 
were clipped and used both as a concrete form for the outer face 
and a base for the plaster surface. 

104. Stress Analysis. On Fig. 79 a rough stress analysis 
is shown for 80 feet depth of water. As will be seen the resultant 
R cuts the base just short of the center point. The value of N 
is estimated at 4100 tons, the area of the base yl = 110X4.2 =460 

N 4100 . . ■ . 

sq. feet whence — = = 9 tons nearly, evenly distributed {m being 


taken as unity). The stress on the arch, 80 feet deep, neglecting 


its weight is 


RHto 16X80X1 
b 2.2X32 


= 20 tons, nearly. This shows the 


1 3 

necessity for the reinforcement provided to take tt or of this stress. 

2 o 


The tangent of 0 = -^ = 77 ^ = .78. d = 39°. 

^ N 4100 

This is a large value, 35 degrees being the usual limit, 33 degrees 
better. If the arch thickness were doubled, reinforcement would not 
be necessary except near the crest and the additional load of about 
320 tons would bring 6 down to 35 degrees. If not, a greater inclination 
given to the arch would increase the load of water on the extrados. 
It is quite possible that a thicker arch without reinforcement would 
be actually cheaper. The downward thrust acting on the arch 
due to its own weight is on a different plane from the arch thrust. 
Its effect is to increase the unit stress to a certain extent, as is also 
the case wdth the combination of shearing and compressive stresses 
in the interior of a dam as explained in Part I. This increase can, 
however, be neglected. A considerable but undefined proportion 
of the water pressure near the base is conveyed to it and not to 
the buttresses; this will more than compensate for any increase 
due to vertical compression and consequently it can be ignored. 
The ribs connecting the buttresses form an excellent provision for 
stiffening them against buckling and vibration and are universally 
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employed in hollow concrete dams, 
are not reinforced. 


The hnttresses in this instance 


HOLLOW SLAB BUTTRESS DAMS 


105. Description of Type. There is a class ol dam and weir 
similar in its main principles to the arch buttress lype wliich is 
believed to have been first introduced l)y tlu^ Ambiirscn ll.ydranli<- 
Construction Company of Bo.stoii. In ])lac(; ol the arch an indinni 
flat deck is substituted, which has necessarily to be made ol la-in- 
forced concrete. For this reason, the (h'ck slabs cannot, cxccctl a 
moderate width, so numerous narrow ])i('rs tain; the ])laci' ol tin* 
thick buttresses in the former type. A Inrther dcvidopnamt is a 
thin deck which covers the downstream ends of lh(‘ bn1 1 nv.i.c.s or 
piers, forming a rollway. The enclosed box thus lormcd is occa- 
sionally utilized as a power house for the instnllalion ol turbines, 


for which purpose it is well suited. 

The inclination given to the fiat deck is siuh that the incidence 
of the resultant (R.F.) will fall as near the eenb'r of tlu^ bast' as i>os- 
sible and at the same time regulate the inclination of tlu' resultant, 
to an angle not greater than that of the angle of friction of the 
material, i.e., 30 degrees with the vertical. By this means any 
tendency to slide on the foundation is obviah'd. 

Ellsworth Dam an Examj)h. A good example of this style of 
construction is given in Fig. 80 of the Ellsworth dam in Maine. In 
this design the inclination of the deck is 45° or very nearly so; the. 
piers are 15 feet centers with widened ends, so that the clear span 
of the concrete slabs is 9' 1" at the bottom. 

The calculations necessary to analyze the thieknt'ss of the 
slabs and the steel reinforcement at one i)oint, viz, at. EL 2.5, will 
now be given. In this case the pressure of water on a. strij) of the 
slab, one foot wide, the unsupported .span of which is 0' 1", is Illtr. 
Here 11=67 feet and lo is ton per cubic^ foot; tlu'rcforc, IF — 
67X9.1X^=19 tons. To this must be added the. weight of tin; 
slab. As this latter lies at an angle with the horizontal its wi'ight 


and normal to I'aco of slab, 'rhc anf>;l(.“ being 45 degrees, a = h=—j=i- 

•v2 


(.’onse([iienlly the thickness, 57 inches, can bi* considered as reduced 

5 1 

r'lr/li I ‘ n 11 !• , mi 


<XtJOl 

O^oT^ OO'T 


to = 2.2 feet. The 
1 .4 



])()rtion of the weight of 
the slab carried to the 
piers will, therefore, be 


ij.l x2.2Xt,-, = 1-5 tons, 


the weight of the con- 
crete being assumed at 
the usual value of 150 


])ounds per cubic foot. 
The total distributed 



load i 11 the strip will then 

be 19 + 1.5 = 20.5 tons. 

Now the moment of 
stress on a uniformly 
loaded beam with free 

ends is or i¥ = 

o 

279 inch- 

8 

tons. 


6 This moment must 
00 

be equaled by that of 
the resistance of the 


concrete slab. 

106. Formulas for 


Reinforced Concrete. 
For the purpose of 
showing the calcula- 
tions in detail, some 
leading formulas con- 
nected with reinforced 

beams and slabs will 
1 ■ 
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hd'=-^. 

Ui'J 

(26) 

or, approximately. 

hd?^Yf- 

lUv 

(26a) 



(27) 

or, approximately. 

M-=rf 

lljc 

(27a) 

From these are 

found d, the recpiired thiekness of a 

slab up 


centroid of steel, or ilA+ilfc the bending nu)ni(‘n1:., in w hit’ll l> i > 
width of beam in inches; d depth of centroid ol i.teel lieluw tup 
of beam; Me and Ms symbolize the inonuiils of reib.tance ol the 
concrete and steel, respectively; /« safe unit liher sire:;;; in :->1eel, 
12,000 to 16,000 lb., or 6 to 8 tons per sqnan' inch;/, :';d’e estreine 
stress in concrete 500, 600, or 650 lb., or .25, .3, or .M25 ton per M[nare 


inch; p steel rafio, or ^ 
bd 


Ideal steel ratio p = ~ (2S) 

^ 2if+rn) ^ ^ 

A area of cross-section of steel; k ratio of (h'jith of neutral axis below 
top to depth of beam 

k = '\l2pnA- {'pnY - pn (29) 

j ratio of arm of resisting couple to d 

( 30 ) 

Es 

^ the moduli of clastieity, ordinary values 

f* yL 

12 to 15; r ratio As p = — , when reinforced slabs are analyzed, 

formulas (26) and (27) can be transposed as ln'l()\\-. 


From (26) Ms =f,Ajd (3 1 ) 

From (26a) Ad Approximate (31il) 

From (27) Me = lfekjhd^ (32) 

From (27a) MoJ-~ Approximate r32a) 
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approximate formulas (31a) and (32a), fs=8 tons, /c = .3 ton, 
d = d5 inches and 6 = 12 inches; then 

ihrs = 8X3X~X35 = 735 inch-tons 

O 

ilfc = :^X-^X420X35 = 735 inch-tons 

10 D 

the results being identical. As already noted the moment of stress 
is but 279 inch-tons. The end shear may have governed the thick- 
ness. Testing for shear the load on a 12-inch strip of slab is 20.5 
tons of which one-half is supported at each end. Allowing 50 lb., or 
.025 ton, as a safe stress, the area of concrete required is 10.25 -r .025 
= 410 square inches the actual area being 37 X 12 =444 square inches. 

1 07. Steel in Fore Slope* The reinforcement of the fore slope 
is more a matter of judgment than of calculation, this deck having 
hardly any weight to support, as the falling water will shoot clear 
of it. The piers are not reinforced at all, nor is it necessary, as the 
stresses are all compressive and the inclination of the upstream deck 
is such that the resultant pressure makes an angle with the vertical 
not greater than that of friction, i.e., 30 degrees. Fig. 80a is a force 
diagram of the resultant forces acting on the base at EL 0.00. The 
total weight of a 15-foot bay is estimated at 783 tons while that of P, 
the trapezoid of water pressure, is 1700 tons. The force hne P in Fig. 
80 drawn through the c.g. of the water pressure area intersects the 
vertical force W below the base line. From this intersection R is 
drawn upward parallel to its reciprocal in the force polygon, cutting 
the base at a point some 9 feet distant from the center point. 

The maximum stress will occur at the heel of the base. A = 

01/1 ^ 2000 noA M -u ' r\ tj. 1074-54 

107X2 = 214 sq. It.; tons; q being 9 ft., m= — — 

= 1.5 and s = 9.34 X 1 .5 = 14 tons. Formula (9), Part I. The hori- 
zontal component of P = 1200 tons. The base being 2 ft. wide, 

5s=^;— t^ = 5.6 tons; therefore by formula (10), Part I, c = 7-t- 

V49-l-31.4 = 16.5 tons, a decidedly high value. The usual limit to 
shearing stress is 100 lb. per sq. inch, equivalent to 7.2 tons per 

crt R rp>infnrr>om#inl- io +Vioi’fifnro nn+ an 4 la 11/11- nr/iirT/^o/t 
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to the center of the base and thus reduce the unit stress. Possibly a 
higher river stage has been allowed for. The position of IV as well 
as the weight of the structure were obtained from the section given 
in Schuyler’s Reservoirs. Fig. 80 is of the so-termed “C urtain 
type of dam. The “Half Apron” type, Fig. 82c, is sometimes used for 
overfalls, the main section of Fig. 82 illustrating the “Bulkhead” type. 

108. Slab Deck Compared with Arch Deck Dam. The Ambiir- 
sen dam, wherever the interior space is not required for installa- 
tion of turbines, is undoubtedly a more expensive construction than 
the multiple arch type. This fact has at last been recognized and in 
one of the latest dams erected, scallop arches were substituted for 
the flat deck, thus obviating the expense of reinforcement. By 



increasing the width of the spans, the piers, being thicker in like 
proportion, will be in much better position for resisting compressive 
stress, as a thick column can stand a greater unit stress than a thin 
one. Another point in favor of the arch is that the effective length 
of the base of the piers extends practically to the crown of the arch. 
The arch itself need not be as thick as the slab. Owing to the liquid 
radial pressure to which it is subjected it is in a permanent state of 
compression and does not require any reinforcement except possibly 
at the top of the dam. Here the arch is generally widened, as in 
the case of the Ogden dam, Fig. 73, and thus greatly stiffened at the 
point where temperature variations might develop unforeseen stresses. 

Fig. 81 is a sketch illustrative of the saving in material afforded 
by doubling the spans from 15 to 30 feet and conversion to multiple 
arch tvpe. The radius of the extrados of the arches is 18.5 ft. H 
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It is thus actually thinner than the reinforced slab of one-half 
the span, or 15 feet. The greater length of the arch ring over that 
of the straight slab is thus more than compensated. The area of 
the arch, counting from the center of the pier, is 35X2.6 = 91 square 
feet, that of the slab is 30X3.1 = 93, that of the bracketing at junc- 
tion with the piers, 13, giving a total of 106 square feet. The saving 



Fig. 82. Profile and Detailed Sections of Guayabal Dam, Porto Rico 


due to decreased length of the piers is 25 square feet. Thus in the 
lower part of the dam over 40 cubic feet per 30' bay per foot in height 
of concrete is saved, also all the steel reinforcement. If a rollway 
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E 

is taken as 15 and r 
E, 


riu' deck 


ing the design; maximum pressure on foundation 10 tons i)er scpiarti 
foot; compression in buttresses 300 pounds per scpiare incli or 21.0 
tons per square foot; shear in buttresses 100 i)ounds i)('r stiiian^ 
inch, or 7.2 tons per square foot; shear in deck sla1)s 00 pounds, or 
.03 ton per square inch;/c for deck slabs 000 ])oimds or .3 ton ])cr 
square inch; for deck slabs 14,000 pounds, or 7 tons per scpian^ 
inch. 

The concrete in the slabs is in the proi)ortion of 1:2:4, in tlu^ 

Tp 'j- 

buttresses 1:3:6; n=-Yr is taken as 15 and r=“=23.3. dlu'dcck 

slab is 55 inches thick at El. 224, d is taken as 53, allowing 2 inches 
for covering the steel, hd or the area of tlie scadion one foot wide' - 
53 X 12 = 636 square inches. Now A the area of the steel =• jihd. 1 ly 

formula PS), 2> = 2(;4;i) = 2(23.3)4k;!Xir-''’"'‘'‘' 
required area of steel will be 636 X. 01044 = 0.04 square inclu'S, 
provided d is of the correct value. The calculation will now lx; 
made [for the thickness of the slab which is acdually 55 inches. 
The load on a strip 12 inches wide is 

Water pressure — — — =44.-1 tons 
To this must be added a portion of the weight of the slab 
which latter amounts to 
4 5 

^=3.2 tons must be added to the 44.3 tons above, 44.3+3.2 = 47.5 


tons. The bending moment M is — = 027 ineh- 

8 8 

tons. The depth of the slab can be estimated by using formulas 
(26) or (27) or the approximate ones (26a) and (27a). Tor the 
purpose of illustration, all four will be worked out. First the values 
of k and j will be found by formulas (29) and (30). 

k = V.313+.0245 ~ .156 = .582 - .156 = 0.42G 
j = (l=~\ = l~.m = .85E, 


= 1406 


c? = V 1234 = 35.07 inches 

By formula (27), = - o,q = 14( 

12/,/<;j 12 X. 3 X. 426 X. 858 

d= 1406 = 37.5 inches 

Now the approximate formulas will be used. By (26a) 
Jo 8X927 1854 ..om 


by (27a) 


^2^ =thhZ = i210 

7X12X7X.0104 1.53 

d = Vl210 = 34.8 inches 

6X927 ^ 556_2^ 

12X.3 3.6 

d = Vl542=39.3 inches 


The approximate formulas (26a) and (27a) give higher results than 
(26) and (27). The result to select is 37.5 inches, formula (27), which is 
higher than by (26) . The depth of beam would then be 40 or 41 inches. 
It is actually 55. This discrepancy may be due to the water having 
been given a s.g. in excess of unity, owing to the presence of mud 
in suspension, say of 1.3 or 1.5, or shear is the criterion. 

The corresponding steel area will be yl=p&d = . 0104X12X37.5 
= 4.7 square inches. 1 " round rods spaced 3 inches would answer. 
With regard to direct shear on the slab, W as before =47.5 tons of 
which half acts at each pier, viz, 23.7 tons. The safe resistance is 


&dx 85 = 12X55X.03=20 tons, nearly. 


The shear = 


23.7 

12X55 


= .036 


ton = 72 pounds per square inch. This figure exceeds the limit of 
60 pounds. The deficiency is made up by adding the shear of the 
steel rods. The sectional area of this reinforcement is 4.7 square 
inches the safe shearing of which is over 20 tons. These rods are 
usually turned up at their ends in order to care for the shear. 

Shear in Buttresses. With regard to shear in the buttresses, the 
horizontal component of the water pressure as marked on the force 
diagram is 3400 tons. The area of the base of the buttress at 


El. 224 is 138X3.2 = 441.6, the shearing stress or Sg then =- 77 ^ = 8 

441.6 


tons per square foot, nearly. The alloAvable stress being only 7.2 
tons the difference will have to be made good by reinforcing rods 




graphical working shows that the resultant Ji strikes the base at A/. 

224 almost exactly at tin' eent.er, tlu' angle 
6 also is 110 degree's, h'he valiK! ol A is 
5050 tons; .s'lthe mean and .v tlai niaxinitun 

stress Avill l)oth {'(jiial y; and .1, the* area 
of the base, equals i;)SX->.2 -- -1 12 sep It.; 
thcrefore,'.s‘ = '~p — 12. 7S tons. The com- 
pression on the foundation itself, which 
is 4 feet lower will not Ix' any less for, 
although tlie base width is greate'r, N as 
well as P are also inerea.sc'd. '’I'hns t.h(' 
])ressnre, on the fomulatieni is in excess 
of the limit and widening to a further 
extent is required. 

The maximum intx'rnal .stress c, in 
the buttress at 7'Jh 22-1, will Ix' by formula 

( 10 ), Part I, l.v 4- Ih'ixi 12.S 

and s„ as we have seen is 8 tons, tlu'rt'fore, 

c = (,).4+-^|-^H-()4 = 1 ().{) tons. d'lK' limit 

eomprcs.si()n in the buttn'ssis MOO ])ound.s 
per square inch, or 21. 0 tons ])er scpiarc 
foot. 

In the bulkhead ])()rtion of tlu^ dam, 
shown in Pig. 82b, every ])ier is run W]) 
14 inches thick through the deck to form 
a support for a highway l)ridge, tin; s])ans 
of which are therefore 10 icet 10 inches 
in the clear; the roadway is carri('d on 
slabs which are supportc'd by arches .of 
reinforced concrete. The buttri'ssi's ar(^ 
laterally supported by several doubh^ rein- 
forced sway beams, 16'^X14^^, and below the crest a through road- 
way is provided. The spillway section is shown on Yk. 82c. The 



Fig. 84. View of Bassano Dam over the Bow River Taken Just after Water Was Turned into Can 



„u„a fc^■el is here on n hish beneh at hil5. Tl.e .Test 
f. 32.“), the full is 30 feet. The spillway i.s ol the “hall apron tM"‘ • 
be romlway here is carried on four reinforced <‘onen'le un'ders, a 
TV neat construction; the piers are run uj) every aUeriiale siaiii 
id are therefore at 3()-foot centers; they an* beveled on both la.-.’ ; 
I reduce end contraction. The sjallway will iiass 70,000 seenud- 


et; its length is 775 feet. 

The bulkhead section of the dam (see also Fign S3,) h;is 51 spans 
f bS-foot centers, total length. OIS feet; that ol tlu* spillway eons.isis 
f 21 spans of 3()-foot eenters. The whole length is 1071 feet . d'lio 
epth of the tail water is not known, it wouhl ])robably be alfoiil 
0 feet and its eifect would be but trilling. This is one of 1 lu' large .1 
ollow dams ever constructed. The arrangement of the haiinrhe:, 
r corbels of the buttresses is a better one tJian that in the older 


rork of Fig. 80. 

no. Bassano Dam. Another imjiortant work is tlu' llassano 
lam illustrated in Figs. S4 and 85. This is an overfall dam buill.o\cr 
he Bow River at the head of the eastern .section of the Canadian 
.hicifie Railway Company’s irrigation canal and is estimati'd to ])ass 
3)0,000 second-feet of water at a depth of 14 fei't. ''J'hough not, so 
ligh nor so long as the Guayabal dam it pre.sents sev(‘ral b'at un'S of 
nterest. First its foundations are on a thick blanket of clay some 
nvelve feet deep which overlies boulders and gravel, dhis malerial 
IS very hard blue clay of excellent quality. The great advantage* of 
this formation, which extends over 1000 feet upstream from t he work, 
is that it precludes all uplift, or very nearly so, consiapiently no 
special precautions have to be adopted, such as a. long a))ron to 
ensure length of percolation, as would be necessary in ease of a 
foundation composed of ijorous and loose materials. It lias also 
disadvantages. The allowable pressure on the clay is limited t.o 
24 tons per square foot. This influences the design lU'ei'ssitating 
a wide spread to the buttres.ses, laterally as well as longitudinally. 
The whole of the dam is an overfall and the general arrangomeiils 
are very similar to those prevailing at Guayabal. The htairlh or 
liorizontal fore apron, a provision not necessary in the last ('xaniple, 
is at El. 2512. The crest is at 2549.6 a height of 37.6 b'ct abo\ (' 
the apron and corresponds with the level of the ClVOill ilO.'il^e Ilnur 



Fig. 85, Profile and Seotlona of Bassano Overfall Dam 








eleven feet high, and this full supply level is three feet below that of 
the estimated afflux, which is fourteen feet above the crest. 

For overturning moment the water-pressure area ■will be a 
truncated triangle with its apex at afflux level plus the height h or 

^ • * * 

1.5 — to allow for velocity of approach, as explained in section 

57, Part I. This, in the Bow Biver with a steep boulder bed will be 

144 

about 12 feet per second; li therefore vdll equal 1 .5 X-ttv ~ 3.4 feet and 

o4 

the apex of the truncated triangle will be at a point 14-1-3.4=17.4 
feet above the crest level. The depth of the tail water at full flood 
d 

is not knovm, the ratio — with a steep bed slope will not be under .5, 

consequently with d = 14, D will have a value of about 25 to 28 feet, 
d being depth over crest and D that of tail water. The overturning 
moments direct and reverse can be represented by the cubes of the 
depths up- and downstream and the unbalanced moment by their 
difference. The upstream head is 37.04- 14-f 3.4 = 55 feet and the 
downstream head say 25 feet. Their cubes are 166,375 and 15,625 
the difference being 150,750, thus the reverse pressure will not have 
much effect in assisting the stability of the structure. The cor- 
responding representative moment when water is held up to 11 ft. 
above crest will be 49^ = 117,649, supposing the tail channel empty. 
This quantity is less than the 150,750 previously stated, consequently 
the afflux level is that which has to be considered when estimating 
the overturning moment. In the case of direct water pressure on 
the deck slabs, the acting head at full flood 'will be the difference of 
the flood level up- and downstream, which is 30 feet, as the tail 
water is allowed access to the rear of the deck slabs. This is less 
than the head, 49 feet, which exists when the gates are closed and 
water is held up to canal full supply, i.e., to El. 2560.6, consequently 
the head that has to be considered is that at this latter stage. 

Analysis of Pressures on Bassano Dam. With this data the 
design can be analyzed, the procedine being identical with that 
explained in the last example, excepting that the reverse pressure 
might be taken into account as it will modify the direction and 
incidence of if in a favorable sense though not to any great extent. 



lowing additions: Footings, compression in bending, GOO pounds 
per scpiare inch, shear, 75 pounds per square inch. 

Some explanation will now be given of the method of calcu- 
lation of the footing to the buttresses and the Guayabal dam will 
be referred to, as the pressures on the base of the buttresses are 
known quantities. In section 109 the value of N is 5650 tons and 
N 5G50 ,, , , . 

7r~ln8 nearJy. J Jus is the unit pressure per loot run 


on the base of the buttress. Supposing the limit pressure on the 
foundation was fixed at 3 tons per square foot, then the requisite 

41 

base width of the footing would be -— = 13.7 feet. The footing con- 

o 

sists of two cantilevers attached to the stem of the buttress. The 
bending moment M at the junction with the buttress of a strip 1 

foot wide will be The buttress being 3.2 feet wide the pro- 

2 


jccting length of footing on each side will be 


13.7-3.2 

2 


= 5.25 feet. 


The reaction on a .strip one foot wide will be 5.25X3X1 = 
15.75 tons. The moment in inch-tons about the edge of the section 

1 2 IT 7 1 5 75 y 5 25 y 1 2 

of the buttress will be - -;y- = — ^ jy— = 498 inch-tons. 


According to formula (27a), bd^- 


fc ’ 




6X498 
12 X. 3 


= V830 = 


28.S inches. Then 5cf= 28.8X12 = 346 and A the area of the steel 
at the base will be p5d = . 0104X346 = 3. 61 inches, this in a 12-inch 
wide strip will take l|-inch bars 4 inches apart. When the weight 
on the buttress is considerable the depth of footing slab thus esti- 
mated becomes too great for convenience. In such cases, as in Fig. 
85, the beam will require reinforcement in compression at the top. 
This complicates the calculation and cases of double reinforcement 
are best worked out by means of tables prepared for the purpose. 
The footings shown in Fig. 85, were thus double reinforced, in fact 
through bars were inserted at each step, the lower being in tension 
the upper ones in compression. The lower bars were continuous 
right through the base of the dam. This reinforcement of the 
footing is not shown on the blue print from which Fig. 85 is derived. 
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Amburseii dams have been constructed on river beds composed 
of boulders and gravel, which require a pressure limit of about 
4 tons per square foot. This can always be arranged for by widen- 
ing the footing of the pier buttresses, the same can of course be 
done with arch buttressed dams. The base of the arch itself can 
be stepped out in a similar manner. In the Bassano dam the 
sloping fore deck is unusually thick and is heavily reinforced in 
addition; this is done with the idea of strengthening the structure 
against shock from ice, as well as from the falling water, and with 
the further idea of assisting the buttresses in carrying the heavy 
load of the piers and superstructure. It is doubtful if any calcu- 
lations can well be made for this; it is a matter more of judgment 
than of estimation. 

Buttresses. As with the Guayabal spillway, every alternate 
buttress is run up to form the piers of the superstructure, which latter 
consists of a through bridge which carries the lift gear for manipu- 
lating the draw gates. The so-termed blind buttresses — that is, 
those that do not carry a pier — are of thinner section and are appar- 
ently not reinforced. Both kinds of buttresses have cross-bracing 
as shown on the profile. In hollow dams the location of the center 
of pressure moves with the rise of water from the heel toward the 
center within the upstream half of the middle third. In solid dams, 
on the other hand, the movement is along the whole of the middle 
third division, consequently in hollow dams there is no tendency- 
to turn about the toe as with solid dams, rather the reverse, namely, 
to upset backward. Tliis latter tendency must cause tension in 
the buttresses which the cross-bracing is intended to care for. 

Baffles. As noted already in section GG, baffles have been built 
on the curved bucket with the object of neutralizing this mischie\-- 
ous arrangement which it is hoped will soon become as obsolete in 
western practice as has long been the case in the East. 

Hearth and Anchored Apron. The dam is provided with a solihl 
horizontal fore apron or hearth 76 feet long and beyond this the 
device of an anchored floating apron of timber 30 feet in length has 
bppn added. The miren is undoubted] v too short aiifl siionld havr> 



l)laiik('t l)y cutting it in two. A wide solid curtain of concrete, not 
so dc(‘p as to penetrate the clay l)lanket, would have been a superior 
arran,i>:('inent. The inclined piling below the bucket is provided to 
guard against sliding. This dam is provided with a number of sluice 
openings. '^Idieir capacity is such that one half will pass ordinary 
Hoods, allowing the other half of the dam to be cut off from the river 
by sheet ])iling during constniction. On completion of the work 
these shiict's wen; all clos(‘d from the inside by slabs of concrete 
d('posit('d in ])osition. 

SUBMERGED WEIRS FOUNDED ON SAND 

1 12. Description of Type. There is a certain type of drowned 
or submerged diversion weir which is built across. wifle rivers or 
streams whose Ix'ds are composed of sand of such depth that a solid 
lonndation on clay is an impossibility. Consecpiently, the weir has 
to bo foundc'd on nothing better than the surface of the ri^'e^ bed, 
with perhai)s a few lines of hollow curtain walls as an adjunct. Of 
this class of weir but one is believed to have been constructed in 
the Thiitt'd States, viz, the Laguna weir over the Colorado Iliver 
at the head of the Yuma irrigation canals. 

This type originated in India and in that country are found 
numerous e.\amples of weirs successfully constructed across very 
large ri\'ers of immense flood discharge. For instance, the Goda- 
veri River in Southern India has a flood discharge of 1,200,000 
second-feet and the weirs across it are nearly 2-| miles in length. 
Not only is tlie length great, but as will be seen, the width has to be 
very considerable. The Okhla weir. Figs. 101 and 102, situated on 
the Jumna below the historic city of Delhi is 250 feet wide and 
^ mile long. The height of these submerged weirs is seldom over 
12 feet, their role being purely diversion, not storage. No doubt 
more of this type of low' diversion w'eirs will in the future have to be 
constructed in the Ihiited States or in IMexico, so that a know'ledge 
of the sid)ject is a neces.sity for the irrigation engineer. 

FrinripJes of Design. The principles underlying the successful 
design of these w'orks are a comparatively recent discovery. Designs 
W'ere formerly made on no fixed principles, being but more or less 
modified conies of older works. Fortunately some of these 'works 



knowledge of the liydnuilic i)rinci])les involved li:is :it In .1. hccii 
acquired. 

A weir built on sand is ex])()S('(] not only 1o llio do . I nioiixc 
influences of a large river in high flood which coniplololv' snlnnon':'' 
it, but its foundation beiiig sand, is liable to b(^ nndoi’iniiiod mid 
worked out by the very small currents forced lhrone:b I be under" 
lying sand by the pressure of the water held nj) in its I’cmv In i.pifc 
of these apparent difficulties, it is ([uilt^ ])raclii'abli' (o dc,.i!',n ;i uorl. 
of such outline as will sueee.ssrully resist all thc..e disinlcgrnt ine, 
influences, and remain as solid and jiermaneiit a iqrnctnn' as one 
founded on bed rock. 

113. Laws of Hydraulic Flow. 'Phe jirineijile which underlie , 
the action of water in a porous stratum of sand over which a liea\ \ 
impervious weight is imposed is analogous to that which obtains in 



a pipe under pressure. Fig. Sb exenqffifles tlu' ease with r<'gard to 
a pipe line BC, leading out of a ivservoir. dffie acting head, ( Ih 
is the difference of levels between a jjoint somewhat lowc-r than 
A, the actual summit level and C the levid of tlu^ tail wat.er lanamd 
the outlet of the pipe. The water having a fivt' outlet at. (\ the 
hue yliC is the hydraulic gradient or grade lima d'hc hv<lrostalie 
pressure in the pipe at any point is mea.siiiTd l.y verti<-al‘ ordinat<'s 
drawn from the center of the pipe to the grade line J ,r. 'The. nni" 
form vebcity of the water in the pijie is depmident direetly on the 
head and inversely on the frictional re.sistance of t hc^ si<h's of the i)ii)('. 

that is, on its length. This supposes the pii)e to b(‘ .straight, or 
nearly so. 

114. Percolation benpnth F\fl fl-VB 


wr !n 


stream, Fig. 87. The pressure of the impounded water will natu- 
rally cause leakage beneath the impervious earthen base. With a 
low depth of water impounded it may well be understood that such 
leakage might be harmless; that is, the velocity of the percolating 
under current would be insufficient to wash out the particles of 
sand composing the foundation of the dam. When, however, the 
head is increased beyond a safe limit, the so-termed piping action 
will take place and continue until the dam is completely undermined. 

115. Governing Factor for Stability. The main governing 
factor in the stability of the sand foundation is evidently not the 
superimposed weight of the dam, as the sand is incompressible; 
although a load in excess of the hydraulic pressure must exercise 
a certain though possibly undefined salutary effect in delaying the 
disintegration of the substratum. However this may be, it is the 



enforced length of percolation, or travel of the under current, that 
is now recognized to be the real determining influence. 

In the case of a pipe, the induced velocity is inversely propor- 
tional to the length. In the case under consideration, the hydraulic 
condition being practically identical with that in a pipe, it is the 
enforced percolation through the sand, and the resulting friction 
against its particles as the water forces its W'ay through, that effects 
the reduction of the velocity of the undercurrent, and this frictional 
resistance is directly proportional to the length of passage. In the 
case of Fig. 87, the length of enforced percolation is clearly that of 
the impervious base of the earthen dam. The moment tins obstruc- 
tion is passed the water is free to rise out of the sand and the hydro- 
static pressure ceases. 
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multiple of the head II, and if reliable safe vaiiu's for (his factor ran 
be found, suitable to partieiilar elasses of sand, Avt' shall Ix' riiablo.i 
to design any work on a sand foundation, witli ])erfert ronlidrii. r in 
its stability. If the percolation factor be syiiil » ►li/cd by c, 1 1 k • n / . , o !• 
the length of enforced percolation, willccpial c//, 11 Ix'ing l.ho. head ol 
water. The factor c will vary in value with (he (iuar!(y of (hr saml 

Fig. 88 represents a case similar in evc'ry ivsjx'rt. (o iln* la a 
except, instead of a dam of earth, the obstriicdou consi (:, ol a 
vertical wall termed the weir or drop wall, iKiviii!.', a hori/.onlal 
impervious floor attached tlnneto, which cip])cndage is, nrrrs.,.ary (o 
prevent erosion of the bed by the current of falling walri-. 

At the stage of maximum pressure th(^ hi'ad water will bi- 
level with the crest, and the level of the tail wafer t hat, of t In- llnnr; 
consequently the hydraulic gradient will l)e JIB, which i,-; al o (in- 
piezometric line and as in the previous case of the ])ip(. line, h'ig. 



86, the ordinates of the triangle IIulB will r('])r(',s('nt (In- upward 
hydrostatic pressure on the base of the wxir wall and of tin; Hour. 

117. Criterion for Safety of Structure. The sale(y of (hr 
structure is evidently dependent on the following poinfs; 

hirst, the w'eir wall must be dimensioned to resist tlu^ ovcrtiirn- 
ing moment of the horizontal water pressure. This has las-n (h-ali 
with in a previous section. Second, the thickness, i. c., (In^ wa-Ight 
of the apron or floor must be such that it will be safe from bring 
blown up or fractured by the hydro.static pressure; third, tin* basr 
length, or that of the enforced percolation L, must not bo Ir.ss than 
cH, the product of the factor c with the head IL Fourth, (Ik- 
length of the masonry apron and its continuation in rii)ra]) or ron- 


liiu'iK'ss or eo;i rsc'iu'ss. Joiie lif 2 ,‘lit sand, will be closer in. texture, 
passint; less water under a, u'iv('n bead than a (coarser variety, but at 
the same time ^\■ill ])e disint.einTated and washed out under less 
])ressnre. Keliabb' N'alues lor c, on which tlui desitjn niaiiily depends, 
can only la; obtained ('xperinx'utally, not from artificial ex])eriments, 
blit, by (h'duclion from actual exam])les of weirs; amouit; which the 
most \'aluable are the; reconls of failures due to insufficiency in 
leiiyth of ])crcolalion. J^'rom th<‘se statistics a safe value of the 
relation of L to //, the fa<‘tor r, which is also the sine of the 
hydrauru' .gradient, can be deriv(‘d. 

IbS. Adopted Values of Percolation Coefficient. The follow- 
iitu’ \ alues of c lia\'e been adopted for the six'cified classes of sand. 

fVu.v.v /: ]vi\-er l)eds of lii>;ht silt and sand, of which (iO per cemt 
])ass('s a JOO-mesh sie\'e, as those of the Nile or Mississippi; percola- 
tion factor r~ IX. 

fVras'.s* //: lone micaceous saial of which SO per cent of the 
c'rains ])ass a Td-nu'sh sieve, as in Himalayan rivers and in such as 
t.lu' ( 'olorado ; c = 1 d. 

fVu.v.v JII: ( 'oarse-itraiued sands, as in ('entral and South 
India ; c-~ 111. 

fVu.sw 71’; llouhh'rs or shingle and travel and sand mixed; c 
varies from f) to d. 

In Fie. ss if th(' sand extended only u]) to the level (', the length 
of pc'rcolation would be f '7b the rise from J) to B not being counted 
in. Ill that case the area of hydrostatic pressure acting beneath 
the floor would be the triangle 7/d 7b As, however, a layer of sand 
from .1 to f' inter])oses, the length, will be ulBJ), and outline II iB. 
The step II Hi occurring in -the outline is due to the neutralization 
of head symbolized by h, elh'cted in the depth AC. Supposing 
AC to be G feet and the i)ercolat.ion factor to be 12, then the step 
in the i)ressure area, ecpial to /?, will be G-r-12 = 6 inches. The 
resulting gradient* II iB will, however, be flatter than 1 in 12; conse- 
(juently the termination of the apron can be shifted badi to BiDi, 
II\Bi, being ])arallel to II B; in which case the area of hydrostatic 
pressure will ])c II i. i 7b. The pressure at any point on the base is 
rei)resented by the ordinates of the triangle or area of pressure. 

ddms the upward ])ressure at E, below tlie toe of the drop wall, 
1 ,11. ,1 r... 


FG. Supposing the head HA. to be 10 feet, tlieii the total ivcpiired 
length of percolation will be 6 * 7 / = ]2X 10= UlO feet, d’l.is is ll).> 
length ACDi. The neutralization of head, li, elfeeind by the enlorn'd 
percolation between II and G is rei)resented by 0'-/, and sni)i)(>sing 
the base width of the drop wall CE to be 0 feet, Jf' bt'ing 0 feet, 


= 11 feet. The upward iwessure FG is (II h) 10 11 

= 8| feet. 

The stepped upper line bounding the pressure an'a. as has been 
noted in Part I, is termed the i)iezomctric line, as it n'preseiits the 
level to which w'ater would rise if pii)es were inserted in the floor. 
It is evident from the above that when no verlieal (h'pn'ssions 
occur in the line of tnivel that the ])iezometrie, line will coincide 
with the hydraulic gradient or virtual slope; wlum, howev’i'r, \’t'rtieal 
depressions exist, reciprocal steps occur in the ])iezonu'tric liiu', 
which then falls below the hydraulic grade line. The ])i(''/onu'trie 
line is naturally always parallel to the latter. The conunenec'nuMit 
of the floor at E is always a critical point in the design as tin; ])res- 
sure is greatest here, diminishing to zero jit the (md. 

119. Simplifying the Computations. In the same way that 
the water pressure is represented by the head i)roducing it, the 
common factor u’, or the unit weight of water, may also be cdiini- 
nated from the opposing weight of the floor. The weight of the 
masonry, therefore, is represented by its thickness in the same way 
as the pressure, and if t be the thickness of the floor, tp will represent 
its weight. Now the floor lies wholly below low water level. Con- 
sequently, in addition to the external hydrostatic pressure repre- 
sented by II, due to the head of water upheld, there is the buoyancy 
due to immersion. The actual pressure on the base C I) i is really 
measured by IIC, not II A. Thus if a vertical pipe were inserted 
in the floor the water would rise up to the piezometrie line and be 
in depth the ordinate of the pressure area plus the thickness of the 
floor. But it is convenient to keep the hydrostatic external pres- 
sure distinct from the effect of immersion. This latter can be 
allowed for by reduction in the weight of these parts of the struc- 
ture that lie below L. W. L. See sections 52 and 5M, Part I. 

Effect of IinVlCTsioTt. \Yhen a bodv IK in !i liniilrl if. 



Thus the unit weight of a solid is wp. 'When immersed, the unit 
weight will be — As w is a discarded factor, the unit 




Aveight being represented 
only by p, the specific 
gravity, the weight of 
the floor in question will 
be t{p — \) if immersed. 
^Ye have seen that the 
hydrostatic pressure act- 
ing at Fis 8f feet. To 
meet this the Aveight, or 
efl’ecti\'e thickness, of 
the floor must be equal 
to 8f feet of water 
for safety, or, in sym- 

Ki . H-Jii 

bols, t= X— 

p — 1 o 

Assuming a value for p 
of 2, the thickness re- 
quired to counterbal- 
ance the hydrostatic 
pressure aaiII be 

i{ = 8f X-|- = 11.6 feet 

The formula for 
thickness aaiII then sta nd : 

Uplift on Fore 
Apron. It is evident 
that in Fig. 88 the long 
floor is subjected to a 
very considerable uplift 
measured by the area 
11 AB, the AA'eight of the 
apron also is reduced in 


the ratio of p ; (p — 1) as it lies below L.W.L., consequently it aauU 



quite impossible figure. The remedy is eitlier to make tlie floor porous 
in wliieli ease the hydraulic gradient will fall below 1 in 12, and failure 
will take place by piping, or eksc to reduce the effective head by the 
insertion of a rear apron or a vertical curtain wall as has been already 
mentioned in section 5b, Part I. In tliese submerged weirs on 
large rivers and in fact in most overfall dams a solid fore apron is 
advisable. The length of this should however be limited to abso- 
lute requirements. This length of floor is a matter more of individual 
judgment or following successfid j)recedcnt than one of precise 
estimation. 

The following empirical rule which takes into account the nature 
of the sand as well as the head of water is believed to be a good guide 
in determining the length of fore apron in a Aveir of this type, it is 

T = (34) 

In the case of Fig. 89, the head is 10 feet and c is a.ssumed at 12, conse- 
quently, L = 3Vl2() = :.);] feet, say 3(), or 3c. In Fig. 89 this length 
of floor has been inserted. Xow a total length of percolation of 12 
times the head, or 120 feet = 10c is required by hypothesis, of this 
3c is used up by the floor leaving 7c to be provided by a rear apron 
and curtain. Supposing the curtain is made a depth equal to l|c, 
this will dispose of 3 out of the 7 (for reasons to be given later), 
leaving 4 to be proA’ided for by the rear apron, the length of AAdiich, 
eountiiig from the toe of the AA'eir AA'all, is made 4c or 4S feet. The 
hydraulic gradient .starts from the point II' Avhieh is vertically 
aboA'e that of ingress .^1. At the location of the A'ertical diaphragm 
of sheet piling, a step takes place oAving to the sudden reduction of 
head of 3 feet, the obstruction being 3c in length counting botli 
sides. From here on, the line is termed the piezomctric line and the 
pressure area is the space enclosed betAveen it and tlie floor. Tlie 
actual pressure area AA'oiild include the floor itself, but this has been 
already alloAved for in reduction f)f Aveight, its s.g. being taken as 
unity instead of 2. 

The uplift on the Aveir Avail is the area enclosed betAA'eeii its 
ba.se and the piezometric line In calculating overturning moment, 
if this portion Avere considered as having lost Aveight by immersif)n 
it Avoiild not quite fully represent the loss of effective Aveight due to 
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not rectangular, while that of the pressure area is more nearly so. 
The foundation could be treated this way, the superstructure above 
, \F being given full s.g. and the uplift treated as a separate vertical 
force as was the case in Fig. 40, Part I. 

120. Vertical Obstruction to Percolation. Xow with regard 
to th.e ^•crtical obstruction, when water percolates under pressure 
beneath an impervious platform the particles are impelled upward 
by the hydrostatic pressure against the base of the dam and also 
there is a slow horizontal current downstream. The line of least 
resistance is along the surface of any solid in preference to a shorter 
course through the mirldle of the sand, consequently when a vertical 
obstruction as a curtain wall of masonry or a diaphragm of sheet 
])iling is encountered the current of water is forced downward and 
the obstruction being ])assed it ascends the other side up to the base 
line which it again follows. The outer particles follow the lead 
of the inner as is shown by the arrows in Fig. 89. The value of a 
vertical obstruction is accordingly twice that of a similar horizontal 
length of base. Yahiable corroboration of the reliability of the 
theory of percolation adopted, particularly with regard to reduction 
of head caused by vertical obstruction, has been received, wFile this 
article was on the press, from a paper in the proceeedings of the 
American Society of Civil Engineers entitled “The Action of Water 
under Dams” by J. B. T. Coleman, which appeared in August, 1015. 
The practical value of the experiments, however, is somewhat 
vitiated by the smallness of the scale of operations and the dispro- 
portion in the ratio II : L to actual conditions. The length of base 
of the dam experimented on should iiot be less than 50 feet with a 
head of 5 feet. 

121. Rear Apron. The extension of the floor rearward is 

termed the rear apron. Its statical condition is peculiar, not being 
subject to any upward hydrostatic pressure as is the cause with the 
fore apron or floor. Inspection of the diagram. Fig. 89, will show 
tliat the water pressure acting below the floor is the trapezoid enclosed 
between tlie piezomctric line and the floor level; whereas the down- 
ward pressure is represented by the rectangle which is 




iiu'KU'iicc^ (>i II niiiy ijiji ix'iwt'oii tiic rear apron and tiio rest oi tiie 
work, rciidi'i’in^' tlai J’oriiK'r iisolcss. Such ii casi^ lias actually 
occurred. It is, however, considered, that the rear ajiron must he 
of a dclinite wcifi;ht, as otherwise tlie iKWcolation of waP'r niider- 
jicath it would jiartake of the nature of a surface How, and so ])re- 
vciit any iK'Utralization of head caused hy frict.ion in its ])assajj:c 
through, sand. ( 'onsecpusitly, the e(l’ecti\'e thickiu'ss, or rather 
t (p— I) should not he less than four fe<'t. Its h'vcd need not he the 
saine as that of tlic fore apron or floor. In fact, in some cases it 
has been coiistrueted level or nearly so with the pennanent crest 


rig. 90. View of Grand Barrago over Nilo Ilivor 

of the drop wall. But this disposition has the effect of reducing 
the coefficient of discharge over the weir and increasing the afflux 
or head water level, which is open to objection. The best position 
is undoubtedly level with the fore' apron. 

Another point in favor of the rear apron is the fact that it is 
free from either hydrostatic pressure or the dynamic force of falling 
water, to which the fore apron is subject; it can, therefore, be con- 
structed of more inexpensive material. Clay consolidated when 
wet, i.e., puddle, is just as effective in this respect as the richest 
cement masonry or concrete, provided it is protected from scour 




ILLUSTRATING WEIR METHOD OF MEASURING FLOW OF WATER IN SMALL STREAMS 




able connection with the drop wall and the rest of the work. In old 
works these properties of the rear apron were not understood, and 
the stanching of the loose stone rear apron commonly provided, was 
left to be eflected by the natural deposit of silt. This deposit 
eventually does take place and is of the greatest value in increasing 
the statical stability of the weir, but the process takes time, and 
until complete, the work is liable to excess hydrostatic pressure and 
an insufficient length of enforced percolation, which would allow 
piping to take place and the foundation to be gradually undermined. 

122. First Demonstration of Rear Apron. The value of an 
impervious rear apron was first demonstrated in the repairs to the 
Grand Barrage over the Nile, Fig. 90, some time in the eighties. 
This old work was useless owing to the great leakage that took 
place whenever the gates were lowered and a head of water applied. 
In order to check this leakage, instead of driving sheet piling, which 



Mg. 91. Section Showing Repairs Made on the Grand Barrage 


it was feared would shake the foundations, an apron of cement 
masonry 240 feet wide and 3.28 feet thick. Fig. 91, was constructed 
over the old floor, extending upstream 82 feet beyond it. This 
proved completely successful. By means of pipes set in holes 
drilled in the piers, cement mortar w^as forced under pressure into 
all the interstices of the rubble foundations, filling up any hollows 
that existed, thus completely stanching the foundations. So effec- 
tually was the structure repaired that it was rendered capable of 
holding up about 13 feet of water; whereas, prior to reconstruction, 
it was unsafe with a head of a little over three feet; The total 
length of apron is 238 feet, of which 82 feet projects upstream 
beyond the original floor, and 44 feet downstream, below the floor 
itself, the latter having a width of 112 feet. The head if being 

238 

13 feet, and L being 238 feet, c, or the percolation factor is = 



section 118. This value was not originally derived from the Grand 
Barrage, but from another work. 

The utility of this barrage has been further augmented by the 
construction of two subsidiary weirs below it, see Figs. 92 and 106, 
across the two branches of the Nile delta. These are ten feet high 
and enable an additional height of ten feet to be held up by 
the gates of the old barrage, the total height being now 22^ feet. 
The increased rise in the tail water exactly compensates for the 
additional head on the work as regards hydrostatic pressure, but 
the moment of the water pressure on the base of the masonry piers 



will be largely increased, viz, as from 13^ to 223-10^, or from 2197 
to 9648. 

T. he barrage, which is another word for ^^open dam’^ or bulk- 
head dam, is, however, of very solid and weighty construction, and 
after the complete renewal of all its weak points is now capable of 
safely enduring the increased stress put upon the superstructure. 
We have seen, in section 119, that the width of the impervious 
fore apron should be formula (34). This width of the 

floor is affected by two considerations, first, the nature of the river 
bed, wdiich can best be represented by its percolation factor c and 
second, by the height of the overfall including the crest shutters 
if any, wdiich will be designated bv tn Hi citi n (Tl li ciTl frrvm 


TABLE I 


Showing Actual and Calculated Values of Li or Talus Width 

Formula (35), L, =10c'^^X'\/yg- 


Riviou 

Namk or WoKK 



II 


Length Li 

.. 



b 

Q 

Calculated 

Actual 

Gauges 

Narora 

A 

15 

10 

75 

150 

140-170 

Colcroon 

Coleroon 

A 

12 

4^ 

100 

92 

72 

Vellar 

Pelandorai 

A 

9 

11 

100 

108 

101 

Tampra- 

parni 

Srivakantham 

A 

12 

6 

90 

102 

106 

Chenab 

Khanki 

B 

15 

7 

150 

182 

170 

Chenab 

Mcrala 

B 

15 

7 

150 

182 

203 

Jhelum 

llasul 

B 

15 

' 6 

155 

160 

135 

Penner 

Adimapali 

B 

12 

SI 

184 

172 

184 

Penner 

Nelloro 

B 

12 

9 

300 

228 

232 

Penner 

Sangam 

B 

12 

10 

147 

168 

145 

Godaveri 

Daulcshwiram 

B 

12 

13 

100 

158 

217 

Jumna 

Okhla 

C 

15 

10 

140 

210 

210 

Kistna 

Beswada 

C 

12 

13 

223 

236 

220 

Son 

Dehri 

C 

12 

8 

66 

100 

96 

Mahanadi 

Jobra 

C 

12 

100 

140 

163 

143 

Madaya 

Madaya 

C 

12 

8 

280 

207 

235 

Colorado 

Laguna 

C 

15 

10 

below 

minimum 

140 

200 


Typc A has a direct overfall, with horizontal floor at L. W. L., as in 
Figs. 91, 93, and 95. 

Type B has breast wall followed by a sloping impervious apron. Figs. 
96 and 97. 

Type C has breast wall followed by pervious rock fill, with sloping surface 
and vertical body walls. Figs. 101 to 106. 

from //b the height of the permanent crest above L. W. L. Tak- 
ing the Narora weir as standard, a length of floor equal to SVeif 




a weir 13 feet in height; where the height is more or less, tlu^ 
width should be increased or reduced in j)roi)()rtion to the s{j[uare 
root of the height and that of the factor c. 

123. Riprap to Protect Apron. Beyond the im])crvioiis floor 
a long continuation of riprap or packed stone pitching is reqnirc'd. 
The width of this material is clearly independent of that appro- 
priate to the floor, and consequently will be measured from the 
same starting point as the floor, viz, from the toe of the drop wall. 
The formula for overfall weirs is 

For sloping aprons, type B, the coefficient of c will be 1 1 
Then 

(35a) 

This formula is founded on the theory that the distance of the 
toe of the talus from the overfall will vary with the square root of 
the height of the obstruction above low water, designated by Ih, 
with the square root of the unit flood discharge over the weir crest 
q, and directly with c, the percolation factor of the river sand. The 
standard being these values; viz, 10, 75, and 10, respectively, in 
Narora weir. This height, Ih is equal to 11 when there are no 
crest shutters, and is always the depth of L. W. L. below the per- 
manent masonry crest of the weir. This formula, though more or 
less empirical, gives results remarkably in consonance with actual 
value, and will, it is believed, form a valuable guide to design. 
Table I vill conclusively prove this. As nearly all the weirs of 
this class have been constructed in India, works in that country 
are quoted as examples. 

124. Example of Design Type A. Another example of design 
in type A will now be given. Fig. 93, the dimensions being those of 
an actual work, viz, the Narora weir over the Ganges Iliver, the 
design being thus an alternative for that work, the existing section 
of which is shown in Fig. 95 and discussed in section 125. The 
data on which the design is based, is as follows: sand, class 2; per- 
colation f a ctor c = 1 5 •. H nV fllffp'TPnpfx Txp'f'wrop’n Vinnrl IrvxTir lirn+nr 


Flood 



charge over weir q= ih second-feet, the 
total length of the impervious apron and 
vertical obstructions will, therefore, have 
to be i = c//= 15X13 = 195 feet. 

The first point to be determined is 
the length of the floor or fore apron. 
Having fixed this length, the balance of 
L will have to be divided among the 
rear apron and the vertical sheet piling. 
It is essential that tliis minimum length 
be not exceeded, as it is clearly of advan- 
tage to put as much of the length into 
the rear apron as possible, owing to the 
inexpensive nature of the material of 
Avhich it can be constructed. According 
to formula (2), L = 42 feet, which is nearly 
equivalent to 3c, or 45 feet, there thus 
remains 10c to be proportioned between 
the rear apron and the vertical curtain. 
If the latter be given a depth of 2c, or 30 
feet the length of travel down and up will 
absorb 4c, leaving 6c, or 90 feet for the 
rear apron. The measurement is taken 
from the toe of the drop wall. The 
neutralization of the whole head of 13 
feet is thus accomplished. A second cur- 
tain will generally be desirable at the 
extremity of the fore [^apron as a pre- 
cautionary measure to form a protec- 
tion in case the loose riprap downstream 
from the apron is washed out or sinks. 
This curtain must have open joints to 
offer as little obstruction to percolation 
as possible. The outhne of the pressure 
area, that is the piezometric line, is 
dravn as follows; cH= 195 feet is meas- 
ured horizontally on the base line of the 
nressure area, that is. at L. W. L. from a 



Fig. 94. View of Narora Weir and Headworka 
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Fig. 95. Diagram of Narora Weir Showing Changes in Profile after Failure of Dam 
The floor of this weir blew up due to uplift. Final repairs have proved satisfactory. 


line through A to B, The point B is 
then joined with A on the head water 
level at the commencement of the rear 
apron. The hydraulic gradient will 
thus be 1 in 15. The intersection of 
this line BA with a vertical drawn 
through the first line of curtain is the 
location of a step of two feet equal to 
the head absorbed in the vertical travel 
at this point. Another fine parallel to 
the hydraulic gradient is now drawn 
to the termination of the fore apron, 
this completes the piezometric fine or 
the upper outline of the pressure area. 

With regard to the floor thickness 
at the toe of the drop wall, the value 
of h, or loss of head due to percola- 
tion under the rear apron, is 6 feet, 
from the rear curtain, 4 feet; total 10 
feet. H—h is, therefore, 13 — 10 = 3. 
The thickness of the floor according 
to formula (33) where (H — h) =3 feet 
comes to f X3 = 4 feet, the value of p 
being assumed at 2. The flioor natur- 
ally tapers toward its end where the 
uplift is nil. The thickness at tliis 
point is made 3 feet which is about the 
minimum limit. There remains now 
the talus of riprap, its length from 
formula (35) is 

L = 10c^j ^ = 150 feet = 10c 

The thickness of the talus is generally 
four— often five feet — and is a matter 
of judgment considering the nature of 
the material used. 

12.‘5. Discussion of Narora Weir. 


a most instructive object lesson, demonstrating what is the least 
correct base Avidth, or length of percolation consistent with absolute 
safety, that can be adopted for sands of class 2. The system of 
analyzing graphically an existing work vith regard to hydraulic 
gradient is exemplified in Fig. 95 under three separate conditions; 
first, as the work originally stood, with a hydraulic gradient of 1 in 
11.8; second, at the time of failure, when the floor and the grouted 
riprap blew up. On this occasion owing to the rear apron having 
been washed away by a flood the hydraulic grade fell to 1 in 8 ; 
third, after the extension of the rear apron and curtailment of the 
fore apron had been effected. Under the first conditions the hori- 
zontal component of the length of travel or percolation L from A 
to E is 123 feet. The total length is made up of three parts : First, 
a step down and up in the foundation of the drop wall of 7 feet ; 
second, a drop down and up of 12 feet either side of the downstream 
curtain wall; third, the horizontal distance 123 as above. The rise 
at the end of the floor is neglected. The total value of L is then 
123+7+12 + 12 = 154. This is set out on a horizontal line to the 
point C. AC is then the hydraulic gradient. 

This demonstrates that the hydraulic gradient was originally 
something under 1 in 12, and in addition to this the floor is very 
deficient in thickness. The hydrostatic pressure on the floor at the 
toe of the drop wall is 8 feet. To meet this the floor has a value of 
tp of only 5 feet. The specific gravity of the floor will not exceed 
2, as it was mostly formed of broken brick concrete in hydraulic 
mortar. The value of p — 1 will, therefore, be unity, the floor being 
submerged. In spite of this, the work stood intact to all external 
appearance for twenty years, when a heavy freshet in the river set 
up a cross current wliich washed out that portion of the rear apron 
nearest the drop wall, thus rendering the rest useless, the connection 
having been severed. 

On this occurrence, failure at once took place, as the floor had 
doubtless been on the point of yielding for some time. In fact, this 
state of affairs had been suspected, as holes bored in the floor very 
shortly before the actual catastrophe took place showed that a large 
space existed below it, full, not of sand, but of water. Thus the 
floor was actually held up by the hydrostatic pressure; otherwise it 
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pressure to be so much increased that the whole floorj together with 
the grouted pitcliiiig below the curtain, blew up. 

The hydraulic gradient BC is that at the time of the collapse. 
It will be seen that it is now reduced to 1 in 8. The piezometric 
line is not shown on the diagram. 

In restoring the work the rear apron was extended upstream as 
shown dotted in Fig. 95, to a distanee of 80 feet beyond the drop wall, 
and was made live feet thick. It was composed of puddle covered 
with riprap and at its junction with the drop wall was provided 
with a solid masonry covering. The puddle foundation also was 
sloped down to the level of the floor base to form a ground connec- 
tion with the drop wall. At its upstream termination sheet piling 
was driven to a depth of twelve feet below floor level. 

The grouted pitching in the fore apron was relaid dry, except 
for the first ten feet which was rebuilt in mortar, to form a continua- 
tion of the impervious floor. Omitting the mortar has the effect 
of reducing the pressure on the floor. Even then the uplift would 
have been too great, so a water cushion 2 feet deep was formed over 
the floor by building a dwarf wall of concrete (shown on the section) 
right along its edge. This adds 1 foot to the effective value of tp. 
It will be seen that the hydraulic gradient now works out to 1 in 15. 
A value for c of 15 has been adopted for similar light sands from 
which that of other sands, as Classes I and III, have been deduced. 

It will be noticed that the crest of this weir is furnished with 
shutters which are collapsible when overtopped and are raised by 
hand or by a traveling crab that moves along the crest, raising the 
shutters as it proceeds. The shutters are 3 feet deep and some 
20 feet long. They are held up against the water by tension rods 
hinged to the weir, and at about the height of the shutter, i.e., 
at the center of pressure. 

126. Sloping Apron Weirs, Type B. Another type of weir, 
designated B, will now be discussed, in which there is no direct 
vertical drop, the fore apron not being horizontal but sloping from 
the crest to the L. W. L. or to a little above it, the talus beyond 
being also on a flat slope or horizontal. 

In the modern examples of this type which will be examined, 
the height of the permanent masonry weir wall is greatly reduced. 


passage of flood water. The canal level is mamtamed by means ot 
deep crest shutters. In the Khanki weir, Fig. 96, the weir proper, 
or rather bar wall, is 7 feet high above L. W. L., while the shutters 
are 6 feet high. It, therefore, holds up 13 feet of water, the same 
as was the case with the Narora w’^eir. 

The object of adopting the sloping apron is to avoid construc- 
tion in wet foundations, as most of it can be built quite in the dry 
above L. W. L. The disadvantage of this type lies in the con- 
striction of the waterway below the breast wall, which causes the 
velocity of overfall to be continued well past the crest. With a 
direct overfall, on the other hand, a depth of 7 feet for water to 
churn in would be available at this point. This would check the 
flow and the increased area of the waterway rendered available 
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Fig. 96. Profile of Khanki Weir, Showing Tlestoration Work Similar to that of 
Narora Weir 


should reduce the velocity. For this reason, although the action 
on the apron is possibly less, that on the talus and river bed beyond 
must be greater than in the drop w^all of type A. 

This work, like the former, failed for want of sufficient effective 
base length, and it consequently forms a valuable object lesson. 

As originally designed, no rear apron whatever, excepting a 
small heap of stone behind the breast wall, was provided. The 
value of jL up to the termination of the grouted pitching is but 108 
feet; whereas it should have been cH ot 15X13 = 195 feet. The 
hydraulic gradient, as shown in Fig. 96b, is only 1 in 8.3. This 
neglects the small vertical component at the breast wall. In spite 
of this deficiency in effective base width, the floor, owing to good 
workmanship, did not give way for some years, until gradually 
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Owing to the raised position of the apron, it is not subject to 
high hydrostatic pressure. At its commencement it is ten feet 
below the summit level and nine feet of water acts at this point. 
This is met by four feet of masonry unsubmerged, of s.g. 2, which 
almost balances it. Thus the apron did not blow up, as was the case 
with the Narora weir, but collapsed. 

Some explanation of the graphical pressure diagram is required, 
as it offers some peculiarities, differing from the last examples. 
The full head, or H, is 13 feet. Owing, however, to the raised and 
sloping position of the apron, the base line of the pressure area will 
not be horizontal and so coincide with the L. W. L., but will be an 
inclined line from the commencement a to the point b, where the 
sloping base coincides with the L. W. L. From h where L. W. L. is 
reached onward, the base will be horizontal. With a sloping apron 
the pressure is nearly uniform, the water-pressure area is not wedge 
shaped but approximates to a rectangle. The apron, therefore, is 
also properly rectangular in profile, whereas in the overfall type 
the profile is, or should be, that of a truncated wedge. 

127. Restoration of Khanki Weir. After the failure of this 
work the restoration was on very similar lines to that of the Narora 
weir. An impervious rear apron, seventy feet long, was constructed 
of puddle covered with concrete slabs, grouted in the joints. A rear 
curtain wall consisting of a line of rectangular undersunk blocks 
twenty feet deep, was provided. These additions have the effect 
of reducing the gradient to 1 in 16. The masonry curtain having 
regard to its great cost is of doubtful utility. A further prolonga- 
tion of the rear apron or else a line of sheet piling would, it is deemed, 
have been equally effective. Reinforced-concrete sheet piling is 
very suitable for curtain walls in sand and is bound to supplant the 
ponderous and expensive block curtain walls which form so marked 
a feature in Indian works. 

128. Merala Weir. Another weir on the same principle and 
quite recently constructed is the Merala weir at the head of the 
same historic river, the Chenab, knovTi as the “Hydaspes” at the 
time of Alexander the Great. 

This W'eir, a section of which is given in Fig. 97, is located in the 
upper reaches of the river and is subjected to very violent floods; 


Fig. 97. Section of Merala Weir 


the dynamic action of the water, "hhis 
is entirely a matter of jiulgiiicnt and 
no definite rules civn i)ossil)ly be givtai 
which would apply to diircrcnt condi- 
tions. From a hydrostatic point of 
view the two lower lines of curtain 
blocks are decidedly detrinu'ui.al and 
could well be cut out. 'If this wen^ 
done the horizontal length of travi'l 
or percolation will [come to MO. The 
head is 12 or 13 feet. If tlu^ latter, c 
having the value 15 as in the Khanki 
weir, the value of L will be 15X1 ■'> = 105 
feet. The horizontal length of travel 
is 140 feet and the wanting 55 fc'ct 
will be just made up by the rear cur- 
tain. The superfluity of the two fore 
• lines is thus apparent with regard to 
hydrostatic requirements. The long 
impervious sloping apron is a necessity 
to prevent erosion. 

It is a question whether a line of 
steel interlocking sheet piling is equally 
efficient as a curtain formed of wells 
of brickwork 12X8 feet undersunk and 
connected with piling and concrete 
filling. The latter has the advantage 
of solidity and weight lacking in the 
former. The system of curtain walls 
of undersunk blocks is peculiar to 
India. In the Hindia Barrage, in 
Mesopotamia, Fig. 115, interlocking 
sheet piling has been largely employed 
in places where well foundations would 
have been used in India. This change 
is probably due to the want of skilled 
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The rear apron, in the Merala weir is of as solid construction 
as the fore apron and is built on a slope right up to crest level; this 
arrangement facilitates discharge. The velocity of approach must 
be very great to necessitate huge book blocks of concrete 6X6X3 
feet being laid behind the slope and beyond that a 40-foot length 
of riprap. The fore apron extends for 93 feet beyond the crest, 
twice as long as would be necessary with a weir of type A under 
normal conditions. The distance L of the talus is 203 feet against 
182 feet calculated from formula (35a). That of the lower weir at 
Khanki is 170 feet. This shows that the empirical formula gives 
a fair approximation. 

The fore apron in type B will extend to the toe of the slope or 
glacis. It is quite evident that the erosive action on a sloping apron 
of type B is far greater than that on the horizontal floor of type A ; the 
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Fig. 98. Diagram Showing Effect o£ Percolation under a Wall 
Built on Sand 

uplift however is less, consequently the sloping apron can be made 
thinner and the saving thus effected' put into additional length. 

129. Porous Fore Aprons. The next type of weir to be dealt 
with is type C. As it involves some fresh points, an investigation 
of it and the principles involved will be necessary. The previous 
examples of types A and B have been cases where the weir has as 
appendage an impervious fore apron which is subject to hydro- 
static pressure. There is another very common type which will be 
termed C, in which there is no impervious apron and the material 
which composes the body of the weir is not solid masonry but a 
porous mass of loose stone the only impervious parts being narrow 
vertical walls. In spite of this apparent contrariety it will be 
found that the same principle, viz, that of length of enforced per- 


Fig. 98 represents a wall upholding water to its crest and resting 
on a pervious substratum, as sand, gravel, or boulders, or a mixture 
of all three materials. The hydraulic gradient is AD; the upward 
pressure area ACD, and the base CD is the travel of the percolation. 
Unless this base length is equal to multiplied by the percolation 
factor obtained by experiment, piping will set in and the wall be 
undermined. Now as shown in Fig. 99, let a mass of loose stone 
be deposited below the wall. The weight of this stone will evi- 
dently have an appreciable effect in checking the disintegration and 
removal of the sand foundation. The water will not have a free 
untrammeled egress at D; it will, on the contrary, be compelled to 
rise in the interstices of the mass to a certain height EE determined 
by the extent to which the loose stones cause obstruction to the flow. 
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Fig. 99. Effect on Percolation Due to Stones below Weir Wall of Fig. 98 


The resulting hydraulic gradient will now be AE — ^flatter than AD, 
but still too steep for permanency. 

In Fig. 100, the w^all is shown backed by a rear apron of loose 
stone, and the fore apron extended to F. The water has now to 
filter through the rear apron underneath the wall and up through 
the stone filling in the fore apron. During this process a certain 
amount of sand will be washed up into the porous body and the 
loose stone will sink until the combined stone and sand forms a 
compact mass, offering a greater obstruction to the passage of the 
percolating water than exists in the sand itself and possessing far 
greater resisting powder to disintegration. This will cause the level 
of water at E to rise until equilibrium results. When this is the 
case the hydraulic gradient is flattened to some point near F. If a 
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me mass alter tne sinking process nas been 
finished is then made good up to the original pro- 
file by fresh rock filling. At F near the toe of 
the slope the stone offers but little resistance 
either by its weight or depth; so it is evident that 
the slope of the prism should be flatter than the 
hydraulic gradient. 

The same action takes place with the rear 
apron, which soon becomes so filled with silt, as 
to be impervious or nearly so to the passage of 
water. But unless silt is deposited in the river 
bed behind, as eventually occurs right up to crest 
level, the thin portion of the rear slope, as well as 
the similar portion of the fore slope, cannot be 
counted as effective. Consequently out of the 
whole base length this part GF, roughly, about 
one-quarter, can be deemed inefficient as regards 
length of enforced percolation. As the consoli- 
dated lower part of the body of the weir gains 
in consistency, it can well be subject to hydro- 
static pressure. Consequently, the value of tp of 
the mass should be in excess of that of E—h, just 
as was the case with an impervious floor. 

130. Porous Fore Aprons Divided by Core 
Walls. In Fig. 101 a still further development is 
effected by the introduction of vertical body or 
core walls of masonry in the pervious mass of the 
fore apron. These impervious obstructions mate- 
rially assist the stability of the foundation, so 
much so that the process of underscour and set- 
tlement which must precede the balancing of the 
opposing forces in the purely loose stone mass 
need not occur at all, or to nothing like the same 
extent. If the party walls are properly spaced, 
the surface slope can be that of the hydraulic 
gradient itself and thus ensure equilibrium. This 
is clearly illustrated in the diagram. The water 
nassina: underneath the wall base CD will rise to 



Fig. 100. Effect on Percolation When Weir Wall la Provided with Rear Apron of Loose Stone and Extensive Fore Apron of Stone Filling 



Fig. 103. Madaya Eock-Fill Weir 
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REINFORCED-CONCRETE DAM, DELLWOOD PARK, JOLIET, ILLINOIS 

tal length, 160 ft. ; length of spillway, 84 ft. ; average height, 21 ft. A foot-bridge through the dam affords a means of crossing over. 

Courtesy of Expanded Metal & Corrugated Bar Company, St. Louis, Mo. 



in the rear apron is so marked that it should be rendered impervious 
by a thick under layer of clay, and not left entirely to more or less 
imperfect surface silt stanching, except possibly in the case of 'high 
dams where a still settling pool is formed in rear of the work. ' 

131. Okhla and Madaya Weirs. In Fig. 102 is shown a 
detailed section of the Okhla rock-filled weir over the Jumna 
River, India. It is remarkable as being the first rock-filled weir 
not provided with any lines of curtain walls projecting below 
the base line, which has hitherto invariably been adopted. The 
stability of its sand foundation is consequently entirely ,depend- 
ent on its weight and its effective base length. As will be 
seen, the section is provided with two body walls in addition to 
the breast wall. The slope of the fore apron is 1 in 20. It is 
believed that a slope of 1 in 15 would be equally effective, a hori- 
zontal talus maldng up the continuation, as has been done in the 
Madaya weir. Fig. 103, which is a similar work but under much 
greater stress. 

The head of the water in the Okhla weir is 13 feet, with shutters 
up and weir body empty of water — a condition that could hardly 
exist. This would require an effective base length, L, of 195 feet; 
the actual is 250 feet. But, as noted previously, the end parts of 
the slopes cannot be included as effective; consequently the hydraulic 
gradient will not be far from 1 in 15. The weight of the stone, or 
tp, exactly balances this head at the beginning, as it is 10X1.3 = 13 
feet. If the water were at crest level and the weir full of water, 
ip would equal 8 feet, or rather a trifle less, owing to the lower level 
of the crest of the body wall. The head of 13 feet is broken up 
into four steps. The first is 3 feet deep, acting on a part of the 
rear apron together with 30 feet of the fore apron, say, 1 in 15; the 
rest are 1 in 20. A slope of 1 in 15 for the first party wall would 
cut the base at a point 40 feet short of the toe. Theoretically a 
fourth party wall is required at this point, but practically the rip- 
rap below the third dwarf wall is so stanched with sand as not to 
afford a free egress for the percolation; consequently the slope may 
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be assumed to continue on to its inter- 
section with the horizontal base. As 
already noted, material would be saved 
in the section by adopting a reliably 
stanch rear apron and reducing the fore 
slope to 1 in 15, with a horizontal con- 
tinuation as was done in the Madaya 
weir. 

Economy of Type C. This type C 
is only economical where stone is abun- 
dant. It requires little labor or masonry 
work. On the other hand, the mass of 
the material used is very great, much 
greater, in fact, than is shown by the sec- 
tion. This is owing to the constant sink- 
ing and renew’al of the talus which goes 
on for many years after the first construc- 
tion of the weir. 

The action of the flood on the talus 
is undoubtedly accentuated by the con- 
traction of the waterway due to the high 
sloping apron. The flood velocity 20 feet 
below the crest has been gaged as high 
as 18 feet per second. This would be 
very materially reduced if the A type of 
overfall were adopted, as the area of 
waterway at this point would be more 
than doubled. 

132. Dehri Weir. Another typical 
example of this class is the Dehri weir 
over the Son River, Fig. 104. The value 
of L, if the apexes of the two triangles of 
stone fi.lling are deducted and the cur- 
tain walls included, comes to about 12 H, 
12 being adopted for this class of coarse 
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a contemporary work, on a much worse class 
of sand, curtain protection is quite unneces- 
sary if sufficient horizontal base width is 
provided. The head on this weir is 10 feet, 
and the height of breast wall 8 feet, tp is, 
therefore, 1.3X8 = 10.1, which is sufficient, 
considering that the full head vdll not act 
here. The lines of curtains could be safely 
dispensed with if the following alterations 
were made: (1) Rear apron to be reliably 
stanched in order to throw back the incidence 
of pressure and increase the effective base 
length ; (2) three more body walls to be intro- 
duced; (3) slope 1 in 12 retained, but base to 
be dredged out toward apex to admit of no 
thickness under five feet. This probably 
would not cause any increase in the quantities 
of masonry above what they now are, and 
would entirely obviate the construction of 
nearly five miles of undersunk curtain blocks. 

133. Laguna Weir. The Laguna weir 
over the Colorado River, the only example of 
type C in the United States is shown in Fig. 
105. Compared with other examples it might 
be considered as somewhat too vnde if regard 
is had to its low unit flood discharge, but the 
inferior quality of the sand of this river 
probably renders this necessary. The body 
walls are undoubtedly not sufficiently numer- 
ous to be properly effective. The provision 
of an impervious rear apron would also be 
advantageous. 

134. Damietta and Rosetta Weirs. The 

location of the Damietta and Rosetta subsid- 
iary weirs. Fig. 106, wdrich have been rather 
recently erected below the old Nile barrage, 
is shown in Fig. 92. These weirs are of type 
C. but the method of construction is Quite 



Fig. 105. Section of Laguna Weir over Colorado River 



foundation of tlie brciist wall was built 
without any pumjang, all niatx'rial having 
been deposited in the wab'r of tlu; Nile 
River. First the profile of the base was 
dredged out, as shown in the section. '’hlK'n 
the core wall was constructed by first 
depositing, in a temporary ])ox or ('iiclosure 
secured by a few piles, loose stone from 
barges floated alongside. The whoh^ was 
then grouted with cement grout, jxuired 
through pipes let into the nuiss. On the 
completion of one section all the appliance's 
were moved forward and another se'ction 
built, and so on until the whole wall was 
completed. Clay was deposited at the base 
of the core wall and the profile then made 
up by loose stone filling. 

This novel system of subaqueous con- 
struction has proved so satisfactory that in 
many cases it is bound to su])ersedo older 
methods. Notwithstanding these innova- 
tions in methods of rapid construction, the 
profile of the weir itself is open to the objec- 
tion of being extravagantly bulky even for 
the type adopted, the base having lu'en 
dredged out so deep as to greatly increase 
the mean depth of the stone filling. 

It is open to question whether a row 
or two rows of concrete sheet piles would 
not have been just as efficacious as the deep 
breast wall, and would certainly have been 
much less costly. The pure cement grout- 
ing was naturally expensive, but the admix- 
ture of sand proved unsatisfactory as the 
two materials of different specific gravity 
separated and formed layers ; consequently, 


pure cement had to be used. It may be noted that the value of L 
here is much less than would be expected. At Narora weir it is 11c, 
or 165 feet. Here, with a value of c of 18, it is but 8|c, or 150 feet, 
instead of 200 feet, according to the formula. This is due to the 
low flood velocity of the Nile River compared with the Ganges. 

135 . The Paradox of a Pervious Dam. From the conditions 
prevailing in type C it is clear that an impervious apron as used in 
types A and B is not absolutely essential in order to secure a safe 
length of travel for the percolating subcurrent. If the water is 
free to rise through the riprap and at the same time the sand in the 
river bed is prevented from rising with it, the practical effect is the 
same as with an impervious apron. “Fountaining”, as spouting 
sand is technically termed, is prevented and consequently also 
‘^piping”. This latter term defines the gradual removal of sand 
from beneath a foundation by the action of the percolating under 
current. Thus the apparent paradox that a length of filter bed, 
although pervious, is as effective as a masonry apron would be. 
The hydraulic gradient in such case will be steeper than allowable 
under the latter circumstance. Filter beds are usually composed 
of a thick layer of gravel and stone laid on the sand of the river 
bed, the small stuff at the bottom and the larger material at the top. 
The ideal type of filter is one composed of stone arranged in sizes as 
above stated of a depth of 4 or 5 feet covered with heavy slabs or 
book blocks of concrete; these are set with narrow open intervals 
between blocks as shown in Figs. 96 and 97. Protection is thus 
afforded not only against scour from above but also from uplift 
underneath. Although the subcurrent of water can escape through 
a filter its free exit is hindered, consequently some hydrostatic 
pressure must still exist below the base, how much it is a difficult 
matter to determine, and it will therefore be left out of considera- 
tion. If the filter bed is properly constructed its length should be 
included in that of L or the length of travel. Ordinary riprap, 
unless exceptionally deep, is not of much, if any, value in this 
respect. The Hindia Barrage in Mesopotamia, Fig. 115, section 145, is 
provided with a filter bed consisting of a thick layer of stone 65.5 feet 
wide M^hich occurs in the middle of the floor. The object of this 
is to allow the escape of the subcurrent and reduce the uplift on 


136. Crest Shutters. Nearly all submerged river weirs are 
provided with crest shutters 3 to 6 feet deep, 6 feet being the 
height adopted in the more recent works. These are generally- 
raised by means of a traveling crane running on rails just beliind 
the hinge of the gate. When the shutters are tripped they fall 
over tliis railway. In the case of the Merala weir, Fig. 97, the 
raising of the shutters is effected from a trolley running on overhead 
wires strung over steel towers erected on each pier. These piers or 
groins are 500 feet apart. The 6-foot shutters are 3 feet wide, 
held up by hinged struts which catch on to a bolt and are easily 
released by hand or by chains worked from the piers. On the 
Betwa weir the shutters, also 6 feet deep, are automatic in action, 
being hinged to a tension rod at about the center of pressure, con- 
sequently when overtopped they turn over and fall. Not all are 
hinged at the same height; they should not fall simultaneously but 
ease the flood gradually. The advantage of deep shutters is very 
great as the permanent weir can be built much lo\ver than other- 
wise would be necessary, and thus offer much less obstruction to 
the flood. The only draw^back is that crest shutters require a resi- 
dent staff of experienced men to deal with them. 

The Laguna w^eir. Fig. 105, has no shutters. The unit flood 
discharge of the Colorado is, however, small compared with that of 
the Indian rivers, being only 22 second-feet, whereas the Merala 
weir discharges 150 second-feet per foot run of weir, consequently 
shutters in the former case are unnecessary. 

OPEN DAM5 OR BARRAGES 

137. Barrage Defined. The term “open dam”, or barrage, 
generally designates what is in fact a regulating bridge built across 
a river channel, and furnished with gates wdiich close the spans as 
required. They are partial regulators, the closure being only 
effected during low water. "When the river is in flood, the gates 
are opened and free passage is afforded for flood water to pass, the 
floor being level with the river bed. Weir scouring sluices, which 
are indispensable adjuncts to w^eirs built over sandy rivers, belong 
practically to the same category as open dams, as they are also 
partial regulators, the difference being that they span only a por- 
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scouring action from the fact that when the river water is artificially 
raised above its normal level by the weir, the downstream channel 
is empty or nearly so. 

Fvnction of Weir Sluices. The function of weir sluices is two- 
fold: First, to train the deep channel of the river, the natural 
course of which is obliterated by the weir, past the canal head, and 
to retain it in this position. Otherwise, in a wide river the low 
water channel might take a course parallel to the weir crest itself, 
or else one distant from the canal head, and thus cause the approach 
channel to become blocked with deposit. 

Second, by manipulating the sluice gates, silt is allowed to 
deposit in the slack water in the deep channel. The canal is thereby 
preserved from silting up, and when the accumulation becomes 
excessive, it can be scoured out by opening the gates. 

The sill of the weir sluice is placed as low as can conveniently 
be managed, being generally either at L. W. L. itself, or somewhat 
higher, its level generally corresponding vdth the base of the drop 
or breast wall. Thus the maximum statical head to which the work 
is subjected is the height of the weir crest plus that of the weir 
shutters, or II i. 

The ventage provided is regulated by the low-water discharge 
of the river, and should be capable of taking more than the average 
dry season discharge. In one case, that of the Laguna weir, where 
the river low supply is deficient, the weir sluices are designed to take 
the whole ordinary discharge of the river excepting the highest 
floods. This is with the object of maintaining a wide, deep channel 
which may be drawn upon as a reservoir. This case is, however, 
exceptional. 

As the object of a weir sluice is to pass water at a high velocity 
in order to scour out deposit for some distance to the rear of the 
work, it is evident that the openings should be wide, with as few 
obstructions as possible in the way of piers, and should be open at 
the surface, the arches and platform being built clear of the flood 
level. Further, in order to take full advantage of the scouring 
power of the current, which is at a maximum at the sluice itself, 
diminishing in velocity with the distance to the rear of the work. 








jected to a much greater statical stress than weir sluices, and conse- 
quently, for convenience of manipulation, are usually designed with 
narrower openings than are necessary or desirable in the latter. 
The design of these w'orks is, however, outside the scope of the 
subject in hand. 

138. Example of Weir Scouring Sluice. Fig. 107 is an excel- 
lent example of a weir scouring sluice, that attached to the Laguna 


Fig. 108. View of Yuma Canal and Sluiceway Showing Sluice 
Gates under Construction 

weir, the profile of which was given in Fig. 105. The Yuma 
canal intake is placed clear of the sandy bed of the river on a rock 
foundation and the sluiceway in front of it is also cut through solid 
rock independent of the weir. At the end of this sluiceway and just 
past the intake the weir sluices are located, consisting of three spans 
of 33| feet closed by steel counterweighted roller gates which can be 
hoisted clear of the flood by electrically operated winches. The 
gates are clearly shown in Fig. 108, which is from a photograph 
taken during the progress of the work. The bed of the sluiceway 
is at El. 138.0, that of the canal intake sill is 147.0, and that of the 




weir crest 151.0 — hence the whole sluiceway can be allowed to fill 
up with deposit to a depth of 9 feet, without interfering with the 





Section E-F-(^-H 

Fig. 110. Design Diagrams for Weir Sluices of Corbett Dam 






Mg. 111. View of Corbett Dam oq Sbosboue River in Winter 



is ] 1 feet, consequently when the gates 
are lifted immense scour must take place 
and any deposit ])e rapidly removed, 
'hhe sluiceway is in fact a large silt 
tra]). 

139. Weir Sluices of Corbett Dam. 

d’'he weir sluices of the Corbett dam on 
the Shoshone .River, Wyoming, are given 
in Figs. KM), IK), and 111. 

The canal takes out through a tun- 
nel, the head of which has necessarily to 
be recessed far behind the location of the 
weir sluices. Unless special measures 
were adopted, the space between the 
sluice gates and the tunnel head would 
fill up with sand and deposit and block 
the entrance. 

To obviate this a wall 8 feet high is 
built encircling the entrance. A ‘'divide” 
wall is also run out upstream of the weir 
sluices, cutting them off from the weir 
and its approaches. The space between 
these two wnlls forms a sluiceway which 
draws the current of the river in a low 
stage pa.st the canal head and further 
forms a large silt trap which can be 
scoured out when convenient. Only a 
thin film of surface water can overflow 
the long encircling wall, then it runs down 
a paved warped slope which leads it into 
the head gates, the heavy silt in suspen- 
sion being deposited in the sluiceway. 
This arrangement is admirable. 

The fault of the weir sluices as built 
is the narrowness of the openings which 
consist of three spans of 5 feet. One 
span of 12 feet would be much more 



very lormuiaoie wopks, provuiea vvim long aprons ana aeep lines 
of curtain blocks. An example is given in Fig. 112 of the so-termed 
iindersluices of the Klianld. weir over the Chenab River in the Pun- 
jab. The spans are 20 feet, each closed by 3 draw gates, running 
in parallel grooves, fitted with antifriction wheels (not rollers), lifted 
by means of traveling power winches which straddle the openings 
in which the grooves and gates are located. 

The hlerala weir sluices of the Upper Chenab canal have 8 
spans of 31 feet, piers 5| feet tliick, double draw gates 14 feet high. 



Fig. 113. View of Mcrala Weir Sluice.s, Upper Chenab Canal 


These are lifted clear of the flood, which is 21 feet above floor, by 
means of steel towers 20 feet high erected on each pier. These earry 
the lifting apparatus and heavy counterweights. These gates, like 
those at Laguna weir, Fig. 108, bear against Stoney roller frames. 

Fig. 113 is from a photograph of the hlerala weir sluices. The 
work is a partial regulator, in that complete closure at high flood is 
not attempted. The Upper Chenab canal is the largest in the world 
with the sole exception of the Ibramiyah canal in Egypt, its dis- 
charge being 12,000 second-feet. Its depth is 13 feet. The capacity 
of the Ibramiyah was 20,000 second-feet prior to head regulation. 

141. Heavy Construction a Necessity. In works of this 
description solid construction is a necessity. Light reinforced con- 
crete construction would not answer, as weight is required, not only 




to withstand the hydrostatic pressure but the djuiamic effects of 
flood water in violent motion. Besides which widely distributed 



It on the shifting 
' which no definite 


Fig. 114. View of the Assiut Barrage across the Nile 


The weir sluices at Laguna and also at the Corbett dam, are 
solid concrete structures without reinforcement. 

In the East, generally, reinforced concrete is not employed nor 
is even cement concrete except in wet foundations, the reason 
being that cement, steel, and wood for forms are very expensive 
items whereas excellent natural hydraulic lime is generally avail- 
able, skilled and unskilled labor is also abundant. A skilled mason’s 
wages are about 10 to 16 cents and a laborer’s 6 to 8 cents for a 
12-hour day. Under such circumstances the employment of rein- 
forced cement concrete is entirely confined to siphons where tension 
has to be taken care of. 

In America, on the other hand, the labor conditions are such 
that reinforced concrete which requires only iinsldlled labor and is 
mostly made up by machinery, is by far the most suitable form of 
construction from point of view of cost as well as convenience. 

This accounts for the very different appearance of irrigation 
works in the East from those in the West. Both are suitable under 
the different conditions that severally exist. 

142. Large Open Dams across Rivers. Of open dams built 
across rivers, several specimens on a large scale exist in Egypt. 
These works, like weir sluices are partial regulators and allow free 
passage to flood water. 

Assiut Barrage. In the Assiut barrage. Figs. 114 and 115,* 

constructed across the Nile above the Ibramiyah canal head 

in lower Egypt, the foundations are of sand and silt of a worse 

quality than is met with in the great Himalayan rivers. The 

value of c adopted for the Nile is 18, against 15 for Himalayan rivers. 

This dam holds up 5 meters* of water, the head or difference of 

levels being 3 meters. Having regard to uplift, the head is the 

difference of levels but when considering overturning moment, on 

7/3 73 ^ . • 

the piers, — is the moment, II and h being the respective 

6 6 

depths of water above and below the gates. It is believed that in 
the estimation of the length of travel the vertical sheet piling was 
left out of consideration. Inspection of the section in Fig. 115 


*In Figs. 115 and IIG and in the discussion of these problems in the text, the metric dimen- 


El. 57.00 
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shows that the foundation is 
mass cement concrete, 10 feet 
deep, on which platform the 
superstructure is built. This 
latter consists of 122 spans of 5 
meters, or 16 feet, with piers 2 
meters thick, every ninth being 
an abutment pier 4 meters thick 
and longer than the rest. This 
is a work of excessive solidity 
the ratio of thickness of piers 
to the span being .48, a propor- 
tion of .33 *S would, it is con- 
sidered be better. This could 
be had by increasing the spans 
to 6 njeters, or 20 feet right 
through, retaining the pier thick- 
ness as it is at present. 

143. General Features of 
River Regulators. All these river 
regulators are built on the same 
general lines, viz, mass founda- 
tions of a great depth, an arched 
highway bridge, with spring of 
arch at flood level, then a gap 
left for insertion of the double 
grooves and gates, succeeded by 
a narrow strip of arch sufficient 
to carry one of the rails of the 
traveling winch, the other rest- 
ing on the one parapet of the 
bridge. 

The piers are given a bat- 
ter downstream in order to bet- 
ter distribute the pressure on 

■Frmnrlfi+inn rpmil+nnt. 


pressure must fall within the middle third of the base of the pier, 
the length of which can be manipulated to bring this about. In 
this case it does so even with increase of the span to 6 meters. 
This combined work is of value considered from a military point 
of view, as affording a crossing of the Nile River; consequently 
the extreme solidity of its construction was probably considered a 
necessity. 

• In some regulators girders are substituted for arches, in others 
as we have noted with regard to the Merala weir sluices, the super- 
structure above the flood line is open steel work of considerable 
height. 

144. Stability of Assiut Barrage. The hydraulic gradient in 
•Fig. 115, neglecting the vertical sheet piling, is drawn on the profile 
and is the line AB, the horizontal distance is 43 meters while the 
head is 3 meters. The slope is therefore 1 in 14^. The uplift is 
the area enclosed between AB and a horizontal through B which is 
only 1.4 meters at its deepest part near the gates. Upstream of 
the gates the uplift is more than balanced by the weight of water 
overlying the floor. The horizontal travel of the percolation is from 
A to B plus the length of the filter as explained in section 135. 

The horizontal travel is therefore 51| meters and the ratio or 

H 


. 51.5 ^ 

C, IS -y =17.2. 


The piezometric line has also been shown, includ- 


ing in this case the two vertical obstructions. Their effect on the 
uplift is very slight, owing to the fore curtain which raises the grade 
line. The slope in this, case is obtained by adding the vertical to 
the horizontal travel, i.e., from B to D, BC and CD being 8 meters 
each in length, AD is then the hydraulic gradient which is 1 in 23. 
Steps occur at points b and c; for instance the line is part of 
AD, the line be is parallel to AD drawn up from C, and the line 
cB is similarly drawn up from B forming the end step. 

This work is the first to be built with a filter downstream, 
which has the practical effect of adding to the length of percolation 
travel irrespective of the hydraulic grade. 

145. The Hindia Barrage. The Plindia barrage, quite recently 
erected over the Euphrates River near Bagdad, is given in Fig. 116. 




close resemblance to 
the Egyptian regu- 
lators; viz, the Assiut, 
the Zifta, and other 
works constructed 
across the river Nile. 
The piers are reduced 
to 1.50 meters from 
the 2-meters tliick- 
ness in the Assiut 
dani, Fig. 115, and 
there are no abut- 
ment piers, conse- 
quently the elevation 
presents' a much 
lighter appearance. 
The ratio of thick- 
ness to span is .3. 
In order to reduce 
the head on the work, 
a filter bed 20 meters 
wide is introduced 
just beyond the plat- 
form of the founda- 
tion of the regulat- 
ing bridge. The 
upward pressure is 
thus presumed to be 
nil at the point D. 
The head is the dis- 
tance between the 
summer supply level 
upstream, and that 
downstream above 
the subsidiary weir, 
this amounts to 3.50 
meters. The length 

., 4 ! ,..,1 



from A to B including .50 meter due to the sheet piling is 36.50 

36.5 

meters. AB is then the hydraulic gradient, which is 1 in 

0 .0 

= 1 in 10.4. The piezometric line BFC is drawn up from D parallel 
to AB. The area of uplift is DGHEF; that part of the uplift 
below the line BE is however accounted for by assuming all 
masonry situated below El. 27.50 as reduced in weight by flota- 
tion, leaving the area DEF as representing the uplift still unac- 
counted for. 

Beyond the filter is a 21-meter length of impervious apron con- 
sisting of clay puddle covered by stone paving, which abuts on a 
masonry subsidiary weir. This wall holds the water up one meter 
in depth and so reduces the head to that extent, with the further 
addition of the depth of film passing over the crest at low water 
which is .5 ineter, total reduction 1.50 meters. 

This is the first instance of the use of puddle in a fore apron, 
or talus; its object is, by the introduction of an impervious rear 
apron 21 meters long, to prevent the subsidiary weir wall from being 
undermined. The head being 1| meters, the length of travel 
required, taking c as 18, will be 18X1.5=27 meters. The actual 
length of travel provided is vertical 15, horizontal 41, total 56 
meters, more than double what is strictly requisite. The long 
hearth of solid masonry which is located below the subsidiary drop 
wall is for the purpose of withstanding scour caused by the over- 
fall. Beyond this is the talus of riprap 20 meters wide and a row 
of sheet piling. The total length of the floor of this work is 364 
feet, with three rows of sheet piles. That of the Assiut barrage 
is 216 feet with two rows of sheeting. The difference in head is 
half a meter only, so that certain unknown conditions of flood or 
that of the material in the bed must exist to account for the excess. 

146. American vs. Indian Treatment. In American regulat- 
ing works it is generally the fashion where entire closure is required 
to locate the draw gates and their grooves inside the panel or bulk- 
head wall that closes the upper part of the regulator above the 
sluice openings. Thus when the gates are raised they are concealed 
behind the panel walls. In Indian practice the gate grooves in the 
piers are generally located outside the bulkhead wall; thus when 


pnotograpn or a brancJi nead, illustrating this, ihe work is or 
reinforced concrete as can be told from the thinness of the piers. 
In an Indian work of similar character the pier noses would project 
well beyond the face wall of the regulator and the gates would be 
raised in front, not behind it. 

The use of double gates is universal in Eastern irrigation works; 
they have the following unquestionable advantages over a single 
gate: First, less power for each is required to lift two gates than 
one; second, when hoisted they can be stacked side by side and so 
the pier can be reduced in height; third, where sand or silt is in 
suspension, surface water can be tapped by leaving the lower leaf 
down while the upper is raised; and fourth, regulation is made easier. 



Fig. 117. Typical American Regulating Sluices in Reinforced- 
Concrete Weir 


In the Khanki weir sluices, Eig. 112, 3 gates running in 3 grooves 
are employed. 

147. Length of Spans. In designing open dams the spans 
should be made as large as convenient, the tendency in modern 
design is to increase the spans to 30 feet or more; the Laguna weir 
sluices are 33^ feet wide and the Merala 31 feet. The thickness of 
the piers is a matter of judgment and is best expressed as some 
function of the span, the depth of water by which the height of the 
piers is regulated, forms another factor. 

The depth of water upheld regulates the thickness more than 
the length. The length should be so adjusted that the resultant 
line of pressure combined of the weight of one pier and arch, or 
superstructure and of the water pressure acting on one span falls 
within the middle tliird of the base. 
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For example take the Assiut regulator, Fig. 115. The con- 
tents of one pier and span allowing for uplift is roughly 390 cubic 
meters of masonry, an equivalent to 1000 tons. The incidence of 
W is about 2 meters from the middle third downstream boundary. 

The moment of the 'weight about this point is therefore 1000 X 
2=2000 meter tons. Let H be depth of water upstream, and h 

downstream, then the overturning moment is expressed by ^ 

Here H = 5,h = 2 meters, w = l.l tons per cubic meter, the length I 


of one span is 7 meters; then the moment = 


(125-8)X1.1X7 

6 


= 150 


meter tons. The moment of resistance is therefore immensely in excess 
of the moment of water pressure. The height of the pier is however 
governed by the high flood level, the width by the necessity of a 
highway bridge. At full flood nearly the whole of the pier wdll be 
immersed in water and so lose weight. There is probably some 
intermediate stage when the water pressure will be greater than 
that estimated, as would be the case if the gates were left closed 
while the water topped them by several feet, the water doAvnstream 
not having had time to rise to correspond. 

148. Moments for H India Barrage. In the case of the Hindia 
barrage, Fig. 116, 11=5 meters, h = 1.5, then 


j^^ (125-3.4)Xl.lX6.50 

6 


= 145 meter tons 


The weight of one span is estimated at 180 tons. Its moment 
about the toe of the base is about 180X6.5 = 1170 meter tons. 


The factor of safety against overturning is therefore 


1170 

145 


= 8 . 


The long base of these piers is required for the purpose of 
distributing the load over as wide an area as possible in order to 
reduce the unit pressure to about one long ton per square foot. 
This is also partly the object of the deep mass foundation. The 
same result could doubtless be attained wdth much less material by 
adopting a thin floor say twm or three feet thick, reinforced by steel 
rods so as to ensure the distribution of the weight of the super- 






Fij». 118 . Head Hemilator and Undersluicea of North Mon Canal in Burma, Showing Portion of Weir 


Pier Thickness — Suitable for Open Partial Regulators and Weir Sluices 


SPAN 

DEPTHS OF WATER 

15 Feet 

20 Feet 

25 Feet 

1 30 Feet 

M. 


M. 

T. 

M. 

T. 

M. 

T. 

10 feet 

.25 

2.5 

.27 

2.7 

.29 

2.9 

.31 

3.1 

15 feet 

.24 

3.6 

.26 

3.9 

.28 

4.2 

.30 

4.5 

20 feet 

.23 

4.6 

.25 

5.0 

.27 

5.4 

.29 

5.8 

25 feet 

.21 

5.3 

.24 

6.0 

.26 

6.5 

.28 

7.0 


M is multiplier of span for thickness T. 


as regards stabilityj is no reason why a heavy style of construction 
such as this should be perpetuated. 

149. North Mon Canal. In Fig, 118 is shown the head works 
of the Mon right canal in Burma. The weir is of type A, with crest 
shutters and sluices of large span controlled by draw gates. In the 
canal head; the gates are recessed behind the face wall as in American 
practice. 

150. Thickness of Piers. Table II, though purely empirical 
will form a useful guide of thickness of piers in open dams or partial 
regulators. 

If reinforced; very considerable reduction can be made in the 
thickness of piers, say f , but for this class of river work a heavy 
structure is obligatory, 

151. Advantages of Open Dams. Open dams have the follow- 
ing advantages over solid weirs, or combinations of solid and over- 
fall dams: First, the river bed is not interfered with and conse- 
quently the heading up and scour is only that due to the obstruction 
of the piers, which is inconsiderable. This points to the value of 
wide spans. Second, the “river low” supply is under complete 
control. Third, a highway bridge across the river always forms 
part of the structure w'hich in most countries is a valuable asset. 

Open dams, on the other hand, are not suitable for torrential 
rivers as the Himalayan rivers near their points of debouchure 
from the mountains, or wherever such detritus as trees, logs, etc., 
are carried down in flood time. 






constructed at this site in conjunction with a bridge. The constric- 
tion of the discharge due to the drop wall, which was six feet high, 
and the piers of the bridge, caused a very high afHux and great scour 
on the talus. Eventually the drop wall was cleared away altogether, 
the bridge piers were lengthened upstream and fitted with grooves 
and steel towers, and counterweighted draw gates some 7 feet deep 



Fig. 119. View of Regulating Bridge on the Upper Coleroon River. Southern India 


took the place of the drop wall. In the flood season the gates can 
be raised up to the level of the bridge parapet quite clear of the 
flood. The work was thus changed from one of a weir of type A, 
to an open dam. The original weir and bridge were constructed 
about half a century ago. 

153. St. Andrew’s Rapids Dam. Another class of semi-open 
dam consists of a permanent low floor or dwarf weir built across 
the river bed which is generally of rock, and the temporary dam- 
ming up of the water is effected by movable hinged standards being 
lowered from the deck of an overbridge, which standards support 




Fig. 120. Elevationa and Part Section of St. Andrew’s Rapids Semi-Open Dam 




either a rolled reticulated curtain let down to cover them or else a 
steel sliding shutter mounted on rollers. 

The St. Andrew’s Rapids dam, Fig. 120, a quite recent construc- 
tion, may be cited as an example. The object of the dam is to raise 
the water in the Red River, IManitoba, to enable steamboats to navi- 
gate tlie river from Winnipeg City to the lake of that name. To 
effect this the water level at the rapids has to be raised 20 feet 
above L. W. L. and at the same time, on account of the accumu- 
lation of ice brought down by the river, a clear passage is a necessity. 
The Red River rises in the South, in the State of North Dakota 
where the thaw sets in much earlier than at Lake Winnipeg, con- 
sequently freshets bring dovm masses of ice when the river and lake 
are both frozen. 

Gamer e Tyjm uf Dam. The dam is of the tyi^e known as the 
Camere curtain dam, the closure being effected by a reticulated 
wooden curtain, which is rolled up and down the vertical frames 
thereby opening or closing the vents. It is a French invention, 
having been first' constructed on the Seine. The principle of this 
movable dam consists in a large span girder bridge, from which 
vertical hinged supports carrying the curtain frames are let drop 
on to a low weir. When not required for use these vertical girders 
are hauled up into a horizontal position below the girder bridge and 
fastened there. In fact, the principle is very much like that of a 
needle clam. The river is 800 feet wide, and the bridge is of six 
spans of 138 feet. 

The bridge is composed of three trusses, two of which are free 
from internal cross-bracing, and carry tram lines with all the work- 
ing apparatus of several sets of winches and hoists for manipulating 
the vertical girders and the curtain; the third truss is mainly to 
strengthen the bridge laterally, and to carry the hinged ends of the 
vertical girders. 

It will be understood that the surface exposed to wind pressure 
is exceptionally great, so that the cross-bracing is absolutely essen- 
tial, as is also the lateral support afforded by a heavy projection of 
the pier itself above floor level. 

In the cross-section it will be seen that there is a footbridge 
opening in the pier. This footbridge vill carry winches for Avind- 
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out at the rear of each group of frames. It will allord through 
communication by a tramway. The curtains can bo , lota, •hod 
altogether from the frames and housed in a chamber in the pier 

clear of the floodline. , . „ 

The lower part of the work consists of a siibnunged weir ol 
solid construction which runs right across the river; its crest is 
feet 6 inches above L. W. L. at El. m.M. The top of the nirta.ns 
to which water is upheld is El. YlB.li, or 14 foot higher.^ J he dam 
actually holds up 31 feet of water above the bod of the river. 



This system is open to the following objections: l^irst, the 
immense expense involved in a triple row of steel girders of large 
span carrying the curtains and their apparatus; and second, the 
large surface exposure to wind wliich must always be a menace to 
the safety of the curtains. 

It is believed that the raising of the water level could be effected 
for a quarter of the cost if not much less, by adopting a combination 
of the system used in the Folsam weir, Fig. 50, with that in the 
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through it for cross coiniminication and accommodation for the 
pressure pipes, as is tlic case in tlie Dhukwa weir. This arrange- 
ment whicli is ({uitc feasible would, it is deemed, be an improvement 
on the expensive, complicated, and slow, Camere curtain system. 

1 54. Automatic Dam or Regulator. Mr. Lauchli of New York, 
writing for Engineering News, describes a new design for automatic 
regulators, as follows: 

In Eiiro])e there Inis been in operation for some time a type of automatic 
dam or sluice f>;ate which on account of its simplicity of construction, adapt- 



Fig. 122. View of Lauchli Automatic Dam Which Has Been for Several Years 
in Successful Operation in Europe 


ability to existing structures, exact mathematical treatment, and especially 
its successful operation, deserves to attract the attention of the hydraulic engineer 
connected with the design of hydroelectric plants or irrigation works. Fig. 
121 shows a cross-section and front elevation of one of the above-mentioned 
dams now in course of construction, and the view in Fig. 122 gives an idea of 
a small automatic dam of the same ty'pe which has been in successful operation 
for several seasons, including a severe winter, and during high spring floods. 

Briefly stated, the automatic dam is composed of a movable part or 
panel, resting at the bottom on a loiife edge, and fastened at the top to a com- 
pensating roller made of steel plate and filled with concrete. This roller moves 
along a track located at each of its ends, and is so designed as to take, at any 
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trees, or icc cakes, etc., will pass over the dam without any difficulty, even 
during excessive floods, as the compensating roller is located high above extreme 
flood level. 

The dam now in course of construction is located on the river Grafenauer 
Ohe, in Bavaria, and will regulate the water level at the intake of a paper mill, 
located at some distance from the power house. The dam has a panel 24.27 
ft. long, G.85 ft. high, and during normal water level will discharge 1400 cu. ft. 
per sec., while at flood time it will pass 3,530 cu. ft. per sec. of water. As shown 
in Fig. 121, the main body of the dam is made of a wooden plank construction 
laid on a steel frame. The panel is connected with the compensating roller 
at each end by a flexible steel cable wound around the roUer end, and then 
fastened at the uirper part of the roller track to an eyebolt. A simple form of 
roof construction protects the roller track from rain and snow. The panel 
is made watertight at each extremity by means of galvanized sheet iron held 
tight against the abutments by water pressure. This type of construction has 
so far proved to be very effective as to watertightness. 

It may be needless to point out that this type of dam can also be fitted 
to the crest of overflow dam of ordinary cross-section, and then fulfill the duty 
of movable flashboards. 

The probability is that this type will become largely used in 
the future. A suggested improvement would be to abolish the cross 
roller having instead separate rollers on each pier or abutment, 
working independently. There will then be no practical limit to 
the span adopted. 
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TYPICAL IRRIGATING WEIR AND LATERALS FOR ORANGE GROVE AT REDLANDS, 

CALIFORNIA 

Photo by Underwood and Underwood, Xcw York City 



IRRIGATION ENGINEERING 


INTRODUCTION 

Problem of Irrigation. The control and distribution of water 
for irrigation presents to the engineer problems somewhat similar 
to those of the control and distribution of water for domestic and' 

I 

manufacturing purposes in large cities and towns. The water must' 
be diverted from a flowing stream at a sufficient elevation to com- 
mand the territory to be irrigated, or it must be impounded ini 
reservoirs at a season of floods or of unusual flow due either to the 
more-or-less regular recurrence of rainy seasons, or to the melting 
of snow and ice. Again, it may be derived from subterranean 
sources, either deep or shallow wells, lifted to the proper elevation 
by pumps, and applied directly to the land or stored in reservoirs 
for future use. 

The principal difference between securing a water supply for 
domestic and for irrigation purposes is that, in the former case, the 
water must be as pure as possible, while in the latter, the impurities 
that gather in ponds and streams may not be detrimental for irri- 
gation purposes. The sewage of many cities, which has a distinct 
value as a fertilizer, for example, is used successfully for purposes 
of irrigation. 

Except where water is scarce and difficult to produce at a rea- 
sonable cost, and on account of the large quantities of water required 
for irrigation, it is not necessary to make such expensive provision 
per unit of volume for the distribution of water for irrigation pur- 
poses as is the case for domestic supply. In the majority of cases 
water for irrigation flows in open channels. However, to guard 
against loss by evaporation and seepage, it may be necessary to 
distribute the water through a system of underground or enclosed 
pipes or conduits. 

Crude Methods No Longer Adopted. Irrigation works in th6 
West range from crude and simple ditches, taking their supplies from 
mountain brooks where the water has been diverted by means of 
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TABLE I 

Units of Measure 


1 Second-Foot =448.8 gallons per minute 

1 Cubic Foot =7.48 gallons 

1 Cubic Foot =62.4 pounds, at average iemi)(!raUu'e 

1 Second-Foot (running 

for 12 hours) =43,200 cubic feet (about oiu'. ac.rci-fool.) 

1,000,000 Cubic Feet =23 acre-feet (approximately) 

1,000,000 Gallons =3.07 acre-feet 

100 California Inches 
(running for 24 hours) =3.967 acre-feet 
100 Colorado Inches 
(running for 24 hours) = 5^ acre-feet 
50 California Inches = 1 second-foot (statute!) 

38.4 Colorado Inches = 1 second-foot (statute!) 

1 Colorado Inch = 17,000 gallons, in 24 Inmrs (aj)pre)ximat(!ly) 

1 Second-Foot =59.5 acre-feet, in 30 elays 

2 Acre-Feet =1 second-foot pe'.r day (a])]))'()ximate!ly) 

1 Acre-Foot =25.2 California inches, in 24 houi's 


deep canyons and holding back the water which is te) be traiisj)e)rt('(l 
through canals, pipes, or flumes to lands situated many miles away. 
On account of the increasing scarcity of the water available for 
irrigation the more crude forms of getting the water to the land are 
not being installed any more. Practically all water tliat can be 
diverted to the land by the cruder methods has been aj^propriated. 

Units of Measure. In making a study of irrigation problems, 
it is necessary to express the flow or quantity of water in certain 
units. Those most commonly employed and the relations cxi.stiiig 
between them are given in Table I. Certain approximate relations 
that are easily remembered are also indicated. 

FACTORS OF WATER SUPPLY 
SOURCES OF WATER 
PRECIPITATION 

Rain, Snow, Hail, and Dew. The supply of water has its source 
primarily in the precipitation that falls to the earth in the form of 
rain, snow, hail, or dew. The last two forms of precipitation 
furnish but a small amount of the supply, while the first two furnish 
bv far the treater oarf. 


IRRIGATION ENGINEERING 


3 


used directly from the flowing streams, while it also furnishes a good 
portion of the water stored for irrigation purposes in the early spring 
run-off; and precipitation in the form of rain furnishes the rest of 
the storage water. 

The moisture of the atmosphere has been evaporated from 
water and land areas, and from surfaces of plant foliage and other 
objects. The water, after it reaches the earth, may remain for a 
time in the form of ice and snow, may run off of the surface directly, 
or may soak into the soil and furnish the supply for springs, wells, 
and galleries. 

Rainfall Influences. In any region where the climate and soil 
are adapted to the production of crops, the necessity for irrigation 
will depend upon the amount of precipitation available, the season 
of the year when this precipitation is available, and the manner in 
wliich the precipitation reaches the earth. The available precipi- 
tation cannot be judged, however, from the total annual amount. 
Where the annual precipitation is less than 20 inches, irrigation is 
assumed to be necessary. The arid region of this country is usually 
considered as including that area in which the annual precipitation 
is below 20 inches — or most of the territory west of the 97th meridian 
of longitude. The latitude has considerable influence also. Other 
things being equal, it will require a greater amount of precipitation 
to produce a crop in the South than in the North. The crops mature 
more quickly and the evaporation is less in the North. 

As illustrating seasonal influence, irrigation is necessary in Italy, 
because, while the annual precipitation averages about 40 inches, 
most of this occurs during the winter months or at times other than 
the agricultural or cropping season. In certain parts of India, the 
rainfall is as high as 100 to 300 inches per annum; and yet nearly all 
of this occurs in one or two seasons of the year, and the actual rain- 
fall during the winter months, when most of the cropping is done, 
may be as low as 5 or 10 inches. The cropping season in the arid 
West may be taken as occurring between April and August, inclu- 
sive, and this constitutes the driest season of the year for a large 
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1 Second-Foot 
1 Cubic Foot 
1 Cubic Foot 
1 Second-Foot (running 
for 12 hoiirs) 

1,000,000 Cubic Feet 
1,000,000 Gallons 
100 California Inches 
(running for 24 hours) 
100 Colorado Inches 
(running for 24 hours) 
50 Cahfornia Inches 
38.4 Colorado Inches 
1 Colorado Inch 

1 Second-Foot 

2 Acre-Feet 
1 Acre-Foot 


= 448.8 gallons per minute 
= 7.48 gallons 

=62.4 pounds, at average temperature 

=43,200 cubic feet (about one acre-foot) 

= 23 acre-feet (approximately) 

= 3.07 acre-feet 

= 3.967 acre-feet 

= 5,^ acre-fcet 
= 1 second-foot (statute) 

= 1 second-foot (statute) 

= 17,000 gallons, in 24 hours (approximately) 
= 59.5 acre-feet, in 30 days 
= 1 second-foot per day (approximately) 

= 25.2 California inches, in 24 hours 


canyons and holding back the water which is to be transported 
•gh canals, pipes, or flumes to lands situated many miles aw^ay. 
ccount of the increasing scarcity of the water available for 
tion the more crude forms of getting the water to the land are 
)eing installed any more. Practically all water that can be 
ted to the land by the cruder methods has been appropriated. 
Jnits of Measure. In making a study of irrigation problems, 
necessary to express the flow or quantity of water in certain 
. Those most commonly employed and the relations existing 
Jen them are given in Table I. Certain approximate relations 
are easily remembered are also indicated. 

FACTORS OF WATER SUPPLY 
SOURCES OF WATER 
PRECIPITATION 

^.ain, Snow, Hail, and Dew. The supply of water has its source 
irily in the precipitation that falls to the earth in the form of 
snow, hail, or dew. The last two forms of precipitation 
sh but a small amount of the supply, while the first two furnish 
r the greater part. Precipitation in the form of snow in the 
Ltains furnishes a large part of the irrigation water which is 



used directly from the flowing streams, while it also furnishes a good 
portion of the water stored for irrigation purposes in the early spring 
run-off; and precipitation in the form of rain furnishes the rest of 
the storage water. 

The moisture of the atmosphere has been evaporated from 
water and land areas, and from surfaces of plant foliage and other 
objects. The water, after it reaches the earth, may remain for a 
time in the form of ice and snow, may run off of the surface directly, 
or may soak into the soil and furnish the supply for springs, wells, 
and galleries. 

Rainfall Influences. In any region where the climate and soil 
are adapted to the production of crops, the necessity for irrigation 
will depend upon the amount of precipitation available, the season 
of the year when this precipitation is available, and the manner in 
which the precipitation reaches the earth. The available precipi- 
tation cannot be judged, however, from the total annual amount. 
Where the annual precipitation is less than 20 inches, irrigation is 
assumed to be necessary. The arid region of this country is usually 
considered as including that area in which the annual precipitation 
is below 20 inches — or most of the territory west of the 97th meridian 
of longitude. The latitude has considerable influence also. Other 
things being equal, it will require a greater amount of precipitation 
to produce a crop in the South than in the North. The crops mature 
more quickly and the evaporation is less in the North. 

As illustrating seasonal influence, irrigation is necessary in Italy, 
because, while the annual precipitation averages about 40 inches, 
most of this occurs during the winter months or at times other than 
the agricultural or cropping season. In certain parts of India, the 
rainfall is as high as 100 to 300 inches per annum; and yet nearly all 
of this occurs in one or two seasons of the year, and the actual rain- 
fall during the winter months, when most of the cropping is done, 
may be as low as 5 or 10 inches. The cropping season in the arid 
West may be taken as occurring between April and August, inclu- 
sive, and this constitutes the driest season of the year for a large 
portion of the West, while it is the wettest for the Northwest. 

In referring to the lands of the United States, those of the 
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TABLE n 


Precipitation by River Basins in the Arid Rejijion of (he United States 


Station 

Al/riTIIDK 

(11.) 

I’lllICll 

( 

Mcuii 

.\iiiiiiiil 

tTATin.v 

II. / 

.\pril -AukuhI 

I nrliiMivi' 

Rio Grande River — 




Summit, Colorado 

11, son 

80.75 

14 .11 

Fort Lewis, Colorado 

s,r,()() 

18.88 

7.. 82 

Fort Garland, Colorado 

7,'.):i7 

18.08 

7 . 00 

Saguachi, Colorado 

7,7^0 

7.07 

.5 . 1 0 

Santa Fe, New Mexico 

7,()2() 

14.40 

8.0.8 

Fort Wingate, New Mexico 

(),H‘22 

15.. 88 

0 . 8 1 

Las Vegas, New Mexico 

(),41S 

18.50 

12.01 

Albuquerque, New Mexico 


7.. 52 

4 . 1.8 

Socorro, New Mexico 

4,r)()() 

8 . 44 

4.00 

Deming, New Mexico 

4,;M5 

0.07 

5.20 

Gila River — 




Fort Bayard, New Mexico 

(1,022 

15.25 

7., 84 

Prescott, Arizona 

5,880 

17.20 

7 . 00 

Fort Apache, Arizona 

.5,0.50 

17.01 

7.80 

Fort Grant, Arizona 

4,014 

14.08 

7.40 

Phoenix, Arizona 

1,008 

858 

7.. 87 

2.01 

Texas Hill, Arizona 

8.47 

. 00 

Yuma, Arizona 

141 

8.10 

.00 

Platte River — 




Pike’s Peak, Colorado 

14,184 

20.. 55 

10.02 

Fort Saunders, Wyoming 

7,180 

12.10 

7.48 

Fort Fred Steele, Wyoming ’ 

0,8.50 

0.05 

4.81 

Cheyenne, Wyoming 

0,105 

18 . 00 

9.81 

Colorado Springs, Colorado 

0,010 

14.44 

10.72 

Denver, Colorado 

5,241 

14.02 

9.14 

Fort Morgan, Colorado 

4,500 

12.00 

9.88 

Missouri River — 




Virginia, Montana 

5,480 

15.21 

21 . 07 

8.92 

li’ort Fllis, Montana 

4,754 

18.80 

Helena, Montana 

4,200 

12.77 

0 . 00 

Fort Shaw, Montana 

2,. 550 

10.88 

0 07 

Poplar, Montana 

i;055 

18.. 51 

8.00 


siiflicient to mature the crops, are designated as semi-arid or semi- 
humid; and the lands to the east of the Mississippi Valley, over 
which the rainfall is generally sufficient to mature the cr()i)s, are 
spoken of as humid. This distinction is based largely upon the 
amount of precipitation during the crop-growing season. On this 
basis, the humid portion of the United States embraces those regions 
over which the Drecinitatinn Hurmfr 1 O 1-1 /\« 11 % I w. -T . . ■»v-. 1 O 


TABLE III 

Mean Annual Precipitation in the United States 


M ETEOnOLOOlCAL 

D 18 TUICT 8 

Annual Precipitation 
( in.) 

New England 

41.33 

Middle Atlantic States 

41.64 

South Atlantic States 

50.99 

Florida Peninsula 

50.68 

East Gulf States 

52.68 

West Gulf States 

38.15 

Ohio Valley and Tennessee 

42.96 

Lower Lake Region 

34.86 

Upper Lake Region 

31.77 

North Dakota 

19.45 

Upper Mississippi Valley 

33.62 

Missouri Valley 

29.27 

Northern Slope 

15.60 

Middle Slope 

22.76 

Southern Slope 

22.77 

Southern Plateau 

8.82 

Middle Plateau 

11.59 

Northern Plateau 

14.81 

North Pacific Coast Region 

48.33 

Middle Pacific Coast Region 

26.75 

South Pacific Coast Region 

14.00 


modifying conditions. Table II shows in a general way the 
amount and extent of the precipitation over portions of the arid 
region. 

Comparison by Meteorological Districts. The Weather Bureau 
has divided the United States into twenty-one districts for meteoro- 
logical purposes, and the precipitation averages for these districts 
are given in Table III. In each meteorological district the general 
law and average amount of precipitation are practically uniform; 
but the variation of precipitation at different stations in some dis- 
tricts is as pronounced as the variation between the extreme dis- 
trict means. The factor most influential in determining the amount 
of rainfall in a given district is the proximity or other relation to 
mountain ranges and to the sea or other large body of water. Thus 
the warm, moist winds of the North Pacific lose a large portion of 
their moisture upon the western slopes of the Sierra Nevada and the 
Cascade ranges, so that little is left for the plateau to the east of these 
ranges. The winds blowing over the Gulf Stream into the South 
Atlantic and Gulf States yield their moisture to them, so that, as 
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moisture and consequent precipitation decrease, d he (l(^])a.rturc of 
the Gulf Stream from the coast north of ('a])e Ilatteras, eaust's its 
influence to be felt to a less extent in precipitation in the North 
Atlantic States. 

It will be noted that the average rainfall over the nortliern ])or- 
tion of the Pacific Coast would be suflicient for the ])ro(luetion of 
crops, provided it fell during the proper .season of the year. Other 
areas may be noted over which the annual rainfall is a])piin'ntly 
s uffi cient for the maturing of crops. That the amount of ])reeii)i- 
tation is greatly influenced by altitude, is shown by eom])aring tiu; 
relative amounts of precipitation at places having tlu'. sa,me latitude. 
Thus in the region between Reno, Nevada, and San hVaneisco, 
California, the average annual precipitation in the Sacraiiumto 
Valley is about 15 inches; while to the eastward the i)rcei])itation 
increases in amount with the altitude, until, along the summits of 
the mountains, it averages from 50 to GO inches. Still farther cast, 
the precipitation again diminishes with tlie decreasing, altitud(^ 
until, in Nevada, it varies from 5 to 10 inches. All through the 
West, precipitation in the high mountains is much in excess of tluit 
in the adjacent low valley lands. As a result, wliile tlio i)recii)ita- 
tion is often insufficient to mature the crops in the lowlands, sufli- 
cient precipitation occurs in the mountains to fiirni.sh a constant 
supply for the perennial discharge of streams or for the .filling of 
storage reservoirs. 

Importance of Consideration. Precipitation, being the primary 
source of all water supplies, is the basis of calculation of the amount 
of water available from whatever source; and consideration of the 
amount and intensity of rainfall is a necessary preliminary to the 
design and construction of storage works, whether for puri)oses of 
irrigation or for domestic supply. The amount of rain that will 
fall at any one place, in any day, month, or year, cannot be predicted 
with certainty by any method known to science. A record of past 
rainfalls, however, will afford a guide to our judgment in estimating 
the probable amount of future rainfalls, and, in fact, forms practically 
the only basis for such judgment. The total annual rainfall is 
seldom the same for any two years at the same place, or at any two 
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ditions entirely the reverse only a tew miles away, and the total 
annual rainfall of two places only a few miles apart often varies 
considerably, especially in a mountainous and arid country. 

One of the most important considerations in designing irriga- 
tion works, and especially storage reservoirs, is the maximum amount 
of rainfall which may occur. Great floods are the immediate result 
either of heavy, protracted rainstorms, or of the sudden melting of 
snow accompanied by rain in the mountains. In nearly all river 
valleys, there are periods of maximum rainfall, the recurrence and 
effect of which should be given careful study. The following are 
examples of unusual precipitation: 

In the neighborhood of Yuma, Arizona, the average annual rainfall is 
about 3 inches; but in the last week of February, 1891, 2^ inches fell in 24 hours. 

In the neighborhood of San Diego, California, the average annual rainfall 
is about 12 inches; but in the storms of 1891, 13 inches fell in 23 hours, and 
23? inches in 64 hours. 

The average annual discharge of the Salt River in Arizona is about 1000 
second-feet, and the average flood discharge is about 10,000 second-feet; yet, as 
the result of an unusually violent rainstorm in the spring of 1890, the flood 
discharge amounted to 140,000 second-feet. A year later, as the result of a still 
more violent storm, the discharge increased to the enormous amount of nearly 
300,000 second-feet. 

It is of course out of the question to design irrigation works so 
that they shall control and safely pass away the flood discharge of 
unusual storms such as described above. Such cloudbursts may 
occur once in a lifetime, but the increased expenditure necessary to 
provide for them is generally unwarranted. ■ 

Measurement of Snowfall. Measurements of snow are; ordi- 
narily recorded in inches of fall as found upon a level surface free 
from drifts. It is difficult to obtain an average depth in windy 
weather, and the best judgment is essential in ascertaining this. 
Generally, besides expressing the depth in inches, a cylinder of snow 
of this depth is collected and melted in a tube or can of the same 
diameter as the cylinder of snow, and the depth of water resulting 
is recorded as precipitation or rainfall. 

Measurement of Rainfall. Description of Rain Gage. Meas- 
urements of rainfall are usually made in this country by means of 
the pluviometer. Fig. 1, consisting essentially of a circular cup of 
thick brass, its rim brought to a chisel edge, the bottom being cone- 
shaped and connected with a deep tube of known diameter into 



which the ram Hows irom the cup. ihc area, ol the top ol tlH^ cup 
and that of the tube bear a known relation to cacli other — usually 
10:1 — and the depth in the tube is measured by a stick so fjjraduatcd 
that when it is lowered to the bottom of the tube, the scale will give 
the actual depth of rainfall, allowance being made in the scale for 
both the relative areas and the displacement caused by tlu; stick. 
The depth is usually expressed in inches and (k'cinials of a,n inch. 
The readings should be taken daily and at the beginning and cud of 

each storm. 

(Umdiiloua (Utirh- 

ment. The size of tlu; collector 
cup seems to liava^ some ellect 
ui)on the catchment. Of four d- 
incli cups and one (S-ineh. cup in 
use on Mt. Washington, the aver- 
age total amount eolh'ctial by the 
S-inch cups in one ycair was4().2() 
inches, while that collc;ct(ul by the 
8-inch cup was 58.70 inches, ddie 
larger the collector cu]), ])robably 
the more accurat(^ ivill be the 
result. The position of the gage 
relative to the ground surface will 
also have an im])ortant influence 
upon the amount of catchment, 
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generally giving the higher results. 
It has been found that a gage 100 feet above the ground will give on 
the average only 65 per cent as much rainfall as one upon the surface. 
The intensity of the wind seems to be the controlling factor in these 
variations. It is maintained by many that gages at the surface 
give^ less accurate results, since they receive not only the actual 
precipitation, but also a certain amount of moisture from the sur- 
rounding ground, which, after falling, again rises by splashing and 
evaporation, and is once more precipitated. This, however, gives 
the actual precipitation at the surface of the soil. A large number 
of gages of the signal service are placed upon the roofs of tall build- 
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height of from 3 to 6 feet from the surface will probably glA 
most accurate results. The gage should be at least as far froi 
building or other obstacle as the top of this is above the gage 
the rim of the collector cup should be level. The United i 
Weather Bureau has for years been taking records of precipr 
in various parts of the country, and many stations are now so 
ated, records being received from hundreds of voluntary obs( 
as well. 

Self-Recording Gages. For many purposes it is desiral 
know the rate of fall for short intervals of 5 minutes or less; ai 
ascertaining this, self-recording gages are necessary. Several 
of such gages have been used, one of which, the tipping ianl 
and empties itself as soon as it has received 0.01 inch of ra 
immediately returning to an upright position, the time of eac 
charge being recorded automatically. Another style of gage 
sists of a tank suspended by a spring balance, a pencil attack 
the tank continuously recording its vertical position upon a cy! 
revolved by clockwork once in 24 hours. In using any recc 
gage, the total water caught should be retained, and measur 
weighed each day as a check upon the record. The records ( 
United States Weather Bureau are available to anyone, and s 
be freely consulted in the study of the precipitation of any loc 

RUN=OFF 

By the yield or run-off of a catchment area, is meant the 
amount of water flowing from a given drainage area, genera' 
streams fed by the rainfall upon such area. This is never the ^ 
of such rainfall. 

Surface, River, and Underground Supplies. In the temj 
and frigid zones, rain (including snow) is considered the sou] 
water. Wliether for domestic or manufacturing purposes c 
purposes of irrigation, rain, since it does not fall continuously, 
be caught and stored up to tide over periods of longer or si 
duration. In a natural way this is accomplished to a certain e 
through the agency of porous soil and rocks, underground ca^ 


sands of acres, which gives the greater part of the supply for artificial 
storage. If this drainage area is the surface of the ground, the run- 
off or yield is called surface water. 

In falling, some rain is intercepted by the foliage and stems of 
trees and smaller plants, to be returned later to the air through 
evaporation. Of that which reaches the earth, a portion flows over 
the surface, and the remainder enters the soil or evaporates. If 
the soil is very porous, almost all the rain falling upon it may be 
absorbed; if non-porous, very little may enter it. All soils, even 
the densest rocks, are more or less porous, and will absorb water to 
some extent. 

After a rain has ceased, the small streams carry less and less 
water; but those of any size seldom become entirely dry, though 
weeks and even months may elapse between rainfalls and the sur- 
face of the ground may become very dry. During this time the 
immediate supply is not the rain, but is that portion of previous rain- 
falls absorbed by the earth and now being yielded slowly. In 
general, the more porous the soil, the more water it will receive for 
this purpose during a given rainfall ; and the finer its grain, the more 
slowly will it yield its supply and become exhausted. The under- 
ground flow need not necessarily reach the same stream as the 
surface flow but the dip of the strata may carry it into another 
valley. The underground flow frequently emerges as springs; but 
the larger portion of it generally reaches the stream through the 
banks, and in some cases through the bottom of the channel. 

A study of the material and dip of the strata, and of the surface 
conditions, such as topographical features, vegetation, location of 
ponds, etc., as well as of the rainfall and other meteorological con- 
ditions, is necessary in forming any estimate of the probable amount 
and yield of a given watershed, where this cannot be measured 
directly. The total amount of rainfall reaching the ground is not 
yielded again by the combined surface and underground flow; a 
large part of it is lost by evaporation from the surface of the ground, 
and from the surface of ponds or other bodies of water; much is taken 
up by vegetation, to be returned to the air by evaporation from the 
foliage. A portion is held in the soil by capillary attraction. Prob- 


is drawn from these deep strata by wells, the amount thus with- 
drawn must be replenished, or the supply will ultimately be 
exhausted. 

The dividing line between surface supplies and river supplies is 
indefinite ; but when the supply is taken directly from a river or lake 
without impounding or storage, it should be called a river supply or 
lake su2:)2:)ly. The conditions are in many respects similar to those 
affecting surface waters; but the supply is somewhat more constant 
and of greater volume, owing to the larger drainage area. Lakes 
act as regulators of flow, and take the place of artificial storage reser- 
voirs. They are generally but enlargements of a river channel, 
although some lakes are formed directly from surface flow or from 
large springs and from the sources of rivers, while still others have 
ground water as both source and outlet. Lakes can, in most cases, 
be relied upon as being more constant than rivers in regard to the 
quantity of water available. 

The ground water, or that flowing subterraneously and consti- 
tuting the underground supply, may emerge as springs or be inter- 
cepted by wells dug or bored to the porous stratum through which 
it flows. Such water generally fills the porous stratum throughout, 
and moves slowly through the interstices down hill. If, in traveling 
through such a stratum, the ground water encounters a fault, or 
impervious stratum, this may be followed to the surface, where 
the water will emerge in the form of springs. 

Amount of Run=Off. The run-off of a given catchment area 
may be expressed as the number of second-feet of water flowing in 
the stream draining that area, or as the number of inches in depth' 
of a sheet of water spread over the entire catchment, or it may be 
expressed volumetrically as so many cubic feet or acre-feet, or in 
percentage of the precipitation. 

The amount of run-off depends upon the amount of precipita- 
tion, the manner in which it falls, and many other varying climatic 
and topograpliic factors. Many formulas, none of which gives 
uniformly satisfactory results, have been worked out, expressing 
the relation between precipitation and run-off. The climatic influ- 
ences bearing most directly on run-off are the total amount of pre- 
cipitation, its rate of fall, and the temperature of earth and air. 


percentage of run-off is higher than when the water is given abun- 
dant time to enter the soil. If the temperature is high and the wind 
blowing briskly, much greater loss will occur from evaporation than 
if the ground is frozen and the air is quiet. Some other factors 
affecting the run-off are size, shape, and topography of the drainage 
area, nature of the soil and surface, and condition and growth of 
the vegetation. 

Rate of Run=Off. Within a given drainage area, the rates of 
run-off vary on the different portions. In a large basin, the rate of 
run-off for the entire area may be low if the greater portion of the 
area is nearly level; but at the headwaters of streams, where the 



Fig. 2. Curve Showing Relation of Run-011 to Rainfall 

slopes are steep and perhaps rocky, the rate of run-off will be higher. 
Other things being equal, the percentage of run-off will increase 
with the rainfall; and in humid regions, where the rainfall is great- 
est, the rate of run-off will naturally be highest. 

The accompanying diagram, Fig. 2, prepared by Mr. F. H. 
Newell, illustrates the relation between mean annual run-off and 
mean annual rainfall. Along the vertical axis is plotted the mean 
annual run-off in inches for a given drainage area, while the annual 
rainfall in inches is plotted along the horizontal axis. The diagonal 
line represents the extreme limit of run-off that would occur upon a 
steep, smooth, impenetrable surface; the horizontal line at the 
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there would be no run-off. The upper curved line represents an aver- 
age condition in mountainous regions, from which the run-off is large; 
the lower curved line represents the condition in a catchment area 
consisting of broad valleys and gentle slopes, from which the run- 
off is relatively small. For instance, in an area of the latter kind 
having an annual rainfall of 40 inches, the annual run-off, as indicated 
by the diagram, will be 15 inches. However, the relation between 
these two quantities will be largely influenced by the conditions 
affecting the run-off as stated above. 

Volume of Discharge. The maximum discharge from a catch- 
ment area tributary to a reservoir is of the utmost importance in 
the design of a dam and a spillway. Various formulas, both empir- 
ical and theoretical, have been devised for expressing the volume of 
discharge; but no formula has yet been devised that is generally 
applicable to all of the conditions that occur in practice. They 
should be used with the utmost discretion, and only after a careful 
study of all the factors, such as topography, nature and depth of 
soil, vegetation, average temperature, humidity, etc. The follow- 
ing are a few of the formulas proposed: 

Fanning’s formula Q = 200iR® 

M 

Dredge’s formula Q = 1300^1 

Col. Dicken’s formula Q = CM^ 

in which Q is cubic feet per second yielded from the whole area; M 
is area of watershed, in square miles; L is length of watershed, in 
miles; and C is 200 in flat country, 250 in mixed country, 300 in hilly 
country, for a rainfall of 3.5 to 4 inches, or 300 to 350 for a 6-inch 
rainfall. 

It is necessary to know the monthly and daily rates of run-off 
from a catchment area, as well as the mean annual rate of run-off, 
as these will affect the design of the spillway for a dam. The greatest 
floods will occur either on barren catchment areas with steep slopes, 
or wherever heavy snowfalls are followed by warm, melting rains. 
In some portions of the West, sudden flood discharges have been 
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Table IV derived from a series of observations over a period of 
years up to 1900, shows the discharge and the run-off from catch- 
ment areas of the more important streams of the arid region. 

Compensation by Storage. Frequently, it becomes necessary 
to impound enough water to carry over a period of 2 or 3 years of 
minimum rainfall. A measurement of the drainage area having 
been obtained by surveys, a decision must be made as to the proba- 
ble average, minimum, and maximum run-offs, both by year and by 
cycle of years. An estimate of the consumption of water must also 
be made, and from these figures a calculation of the storage to be 
provided may be made. If the minimum annual yield is equal 
to or greater than the consumption, storage will be required for 
only the dry season of one year of drought; if the minimum daily 
yield equals the maximum daily consumption, no storage will be 
required; if, however, the assumed consumption is nearly or quite 
equal to the mean yield, all of the surplus from the years of greatest 
rainfall must be stored and carried over until times of drought. 

Evaporation and seepage from the reservoir must be considered 
and should be added to the consumption, in making the calculation 
for storage. A study of the run-off for a series of years at any loca- 
tion will give the approximate capacity required, that the consump- 
tion may not exceed the average yield. 

The loss from evaporation is discussed later. There will be loss 
from seepage through the dam. The loss into the ground may 
usually be considered as additional storage; although for some 
reservoirs the seepage into the ground is lost, since the water reap- 
pears in springs too low to be used on the irrigated lands. The loss 
from seepage through a masonry dam should be small. The loss 
through an earthen embankment may be considerable, and the 
amount so lost will depend upon the character of the embankment, 
which should be so constructed that the daily seepage shall not 
exceed 10 gallons per square foot of vertical longitudinal section of 
embankment. With good materials and care in construction, the 
loss by seepage may be reduced to 5 gallons, or even as low as 3 
gallons, per vertical square foot of embankment. 

When irrigation is practiced, all of the water flowing in the 
streams is not available for storage, since much of it has already 



deducted from the total water available. A large portion of the 
discharge occurs in winter when the streams are covered with ice, 
which renders it practically impossible to divert the water for stor- 
age, though it is available for such reservoirs as may be located on 
the main streams. As nearly all of the flow occurring in the irrigat- 
ing season is appropriated, only the surplus and the flood water are 
available for storage. 


LOSSES OF WATER 
EVAPORATION 

Factors Influencing Evaporation. If all precipitation upon a 
given area reached the adjacent stream as run-off, the amount of 
run-off would simply be the product of the total area of the water- 
shed times the precipitation. Much of the precipitation, however, 
returns to the air by evaporation and transpiration'. The rapidity 
with which water, snow, and ice are converted into' vapor depends 
upon the relative temperature of these substances arid the atmos- 
phere, and upon the humidity of the air and the amount of motion 
in the latter. 

Evaporation is greatest when the atmosphere is driest, when 
the water is warm, and when a brisk wind is blowing. It is least 
when the humidity is highest, the air quiet, and the temperature of 
the water low. In summertime the cool surfaces of deep waters 
may condense moisture from the atmosphere, and really gain in 
moisture when they are supposed to be losing water by evaporation. 
When, however, the reverse conditions exist in the atmosphere, and 
the winds are blowing briskly across the water, the resultant wave 
motion increases the agitation of the water, and the vapors from it 
escape freely into the unsaturated air which is constantly coming 
in contact with it and absorbing its vapors. Evaporation is there- 
fore going on at a rate depending upon the temperature of the sur- 
face, and condensation may likewise be going on from the vapors 
which exist in the atmosphere; and the difference between these two 
factors represents the amount of water lost by evaporation or the 



LA GRANGE IRRIGATION DAM, MODESTO, SOUTHERN CALIFORNIA 

A typical example of work that is being done for the reclamation of arid areas in the West 
and Southwest. Under the direction of the U. S. Government Reclamation Service, irrigation 
projects are being carried out in thirteen States and three Territories. In every case the cost of 
the work is charged against the land, and thus ultimately paid back to the Government by the 
settlers. Among the most notable projects are the Salt river dam in Arizona, to irrigate 200,000 
acres near Phoenix: the Yuma project on the lower Colorado river in California; the Klamath 
project, to reclaim 300,000 acres in California and Oregon; the Twin Palls project, on the Snake 
river in Idaho, to reclaim 250,000 acres; the Shoshone river project in Wyoming; the Gunnison 





Measurement of Evaporation. Different methods have been 
devised for measuring evaporation, none of which is wholly satis- 
factory. Most measurements of evaporation have been made from 
water surfaces by an evaporometer, the Piche evaporometer being 
the one most used in this country. Water surfaces form but a small 
proportion of the total area of most catchment basins; but the 
amount of evaporation from these can be ascertained mth some 
degree of accuracy, while that from the earth and vegetation cannot 
be determined very accurately. 

Evaporometers. Results loith Piche Evaporometer. The Piche 
evaporometer and. the Richards evaporation gage are thought to 
give inaccurate results, since they are affected by the temperature 
of the air only, which is seldom the same for any length of time as 
that of a near body of water. However, in 1888, a series of observa- 
tions with a Piche evaporometer were made by Mr. T. Russell, of 
the United States Signal Service, to ascertain the amount of evapo- 
ration in the West; and the results obtained showed such slight dis- 
crepancies from the results obtained by other methods that they 
must be considered reasonably reliable. Observations were made 
with this instrument in wind velocities up to 30 miles per hour, from 
which it was discovered that wdth a velocity of 5 miles per hour the 
evaporation was 2.2 times that in quiet air; 10 miles per hour, 3.8 
times; 15 miles per hour, 4.9 times; 20 miles per hour, 5.7 times; 25 
miles per hour, 6.1 times; and 30 miles per hour, 6.3 times. Simi- 
larly to the precipitation in regions only a short distance apart, the 
evaporation may vary widely. P’or example, at Berkeley, Cali- 
fornia, in 1905, the evaporation was 41.6 inches, and at Tulare, 
California, it was 62.9 inches. 

Floating-Pan Evaporometer. Another method of measuring 
evaporation from water surfaces is by measuring the actual loss from 
a pan containing wmter and floating in a lake or other body of water. 
Such a pan and scale are shoum in Fig. 3. The pan is so placed 
that the contained water has as nearly as possible the same tempera- 
ture and exposure as that of the body of water the evaporation of 
which is to be measured. This pan is of galvanized iron; 3 feet 
square and 10 inches deep, and is immersed in water and kept from 



sinking by means of floats of wood or liollow nu'tal. It slionid 
placed in the bqdy of water in sneli a i)o,sition that the watc'r in the 
pan will be exposed as nearly as possible to the averagt; wind currents. 
This pan must be filled to within 3 or 4 iiuiies of the top so that the 
rocking due to the waves produced by the wind shall not cause the 
water to slop over; and it should float with its rim s(!veral inches 
above the surface, so that the waves from this will not enter the i){in. 
The device for measuring the evaporation consists of a small l)rass 
scale hung in the center of tire pan. The graduations are on a s('ries 
of inclined cross-bars so proportioned tliat the vertiiad heights are 



exaggerated, thus permitting a rise or fall of 0.1 inch to cause the 
water surface to advance or retreat on the scale 0.3 inch. In this 
way, multiplying the vertical scale by 3, it is possible to read to 
0.01 of an inch. 

Amount of Evaporation. Evaporation from Snoio, Ice, and Water 
Surfaces. From experiments [conducted at the Boston Waterworks, 
the evaporation from snow was found to average 0.02 inch per day, 
and that from ice to average 0.06 inch per day (or 2-| inches and 7 
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TABLE V 


Evaporation from Water Surfaces in Various Parts of the United States 


Location 

Evaporation 

Monthly 

(in.) 

Annual 

(in.) 

Max. 

Min. 

Mean 

Max. 

Min. 

Mean 

Massachusetts, Boston 

7.50 

0.66 

3.29 

43.63 

34.05 

39.20 

California, Sweetwater 

9.02 

0.25 

4.51 

58.65 

48.68 

53.88 

New York, Itocliester 

6.20 

1.51 

2.61 

34.4 

30.0 

31.3 

Middle Atlantic States 




48.1 

25.2 

39.9 

South Atlantic States 




51.6 

38.4 

45.3 

East Gulf States 




56.6 

45.4 

50.6 

West Gulf States 




52.4 

45.6 

48.9 

Ohio Valley and Tennessee 




54.8 

44.5 

49.4 

Lower Lake 




38.6 

32.9 

35.8 

Upper Lake 




36.8 

23.0 

27.7 

Upper Mississippi 




52.2 

28.1 

38.8 

Extreme Northwest 




31.0 

22.1 

26.7 

Arizona, Yuma 






95.7 

California, San Diego 

.... 





37.5 


the evaporation from snow will probably exceed this, especially on 
barren mountain tops exposed to the action of the wind and bright 
sunshine. Table V gives the amount of evaporation from water sur- 
faces for various parts of the United States. 

Evaporation from Soils. Still more important than the evapora- 
tion from water, is that from soils of different characters. That 
from vegetation is also important. Water once lost by evaporation 
from irrigated soil is practically lost permanently, and methods to 
prevent such loss should be employed. Evaporation from the soil 
depends upon the following: percentage of moisture contained in 
the soil; the general character of the soil, such as texture, compo- 
sition, etc.; climatology,, including temperature, humidity, wind 
movement, etc.; and the vegetation covering the ground. The 
moisture in the soil depends upon the rainfall or irrigation water 
applied, and upon the ability of the soil to absorb and retain the 
water reaching it. 

In order to determine the amount of evaporation from soils 












gation and free-water surfaces in 21 days in Juiu', l!)()(S, at diircrcnt 
stations in the West was as follows: at Davis, ( 'alifoniia., fr(>e-water 
surface 8.27 inches'; no mulch, 1.85 inches; 8-inch mulch, .82 inch; 
6-inch mulch, .18 inch.; 9-inch mulch, .08 inch: at Ihuio, Nh'vada, 
free-water surface 4.68 inches; no mulch, 1.41 inches; 8-incli. mulch, 
.88 inch; 6-inch mulch, .86 inch; 0-inch. mulDi, .17 inch: at Wemat- 
chee, Oregon, free-water surface 6.12 inch; no mulch, .86 inch; 
S-inch mulch, .24 inch; 0-iiicli mulch., .18 inch; 0-inch mulch, .07 
inch. The average evaporation for 21 days at live dilferent stations 



IS given as follows: free-water surface 5.59 inches; no mulch, 1.75 
inches; 3-inch mulch, .75 inch; 6-incli mulch, .84 inch; 9-ineh mulch, 
.22 mdi. The average evaporation for the different periods is shown 
graphically in Fig. 4. 

The effect of cultivating the soil on evaporation is shown graph- 
ically by the diagram in big. 5, which is an average for a 28-day 
period at six stations throughout the arid West. The importance 
of early cultivation after irrigation is indicated by the steepness of 


In these experiments the first cultivation Avas given 3 days after 
irrigation and the second cultivation was given 14 days after irri- 
gation. 

Value of Water Storage. The value of water storage for 
irrigation in the West is realized chiefly during the dry season, May 
to August, inclusive. Little or no rain falls in the arid region during 
this interval over most of the area, and it is during these months 
that the evaporation from storage supplies is principally felt. In 
central California the average rainfall during these months is a trifle 



Fig. 5. Variation of Evaporation rvitb Soil Cultivation 

less than 1 inch. The evaporation during the same interval is about 
21 inches, causing a deficiency of 20 inches, due to evaporation. 
When the reservoirs are located at high altitudes in the mountains, 
the losses from evaporation are less than when located upon the hot 
lowlands. 

In estimating the amount of water to be stored in a reservoir, 
allowance must be made for losses due to evaporation and seepage 
in the reservoirs and in conducting the water to the fields. This 
will seldom average below 25 per cent, and the amount of water 



ABSORPTION 


Percolation. In canals and storaj^o reservoirs tlu^ jx-reolaiion 
loss is large and varies according to the soil. The losses diu^ to jxt- 
colation alone are difficult to estimate, hut, coni])ined wit.h. ('vai)o- 
ration, may vary from a very small amount to 100 i)er cent of 
the amount entering the canal. Actual gains have Ixx'ii iiotcxl in 
canals a'ssociated with drainage areas. The eom])in('d loss(‘S du(; 
to percolation and evaporation may he most eonveuiently eonsidc^nxl 
under the head of absorption. 

Losses by Absorption. In considering the losses of water due 
to absorption in canals and reservoirs, the nature of the Ixxl nuist 
be taken into account. If the bottom is of sandy soil, the loss 
from evaporation is insignificant compared with that of i)ereolation 
for most canals. If, however, the bottom is of clayey mahwial, 
or if the canal or reservoir is old and the bottom ])rot(X'ted by s('(Ii- 
ment, the loss from percolation will })e limited and may not exceed 
that due to evaporation. 

In new canals and reservoirs the losses due to absorption are 
greatest, and in a long line of canal may amount to from 40 to (iO 
per cent of the volume entering the head, and may bo great enough 
to cover the whole canal 20 feet deep per day. In shorter canals the 
loss will be proportionately less, though rarely falling below 30 
per cent. As the canal increases in age, the silt carried in suspension 
is gradually deposited upon the banks and bottom, filling up the 
interstices and decreasing the amount of percolation. In favorable 
soil, old canals varying in length from 30 to 40 miles may not lose 
more than 12 per cent, though the loss by main canals of average 
length may range from 15 to 40 per cent of the total volume entering 
the head, and the loss in laterals may be as much more. 

To reduce the losses from percolation, it is recommended by 
Mr. J. S. Beresford, of India, that pulverized dry clay be thrown 
into canals near their headgates. This will be carried long distances 
and be deposited on the sides and bottom of the canal, forming a 
clay lining. 

Ihe losses by absorption may be greatly increased by giving 
the canal a bad cross-section, and in this feature of construction 
the attempt should be made to r^diirp. flip 


Effects of Seepage. In considering the matter of seepage, it 
will be of interest to inquire into the effect of irrigation upon the sub- 
surface water level. Before irrigation becomes universal, the sub- 
surface water level may be so low that it will frequently be impossible 
to derive water from wells. The practice of irrigation, however, 
for a considerable time, seems to fill the soil "with water so that 
the level of the subsurface water is raised and shallow wells often 
yield uniform and persistent supplies. It is stated that in Fresno, 
California, where the subsurface level was originally at a depth of 
from 60 to 80 feet below the surface, the seepage from the canals has 
raised this level so that wells 10 to 15 feet in depth now receive con- 
stant supplies. In “Irrigation Institutions”, Mr. Mead says: 

Up to a certain limit, irrigation on the headwaters of a river is a benefit 
to the users of water below. About one-third of the water diverted returns 
to the stream as waste and seepage. The waters diverted during the flood 
season, which return as seepage, come back slowly and help swell the stream 
when it is low and \vater is most needed. The exact time of the retui-n varies, 
of course, with the location of the lands irrigated and with the character of 
the soil; but in a general way the effect of the diversion of floods in irrigation 
is to equalize the flow of rivers. They carry less water when high, and more 
water when low. Some rivers leaving the eastern slope of the Rocky Moun- 
tains, which formerly ran dry every year, now have a perennial flow; and on 
others, the period every year at which they become dry is traveling eastward 
rather than westward. 

Up to a certain limit, the storage of water also tends to equalize the flow 
of streams. Reservoirs are filled when there is an abundance, and the water is 
turned out when there is a scarcity. Hence the people who live along streams 
below where the stored water is used derive an indirect benefit from the increased 
seepage thereby created. There is, however, a limit beyond which irrigation 
on any stream docs not improve the supply of those living below. If the irri- 
gated valley is long enough, and the irrigated district broad enough, the ulti- 
mate absorption of the water supply is inevitable. 

As illustrating the possible effects of seepage, the State Engineer 
of Colorado, during the years 1890 to 1893, inclusive, conducted 
examinations on the South Platte and Cache la Poudre rivers, 
with the object of determining the amount of seepage water returned 
to them. In 1893, on the South Platte Biver, in a distance of 397 
miles, there was a gain of 573 second-feet over that found at the 
upper measuring station. In 1891 there was a gain of 300 per 
cent over the fiow at the upper measuring station. 

From experiments conducted in 1889 on the Cache la Poudre, 
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stream from the canyon was 214.7 second^'eet, as against 127.6 
second-feet at the canyon — and tliis, after supplying 15 canals 
and without receiving additional sui)plies from drainage. These 
results were borne out by experiments conducted through succeeding 
years. 

Experiments of a similar nature conducted elsewhere point to 
the same results. The amount of water returned by seepage will 
depend upon the soil, the nature of the underlying strata, the amount 
and direction of slope, and the extent of the drainage area above 
and tributary to the streams. It is probable that in many cases the 
amount of seepage water returned to the streams will be practically 
nothing; and in designing reservoirs it will be safer to assume that 
the gains by seepage water will be offset by the losses due to percola- 
tion, evaporation, etc. 

QUANTITY OF WATER REQUIRED 
DEFINITION OF TERMS 

Duty of Water, It will first be necessary to define the term 
duty of water as applied to irrigation, in order to determine, at least 
approximately, the amount of water necessary to supply a given 
area for a specific purpose. Duty of ivater may be defined as the 
ratio between a given quantity of water and the area of the land which 
it will irrigate. On the duty of water depends the financial success 
of every irrigation enterprise, as it involves the dimensions and cost 
of construction of canals and reservoirs, and the feasibility of fur- 
nishing a sufficient supply of water at a reasonable cost. 

Units of Measure for Water Duty and Flow. In ordinary 
hydraulic problems the standard unit is the cubic foot. In irri- 
gation problems, however, where large volumes of water are to be 
considered, the cubic foot is too small a unit and the acre-foot is 
the standard adopted by irrigation engineers. An acre-foot is 
the amount of water wliich will cover an acre of land one foot in 
depth — or, it is equivalent to 43,560 cubic feet. 

In considering irrigation streams, as rivers or canals, the volume 
of flow must be coupled with a time factor, both representing the 



foot, as it is termed for brevity. Thus the number of second-feet 
flowing in a canal is the number of cubic feet passing a given section 
in a second of time. 

Another unit still generally employed in the West is the miner’s 
inch. This differs widely in different localities, and is generally 
defined by state statute. In California one second-foot of water 
is supposed to be equal to 50 miner’s inches. Since the miner’s 
inch is so variable and the amount actually obtained by its use 
in measuring water is questionable, the use of the cubic foot per 
second is advised and is generally being adopted by irrigation 
engineers and others. 

The period of time during one season, determined between 
the fi^rst watering and the completion of the last watering, is the 
irrigating period. This is usually divided into several service periods 
— that is, the times during which water is allowed to flow on the 
land for any given watering. The irrigation period in most of 
the western states, extends from about April 15 to August 15. 
The service period, or the duration of one watering, is generally 
from 12 to 24 hours, according to soil, crop, and water supply; 
and the number of waterings making up the irrigation period varies 
between 2 and 5, depending upon the soil, climate, and crop. 

VARIATION IN DUTY OF WATER 

Affecting Conditions. The duty of water may be expressed 
by the number of acres of land which a second-foot of water vdll 
irrigate, by the number of acre-feet of water required to irrigate 
an acre of land, or in terms of the total volume of water used during 
the season. It is also sometimes expressed in terms of the expendi- 
ture of water per linear mile of the canal, when the location of 
the canal has been previously determined. On account of the 
losses of water by evaporation, seepage, etc., while flowing through 
the canal, care should be taken to state whether the duty is reckoned 
upon the basis of the water entering the canal or upon the amount 
of water applied to the land. In a long line of canal, the losses 
may be a large portion of the total amount entering the canal, 
and the relative duties would vary accordingly. 

The duty of water in various portions of the West is variable. 


State Projl’ct or Unit 
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(®) Exceeds figures given in other tables by 18,000 acres of New York Canal Co.’s lands. 

(®) Delivered to sublaterals. (tO) At lateral head gates. 

(11) Exceeds total given in other tables by 23,367 acres, as indicated in foot notes (5) and (8). 










through a series of j'ears, it becomes more saturated, and as the 
level of the ground water rises, the amount of water necessary for 
the production of crops diminishes. * The cultivation of the soil 
causes it to require less water, and the adoption of more careful 
methods in designing and constructing distributaries, and care 
and experience in handling w^ater, increase its duty. In the same 
state, and even in the same neighborhood, the duty will vary with 
the crop, soil, and altitude. 

Experiments have shovm that a good, heavy rain amounting 
to 5^ inches soaks into the earth to a depth of from 16 to 18 inches 
or more. If this amount of water were applied three times in the 
season, it would be equivalent to a total depth of 16| inches to 
the crop. An average depth of 3 inches of water on the surface 
is sufficient to water an average soil thoroughly. The number of 
waterings required in a season depends upon the crop, soil, climate, 
etc. For the average crop and soil in a southern arid region four 
or more irrigations may be required, while farther to the North, 
and where the rainfall comes mostly during the growing season, 
one or two irrigations may be ample. The actual amount of water 
required to mature the crop depends upon the crop, the soil, the 
climatic conditions, the cultivations, the methods of irrigation, 
and other factors. 

It has been the tendency for the irrigators to apply more water 
than necessary, and to make irrigation take the place of cultiva- 
tion, with the result that many thousands of acres of some of the 
most valuable lands of the arid sections have been ruined by seepage 
■water and alkali. In many places the water-logged lands have 
been reclaimed by drainage. In planning a new project the 
question of drainage should also be considered, or, better still, the 
amount of water applied should be limited to beneficial and eco- 
nomical use. 

Water Distribution and Crop Returns. Extensive investi- 
gations have been conducted to determine the actual amounts of 
water applied to the crops by the farmers in the irrigated sections, 
and other investigations on the economical duty of Avater have 
also been made. Table VI gives the water distribution on the 
U. S. Reclamation projects for 1913 as given in the Thirteenth 



TABLE VII 


Acreage Cropped and Value of Crops, 1913, U. S. Reclamation Service 

Projects 


State 

Project or Unit 

jtCREAGE 

Crop Value 

Cropped 

Total 

Per Acre 
Cropped 

Arizona 

Salt River 

161,042 

S4,552,879 

$28.17 

Ariz. -Calif. 

Yuma 

16,726 

610,228 

36.48 

California 

Orland 

5,987 

203,949 

34.07 

Colorado 

Uncompahgre 

30,366 

99,153 

32.77 

Idaho 

Boise 

50,865 

830,314 

16.32 


r Gravity 

36,879 

593,105 

16.08 

Idaho 

Minidoka 1 Pumping 

29,362 

543,347 

18.51 

Montana 

[ Total 

Blackfeet 

66,241 

1,136,452 

17.00 

Montana 

Flathead 

4,579 

53,846 

11.76 

Montana 

Fort Peck 

410 

1,960 

4.78 

Montana 

Huntley 

15,798 

464,697 

29.35 

Montana 

Milk River 

2,459 

24,004 

9.76 

Montana 

Sun River 

' 6,807 

105,564 

15.51 

Mont. -No. Dak. 

Low. Yellowstone 

7,410 

101,587 

13.71 

Neb.-Wyo. 

North Platte 

54,306 

786,621 

14.40 

Nevada 

Truckee-Carson 

42,943 

555,007 

12.92 

New Mexico 

Carlsbad 

12,195 

257,274 

21.10 

New Mexico 

Hondo 

808 

14,236 

17.62 

New Mex.-Tex. 

Rio Grande 

26,720 

679,271 

25.40 

North Dakota 

AT... /Buford-Trenton 

No. Dak. Pump. <( 

1,686 

38,888 

23.06 

Oregon 

Umatilla 

3,033 

84,078 

27.72 

Ore.-Calif, 

Klamath 

18,928 

288,189 

15.22 

South Dakota 

Belle Fourche 

32,568 

355,380 

10.91 

Washington 

Okanogan 

2,736 

■ 86,438 

31.59 


f Sunn 3 'sidc 

46,230 

2,820,786 

61.00 

Washington 

Yakima iTieton 

12,595 

422,950 

33.60 

Total 

58,825 

3,243,736 

55.14 

Wyoming 

Shoshone 

18,178 

262,464 

14.44 

Summation, 1913 

642,216 

$15,732,215 

$24.50 

Summation, 1912 



m 


to the farms for each acre irrigated varied from 0.86 acre-foot to 
8.45 acre-feet with an average for all projects of 2.96 acre-feet. 

Table VII taken from the same report gives the value of the 
crop returns. By comparing the tables it is noted that the crop 
returns with the application of a depth of 0.86 foot were S17.62 
per acre, and wdth the application of 8.45 feet they were S27.72 
per acre; with 1.9 feet the returns were $4.78 per acre, the lowest; 
with 3.51 feet the returns were $61.00 per acre, the highest; and, on 

r» r»o -fi O 11? nV\rvn+ 






There are many factors besides the ainoiint of \viit('r a.})i)li(Ml 
that affect the crop returns, but the tables |i;iv(si an; of valuabh^ 
assistance in estimating the amount of water recpiiri'd to irrigate 
a certain tract of land, or in estimating the amount of land that 
can be irrigated with a given quantity of water. 



Fig. 6. Variatioa in A^alEa Production with Amount of Irrigation Water 


Several years’ work has been done on the economical duty of 
water at the Utah Experiment Station, and the curves of Fig. 0 
indicate the variation in yield of alfalfa with the amount of water 
applied. Nearly all crops experimented with showed the same char- 
acteristic curves. After a certain point has been reached, the 
increase in the crop returns is very little for the amount of addi- 
tional water applied. 

Ratio of Actual to Theoretical Duty. In every irrigated area 
only a small percentage of the total area commanded is irrigated 
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in any one season. Some of the land is occupied by woods, farm- 
houses, or villages. Some is occupied by pasture lands that receive 
sufHcient moisture by seepage from adjoining irrigated fields, and 
some lands are allowed to lie idle during a season. From estimates 
made of the area under cultivation in wild portions of the West, 
it is found that if water is provided for 500 acres out of every section, 
it will be sufficient to supply all of the demands of the cultivators. 
It will be seen, therefore, that the actual duty of water, when esti- 
mated on large areas, is at least 20 per cent greater than the theo- 
retical duty per acre. 

IRRIGATION SYSTEMS 

PRELIMINARY CONSIDERATIONS 

Land To Be Irrigated. In examining into the feasibility of 
a proposed irrigation project, the first consideration is the land 


Fig. 7. Rio Grande Irrigation Project, Los Cruces, New Mexico 

to be irrigated. The area of this must be considered, its proximity 



increased quantity and improved quality of the crops, the value 
of the land will not be enhanced and the project will result in failure. 
In Fig. 7 is shown an experimental irrigation plot. 

To determine the area and configuration of the land under 
consideration, a topographical survey will be necessarj'-, and a 
plot should be made to as large a scale as possible, upon which the 
contours should be drawn at intervals of from 5 to 10 feet. 

Determining the Source of Supply. Having determined all 
the matters relative to the area, quantity, and value of the land, 
and the necessity of supplying water for irrigation, the next step 
is to determine the source of supply and its location relative to 
the lands. This supply may be taken from an adjacent perennial 
stream, or it may be necessary to transport it from a neighboring 
watershed, or, again, it may be necessary to conserve in reservoirs 
the intermittent flow of minor streams. Or the water may be derived 
from subterranean sources, from which it may flow under pressure, 
or be lifted by pumps. The relation of the water supply to the 
land, the extent and value of the latter, and the volume and per- 
manency of the former, are the vital points to be determined in 
the preliminary investigations of an irrigation project. 

If the source of supply is a perennial stream, it must be examined 
as to its velocity and quantity of flow during high and low stages. 
A topographical survey of the watershed may be necessary to 
determine its area. The minimum and maximum depth of rainfall, 
and the probable run-off should be determined. Minor streams 
of more or less intermittent flow may be examined as to the feasi- 
bility of bringing them together and impounding their supplies 
for use over dry seasons. Subterranean supplies can be examined 
by driving test wells to determine their source, quantity of flow, 
and permanency. 


CLASSIFICATION OF WORKS 

Having determined the source of water supply and its relation 
to the irrigable lands, the next step is the design of the irrigation 
works. These may be divided into two great classes: (1) gravity 
works and (2) pumping, or lift irrigation. 

The sources of supply are perennial streams, intermittent 






or nood waters, lor gravity works; and, tor litt irrigation, may be 
all kinds of wells, canals, storage works, or flowing streams. 

The conditions necessary to the development of an irrigation 
canal are: first, that it shall be carried at as high a level as possible 
when additional irrigable land can be covered, in order to command 
as great an area as possible; second, it should be fed by some source 
of supply that will maintain the water at a constant level; third, 
it should have such a slope and velocity as to prevent as far as 
possible the deposition of sediment and the growth of w^’eeds, and 
at the same time have such a velocity that the cross-section may 
be a minimum for a given discharge, provided that the scouring 
action is not so marked as to endanger the canal itself. 

Climate, geology, and topography are the determining factors 
as to the particular class of works adapted to a particular region. 

GRAVITY WORKS 

Gravity ■works cover all those forms of irrigation by wliich 
the water is conducted to the land wdth the aid of gravity or natural 
flow, and includes perennial canals, periodic and intermittent 
canals, artesian-water supplies, inundation canals, storage works, 
and subsurface or ground-w^ater supplies. 

Perennial Canals. Canals, deriving their supplies from 
perennial streams or storage reservoirs, may be divided into the 
two following classes, according to the location of the headworks: 
highline canals; and low-service or deltaic canals. 

Highline Canals. Highline canals are usually designed to 
irrigate lands of limited area, and are given the best possible slope 
in order that they may be as high as possible, generally, to com- 
mand the maximum area of land. In such canals the headwnrks 
are usually located high up on the streams, frequently in rocky 
canyons where the first portions of the line may encounter heavy 
and expensive rock work, 

Loiv-Service Canals. Low-service canals are constructed where 
the majority of the lands are situated in low-lying and extensive 
valleys, and when the location of the head of the canal depends, 
not so much on its being at a relatively high altitude and com- 
manding a great area, as upon the suitability of the site for purposes 
of diversion. Deltaic canals have been constructed in India and 



canals are usually of small dimensions, commanding relatively 
small areas of land, and are generally employed by individual 
farmers to eke out a supply for which the annual precipitation is 
nearly suflBcient. 

Storage Works. Storage works may be of almost any capacity, 
depending upon the nature of the project, the source of supply, 
and the area of the land to be irrigated. They may be built in 
connection with perennial canals, and are especially necessary 
in connection with intermittent canals, artesian wells, and subsurface 
or ground-water supplies. 

Inundation Canals. Inundation canals are used almost exclu- 
sively in India and Egypt, and derive their supply from streams 
the beds of which are at a relatively high altitude compared with 
the surrounding country. It is only necessary, when the water 
in the river is high, to make a cut through its banks and permit 
it to flow out into the canals, which distribute it over the surround- 
ing country. They rarely require any permanent headworks to 
control the entrance of the water to the canal. 

PUMPING, OR LIFT IRRIGATION 

Under pumping or lift irrigation are included those forms of 
irrigation in which the water does not reach the land by natural 
flow, but is pumped by means of animal power, windmills, steam 
power, electric motors, water wheels, elevators, gas engines, or 
hydraulic rams. Frequently large volumes of water are found sit- 
uated at such low levels that the water cannot be distributed by 
gravity, and must be raised by pumps or other lifting devices to 
be distributed directly over the lands, or stored in reservoirs for 
distribution by gravity. 

As irrigation is practiced, the subsurface soil becomes saturated, 
the ground-water level rises, and much of the water delivered by 
gravity may be pumped up and re-employed for irrigation, increasing 
thereby the duty of the water supply. In this country rapid prog- 
ress has been made in recent years along lines of irrigation pumping, 
and thousands of acres of land are amenable to cultivation by this 
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method, that cannot be irrigated by gravity supplies. It is estimated 
that $9,000,000 have already been spent on 250,000 horsepower to 
pump water to irrigate 260,000 acres of land. 

Of all types of farming, that by irrigation pumping possibly 
requires the most skill to make a success of it. Before the installa- 
tion of a pumping plant is made, the problem should be carefully 


Fig. 8. Double-Wheel Windmill and Storage Reservoir for Irrigation Purposes 

investigated. The questions to be decided upon are crops to be 
raised, markets for the crons, water supply, lift, method of pumpins:. 





Fig. 9. Windmills for Pumping, and Storage Tank for Irrigation Water, Deming, New Mexico 

reached at a depth of about GO feet from the surface and is pumped 
to a storage tank, from which it is distributed over the land as 


Fig. 10. Private Reservoir and Pumping Plant in Western Kansas 

/Water is pumped from well by fuel-oil engine into storage reservoir to obtain sufficient head 
tor irrigation. 

required. Windmills, however, are rather expensive to maintain, 
requiring constant care, and the storage tanks need continual attention. 



Electric and Gas Poiver. If the ■water supply is obtained from 
wells, the farmer’s individual plant may be preferable to a central 
station. This will saA'^e main and lateral canal losses and reduce 
the draw-do-wn in the wells. The rapid development of the internal- 
combustion engine during recent years and the improvement in 
the design of pumps have both been factors influencing the develop- 
ment of pumping irrigation. In places, a low grade of fuel oil costing 
but a few cents a gallon can be used for the engine fuel. The actual 
amount used in pumping varies between wide limits under different 
conditions of installation, but -A^nth a well-designed plant the amount 
should not be much ‘in excess of half a gallon to raise 1 acre-foot 
of water 1 foot. In other places cheap electrical power will help 
develop irrigation pumping. Fig. 10 shows a view of a modern 
individual pumping plant where a fuel-oil engine is used for power. 

Types of Pnmps. The pumps commonly used in irrigation 
pumping are: centrifugal pumps, both horizontal and vertical, 
with open and enclosed impellers; turbine pumps, and dcep-icell 
plunger pumps, used for deep avcHs with small bore ; water elevators, and 
to a small extent, pumping engines, pidsometers, and hydraulic rams. 

PARTS OF A CANAL SYSTEM 

Principal Divisions. Taking up the design of gravity systenis, 
a great perennial canal consists of the following parts: (1) main 
canal; (2) head and regulating works; (3) control and drainage 
works; and (4) distributaries and laterals. 

The principal units of this system are the headworks, main 
canals, and distributaries. Between different canal systems, the 
greatest points of difference are found in the headworks and in the 
first few miles of diversion line, where numerous difficulties are 
frequently encountered, calling for variations in the form and con- 
struction of drainage works and canal banks. 

The headworks usually consist of the diversion weir, with its 
scouring sluices, of the head-regulating gates at the canal entrance, 
and of the head or first-escape gates. The control works consist of 
regulating gates at the head of the branch canals, and of escapes on 
the line of the main and branch canals. The drainage works consist 
of inlet or drainage dams, flumes or aqueducts, inverted siphons. 
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constructed falls and rapids for neutralizing tlie slope of the countr,> , 
and tunnels, cuttings, and embankments. Modules or some form 
of measuring boxes or weirs are necessary for tlie measurement of 
the discharge. 

The headworks of a canal are usually located high nj) on the 
supplying stream in order to command a suflicient area and to tap 
the stream where the water is clear and contains the least aniount 
of silt. By so locating the headworks, it is usually possible to 
reach the watersheds with the shortest possible diversion line. 
The disadvantages of this class of location are serious, since the 
canal line is intersected by hillside drainage, entailing serious 
difficulties in construction, and as the adjacent slopes of the (ronntry 
are heavy, much expensive hillside cutting is recpiired. 

Diversion lines are those portions of a canal system that are 
required to bring the water to the neighborhood of the irrigable 
lands. Since they do not of themselves command any irrigiible 
land, the endeavor should always be to reduce the length, of diversion 
lines to a minimum, so that the canal shall- command irrigable 
land and derive revenue at the earliest possible point in its course. 

MAIN CANAL 

Alignment. The alignment of the canal should be such that 
the canal will reach the highest part of the irrigable lands with the 
least length of line and at a minimum expense of construction. 
The line of the canal should follow the highest line of the irrigable 
lands, skirting the surrounding foothills, and passing down the 
summit of the watershed dividing the various streams. The best 
alignment can be determined upon only after careful preliminary 
and location surveys have been made of the country involved. 
These should include a complete topographic survey, and a plot 
of it to as large a scale as possible, the contour lines being spaced 
at vertical intervals of from 5 to 10 feet. On such a plot it is possible 
to lay down, with a close degree of approximation, the final position 
of the canal line. Such a plot frequently renders possible an 
improved location, saving many miles of c;i, 7 i;il liv thp di.Kr-nvf'rv 



A direct or straight course is the most economical, as it gives 
the greatest freedom of flow with the least erosion of the banks. 
It also greatly diminishes the cost of construction, as well as the 
losses by seepage and evaporation consequent on the increased 
length of a less direct location. It is an error in alignment to adhere 
too closely to grade lines following the general contour of the country. 
By the insertion of an occasional drop, it may be possible to obtain 
a more desirable location and to diminish the cost of construction 
by avoiding a natural obstacle. 

The careless location of curves is a serious error in alignment, 
as the insertion of sharp bends results in the destruction of the 
banks, or requires that they be paved to protect them from erosion. 
Curvature diminishes the delivering capacity of a canal. As the 
cross-section becomes smaller or the velocity increases, the radius 
of curvature should be correspondingly increased. To maintain 
the discharge of a canal constant throughout its length, either 
its cross-section or its grade should be increased in proportion to 
the sharpness of the curve. 

Such obstacles as streams, gullies, and unfavorable or low-lying 
soil or rocky barriers are frequently encountered in canal align- 
ment, and the best method of passing these must be carefully studied. 
It may be cheaper to carry the canal around these obstructions; 
or it may be better to cross them at once by aqueducts, flumes, 
or inverted siphons, or to cut or tumiel through the ridges. Careful 
study should be made of each case, and estimates made of the cost, 
not only of first construction, but of ultimate maintenance. In 
crossing swamps or sandy bottom lands, it may be cheaper, because 
of the losses due to evaporation and seepage, to carry the canal 
in an artificial channel. 

If water is abundant, it may be the less expensive, on hillside 
work, simply to build the canal with an embankment on its lower 
side, permitting the water to flood back on the upper side according 
to the slope of the country. On account of the growing scarcity 
of water, however, any method that would be wasteful of water 
should not be adopted without considerable deliberation. The 
relative cost of building a hillside canal, wholly in excavation or 
partly in embankment should be considered. If the hillside is steep 


should be made — the former by means of a light steel rod, and the 
latter by simple excavation — in order to discover the nature of the 
material to be encountered. In making the final survey of a canal, 
it is well to place at convenient intervals permanent benchmarks 
of stone or other suitable material. The establishment of these 
along the side of the canal in some safe place, will give convenient 
datum points to which levels may be referred wherever it may be 
necessary to make repairs or new branch lines. 

Slope and Cross=Section. Slope and cross-section are dependent 
the one upon the other. Having determined the discharge required, 
the carrying capacity for this discharge may be obtained by increas- 
ing the slope and the consequent velocity and diminishing the cross- 
sectional area, or b}^ increasing the cross-sectional area and diminish- 
ing the velocity. 

The proper relation between cross-section and slope requires 
the exercise of careful judgment. In order to reduce the deposition of 
silt and the growth of weeds to the minimum, it is desirable to give 
the water as high a velocity as the 'material will stand. This may 
result, however, in bringing the water to too low an elevation to 
command the area of land desired. Too great a cross-sectional 
area may result in excessive cost, if the material is in rock or for 
any other reason is difficult to remove. Other things being equal, 
the correct relation of slope to cross-section is that in which the 
velocity will neither be too great nor too small, and yet the amount 
of material to be removed vdll be reduced to a minimum. 

When the fall will permit, the slope of the bed of the main canal 
should be less than that of the branches; and the latter should be 
less than that of the bed of the distributaries and laterals, the object 
being to secure a nearly uniform velocity throughout the system, 
so that sedimentary matter in suspension will not be deposited 
until the irrigable lands are reached. 

Limiting Velocities. In order that the proper slope may be 
chosen — one that mil prevent deposit on the one hand and at the 
same time not erode the banks — ^it is necessary to know the limiting 
velocities for different materials. In a light, sandy soil, surface 
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velocities of from 2.3 to 2.4 feet per second, or mean velocities 
of 1.85 to 1.03 feet per second, give the most satisfactory results. 
Velocities of from 2 to 3 feet per second are ordinarily sufBcient 
to prevent the growth of weeds and the deposition of matter in 
suspension; and other things being equal, this velocity should be 
maintained whenever possible. Ordinary soil and firm, sandy 
loam permit velocities of from 3 to 3| feet per second; while in 
firm gravel, rock, or hardpan, the velocity may be as high as 5 
or 7 feet per second. Brickwork or heavy dry-laid paving or 
rubble will not stand velocities higher than 15 feet per second; 



Fig. 11. Irrigation Canal Showing Berm 


and only the most substantial form of masonry construction is 
capable of resisting still higher velocities. 

The grade required to produce these velocities is dependent 
chiefly upon the cross-sectional area of the channel. Much higher 
grades are required in canals of small cross-sectional area than in 
large, in order to produce the same velocity. The velocity required 
being known, the grade may be ascertained from Kutter’s or some 
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to 12 to 18 inches to the mile, whorens similler channels Avill })crinit 
of slopes of from 2 to 5 feet or more i)er mih', acconlinti; to the material 
and dimensions of the channel. 

Design of Cross=Section. Theoretically, th(> most ('conomieal 
form of cross-section of channel is one with, vertical sides and a 
depth equal to one-half of the bottom width; bnt of eonrse this form 
is applicable only to the firmest rock. The best trajx^zoidal form is 
one in which the width of the water surface is donbh; the l)ottoni 



Upper Main Canal at Pogue Flats, Okanogan Projuet, Wusliington 
the irrigltionTffoXXs^&S 


width. The side slopes above water level should be as steej) as the 
material will permit. 

The particular form of cross-section will depend upon tlie nature 
of the material and the topography. The greater the depth, other 
things being equal, the greater will be the velocity. Fig. 11 is a 
view showing a canal designed to carry a large or a small amount 
of water. Ihe object of the berm is to decrease the width for small 
quantities and to increase the width for larire Fhr. 12 



sides, and Fig. 13 shows a straight section of a concrete ditch with a 
trapezoidal section. 

Very large canals, such as some of those in India, have been 
given a proportion of depth to 'width similar to that of great rivers. 
This proportion has been found to be most nearly attained when the 
bed width is made from 15 to 16 times the depth. In hillside exca- 
vation, the greater the proportion of depth to width, the less will 
be the cost of construction; and in rock and heavy material it is 


Fig. 13. Concrete Canal with Sloping Sides for Carrying Pumped Water in Kansas 

desirable to make the bottom width not greater than from 2 to 3 
times the depth. 

The cross-section of a canal may be so designed that the water 
may be wholly in excavation, wholly in embankment, or partly in 
both. The conditions that govern the choice of one of these three 
forms, are dependent upon the alignment and grade of the canal, 
and upon the character of the soil. It may be desirable at times 
to keep the canal wholly in cut, provided the topography and con- 
sequent location will permit of it. For if the material of which 
the banks are constructed is light and porous, the water may 
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unnecessary waste as well as unsanitary conditions. If the material 
is impervious and will form good, firm banks, it may be well to keep 
the canal in embankment "where possible, although this may neces- 
sitate the expense of borrowing material. To reduce the cost of 
construction, it is desirable, where the location will permit, to kee]) 
a canal about half in cut and half in embankment, thus reducing to 
the minimum the amount of material to be handled. 

Most main canals follow the slope of the country in grade con- 
tours running around hillside or mountain slopes. In such cases it 
is necessary to build an embankment on one side only, when the cut- 
ting will be entirely on the upper side. If there is a gentle slope on 
the upper side, and consequently an embankment on that side, it is 
desirable to run drainage channels at intervals from this embankment 
to prevent the water making its way through it to the canal. These 
drainage channels may be taken through the embankment into the 
canal, or may be led away to some natural watercourse. 

In large canals it is always desirable to have a roadbed on at 
least one bank, and the Avidth of this will determine the top width 
of the bank. The inner surfaces of the canal are usually made 
smooth and even; while the top is also made smooth, Avith a slight 
inclination outAvard to throw drainage Avater aAvay from the canal. 
The inner slopes of the banks vary in soil from 1 : 1. to 4 : 1, according 
to the character of the material. In firm, clayey gravel or hardpan, 
slopes of 1 : 1 may be constructed. In ordinary, firm soil mixed Avith 
graAml, or in coarse, loamy gravel, slopes of 1^:1 are necessary. 
In other soils, a slope of 2:1 will be required; and light, sandy soils 
will require a slope of 4:1. 

Embankment. The top width of the canal bank is generally 
from 4 to 10 feet, according to the material and depth, and Avhether 
or not the canal is in embankment. If there is to be no roadway 
on the top of the embankment, and the surface of the AA’ater does not 
rise more than a foot or so above the foot of the embankment, a top 
width of 4 feet is sufficient. IMiere the depth of wmter on the 
embankment is greater, the top width should be 5 or 6 feet, and in 
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or by causing grass to grow on the bank. During the construction 
of the work, the material may be compacted by putting it in place 
in layers and thoroughly rolling. 

The carrying capacity of a canal should be so calculated that 
the surface of the water where in cut shall not reach within less than 
1 foot of the ground surface. In fill, the surface of the water should 
not come within less than 1| feet of the top of the bank, while in 
extreme cases it may be unsafe to allow the water to approach 
closer than 2 feet of the top of the bank. 

HEADWORKS 

The term weir, as distinguished from dam, refers to any struc- 
ture for the impounding or diversion of water, over which flood 
waters may flow without endangering the structure. Thus weirs 


Fig. 14. Gate House and Dam, Sunnyside Canal Heading 

are usually built across streams, near the heads of canals, for the 
diversion of the water of the stream into the canal, while the surplus 
water flows over the weir and passes down the stream. In some 
pnsps. Iinwpvpr. dams a.rft built over which it would be unsafe to 




allow water to pass, and the surplus is then discharged through a 
spillway constructed around one end of the dam. 

The headworks of a canal, as has been noted, are usually located 
at the highest possible point where the stream emerges from the 
hills. At such a point, the topography of the country and the ele- 
vation of the stream make it possible to conduct the water to the 
irrigable lands with the shortest diversion line and the least loss of 


Fig. 15. Gate House and Intake Gates, Upstream Face, Sunnyside Canal ' 

A view of the Yakima project, Washington. This project calls for the reclamation of 160,000 
acres of land in the Yakima Valley. Flood water is saved by storage in Lakes Keechelus, Kar- 
hees, and Clealum, in the Cascade Range. The private headworks of the Sunnyside Canal Com- 
pany were purchased by the Government, and have been reconstructed of reinforced concrete, 
the canal being suflhciently enlarged to care for the necessary irrigation waters. 

head. At such a location, also, the width of the channel of the 
stream is usually contracted, permitting of a reduction in the length 
of the weir and in the consequent cost of construction. At times it 
may be necessary to locate the headworks at a point where the dis- 
tance between banks is greater, in order that the depth of water on 
the weir during flood discharge may not be excessive, thus endanger- 



of irrigable lands at the least cost of diversion canals. These require- 
ments may at times be conflicting; and complete surveys, supple- 
mented by careful study of the problem in all of its details, are 
necessary to a satisfactory final conclusion. 

The headworks of a canal consist of: (1) diversion weir or dam; 

(2) scouring sluices; (3) regulator at head of canal, for its control 
(see Figs. 14 and 15); and (4) an escape for relief of canal below. 

Diversion Weirs 

Principal Types of Construction. Diversion weirs or dams, as 
the term indicates, are structures built for the purpose of backing 
up or impounding a body of water in order that it may be diverted 
into the proper channels to reach the irrigable lands. They may 
be classified as follows, according to the construction material of 
the superstructure: (1) brush and bowlder weirs; (2) earthen dams; 

(3) masonry dams and weirs; (4) loose rock-fill dams; (5) wooden 
dams and weirs; and (6) iron or steel dams and weirs. These 
materials are also used in various combinations. The best kind of 
dam to build depends upon its size, the character of the foundation, 
the topography of the site, the degree of iraperviousness required, 
materials available, and the cost. 

Brush and Bowlder Dams. Brush and bowlder dams require 
practically no engineering skill in their design and are of the simplest 
construction. They are usually low barriers throvm up across a 
stream to raise the water only a few feet. Conditions are sometimes 
met under which it is advisable to build such a dam. These dams 
are constructed by driving stakes across the stream bed and attach- 
ing to them bundles of twigs, usually vdllow and cotton wood, and 
weighting the twigs down with rock and gravel. The brush end is 
laid upstream. Alternate layers of brush and rock and gravel are 
laid in the dam until the height may reach 3 or 4 feet. Fig. 16 is a 
view of a brush dam in the Tongue River in southern Montana. 

Earthen Dams. The earthen embankment is one of the most 
common forms of dam. It can be built on a variety of foundations 
and is usually cheap to build and, when properly designed and 
constructed, it furnishes a safe and reliable structure. Where water 




must be passed over the top of the dam, some material other than 
earth must be used. Ample provision for passing the maximum 
flood waters must be made. The foundation for an earthen dam 
should contain an impervious stratum at a moderate depth and the 
material must be sufficiently compact to support the load. Com- 
pact clay or hardpan makes the best foundation for earthen dams. 
Solid rock without fissures also forms a good foundation. The top 
width of an earthen dam will depend upon the material, the height, 
and whether it contains a roadway. Solid, well-compacted clay 


Fig. IG. Brush Dam on Tongue River, Montana 

should be used near the upper face of the dam; wiien coarse pervious 
materials must be used, they should be placed near the doAvnstream 
face. 

Core Walls. Core walls of impervious materials are sometimes 
necessary in an earthen dam near the upstream face. A core wall 
of puddled clay will vary in thickness for 4 to 8 feet at the top and 
about one-third the depth of the water at the bottom. Cores of 
masonry are of various thicknesses. In a dam constructed of good 
material, they may be only a foot or two thick, but generally they 
are from 2 to 4 feet thick at the top with a batter on both sides of 


Riprap is usually employed on the inner face of the dam to 
])revcnt erosion by ^Yave action. The top of the dam should be 
from 2 to 7 feet above highr water line, depending on the material, 
exposure to winds, and frost action. The inner slope will vary from 
2 horizontal to 1 vertical, to 4 horizontal to 1 vertical, and on 
the lower side a slope of 2 :1 may be used. On high embankments 
berms are placed 30 to 40 feet apart vertically. 

Masonry Dams. Materials. For permanency in weirs, only 
steel and masonry should be used in the construction. Masonry 
weirs may be built either of plain concrete throughout, of concrete 
reinforced with steel, of uncoursed rubble masonry laid in cement 
mortar, of ashlar masonry, of brick masonry, or of combinations of 
these. Or they may be built of loose rubble maintained in place 
by masonry walls. 

Classification. As regards the superstructure, masonry weirs 
may be classified according to the method of discharge, as follows: 
(1) simple weirs of moderate height and overflow, with a clear fall 
to the bed of the stream; (2) simple weirs with clear fall to an arti- 
ficial apron; (3) weirs with rollerway on lower face; (4) weirs of 
heavy cross-section curved on the face to break the fall of the water; 
and (5) weirs with clear fall to a water cushion. 

Foundations. Very firm foundations are required for masonry 
dams; the higher the dam, the firmer must be the foundation. 
Masonry dams 20 feet or 30 feet high have been constructed on 
firm earth, but the high dams must be founded on a foundation that 
will not be subject to settlement, or cracks will form. Low dams 
may be constructed upon heavy-timber foundations resting upon 
piles, or a solid hardpan or gravel foundation. For such dams the 
greatest care must be exercised to prevent undermining of the 
foundation. 

Close sheet piling should be carried entirely across the upper 
end of tlie foundation, placed in a trench dug down well into hard- 
pan or clay, and puddle well rammed into the trench on both sides 
of the sheeting, which should also be carried 2 or 3 feet higher than 
the foundation, and the space between it and the masonry filled with 
concrete or puddle. Fig. 17. The foundation should be carried 
downstream for a distance at least equal to the height of the dam to 


the end of the apron should be placed sheet piling similar to that 
already described. 

General Structural Consideraticras. Theoretical coiisi(l(Tations 
act as a guide in the design of masonry dams, the three re{piiremeuts 
for safety being stability against sliding on its foundation, stability 
against overturning, and maximum stresses within safe limits. 
The top width of masonry dams varies from 4 or 5 feed for low da, ms, 
to 15 or 20 feet for very high dams, and the height of crest above 
the water line varies from 2 or 3 feet to S or 10 feet. 

Masonry is practically unpliable, and so an unyielding foundii- 
tion is necessary if there are to be no unknown and un])rovi(le(l-for 
stresses in the structure caused by a yielding and insecure founda- 
tion. All loose or decomposed rock of the foundation should be 



removed; and if the foundation rock has a smooth top surface, a 
shallow trench should be excavated into it the entire length of the 
dam, or the bed should be cut in steps to prevent leakage and the 
sliding of the dam on its bed. Every square foot of the foundation 
should be thoroughly cleaned and washed and covered with a thick 
bed of mortar just before the masonry is laid upon it, and the spaces 
between the dam and the sides of the excavation should be cleaned 
out and filled with concrete. Seams in the rock should be filled 
with cement, to prevent the escape of the water behind the dam. 
Springs should be diverted or sealed up, to avoid risking the sta- 
bility of the structure. 
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extend up to the level of the crest of the dam at its ends, they should 
be carried some distance into the banks, to prevent leakage around 
them, or tight masonry river walls should be carried for some distance 
upstream from the dam. The banks for a short distance down- 
stream, if of earth, must be protected from wash by similar walls. 

In building a masonry dam, care should be taken to break courses 
at every joint, the masonry being uncoursed rubble, except the 
faces, which should be broken ashlar. Every stone and its bed 
must be perfectly clean and have a damp surface when it is laid; 


Fig. 18. Assuan Masonry Dam, Nile River, Egypt, before Being Heightened 

and all spaces must be absolutely filled with mortar or fine concrete. 
If a tight dam is to be built, these precautions must be rigidly 
observed. In constructing the dam, the work, so far as possible, 
should be carried up so that the finished masonry is approximately 
horizontal. All stone should be set by derrick; and no dressing of 
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Yvuuuun eiJiu ciiiu xuei^ weirs tire geiieraiiv uuhl vviieu uie ueu. 
and banks of the river are of heavy gravel and bowlders or of solid 
rock; and they may be employed for diversions of greater height than 
is possible whth open w^eirs. Crib weirs consist of a framework of 
heavy logs, drift-bolted together, and fitted with broken stones and 
rocks to keep them in place. The structures may be founded by 
sinking a number of cribs, one on top of the other, to a considerable 
depth in the ground, or they may be bolted to the solid rock. They 
may consist of separate cribs built side by side across the stream and 
fastened firmly together, or they may be built as one continuous weir. 

Iron or Steel Dams. Dams of this sort have been built. One 
at Ash Fork, Arizona, 70 feet high and 184 feet long on top, is used 
for city water supply. It consists of a series of triangular steel 
bents, resting on concrete foundations. The face consists of steel 
plates f inch thick, 8 feet lOf inches vdde, and 8 feet long, riveted 
to 20-inch, 65-pound I-beams. 

Open Weirs and Closed Weirs. Weirs are also classed as opm 
XL'eirs and as closed weirs. An open weir consists of a series of piers 
of wood, iron, or masonry, set at regular intervals across the bed 
of the stream, and resting on a masonry or wooden floor constructed 
flush with the river bed and protected from scouring by curtain, 
walls constructed up and down stream. The piers are fitted with 
flashboards or movable weirs so constructed that the afflux height 
of the river may be controlled. The distance between piers varies 
from 3 feet to 10 feet. In a river subjected to sudden floods, the 
gates are constructed to drop automatically when the flow overtops 
them. 

A closed weir consists of an apron built upon a substantial 
foundation and carried across the entire width of the stream, flush 
with the level of its bed, and protected from erosion by curtain 
walls up and dovm stream. The superstructure may consist of a 
solid wall, or may consist in part of upright piers, the interstices 
being closed by some temporary construction. This latter portion 
of the weir is called a scouring sluice. In a closed weir the barrier 
is solid nearly the entire width of the channel, the flood waters 
passing over the crest. Such weirs have usually a short open space 



— the scouring sluice — in front of the regulator, the object of which 
is to produce a smft current past the regulator opening, to prevent 
the deposit of silt at that point. 

Scouring Sluices. Scouring or undersluices are built in the 
bottom of every well-designed dam or weir, and at the end imme- 
diately adjacent to the regulator head. Their function is to remove 
by erosive action of the water any sediment that may be deposited 
in front of the regulator. (See Fig. 21.) 

3cate 




Fig. 21. Section of Assuan Dam on River Nile 
(iSec Fig. IS for Photographic View) 


In case the flow in the stream is sufficient to warrant it, the 
sluices are kept constantly open, preventing the deposit of silt by 
the constant motion of the water ^in front of the regulating head. 
If the flow' of ■water is not sufficient to permit of leaving the sluices 
constantly open, they should be opened during flood and high 
waters, creating a swift current which is effective in removing the. 
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The scouring effect of sluices constructed in the body of the 
weir is produced by two classes of structures : open scouring sluices 
and undersluices. 

Open Scouring Sluice. The open scouring sluice is practically 
identical mth the open weir, as the latter consists of scouring sluices 
built across the entire width of the channel. When the weir forms 
a solid barrier across the channel and is open for only a short portion 
of its length adjacent to the canal head, the latter is called a scouring 
sluice. The waterway of a scouring sluice is open the entire height 
of the weir from crest to bed of stream, and consists of foundation, 
floorway, and superstructure. The floor must be deep and well 
constructed,' and carried for a short distance up and do’vvTi stream 
upon either side of the axis of the weir. On this floor are built piers, 
grooved for the insertion of planks or gates that may be opened or 
closed at will. 

Undersluice. These sluices are more generally constructed 
where the weir is of considerable height and the amount of silt 
deposited is small. The opening does not extend as high as the 
crest of the weir, nor does the sill of the sluiceway necessarily reach 
to the level of the stream bed. It is necessary, however, that the 
sill be as low as the sill of the regulator head. 

CONTROL WORKS 

Regulators. Relative Location. A diversion weir retards the 
flow of the stream and raises its level to such a height as to enable 
it to pass into the head of the canal. The regulator controls the 
flow of water, admitting it to the canal when necessary, and at 
other times causing it to pass on dovui the stream over or through 
the weir. The regulator should be so located that the water held 
back by the weir will pass rapidly, and vith the least loss of head, 
through it and into the canal. To accomplish this successfully, the 
canal head should be placed immediately adjacent to the weir and 
continuous vith it. 

The weir should not be so located and aligned as to cross the 
stream diagonally, either toward or from the regulator head. In 




and it would not be effective in directing the water into the canal. 
The best alignment for the weir is to have it cross the stream at right 
angles to the line of the regulator. This gives a clear, even scour 
past the regulating gates and keeps them clear of silt, at the same 
time furnishing the required amount of water. 

The regulator should not be placed at a distance from the end 
of the weir, as thereby dead water, in wliich deposits of silt occur, is 


Fig. 22. Gates at Sharp’s Heading 

At this point, seven miles east of Calexico, Mexico, the Alamo River drops from the Imperial 
Canal. 

created between the weir and the regulator, blocking the entrance 
to the canal and diminishing the available supply. 

Types. The type of regulator employed depends upon the 
character of the foundation and the permanency desired. Regu- 
lators may be classified according to the design of the gate and its 
method of operation. With any type of foundation, varying degrees 
of permanency may be given to the superstructure, and various 
methods employed for operating the gates. 

Regulators may be classified as follows: (1) wooden gates in 
timber framing; (2) wooden gates in masonry and iron framing; and 




Further classification, according to the method of operating the 
gates, is: (a) flashboard gates; (b) gates raised by hand lever; (c) 
gates raised by chain and 'windlass; (d) gates raised by scre-w gearing; 
and (e) hydraulic lift gates. 

Simple filashboard gates can be used only when the pressure 
upon them is lo'vv. When the gates are under great pressure, the 
opening is generally closed by a simple sliding gate that may be 
raised by hand lever or ■'windlass, Fig. 22. Under high pressures 
a double series of gates may be employed, one above the other, each 
separately raised by hand lever or windlass. 

Arrangement. The regulator should be so designed that the 
amount of water admitted to the canal may be perfectly controlled 
at any stage of the stream. To this end, the gates should have such 
dimensions that they can be quickly opened or closed as desired. 
When the canal is large and its width considerable, the regulator 
should be divided into several openings, each closed by a separate 
and independent gate. 

The channel of the regulator way should consist of a flooring of 
timber or masonry, to protect the bottom from the erosive action of 
the water; and the side walls or wings should be of the same con- 
struction, to protect the banks. The various openings will be sepa- 
rated by piers of wood, iron, or masonry; and the amount of obstruc- 
tion offered to the channel should be the minimum, so that the 'width 
of the regulator head 'v^dll be as small as possible for the desired 
amount of opening. 

For convenience in operating, the regulator should be sur- 
mounted by arches of masonry or a wooden flooring, so as to provide 
an overhead bridge from which the gates may be raised or lowered. 
The height of the regulating gates and the height of the gates sur- 
mounting them must exceed the height of the weir crest by the 
amount of the greatest afflux height which, the flood water may 
attain, so that the flood flow may not top the regulator and destroy 
the canal. The regulator must be firmly and substantially built to 
withstand the pressure of floods, and a drift fender should be built 
immediately in front of, or at a short distance in front of, the gates, 
to protect them from floating logs, debris, etc. 

The regulator head should be placed as close to the end of the 


sometimes necessary, however, to set the regulator back in the canal 
a short distance, owing to the nature of the banks and the consequent 
difficulties of construction. Under such circumstances the escape 
should be placed in front of and adjacent to the regulator, to relieve 
it of undue pressure. 

Escapes. Functions. In order to maintain complete control 
over the water in a canal, provision should be made for disposal 
of any excess flow that may arise from sudden and excessive rains 
or floods, or of any water not required for irrigation. This is affected 



Fig. 23. Interior of Automatic Spillway for Control of Water Supply in Canal, 
Yakima Project, Washington 


by means of escapes, or, as they are more commonly called, waste- 
ways or spillways. These are usually short cuts from the canal 
to some natural drainage channel or stream into which the excess 
water may be wasted without fear of damage. Figs. 23 and 24. 
Wasteways may also be utilized for flushing the canal, preventing 
the deposit of silt, or scouring it out. 

Location. Opening the distributaries relieves the main canal, 
and opening the escapes in turn relieves the distributaries. Escapes 
should be provided at intervals along the entire canal line, the length 
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removal of silt deposits. The slope of the canal between its head 


Fig. 24. General View of Wasteway and Portal of Tunnel No. 3 on Huntley Main Canal, and 
Passing Northern Pacific Train 

The Huntley project, Montana, calls for the irrigation of 26,000 acres of Crow Indian Reser 
vation lands by means of water diverted from the lower Yellowstone River. 

and the escape, should be decreased in order that the matter carried 
in suspension may be deposited at the head of the escape. 

Escapes should be located above weak points, as embankments 
flumes, etc., in order that the canal may be quickly emptied in case 
of accident. Their channels should be of the shortest possible length, 
with sufficient capacity to carry off the whole body of water from 
both directions so that the canal below the escape may be emptied 
for repairs while the canal above is still in operation. 




AnangemenU ilie greatest aanger ^o a, uuuai 
local rains when water is not being used for irrigation, leaving the 
canal supply full, while the discharge is augmented by the flood 
waters. It is essential, where a drainage inlet enters the canal, 
that an escape be placed opposite it for the discharge of surplus 
water. In order that the escape may act most effectively, the slope 
of its bed should be increased by at least a foot immediately below 
its head; besides this, the slope of the remainder of the bed should 
be somewhat greater than that of the canal, and it should tail into 
the drainage channel with a drop of a few feet. 


Escape heads, and the regulators necessary to their operation, 
are similar in design to the regulating gates at the head of the main 
canal. They should be as large as can be conveniently operated, 
and there should be a sufficient number of them to discharge the 
canal without unduly retarding the velocity of flow. The gates may 
be of timber or iron, and may be framed between piers of timber, 
masonry, or iron. They are operated the same as the gates at the 
head of the main canal; but, as the pressure upon them is not so 
great, the lifting apparatus need not be so elaborate. 

Sand gates are practically escape gates, but they may be so 
designed as to be of service only for scouring and the removal of 
sediment. The main gates on a canal system should be designed as 
much for scourins: nurposes as for the control of the water in the canal. 



Fig. 25. Drop on Main Imperial Canal at Sharps in the Imperial Valley, California, 
Showing Brush Wing Walls and Height of Drop 




excessive erosion or the canal bed by introducing drops or chutes 


Fig. 26. Chute in Natural Earth; Bed Protected from 
Erosion by Bowlders 

through which the water is carried to a lower level in a short dis- 
tance. These may be constructed of timber or of masonry. Figs. 


Fig. 27. Reinforced-Conorete Drops, Comanche Canal, Colorado 
From Report of Colorado State Engineer 

25 , 26, and 27 show types of drops and chutes. Their capacity 
must be sufficient to allow the maximum discharge of the canal 






to pass over them without raising the water u})si,re;un above', tlvc 
normal maximum elevation. Tlio capacity of vertical (lro])s can 
be estimated by the use of some weir forimila. As in dams (lu'rc 
should be provision made below tlie drop so tliat the falling water 
will not erode t|ie stream bed. For this, a water cusliioii witli a 
depth of one-third to one-half the vertical drop in the water has 


been found by experience to be satisfactory. The design of a 
chute consists of a series of approximations, and the use of Iviitter’s 
or some other satisfactory formula. 

Turnouts. The structure at the head of a lateral, used for 

the ournose of divertino’ frr\Tn I'u-iTinl in 1-n na 


Fig. 2S. Typical Wyoming Turnout 


wooden boxes set into the banks of the canal, or closed pipes con- 
trolled by gates on the canal side. They should be placed so as 
to divert the required amount of water with the minimum head 
in the canal. Fig. 28 shows a type of wooden turnout used in 
Wyoming. 

DRAINAGE WORKS 

When the diversion line of a canal is carried around a hill or is 
located on sloping ground, provision must be made for .side drainage ; 
and this is sometimes one of the most difficult problems encountered 
in the design and construction of irrigation works. The higher the 
canal heads up on a stream, the more liable it is to encounter side 
drainage. On low ground and flat slopes, drainage may be provided 
for by diverting the watercourses through cuts into natural drainage 
areas. When this cannot be done, the drainage may be passed by 
one of the following methods: simple inlet dam, level crossing, flume 
or aqueduct, superpassage, and culvert or inverted siphon. 

Inlet Dams. In case the drainage is intermittent and its volume 
small compared with that of the canal, the water may be admitted 
directly into the canal, and the excess of flow may be discharged 
at the first escape along the line of the canal. 

Inlet dams may be built of wmod, masonry, or loose stone. If 
the depth of the canal is small, and the height of the fall from the 
crest of the dam to the bed of the canal is also small, a wooden 
flooring may be laid in the bed of the canal, and a barrier or dam 
of piles and sheet piling built across the upper side. After a time, 
the sediment carried by the stream will fill in behind the dam to 
the level of its crest, and the water will then simply fall over the 
crest of the dam onto the wooden apron. 

The inlet dam may be built as a loose-rock retaining wall, 
in which case the bed and banks of the canal below, as well as the 
opposite side, should be riprapped to protect them from erosion. 
If the drainage flow is considerable, more substantial works may 
be required, and a masonry inlet dam will be needed, a portion of 
the canal channel being built of masonry, and the opposite bank 
protected with loose stones. 

Level Crossings, ^ffien the discharge of the drainage channel 
is large and is at the same level as the canal, it may be passed over. 
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admitted by an inlet dam on one side, and discharged througli an 
escape in the opposite bank. The discharge capacity of the escape 
must be sufficient to pass the greatest volume of flood flow likely 
to enter; and a set of regulating gates should be placed in the canal 
below the escape, in order properly to control the amount of water 
passing down the canal. 

Flumes and Aqueducts. The term flume is more generally 
applied to a structure intended to carry the waters of a canal around 
steep, rocky hillsides or across drainage lines. The term aqueduct 
is more generally applied to works of greater magnitude which are 
built of rather permanent material, as iron or masonry. 

Construction. Flumes may be constructed of timber, steel, 
or reinforced concrete. In case the drainage encountered is at a 
lower level than the bed of the canal, it may pass under the latter, 
the canal passing over the drainage in the form of a flume. The 
drainage stream must be carefully studied as to its discharge, in 
order that the capacity of the waterway under the flume may be 
ample to pass the maximum flood discharge. 

Particular attention must be paid to the stability and per- 
manency of the foundations of the flume ; and they should not unneces- 
sarily obstruct the waterway, as this would cause a high velocity 
of flow in the drainage channel, which might result in scouring 
the bed and possibly destroying the Avork. In connecting the ends 
of the flume with the canal banks, care must be exercised that 
leakage does not occur at such points. 

The length of a flume or aqueduct may be shortened by making 
the approaches at either end of earth embankments, causing the 
canal at the end of the flume to flow on top of an embankment, 
which must be of the most careful construction and of sufficient 
width so that it will not settle greatly or be Avashed aAvay. The 
embankments should be faced with masonry abutments and wing 
AA'^alls at their junction AAuth the flume, to protect them from erosion. 
The cross-section of the flume may be diminished, and in conse- 
quenee its slope may be made somewhat greater than the canal 
at either end, so as to carry the required volume of w^ater. This 




TYPICAL APPLE ORCHARD IN THE WENATCHEE VALLEY, WASHINGTON, AFTER IRRIGATION 
Photo by Brown Brothers, New York City 
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not be built on embankments, but in excavation or upon trestles 
to avoid tlie danger of subsidence and consequent destruction. 
The excavated bench should be several feet wider than the flume, 
and the flume itself should be supported on a permanent foundation 
of mudsills or posts. 


Fig. 29. Pryor Creek Crossing on Huntley Main Canal, Huntley Project, Montana, on Line of 

Northern Pacific Railroad 

At the point beyond the turn where tho canal disappears under the crossing, it is carried by 
means of pressure pipe underneath Pryor Creek, which in turn is carried over the canal by rein- 
forced-concrcte structure, this arrangement being necessary on account of the flood conditions of 
Pryor Creek. View taken from above tunnel No. 3. 


Superpassages. When the canal is at a lower level than the 
drainage channel, the latter is carried over the canal by what is 
termed a sujperpassage. (See Fig. 29.) This is practically an aque- 
duct. thmiirh diffprin.o’ from an anTipdtipf in snmp imnnrfanf 



flood discharges may be enormous, fllie wati'rway ol ihe siqx'r- 
passage must be ample to carry the greatest flood flow that may 
occur in the stream; and especial care must 1)e ex('reis(‘(l in joining 
the superpassage to the stream bed above and Ixlow, to ])rev(mt 
injury by the violent action of flood waters. 

Constructing superpassages of wood is not to b(' reeomnH'mh'd, 
as the alternate wetting and drying will soon result in (h'cay. d’lu'y 
have occasionally been built of iron, but projx'r })r(M‘antions must 
then be taken to provide against exjMinsiou and contraction, since. 
4t times the amount of water flowing in the chaniud will not be 
sufficient to maintain the temperature constant. 

Siphons. The most common pra(!tice in the United StaU's is 
to carry the canal under the stream by means of an inverted sii)hon, 
though at times it may be more conveniimt to carry tlu^ stream 
through the siphon and then build the canal ov(!r tlu; siphon in 
the form of an aqueduct. The proper dimensions of tin; siifluni 
may be computed by means of any one of the numerous formulas 
for the flow of water in pipes. Siphons may be of wood • built 
up — or they may be of wrought iron, cement, reinforced concrete, or 
wooden pipe. 

DISTRIBUTARIES 

Distributaries bear the same relation to the main canal system 
as the service pipes in the city waterworks system do to the city 
mains. From the distributaries the irrigator takes his water supply 
for irrigating his crops. 

Best Location. These minor ditches, or laterals, should 
not be diverted from the main canal or from its upper branches, 
as these should have as few openings as possible, in order to reduce 
the liability of accident to a minimum. The water should l)e drawn 
at proper intervals from the main canal into moderate size branches 
so located as to command the greatest area of hmd and to supply 
the laterals and small ditches of the irrigator in the simplest and 
most direct manner possible. 

Wherever water is plentiful and not particularly valuable, it is 
conducted to the lands in open ditches and laterals excavated in 
the earth. Where, however, water is scarce and its cost high, 
the losses from evaporation and percolation should be reduced 



wooden flumes, of paved or masonry-lined earth channels, or, in 
extreme cases, the supply may be conducted underground in pipes 
and applied to the crops from these, instead of being flowed over 
the surface. This results in the highest possible duty and the most 
effective use of the water. 

The most economical location in a main canal is along a ridge, 
whence the water may be supplied to its branches and to private 
channels on either side. Such a location, however, can seldom be 
realized. The distributaries taken from the main lines should 
conform to the dividing lines between water courses; and the capacity 
of each will then be proportioned to the duty required of it, the 
bounding streams limiting the area it will have to serve. 

Considerations in Designing. In preparing for the design 
of a distributary system, a careful topograpliical survey should be 
made of the entire area to be covered by the system; and the loca- 
tion should be made only after a thorough study of the topographical 
features. Cuts and fills should be balanced as nearly as possible, 
and the loss of water by percolation reduced to a minimum as far 
as consistent with economy of design and value of water. Provision 
should be made for the least mileage of channels consistent with the 
command of the greatest area of irrigable land on either side. Atten- 
tion should be paid to drainage, that it may be secured with the least 
possible interference with the proposed channels and distributaries. 

For the complete and efficient distribution of water, the engineer 
should consider the design and location of the distributaries of as 
much importance as the design and location of the main branches. 
Besides the alignment, attention should be paid to the character 
of the soil and to the safe and permanent crossing of drainage lines, 
while the capacity of the channels should be proportioned to the 
duty required, the cross-sectional area being reduced as the quantity 
of water is decreased by its diversion to private channels. 

The bed of the distributary should be above the level of the 
bed of the canal, in order to get the clearest water from the canal, 
and in order that it may be kept at as high a level as possible and 
provide surface irrigation throughout its length. Care should be 
taken, in level country, that the drainage lines into which the dis- 
tributaries tail should have ample capacity to accommodate any 



wise the streams might become clogged and flood the surrounding 
country. The slope of the distributary should be as lu'arly as 
possible parallel to the surface of the land it traverse's, thus com- 
manding the maximum area and at the suine time u voiding exi)ensive 
and heavy construction. To realize this condition, falls may be 
frequently introduced, and storm-water escapes into natural channels 
may be provided at intervals in the course of tln^ distril)utary. 

In determining the dimensions of distributaries, it must be 
borne in mind that the greater the amount of discharges, the smalhsr 
will be the unit cost of maintenance. A singU; channel the width 
of which is equal to that of two se])arate channels, will ha\'e a carry- 
ing capacity more than double that of each of the smaller channels; 
and the cost of patrolling and maintaining the singles (shamu'l gesn- 
erally will be one-lialf that of the two smaller chamusls. Kxi)erience 
has shown that irrigation can ])e most profitably carried on from 
channels having a width of 18 feet on the bottom and a d('])th of 
about 4 feet of water. The surface of the water should be main- 
tained at from 1 to 3 feet above the surrounding area, to provide 
gravity irrigation and to reduce the loss by a])S()ri)tion. 

Details of Construction. Distributary heads should be arranged 
much as are the heads of main canals and escapes. They consist 
essentially of two parts: a regulator or cheek below the head on the 
main canal, to divert the water into the distributary; and a regulating 
gate in the distributary, to admit the pro])er amount of water. 
These heads usually consist of a wooden fluming, built in the form 
of an apron to the bed of the distributary, with planking to protect 
the banks. In this flume are built the gates, consisting either of 
flashboards or of simple wooden lifting gates. 

Distributary channels are often open channels, but when the 
water is conveyed in pipes, these may be of steel, of wood, or of 
reinforced concrete. Steel pipe should always be coated with 
hot asphaltum to protect it from erosion. This class of pipe will 
bear internal pressures of from 100 to 200 pounds per square inch. 
Air valves should be introduced at all high places; blow-off valves 
at the proper intervals; and a standpipe air chamber may be placed 
at the highest point in the line. 

Several fvnes tXTr^r^rl in'll mnni^ci *^1^^ In T»r\*/r4‘n 



continuously in the trench, and the staves are formed with radial 
edges and bound together by means of round or oval bands of 
steel or iron, spaced and sized according to the pressure, Fig. 30. Two 
types of stavepipe are employed. In one of these (the Allen patent), 
the outside and inside surfaces of the staves are concentric; the staves 
are made to break joints, and the end joints are made tight by insert- 
ing small steel plates in saw kerfs in the staves. In the other form, 
polygonal staves 16 feet to 20 feet long are used, which have a 


Fig. 30. Erecting a 12-Inch Pipe of California Redwood 

slight tongue and groove formed on the edges. The staves do not 
break joints, but the end joint is made by surrounding the pipe 
by a layer of staves 4 feet in length. 

Stavepipe is suited to pressures up to as high as 100 pounds 
per square inch. Above this limit it is less economical than steel, 
owing to the size and number of the bands required. It has been 
built as large as 9 feet in diameter. The staves should be made 
of clear stuff, somewhat seasoned. California redwood and Oregon fir 
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For the smaller sizes of conduits, bored pipe is better adapted. 
This pipe is made from solid logs, but depends for its strength upon 
spiral bands of flat iron wrapped tightly about it from end to end. 
The exterior of the pipe is coated with pitch to protect the bands 
and preserve the pipe. The joints are made by means of wooden 
thimbles fitting- tightly in mortises in the ends of the pipe ; and in 
laying, the sections are driven tightly together by means of a wooden 
ram. The pipe is made in sections 8 feet long and varying in diameter 



Fig. 31. Site of Roosevelt Dam, Salt River, Arizona • 


from 2 inches to 17 inches. The bands are spaced according to 
the pressure; and branch connections are made by means of cast- 
iron specials having long sockets into which the wooden pipe is 
driven. This pipe is very durable, and is cheaper than cast-iron 
pipe, especially when transportation rates are high. 


the design of the retaining wall or dam enclosing the basin. 



Fig. 32, Foundation Work on Roosevelt Dam, Salt River, Arizona 
Tho Salt River project includes the Roosevelt Dam, an arched masonry gravity structure, 
280 feet high and 1020 feet long, forming the Tonto Reservoir hoi ling 1,200,000 acre-feet of water, 
used in reclamation of 250,000 acres of arid land near Mesa and Thoenix. 

Under the first classification are: (a) natural lake basins; 
(b) reservoir sites on natural drainage lines, as a valley or canyon 
through which a stream fiows; (c) reservoir sites in depressions 
on bench lands; and (d) reservoir sites that are in part or wholly 
constructed by artificial methods. 

Under the second classification are : (a) earth dams or embank- 
ments; (b) combined earth and loose-rock dams ; (c) hydraulic-mining 
type of dam, or dams constructed of loose rock or loose rock and 
timber; (d) combined loose rock and masonry dams; and (e) masonry 
dams. Figs. 31 to 35 show views and plans of dams for storage works. 






Factors in Locating. Toijogmphj. After the position and 
extent of the irrigable lands have been determined, a careful pre- 
liminary survey of the surrounding region should be made in order 
to determine the most desirable location for the reservoir. As 
much information as is possible should be obtained on a catchment 
area, the run-off, and the maximum and minimum discharge. 

The location of the reservoir site having been decided upon 
in a general way, a detailed survey of it should be made. This 
can best be done with the transit and stadia. If the valley above 
the dam site be long and narrow, the reservoir also vnll be of this 
shape, and in many cases two or more valleys of contributing streams 
may unite in one reservoir site. It is desirable that the enclosing 
hills be steep, and that the valley be narrow at the dam site, to 
avoid shallow water and expensive construction. A basin or valley 
with little longitudinal slope will provide a given amount of storage 
with less height of dam than one with a steep longitudinal slope, 
and for that reason is to be preferred. The larger the drainage 
area above the dam site, the greater the quantity of yield; and so 
the position of the dam with reference to the head of the area is 
important. The reservoir must be sufficiently high up the valley 
for the water to command the irrigable lands. 

In conducting the surveys of the reservoir site, a tentative 
location of the dam should be made, and an approximate idea of 
its height obtained. The extreme height of the dam should be 
taken as the basis of the surveys, and a closed contoiu run out at 
this level around the entire site. A main traverse should be run 
through the lowest line of the site, from the dam to the extreme 
end, where it will connect \\ith the top contour. Cross-section 
lines may now be run with the stadia from this line, and the topog- 
raphy of the site sketched by means of 5-foot contours and plotted 
to a large scale. Such a map vnll enable the engineer to determine 
the capacity of the reservoir for different depths of water. The 
dam site should be surveyed with greater care and more in detail, 
several possible sites being cross-sectioned and plotted to 1-foot 
contour intervals, to a scale of 100 feet to the inch if possible. 

In deciding upon the exact location of the dam, the cost will 
generally be the controlling consideration. The elevation of the 
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heights, as well as the contents of the reservoir for these heights, 


Fig. 35. Governmeut Dam Site, Shoshone River, Wyoming, 
before Construction of Dam 

Reservoir stores 300,000 acre-feet. Height of dam 210 feet, walls of canyon 700 feet high. 
Diamond drills bored SO feet below river bed before striking solid foundation rock. 

determining thereby what height and location of dam will be the 
best. In many cases a straight dam at the narrowest point offers 
the best location, but conditions of topography are frequently met 
which make more economical a dam whose center line is curved 
upstream. 

Geological Formation. Having determined the desirability of 
a reaervoir site, both topographically and hy.drographically, test 




borings and trial pits should be sunk at various points in the reservoir 
basin, and particularly at the dam site, to ascertain the character 
of the soil and the character and dip of the strata underlying the 
proposed reservoir. (See Fig. 36 .) The geological conformation may 
be such as to contribute to the efficiency of the reservoir, or it may be so 
unfavorable as to be irremediable by engineering skill. A reservoir 



rig. 36. Drilling in a River Bed to Find Depth of Solid Rock 
for Foundation of a Proposed Dam 


site situated in what is called a synclinal valley is the most favorable, 
as in such a case the strata slope from the hills toward the lower 
lines of the valley, so that any Avater that falls upon the hills will 
find its way by percolation through the strata into the reservoir, 
thus adding to the storage volume. On the other hand, an anticlinal 
valley is the least favorable for a reservoir site, as the strata slope 




upper strata lead water from the adjoiniiig hills into the reservoir, 
while the strata on the lower side tend to carry the water away 
from the reservoir by percolation. 



Fig. 37. Types of Geological Strata for Reservoir Sites 
A — Syaclinal Valley; B — Anticlinal Valley; C — Intermediate Type 


If the surface of the proposed reservoir site is made up of a 
deep bed of coarse gravel, sand, or even limestone, crevices in the 
last named or between the interstices of the first two named will 
tend to diminish the capacity of the reservoir by seepage from it. 
On the other hand, the geological formation may be most unfavor- 
able, yet, if the surface of the reservoir site be covered with a deep 
deposit of alluvial sediment or of clay or dirty gravel, or of other 
equally impervious material, little danger is to be apprehended 



from seepage. Fig. 37 illustrates the three types of geological 
strata described above. 

Relation to Irrigable Lands. In considering the relation of 
the reservoir site to the irrigable lands, the former should be situ- 
ated at a sufficient height above the latter to allow of the delivery 
of water to them by gravity. The area of these lands should be 
sufficient to require the entire amount of water stored, that the 
maximum return may be derived from water rates, and the reservoir 
should be located as near as possible to the irrigable lands, in order 
that the loss in transportation shall be a minimum. It may often 
happen, however, that the reservoir is necessarily located at a 
considerable distance from the irrigable lands, requiring either a 
long supply canal, or that the water be turned back into the natural 
channels, down which it flows until diverted in the neighborhood 
of the irrigable lands. This is very wasteful of water, since the 
losses by percolation and evaporation are large. 

Natural and Artificial Locations. If a reservoir is situated 
in a natural lake basin, a short drainage cut or a comparatively 
cl'.eap dam, or both, may give a large available storage capacity. 
The most abundant reservoirs are usually those on natural drainage 
lines, though these may be the most expensive in construction owing 
to the precautions which are necessary, in building the dam, to 
provide for the discharge of flood water. Almost equally abundant 
are those reservoir sites found in alkaline basins or depressions 
on bench or plain lands. The utilization of such basins as reser- 
voir sites is comparatively inexpensive, as they can be converted 
into reservoirs by the construction of a deep drainage cut or of a 
comparatively cheap earth embankment. Scarcely any provision 
is necessary for the passage of flood water, and the heaviest item 
of expense is the supply canal for filling them from some adjacent 
source. 

Artificial reservoirs are occasionally constructed where water 
is valuable, by the erection of an earth embankment above the 
general level of the country, or by the excavation of a reservoir 
basin by artificial means. Reservoirs of tliis land are usually 
of relatively insignificant dimensions, as the expense of building 

large reservoirs of the kind would be prohibitive. Shallow reser- 
1 £ — 
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Fig. 38. Diugnun Showing Cost of l?(!.‘j(:rvoirs 


Fig. 38 shows the cost of reservoirs as given in OiUce of 
Experiment Stations’ Bulletin, No. 170. 


FLOW OF WATER IN OPEN CHANNELS 

VELOCITY CALCULATION 

Definition of Factors. If an open channel he given an inclina- 
tion, the water contained therein will be set in motion by tlie action 
of gravity upon the particles. The effect of the force of gravity 
in producing motion will depend upon the slope, .v, which is the 
ratio of the vertical height of fall to tlie horizontal distance; thus 
a slope of tfoit means a fall of one foot in one thousand feet. The 
velocity of flow, therefore, will depend upon tlie lengtli. of channel I, 
for the vertical fall of any height h. Tlie amount of friction olfered 
by the sides and bed of the channel will depend upon the length 
and upon the nature of the material composing these, that is, upon 
the nature of the lining or surface of the channel in contact with 
which the water flows. The coefficient of velocity for a channel 
will also depend upon the hydraulic mean radius r, which expresses 



TABLE VIII 


Values of Coefficient of Roughness n in Various 
Channels 


Character op- Channel 

Coefficient of 
Roughness 
n 

Well-planed timber 

Neat cement, glazed sewer pipe, or very 
smooth ii’on pipe and butt-joint wrought- 

.009 

iron pipe 

- .010 

1 : 3 cement mortar, or smooth iron pipe 

.011 

Unplaned timber, and ordinary cast iron 

.012 

Smooth brickwork 

.013 

Smooth concrete, W'ood troweled 

Ordinary brickwork, or smooth masonry 

.014 

.015 

Lap-joint wrought-iron pipe 

.012 to .016 

Rubble masonry 

.017 

Firm gravel 

.020 

Earth canals in fair condition 

.0225 

Rivers free from stones and weeds 

.025 

Canals and rivers with some stones and weeds 

.030 

Canals and rivers in bad order 

.035 


.tio of the area in square feet of cross-section a to the wetted 
eter, in linear feet p. For a semicircular or circular cross- 
n of flow, the hydraulic radius is one-fourth the diameter, 
‘ormulas. There are many formulas for calculating the 
velocity of flow in open channels. All of these have 
dents, and are incorrect outside of a small range of dimensions, 
elocity of flow at the surface of a channel or along the wetted 
eter is generally less than the mean velocity of flow of the 
section. The mean velocity of rivers is generally about 98 
mt of the middle-depth velocity, and from 70 to 80 per cent 
e maximum surface velocity. 

■ Jiezy’s Formula. The Chezy formula which is generally used 
; basis of velocity formulas, is 

v = c'^ rs 

ich V equals the mean velocity in feet per second, c is a con- 
r is the hydraulic radius, and s is the sine of the angle of slope, 
e of fall of the surface of the water. 

Gutter’s Formula. Values of c adapted to different conditions 


TABLE IX 

Values of c for Earth Channels 
Computed by Use of Kutter’s Formula 
(When 71 = .0225) 


Hydkaulic 

Rauius 

r 

(ft.) 

Slo i»k 

6‘ 

.00005 

.0001 

,0002 

.000 1 

.001 

.01 

and over 

0.1 

22 

25 

27 

29 

30 

31 

0.2 

30 

33 

36 

37 

39 

39 

0.3 

36 

39 

42 

43 

44 

45 

0.4 

40 

43 

46 

47 

48 

49 

0.6 

46 


52 

54 

55 

55 

0.8 

52 

55 

57 

58 

59 

60 

1.0 

56 



62 

62 

63 

1.5 

64 

66 

67 

68 

69 

69 

2.0 

70 

71 

72 

73 

73 

74 

3.0 

79 

79 

79 

79 

79 

79 

4.0 

85 

84 

84 

84 

83 

83 

6.0 

94 

92 


89 

89 

88 

10.0 

105 


98 

96 

95 

94 


120 

111 



102 

101 


modified by Kiitter, wliicli is the one now most approved for deter- 
mining the velocities of flow in open channels, is 


t) = cVr6- = 


( j 


in which n is a coefficient of roughness for the w'etted surface of 
the conduit, and has the values given in Table YIII. 

Use of Formulas. Considerable care must be exercised in 
selecting the proper value of n; and an actual measurement of the 
flow^ is always to be preferred to the best formula used wdth the most 
expert judgment. Late experiments as reported in recent bulletins 
indicate that the values of n as given in Tables VIII, IX, and X, 
should be somewhat modified. 

Pipes of metal or wood being of a uniform material and cross- 
section, the flow'- through them is capable of more exact determina- 
tion than that through channels of earth or ordinary masonry. 

Tables IX and X give values for c for a wide range of earth 
channels, and will cover most of the cases occurring in ordinary 
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TABLE X 

Values of c for Earth Channels 
Computed by Use of Kutter’s Formula 

(When n = .035) 


Hydbaulic 

Rapids 

(ft.) 

Slope 

.00005 

.0001 

.0002 

.0004 

.001 

.01 

and over 

0.1 

13 

14 

15 

16 

17 

17 

0.2 

18 

19 

21 

21 

22 

22 

0.3 

21 

22 

24 

24 

25 

25 

0.4 

24 . 

25 

27 

27 

28 

29 

0.6 

28 

30 

31 

31 

32 

33 

0.8 

31 

33 

34 

35 

35 

35 

1.0 

34 

35 

37 

37 

38 

38 

1.5 

40 

41 

42 

42 

43 

43 

2.0 

44 

45 

45 

45 

46 

46 

3.0 

50 

51 

51 

51 

51 

51 

4.0 

56 

55 

55 

55 

54 

55 

6.0 

63 

61 

60 

60 

59 

59 

10.0 

72 

69 

67 

66 

66 

65 

20.0 

85 

79 

76 

73 

72 

71 


Quantity of Discharge. The quantity of discharge of a canal or 
river Q in second-feet is obtained by multiplying its velocity 
in feet per second, by the cross-sectional area A of the channel, in 
square feet, or 

Q = Av = Ac'y/ rs 

MEASURING OR GAGING STREAM VELOCITIES 

Gaging by Floats. The simplest method of gaging the velocity 
of a stream, when approximate results are sufficient, is by means 
of floats thrown into the center of the stream and timed for a given 
distance. These floats may be a handful of green twigs which will 
offer but little resistance to the wind and the velocity of the one 
passing over the run first taken as the maximum surface velocity. 
For convenience, a base of 100 feet may be measured off on the bank, 
parallel to the stream, and note taken of the time required by the 




give the central or maximum surface velocity. The mean surface 
velocity may be determined by the use of floats in different portions 
of the width of the streams, and by timing the passage along a 
fixed length of base. The resulting velocity in feet per second, 
multiplied by 0.8, will give approximately the mean velocity of 
the entire cross section of the stream. 

Measuring at Various Depths. To determine the velocity 
of a stream with great accuracy, the velocity should be determined 
not of the surface alone, but of the entire body of the stream. This 
may be done by timing upright rods so weighted that their bottoms 
float at different depths beneath the surface of the water, or by the 
use of current meters. The rods should be of wood or of tin, jointed 
so as to be used in different depths of water. Finally, the stream 
should be cross-sectioned at various points to determine the average 
area; and the quantity of discharge may then be determined, 

CURRENT MEASURING METHODS 

The following description of the current meter and its use in 
gaging streams is very complete, and is from ^Irrigation Engineer- 
ing’^ by H. M. Wilson: 

Current meters are mechanical contrivances so arranged that by lowering 
them into a stream, the velocity of its current can be ascertained with accuracy 
by a direct reading of the number of revolutions of a wheel, and a comparison 
of this with a table of corresponding velocities. 

Various forms of current meters have been designed and used, the three 
general classes being the direct-recording meter, in which the number of revolu- 
tions is indicated on a series of small gear wheels driven directly by a cog and 
vane wheel; the electric meter, in which the countiug is done by a simple make- 
and-break cii’cuit, the registering contrivance being placed at any desired dis- 
tance from the meter; and the acoustic meter, in which counting is done by hear- 
ing, through an ear tube, the clicks made by the revolution of a wheel, and 
counting the same. 

Direct=Recording Meter. Of direct-acting meters, one which 
has been found effective in turbid waters, is the Colorado meter. 
In this, the stem is of iron pipe, several lengths of which may be 
joined together. This meter is difficult to handle for depths over 
8 feet, or for less than 1 or 2 feet. 

Electric Meter. Of the several varieties of electric meters, 

TxrViir^Vi ics r»V»iCkflxr nockrl Tr» TT « r Q -n rl rifrAorlo+i/-. 1 


counting dimcult. The electric meter which has been found to 
work most satisfactorily under nearly all conditions of depth and 
velocity by the hydrographers of the U. S. Geological Survey and 
the U. S. Engineer Corps, is the small Price electric current meter. 
This meter undoubtedly gives the most satisfactory results in large 



Fig. 39. An EflScient Type of Current Meter 

Registers mechanically in connection with electrical contact every 100 revolutions, two 
graduated wheels registering to 1000 revolutions. 

Courtesy of Eugene Dielzgen Company, Chicago 


streams of high velocity. It is very accurate for streams of nearly 
any velocity, and is now exclusively standard with both organiza- 
tions. Fig. 39 is a cut of an electric meter. 

Acoustic Meter. The only acoustic meter now on the mar- 
ket is the Price meter, a modification of the electric meter, invented 
by Mr. W. G. Price, United States Assistant Engineer. This meter 
is especially desirable for its portability and the ease with which 
it can be handled, as it weighs but little over a pound. In very 



shallow streams, it gives the most accurate results oF any meter. 
Jt is held at the proper depth by a metal rod in the hands oF the 
observer, as is the Colorado current meter. 

This meter is designed especially to stand hard knocks which 
may be received in turbid irrigation waters, and it can Ixi used in 
high velocities, as revolutions are counted by tens, it c'onsists 
of a strong wheel, composed of G conical cu])s, which, n'voh’c; in 
a horizontal plane; its bearings run in 2 cups holding air and oil 
in such manner as entirely to exclude water or gritty matter. Above 
the upper bearing is a small air chamber, into which tlie shaft oF 
the wheel extends. The water cannot rise into tliis air chamber, 
and in it is a small worm gear on the shaft, turning a wluxd with 
20 teeth. This Avheel carries a pin which at every t('U nn’olutions 
of the shaft trips a small hammer which strikes against a diai)hragm 
forming the top of the air chamber; and the sound produced by 
the striking hammer is transmitted by the hollow plunger rod 
through a connecting rubber tube to the car of the observcT by 
an earpiece. The plunger rod is in 2-foot lengths, and is graduated 
to feet and tenths of feet, thus rendering it serviceable as a sounding 
or gaging rod. 

Use of Meter. The current meter may be coiiveiiieiitly used, 
either from a boat attached to a wire cable strung a little above a 
wire tagged with marks across the stream at a gaging station, or 
from a bridge which does not impede the channel so as to make 
currents or eddies in the water. Bridges, however, nearly always 
impede the water, and caution should be exercised when using one 
for a gaging station. 

In using the direct-acting meter, the gager holds it in his hands 
by the rod, and, inserting it in the water at any desired depth, allows 
it to register for a certain number of seconds, or for a given number 
of revolutions keeping count of the time and the revolutions. Tliis 
information with the use of a table will give the velocity at tlic given 
point. The meter is then held at other points and the velocities 
obtained. This method is knowm as the multiple-point method. 
In obtaining the mean velocity of a section at one reading, he plunges 
the meter slowly up and down from the bottom of the stream to 
its surface a few times for a given length of time, or for a given 




pushed down by a rod, and a heavy weight is attached to its bottom 
to cause it to sink vertically. 

Rating the Meter. Before the results can be obtained, each 
meter must be rated; that is, the relation between the number of 
revolutions of the wheel per unit of time and the velocity of water must 
be ascertained. This is usually done by drawdng the meter through 
quiet water over a course the length of which is known, and noting the 
time Fig. 40 is a view of a rating station. From the observations 
thus made, the rating is determined either by formula or by graphic 
solution. The distance through which the meter is drawn, divided 


and in this way he gets the mean velocity of each section. The area 
of this section must be ascertained by a cross-section made by 
measurement or sounding of the stream, and the mean velocity in a 
section multiplied by its area, gives the discharge for that section. 
The total discharge of the stream is the sum of all discharges 
through the sections. Care must be taken to hold the rod vertically, 
as any inclination of the meter materially affects its recording. 

In using the electric meter, it is suspended and inserted in 
the same manner for moderately shallow streams; but in deep 
flood streams it is generally suspended by a wire, instead of being 


Fig. 40. U. S. Geological Survey Rating Station at Los Angeles, California 
Here the meters used in the measurement of the flow of streams are calibrated. 
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the water. The number of revolutions of the wheel, divided by the 
time, gives the rate of motion of the wheel. The ratio of these two is 
the coeffieient by which the registrations are transferred into velocity 
of the current. This is not a constant. Taking the number of regis- 
trations per second as abscissas (represented by .r), and tlie velocity in 
feet per second as ordinates (represented by y), W(‘ get tlu; ecpiation 

y = ax-]rh 

in which a and h are constants for the given instrument. 

In determining the rating of the meter gra])hically, the values 
of X and y obtained directly from the instrument are plotted as 



ig the Velocity of the Stream by Moans 
of the Current Meter 


co-ordinates, using the revolutions per second as abscissas and the 
velocities as ordinates. In this way a series of points is obtained 
through which a connecting line is drawn, giving the average value 
of the observations. From the position of the line thus plotted 
the velocity can be read off corresponding to any number of revolu- 
tions per second. 

Gaging Stations. The first operation in making a careful 
gaging of velocity by means of a current meter, is the choosing of a 
good station. This consists in finding some point on the course of 



a wire should be stretched across the stream and tagged with marks 
placed every 5, 10, or 20 feet apart, or closer, according to the width 
of the stream. An inclined gage rod is firmly set in the stream at 
some point where it can be easily reached for reading. It should 
be not less than 4 by 4 inches, and marked for feet and tenths of 
vertical depth. The gage heights with the corresponding discharges 
are recorded through a long period of time, in order that the varia- 
tion in the velocity and discharge may be had for different flood 
heights. Fig. 41 shows a gaging station in a river with a cable 
suspending a carriage for the observer and Fig. 42 shows a tempo- 
rary gaging station in a canal. 


Fig. 42. Measuring Discharge of Irrigation Canal -with Current Meter 

Fluctuations in the height of streams can be measured with 
even greater accuracy, than is obtainable by the readings, of a 
gage rod as above described, by using a Nilometer, which is a self- 
reading gage. The chief objection to the use of the instrument 
is that its maintenance requires the attention of a person of con- 
siderable mechanical skill, in order that it may be kept in proper 
order. There are three general forms of Nilometer employed by 
the hydrographers of the U. S. Geological Survey. These have, 
horizontal recording cylinders, vertical recording cylinders, and 
vertical record discs. All of these devices are driven by clock- 


the recording paper. The record of stream height by the Nilom- 
eter is on a scale less than the actual range of the water, and the 
recording pencil is connected by a suitable reducing device with a 
float which rises or falls with the stream. This float is usually 
placed in a small well near the stream bank, its bottom eoinnnini- 
cating with the stream bed by a pipe of such size as will not rcNidily 
become clogged. The fluctuations of the water in this pipe cor- 
respond with those of the stream, and turn the nn’ording wheel 
through the agency of a cord wound around the wheel and having 
its lower end attached to the float. 

Rating the Station, After daily readings of the gage height 
of the water have been taken at the station for some time, and the 
velocity measured by means of the meter at dilferent heights of 
stream, the results should be plotted on cross-section paper, with 
the gage heights as ordinates and the discharges (obtained by multi- 
plying the velocities into the cross-sections) as abscissas. These 
points generally lie in such a position that a curve drawn through 
them somewhat resembles half of a parabolic curve, and r('i)rescnts 
the discharge for different heights. Having once plotted this 
curve, it becomes possible to determine the discharge of the stream 
at any time by knowing the height of the water on the gage rod. 

Measuring Weirs. The simplest method of measuring the 
discharge from canals and streams of moderate size, is by means 
of weirs. It is extensively used in Colorado and other portions of 
the West, and especially commends itself to the use of irrigators, 
because of the simplicity and cheapness of construction of the weir, 
its accuracy of measurement, and its ease of operation. The results 
of weir measurement are easily interpreted by use of tables giving 
quantities of flow directly in second-feet. 

By a standard weir is meant one in which the inner face is a 
vertical plane, and the edge of the weir, or its crest, is sharp. Weirs 
are generally made rectangular; and the crest of such a weir may 
extend to the side of the flume or canal conducting the water to it, 
or it may be a rectangular notch cut in the weir plate, the vertical 
edges being beveled similarly to the horizontal edge. In the 
former case, the contractions are said to be suppressed; in the latter, 
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side of the weir a distance at least 3 times the depth of water on 
the crest, and about an equal distance below the crest whether 
there be contraction or not. The depth of water on the crest is 
measured on the surface of the water before it begins to curve 
downward toward the weir, at a distance up the stream or out to 
the side on the bulkhead equal to three or four times the head on 
the crest. Fig. 43 is a cut of a rectangular weir. 

Francis Formula. As deduced in hydraulics the theoretical 
formula for the discharge of a weir is 

Q = —m'^ 2g Ih^ = cW 

O 

In the experiments conducted by Mr. J. B. Francis, a value 
for the constant c was found to be 3.33 for weirs without end con- 
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Fig. 43. Rectangular Measuring Weir 


tractions, which gives the following formula for the discharge, over 
a weir without end contractions: 

Q = 3.33 W 

For weirs with end contractions the formula is given as 
Q = 3.33 (l-O.l nh) 

which is known as the Francis Formula. In this formula Q is the 
discharge; I is the length of the crest of the weir; n is the number 
of end contractions; and h is the head on the crest, all units being 
in feet and seconds. The constants in this formula were obtained 
by the use of long weirs and heads of less than one-third the crest 


found in use for measuring irrigation water. Recent experiments 
conducted by the U. S. Department of Agriculture indicate that 
the values obtained by the Francis formula for small weirs do not 
agree so very closely with actual discharges, but it can be used 
for approximate estimates in the absence of a more exact formula 
or an exact table. 

In using the ordinary weir, it should be placed at right angles 
to the direction of flow of the stream, the upstream face being in 
a vertical plane. The crest and sides should be chamfered so as 
to slope downward on the lower side with an angle of not less than 
30 degrees, while the crest itself should be horizontal and the ends 
vertical. The dimensions of the notch should be sufficient to carry 
the entire stream and still leave the depth of water on the crest 
not less than 7 inches. 

In the application of the formulas to determining the quantity 
of flow over a weir, attention should be paid to the following details : 

The water shall not be more than 24 inches, nor less than 7 inches, in depth; 
the depth of water on the crest shall not exceed one-third the length of the 
weir; there shall be complete contraction and free discharge, the water approach- 
ing without perceptible velocity and free from cross currents. The distance 
from the side walla to the weir opening should be at least three times the depth 
of w'ater on the weir; and the height of the crest above the bottom of the channel 
should be at least twice the depth of the water flowing over the crest. Air 
should have free access under the falling water, and the channel of approach 
should be straight and of uniform cross-section. 

For some streams it is impossible to comply with all the con- 
ditions enumerated and only approximate values can be obtained 
by the use of the formulas given. More exact data, as yet unpub- 
lished, will probably be available in the near future. 

To determine the depth of water flovung over a weir, a post 
should be set in the stream a short distance above it, and to this a 
gage rod, suitably marked, should be attached. For very accurate 
measurements a hook gage should be employed, consisting of a 
hook attached to a divided rod and fitted with a slow-motion screw 
and vernier. The hook is below the surface of the water; and by 
turning the slow-motion screw it may be raised until the point of 
the hook is just in contact with the surface, as indicated by a slight 
elevation of the surface at the point of the hook. The difference 


MEASUREMENT OF CANAL WATER 

In order that water flowing in open channels may be sold by 
quantity, it is necessary that the volume admitted to the canal 
shall be readily ascertained at any time, and that the method of 
admission shall be so regulated that it cannot be tampered with. 
No method has yet been devised for accomplishing this easily and 
cheaply; and as a result, water is almost universally disposed of 
by canal owners by means other than direct sale by quantity. In 
this country, rentals are charged per acre irrigated, rather than by 
the amount of water required for the irrigation. 

Essentials for a Module. Prof. L. G. Carpenter specifies 
the following conditions as most desirable for a module, or apparatus 
for measuring water for purposes of irrigation: 

Its discharge should be capable of conversion into the common measure, 
which is cubic feet per second. The ratio of discharge indicated from two 
outlets should be the actual ratio. The same module should give the same 
discharge wherever placed; it should be capable of being used on canals of all 
sizes, and of being set to discharge any fraction of its capacity for the process 
of distributing pro rata. Attempts to tamper with or alter its discharge should 
leave traces easy to recognize; and it should be simple enough to be operated 
by men of ordinary intelligence, so that calculations should not be required 
to regulate the discharge of different modules or to determine the amount thereof. 
It should occupy but small space, and the discharge should not be affected by 
variations of the water level in the supplying canal. It should be inexpensive, 
and cause the least possible loss of head. Nearly all modules attempt to main- 
tain a constant pressure of water above the opening, the ^orifice remaining 
unchanged. 

Factors of Measurement. The following upon the measure- 
ment of water is from “Irrigation Institutions”, by Elwood Mead: 

The distribution of water for irrigation is attended by many perplex- 
ing conditions. Streams vary in volume from day to day. Wells which can- 
not be lowered in April, often fail in August. The water supply is subject 
to continued waste and loss. It sinks through the bottom of the canal by 
seepage, and is taken up by the air through evaporation. 

When the supply was abundant and the seepage limited, these vicis- 
situdes were of small importance; but with the growing use of water, changes 
in methods and policies are necessary. This is especially true regarding the 
care taken in its measurement, and in the attention now being paid to the con- 
tracts under which it is supplied to irrigators. When streams carried more 
than was needed, water was seldom measured. Canal companies took what 
they wanted, and the irrigator was charged for the acres irrigated without 
any reference to how much he used. The result of this lavishness does not 
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Unils. The need of a definite xinit of measurcunont for llui comniodit.y 
bought and sold is now manifest. Without tlii.s tlu’rci (‘.an Ixi no sati.slaetory 
basis for transactions in water, or any intelligent or certain inc.asure of value 
for irrigation purposes. In the cstablishni(!nt of such a unit, Hev(a’al thing.s 
have to be taken into account. It should bo in accordance with tin; re(iuir(v 
ments of agriculture, so that the quantities to bti in(^as\ire(l can hi', regulated 
by simple and not too costly devices, and be stated in a uidt convenient of 
computation. Any unit, to be generally ado])1.ed and I'ni’orced, has lo hii both 
feasible in operation and in accord with the ni'cds or i)rejiidice,s of water u.si'rs. 
Water cannot be delivered to irrigators by the ])onnd or ton. 'riiree uiuts 
of measurement are now in general usiq and .somi; one of these tliri'c is ri'cognizi'd 
in the laws of nearly every arid state, and is nearly always stipidatird in wati'r 
contracts. They are the inch, the cubic foot per second, and the nnr-Jool, 

In the measurement of water for irrigation, thi'i-e are two distinct i)rin- 
ciples involved which it i.s desirable to have cliuirly di'iined and to ki'ej) sei)arat.e 
in the mind. The first is the unit of volume to be employed, wholly apart 
from the method by which this unit may be miaisurial in actual ])racl.icm ^riius, 
in h’rigation, if we say that the unit of measure is the eubii; fool, ixu* si'iujnd, 
the character and vohimo of the unit ar(^ not affectiul whi'thi'i' water is meas- 
ured by the flow over a weir, or through a flume, or by t.he st.rokes of a i)umi)ing 
engine. The unit may sometimes be the quantit.y of water which issue's from 
an opening of fixed dimensions, with or without jn'cssure; or thi^ unit may be 
the acres of land irrigated, under certain condil.ions. 

Measuring by the Inch. In some caso,s, however, the unit of measuremimt 
is associated with a special device or instrument by whiiih it is to b(! acl.ually 
determined. The form of this apparatus should be in accord with the ])rintuples 
of Hydraulics, and be determined by scientific consideral.ions. The inch is 
such a unit of measurement; it has to be associated with some j)arti(adar diwiiio 
or instrument of measurement. Its use is as old as irrigation. In this I'.ountry 
it is older than modern irrigation, having been first used by the ])lac(n’ miner, 
and borrowed from him by the irrigator. In both mining and irrigation, it is 
the volume of water which will flow through an inch-siiuare orifice under a 
uniform and designated pressure. The slope and size of the orifiiie and the 
pressure upon it are fixed by law in a number of states, and in otluu's regulated 
by custom. 

The ruling custom in the United States is to have the orifice, through 
which water is delivered, 6 inches in height and wide enough to deliver the 
required number of inches. The pressure on this orifice vjiries from 4 inchi^s 
above the center in some places, to 6 inches above the toj) in others. In Nevada, 
the inch has sometimes an opening 4 inches in height, with a })r('ssure of (5 inchi's 
above the top. Irrigators who are not able to compute the quantity of wal.cr 
flowing over weirs or through flumes, prefer, as a ruli!, to have their water meas- 
ured by the inch. They can tell by looking — or believe they can — whether 
or not the quantity contracted for is being delivered; and when tho conditions 
nresented bv the statute arc cnmnlinfl wifli tPmr 
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water being furnished them, by ascertaining the number of square inches in 
the cross-section of their ditch or lateral, and calling this the number of inches 
of water received, although in doing so they disregard both the absence of an 
orifice, the pressure upon it, and the grade or velocity of the stream measured. 
It is the common practice on many streams in Utah, for the water masters to 
measure the inches of water in the ditches by taking the cross-section of their 
flow, and wholly disregarding pressure and velocity, 

A simple device for measuring miner’s inches consists of a board 2 inches 
thick, 12 inches wide, and about 8 feet long. The opening is 1 inch wide and 
50 inches long, and the distance from the top of the board to the center of the 
opening is exactly 4 inches on the upstream side. On the downstream side, 
the opening is beveled so that the whole presents sharp edges to the stream. 
A sliding board is hung upon the top of the first board, with a strip screwed 
along its upper edge, this sliding board being wide enough to cover the opening 
on the upstream side. In the slot, there is a closely fitting block made to slide 
on the beveled edges, and fastened by a screw to the sliding board. When the 
sliding board is moved backward or forward by means of its end, which is extended 
for a handle, the block moves in the slot and determines the length of the opening. 

When used to determine the flow of a stream, the board is placed so as 
to dam the flow completely, and the sliding board is moved backward or forward 
until the water is all passing through the slot, the water being kept to the top 
of the board, or 4 inches above the center of the opening. The length of the 
opening measures the number of miner’s inches of water flowing through. If 
the flow is too great to pass through the opening 1 inch wide, the opening may 
be made wider, the water still to bo kept 4 inches above the center of the opening. 

Many measuring boxes in European canals are constructed in the most 
substantial manner, of masonry. The orifice is cut tlirough stone, with edges 
of metal, and with the utmost precision in its dimensions. Thus far, in this 
country, but little attention has been paid to accuracy, either in the form or 
size of openings, although much ingenuity has been shown in designing auto- 
matic regulators. The pervading practice in the west is to make the measuring 
boxes of wood, and to give slight regard either to the freedom of delivery or 
to securing uniform pressure. One of the reasons why no more consideration 
has been given to the accuracy of measuring devices, is the fact that the con- 
ditions of water contracts are so often not in accord with the way water has 
to be used. 

The field of usefulness of the inch is restricted to the measurement of com- 
paratively small quantities of water. It is well adapted to the distribution 
of water to irrigators, from canals or from the main laterals of canals; but it 
is not suited to the measm'ement of rivers or to the distribution of water from 
a river. Where large volumes, or widely fluctuating volumes, are to be measured, 
the construction of a satisfactory device for measuring by inches is not practical. 
There are a number of canals in this country which carry from 50,000 to 125,000 
statutory inches. It is manifest that while the width of an orifice can be extended 
indefinitely without materially affecting the accuracy of the measurements, 
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length. To measure the water required to fill tlio Dcd Norte Canal, would 
require an opening 173(5 feet in length, which would he ])raeti<^ally imi)OHMil)l(i. 

The limitations of mechanical devices lamder l.he inch unHuit.((d (.o meas- 
uring the flow of r'vcrs. In stales wluire the imih is rtic.ognized us tlu! h^gal 
unit in the distribution of water among irrigators, houk; ol la'r has (o i)e (anployc^d 
in the measurement of the flow of streams. 

Cubic Foot per Second. The cubic foot pen- se(;ond has (fonu^ int.o gemn-al 
use as the unit of volume for gaging and dividing w(!irM, and in nuuiHuring tlu; 
flow of ditches and canals. N(‘arly all of the arid stat(\4 and tiU’rit.ories have 
made it the legal unit in water contracts, and for defining the amounts of aj)j)r()- 
priation from streams. It has the double advantage of pnsdsion in sl.al.cnnent., 
of being well adapted to the miaisurement of larg(i as w(dl as small vohmx's 
of flowing water, and of permitting the emi)loyin(!nt of vari(!d met, hods of meas- 
urement. In many states it is used in coniundion wit.h lli(! inch. The flow 
of the stream and the amounts of appropriations arc stat(‘d in cubic; feed, p(;r 
second. The water, after it is turned into the dil.c.hcs, is im^isured oui, t o farm(;rH 
in inches. This renders it desirable that there should b(' some, basis of com- 
parison, some legally defined ratio between the iiu'.h and tlx; (aibic foot p(;r 
second. 

A number of states have passed laws fixing the numb(;r of in(;h(;s which 
equal a cubic foot per second. Legislation fixing tlx; ratio Ixis be(;n of de(;i{l(;(l 
service in the states where the inch is still {>mi)loy(!d. 

The following is the ratio assumed by law or custom in a numb(;r of states: 


EquivalontB of 1 

Cubic Fool, per Heconil 

(in.) 

Colorado 

38.4 

(statutory) 

Montana 

40 

(statutory) 

Idaho 

50 

(minor’s) 

Arizona 

40 

(miner’s) 

Nevada 

40 

(minor’s) 

Utah 

50 

(miner’s) 


In many places the inch is retained as a term where it has no existence 
in fact. The farmers who have been accustomed to estimating the flow of 
water in inches find it hard to think of this flow in cubic; feet per 8(;cond. Because 
of this, engineers who measure the flow of ditches or canals in cubic feet per 
second convert this into inches according to the statutory ratio. On many 
ditches where the inch is still retained as the unit of measurement, there is 
no measuring box for its delivery. Farmers pay for their water supply in inches, 
and estimate the flow in their laterals. Where the water is inciasured, the 
volume is determined in cubic feet per second, and converted into inches on 
some arbitrary ratio. The real unit is the cubic foot per second. 

Irrigating Stream. The irrigating stream is a unit in common use in Utah. 
It is a stream which one man can control to advantage, but no rulcis for its 
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“The books of the company show that you are the owner of 

shares of stock, and you will therefore be entitled to the use of 

an irrigating stream for. hours.” 

The water in this canal is not measured, nor are the diversions. The 
water master estimates the number of streams in 'his canal, and these streams 
are used in turn by the farmers. They are supposed to be equal; but meas- 
urements made upon a canal to determine the accuracy of the judgment of 
the water master, gave widely varying results. 

The amount of money paid for water each year by irrigators is so large 
that it seems surprising that they have not paid more attention to the accuracy 
with which it is measured. In transactions- involving any other kind of property, 
care is taken to see that it is accurately measured; but, although water costs 
more than any other commodity used by the irrigator, it is bought and paid 
for without either buyer or seller knowing how much is dehvered. The need 
of greater accuracy in water measurements has led to the passage of a law in 
Utah requiring the State Engineer to give information and advice about the 
placing of measuring devices. The State Engineers of Colorado and Wyoming 
are required to advise irrigators in respect to the measurement of water; and 
a recent Colorado statute also provides for the use of registers which will keep 
a continuous record of the quantity of water dehvered. The introduction of 
registers and greater accuracy in the construction of measuring boxes, is one 
of the developments of the near future. Their installation will do much to 
reform water contracts, prevent the awarding of excessive amounts of water 
in decrees, promote economy and eflBciency in use, and extend the reclaimed 
area. 
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COST-ANALYSIS ENGINEERING 

PART I 


WHAT IS COST ANALYSIS? 

INTRODUCTION 

“For which of you, intending to huild a tower, sitteth not down first and 
counteth the cost, whether he have sufficient to finish it.” {Luke, I 4 : 28.) 

Cost Analysis Defined. Cost analysis is proved by this quota- 
tion to be not a new thing. According to the Century Dictionary, 
which defines ‘"cost” quite to the writer’s mind, “Nothing has any 
cost until it is actually attained or obtained; while Frice is the amount 
which is asked for a service or thing.” Therefore, we estimate the 
cost, in doing which we must analyze the particular proposition we 
have before us. 

Good Judgment a Necessary Element. By the very meaning 
of the term, “cost analysis” is, therefore, in no sense a new idea, 
being merely a modern designation for good judgment based upon 
experience, or the analysis within the brain of the individual as to 
the relative costs of different classes of work, a judgment and decision 
which are reached through an intimate acquaintance with costs 
and the value of work along various lines of construction. By 
consulting the chart. Fig. 1, a good idea may be obtained of how 
intimately cost analysis is connected with the Other branches of an 
engineering contract business and to what extent the cost analyst 
draws upon these departments for material to help him form his 
good judgment. 

Since the days when things were first built, the individual 
workman has accumulated a mind full of ideas of relative costs of 
work, based upon his own impressions and experiences. Those in 
whose brain this judgment has received its highest development are 
the ones who have advanced from the position of laborers to fore- 
men, to superintendents, and finally to the position of employers. 



Many a man without education iias bcconu^ a snccessful contractor 
or manufacturer because, by years of Jiard labor and ('xpcricnicc 
he has accumulated a knowledge of costs that has cnal)Icd liiin to 
make propositions which are above criticism as exanii)les of con- 



Fig. 1. Diagram Showing Relation of Cost AnalyHis to Other DuparlmcntH of an 
Dngineoring Organization 


servative bidding and as evidence of the real cost of the proposition, 
and which are really nearer the truth than the estimates i:)repared 












Too strong em'phasis cannot he laid U'pon this particular point, 
for herein lies absolutely all the value of cost analysis. The mere cost 
of a proposition when reduced to dollars and cents is of little value, 
except when used with the good judgment attendant upon actual expe- 
rience and a personal acquaintance with the nature of the work. 

Experience the Teacher. The cost-analysis turn of mind is not 
something to be acquired, unless the individual has within himself 
an instinctive disposition to ascertain why the results are as recorded. 
The laborer, no matter how ignorant and uneducated, who advances 
to the position of a business of his own, is a man who grasps this 
fundamental point, and he, perhaps unconsciously, gains the best 
idea of the value of work in relation to the circumstances surround- 
ing it. In other words, such a man has the advantage of not being 
encumbered with reports which influence his judgment, but of form- 
ing his conclusions entirely with regard to the circumstances and 
conditions under which he must work. 

Too often cost records compiled according to the modern idea 
as a basis for future operations, obscure these points, costs being 
used which are in no sense indicative of the actual work. Under 
the method mentioned, in which the laborer, by his own efforts, 
advances to the position of employer, and in so doing grounds his 
knowledge absolutely on experienee, progress for the successful man 
is necessarily slow. The individual who begins with insufficient 
experience is at a great disadvantage, and unless he meets with very 
unusual or fortunate circumstances the result may be discouraging, 
or even a failure. 

Natural Growth Inadequate for Present Day. In the new or 
undeveloped country, or in a country where the development is 
slow, such a natural growth is the proper one, and one that is quite 
sufficient. The idea of the apprentice, the journeyman, the master 
workman, and the employer is one which entirely satisfied the 
conditions of the Middle Ages, but is utterly inadequate to meet 
the demands of our modern everyday life. In the old days, the 
artisan in any special line had accumulated within his brain all the 
details necessary successfully to complete any work. In our day 
blue prints are supplied to the eontractor, and if he cannot read .a 
plan or estimate quantities from a blue print, he is at a serious 



a record of actual results, but the ability to read and interpret a 
plan for the purpose of applying such practical information to the 
problem in hand. 

Standardizing of Methods Important. In individual work 
minor changes may be possible and individual ideas may be incor- 
porated, but, in general, any uniform system of cost analysis can be 
obtained only by the working-out of a standard method of cost 
distribution, so that when one job is analyzed and compared with 
another, or when the individual making the analysis is not familiar 
with either job or at least with only one, there may be a direct 
method of comparison and analysis. 

RELATION OF COST KEEPING TO COST ANALYSIS 

Overlapping of the Two Subjects. Cost analysis is so closely 
identified and connected with the subject of cost keeping that, to a 
certain extent, the reports will probably overlap at many points. 
Any broad comprehensive systern of cost keeping will contain certain 
elements of cost analysis; on the other hand, cost analysis, being 
based upon cost keeping, must necessarily embody suggestions 
along the line of proper cost keeping. 

The distinction between cost keeping and cost analysis should 
be thoroughly understood, and to make this distinction more clear 
the following definitions are given: 

(1) Cost analysis is the executive mayping-out of new work, 
supervision of such work, and compilation of the records obtained through 
cost keeping in order to secure comparative values. 

(2) Cost analysis is the study of the data obtained hy cost keeping 
whereby the reasons for the residts are determined. 

(3) Cost analysis is the executive department of contract work 
for the purpose of properly supervising and securing intelligent records, 
whereby experience is fortified for future reference. 

General Remarks. Cost keeping must involve the preparation 
of forms or blanks by which distribution of the pay roll, material, 
etc., is properly made to the various accounts; but as this work is 
generally in the hands of only ordinary clerical help, and in the 
majority of cases is done under adverse conditions, no particularly 
intelligent idea is to be expected from such records unless the execu- 
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beyond mere forms. For example, concrete work is “concrete 
work” to the cost-keeping man, regardless of its character, how it is 
done, where it is done, the time of the year, or a hundred other con- 
ditions which may make the reports misleading. Many maintain 
that by adding a complete description of the work, this difficulty 
may be overcome. This is true to a certain extent, but if the 
description is made long enough to be of any particular value, the 
cost record is cumbersome and of little use to the average busy man. 
There is connected with every job — no matter how done or where 
done, even if under abnormal conditions — a method of so dividing 
and subdividing the items that the same items of work on jobs of 
entirely different character may accurately be compared, provided, 
of course, that a standard method of distribution is used. 

Cost analysis is not concerned with what work cost, but is con- 
cerned with why it cost what it did, and whether this cost is above 
or below the average, and if so, why? Cost keeping states certain 
absolute facts as such because these facts are records. Cost analysis 
goes one step further and states why the work cost a certain sum 
and what reasonably could be expected under different circum- 
stances. Cost analysis begins at the time estimates on new work 
are prepared, superintends the adoption of a cost-keeping system 
in harmony with the estimates, watches the work during its progress 
for all abnormal conditions and segregates them, and finally analyzes 
the records. ' 

In successfully carrying out the idea of cost analysis, cost 
keeping itself is affected by the character of the records required. 
In order to avoid confusion in the cost records all “specials” are 
recognized and so recorded with reference to any particular job, 
thus separating them from the standard elements which enter into 
all work. This means that before operations are actually begun, 
estimates and plans must be studied and special distribution provided 
for any class of work which is peculiar to this job; furthermore, if 
during the progress of the work, any special peculiarities arise, these 
must be properly recognized in the records. 

Simple Methods. Cost analysis should simplify, rather than 
complicate, cost keeping. Cost keeping may be carried to an extreme 
in any one general division of the work, being so subdivided as to 


the ordinary clerical force. Such an elaboration of divisions pro- 
duces misleading distributions and records. Cost analysis does not 
contemplate any such method; in facC it does not contemplate to 
any extent the subdivision of the general items of work except 
under special circumstances. If the specials and other peculiarities 
of any job are recognized and carried under special headings, then 
all the remainder may be carried as standard divisions of work. 

To illustrate — on a job of concrete we are not interested, except 
in special cases, in knowing what it costs to drive nails and draw 
nails, or to saw off boards. To carry the point a step further — we 
are not interested in knowing what it costs to wreck forms after the 
work is done. If we have sufficient information as to what it cost 
to make the forms the first time, then, knowing the cost of the form 
work for the entire job, and the number of times the forms were 
used, we have all the information needed for future estimates and 
comparisons, providing that, if there is any special form of con- 
struction, that has its own unit distribution. 

General Conditions Affecting Cost Keeping. The subject of 
properly recording cost is a very difficult and complicated one when 
applied to construction work; it is not only complicated, but in 
some cases it is exasperating and seems almost impossible of 
application. 

Regarding Shop Labor. The subject of cost recording is not 
so diflBcult in its application to manufacturing plants, where we 
.have an industry within the limits of the four walls of a building, 
and where the men are always in sight and subject to observation 
and to a close check upon their output. The mechanic producing 
any part of a machine on a lathe or a planer, is probably doing the 
same class of work, day in and day out, and can be watched very 
closely; the record is, therefore, largely a question of counting the 
number of pieces produced and dividing the cost, to ascertain the 
cost per unit. 

If, in addition, the plant is a large manufacturing concern where 
more than one man is employed on the same class of work or on 
the same class of machines, the output of the different men can be 
ascertained, the less productive operatives weeded out, and the 
general average output determined. Labor working under these 



work, however, a large percentage of the payroll will be made up 
of common labor, in many cases of foreigners to whom it is impossible 
even to explain what is desired. All labor is exposed to the inclem- 
encies of the weather, and the output of the men is thereby directly 
affected. 

Furthermore, the, circumstances surrounding the work, and the 
very nature of the work itself, make it difficult to sift out the bad 
labor from the good, except through the medium of the foreman, 
and the output is measured more from the gang unit than from the 
individual unit. As a result, the laborer is not hired for any par- 
ticular line of work, except in special cases, but is shoved around 
from one class of work to another, so that at the best all that can 
be expected is an approximate estimate of the distribution of his 
time, and the work accomplished. Many times he may be placed 
on work where there is absolutely no unit measurement of output. 

The character of the work handled, the class of labor, the 
numerous large gangs with frequent discharges and additions of 
men, serve, therefore, to complicate the work of cost analysis; and 
if an attempt is made to reduce the subject to too fine a point, and 
too much stress laid upon it, the attention of the superintendent, 
foreman, subforeman, and timekeeper is soon distracted, with a con- 
sequent increase in cost. While it is an excellent thing to have 
costs recorded in such shape that they may be analyzed, still, if 
the idea is carried to the extreme, there actually results an increased 
payroll through lack of proper supervision and attention, and the 
added data will hardly make up for the loss of money. 

Regarding Material. The foregoing remarks have a special 
reference to the cost of labor, but to a very large extent similar con- 
ditions exist with reference to the cost of material and other items 
entering into the cost of construction. Material delivered to the 
manufacturing plant can be properly stored and protected, and can 
be issued from a storeroom only on written order, thus keeping a 
perfect system of reports as to material used. 

On construction work, however, sUch a refinement of record- 
keeping is absolutely impossible. Material received can, of course. 
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be checked up and protected to some extent, but nevertheless, all 
material is out in the open, subject to damage by the weather or 
loss by thieving. The employes have direct access to the material 
as it is piled around convenient to the work, and outside of super- 
vision by the timekeeper or foreman there is only a limited check 
upon the material used. A carpenter will invariably saw a short 
piece of board from a long, new piece, rather than draw out the nails 
and clean up an old board which would have answered his purpose. 

When the size of the gang is considerable, the irresponsibility of 
the character of the labor and the difficulty of watching each man 
all the time make it evident that the cost analysis of the material 
used in construction work and the cost analysis of material used in 
a manufacturing enterprise must be considered from different view- 
points. 

Regarding Expense Items. If cost analysis in construction 
work is unsatisfactory so far as labor and material are concerned, 
how much more so is it the case in consideration of expense items — 
such as fittings and repairs, small tools, boots, tarpaulins, etc. — 
which are of just as much importance to the work as the labor and 
materials. These items, insignificant in character and few with 
reference to the unit, are in the aggregate of tremendous conse- 
quence. Small tools may be purchased, thrown down, and immedi- 
ately covered by the excavated material; bolts and small tools may 
be stolen by the workmen; large pieces of packing, waste, or the 
remaining supply of bolts, nails, or other material may be thrown 
aside and lost. These are leaks which apparently should be over- 
come by the proper kind of supervision, yet if too much attention 
is paid to this line of the work, it is both possible and probable 
that the construction work itself will be neglected, resulting in a 
decreased output or increased cost. 

Cost Analysis Requires Dollar Not Cent Policy. Cost analysis, 
therefore, in connection with construction work, is a subject which 
requires a broad-minded policy, and a system far different from the 
one possible in manufacturing concerns. A man who may have just 
the right turn of clerical mind, who may be exact in his accounts 
and correct in his reoorts as a oavroll clerk, timekeeoer. or stonk- 
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It may seem rather a broad statement to make^ but the writer 
is clearly of the opinion that the construction man in the field — as 
superintendent, foreman, material clerk, or timekeeper — must con- 
sider all accounts as they arise in the guise of dollars, and not cents. 
“Penny wise and -pound foolish” can have no better exemplification 
than in construction work, and yet cents must he considered where the 
cents occur in such a way as to be cumulative. 

COST ANALYSIS AS APPLIED TO LABOR COSTS 

Cost Records vs. Individual Impressions. Conceding that cost 
analysis is fully as important to the contractor as to the manufac- 
turer, we must make the attempt to overcome the difficulties and 
to obtain the true cost just as nearly as the conditions, character, 
and importance of the work, and the cost of securing the information, 
will justify. 

But in so obtaining costs in construction work, there is a further 
difference when we compare the factory, viz : When such recorded 
costs do not exist, the mind of the estimator, or contractor is entirely 
free from any influence which might tend to make him doubt his 
personal recollection or knowledge of the work during the progress 
of construction. Where such recorded costs do exist, it is but 
natural that they should be referred to in making neAV estimates, 
and the result is to subordinate the personal recollection in favor 
of the black-and-white figures actually compiled. 

If this is true of the individual who is using his own cost 
records, how much more is it true of the one who must base his 
decisions, at least to some extent, upon the recorded costs of others. 
Every individual who has compiled cost records and has occasion to 
refer to them, will, as soon as reference is made to the work, uncon- 
sciously have a mental picture of it, of all the conditions surround- 
ing it, and of the circumstances under which the work was done; 
but, if the cost data is encumbered with unnecessarily complete 
descriptions, it would be of practically no value. It is therefore 
essential that any published cost records be accompanied by a brief 
pointed description of the kind of work — ^where and when done, the 
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Limiting the Number of Distributions. The writer does not 
wish to convey the impression that he believes in a complicated and 
extensive set of distributions on any one job. It is better to 
reduce the number of classifications to the minimum, taking a 
general class of work, and letting all of the elements which go to 
make up that classification be recorded therein. By giving a 
sufficiently complete description of the circumstances and condi- 
tions, a proper mental picture of the work can be obtained. How- 
ever, should the class of work carried under the general head be 
done under different conditions or methods, then separate distri- 
butions should be made. 

Comparison of Methods. Suppose that we have a contract for 
the construction of a main sewer with branches, gradually decreasing 
in size from the outfall to the limit of the drainage area. (See Fig. 
8, p. 49.) 

Mental Conchmon Method. In the case of the “mental-analysis- 
only” sort of contractor, the work will be allowed to proceed under 
his personal direction, and the cost of the work will be determined 
entirely from personal observations from day to day, in connection 
with his book expenditures. These mental conclusions, while prob- 
ably correct, are of value only to himself, and cannot be of service 
even to his own organization, except by word-of-mouth instruction. 

Cost-Collection Method. In the case of a cost-collection system, 
where the costs of the various classes of work are kept separate for 
the entire job, the cost of a cubic yard of excavation will be deter- 
mined as the total cost of this class of work divided by the number 
of cubic yards handled; and the same will be true of concrete, brick, 
pipelaying, etc. 

Cost- Analysis Method. When the subject is given the proper 
study from the point of cost analysis, however, it will be seen that 
neither one of the preceding methods is the proper one. 

First, the relative proportion of the sheeting and shoring of the 
trench to the cubic yards of earth handled, will depend upon the 
size and depth of the sewer. 

Second, the amount of sheeting and shoring will depend upon 
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Third, the size of the sewer has an influence upon the cost, 
inasmuch as it fixes the quantities per lineal foot of trench. This, 
however, is not as applicable to excavation and pipelaying as it is 
to concrete work. 

Fourth, there is a vast difference between the handling of 
trenches in wet and dry excavation, both of which may have occurred 
on the same job; if cost analysis does not distinguish the difference, 
the resulting average price is not a true indication of the value of 
the work. 

Fifth, many sections of the work may be surrounded by special 
conditions, such as railroad crossings, interference with existing 
sewers, pipes, conduits, etc. Or the same job may include work 
in improved and unimproved streets. Unless the distinction is 
made in the records, the average cost will be misleading. 

Sectional Divisions. The writer has found by a long personal 
experience that it is impossible to depend upon the average time- 
keeper or clerk to make the distinctions just outlined. Generally, 
of course, any job that is entered into has already been studied and 
some attention given to these points in the preparation of the esti- 
mate. Therefore, as soon as the actual construction is started, it is 
wise to divide the work into as many different sections as may be 
necessary, thereafter running such sections as though each were a 
separate contract or unit. 

While it is true that the collection of cost information is rather 
indefinite and hard to obtain when a construction crew is passing 
from one section to the next, still there is the advantage of trying as 
closely as possible to secure the cost of the individual section, and 
a summary may always be obtained by adding the cost of all of the 
sections. Where no separation of the costs is made, there is no 
possible way of recovering the information lost. Where the costs 
are kept, even although in an unsatisfactory manner, some informa- 
tion can be gleaned from them. The totals and the averages are 
always available. 

Same Class of Work — ^Same Job — ^Different Conditions. Some- 



section by itself, and a persistent clTort inade to (b'terjniin; the cost 
of the labor in this section, the result will be an incnaised averapje 
cost over the entire length, a cost whi(’h would be inish'ading if the 
information was ever referred to in coiiiiectioii with a pro])ositi()n of 
a like character where tlicre was not an intersecting street. 

Use of Record Charts and Tables, Einidiasis has just Ix'cn 
laid on the proper study of the layout of the work, and til(^ eonsidcT- 
ation of sections, as being of the utmost im])orta]iee for the olliee 
work of the analysis of costs. Tf the information has ix'cn s{>eured 
in the manner suggested, it is at once avaihdde, and tabh'S or eliarts 
may be prepared showing the cost of tln^ sanu^ class of work in tlu^ 
various sections under did'erent circumsta.nees. These costs may 
not be absolute, nor is it expected that tlu'y will lx; usc'd without 
mental reservations, but they do form tlx; basis at h'a.st of int<‘lli- 
gent thought and estimating. Inasmiieli as it is (‘xtn'inely dillieult 
to tabulate these results in a suflieiently clear mamx'r to allow one 
to determine at a glance the information nxjuin'd, grai)]ncal charts 
are preferable. On such a chart can lx; grou])('d diilVn'ut classes of 
work under different conditions and dilfen'iit jobs under compara- 
tively similar conditions, thus giving information of gn'at assistance. 

There is no one class of work which will not have within it 
certain essentials which can be directly coin])iired with other work 
of like character. All of the specialties which enter into the par- 
ticular job should be separated and carried as “si)ecials”. By 
standardizing the unit quantities and subordinating the individual 
idea to the general good, excellent comi)arative results may be 
obtained over a wide range of subjects, ddie writer’s own experi- 
ence as an engineer and contractor covers such classes of work as 
sewers, bridges, streets, railroad grading, railroad construction and 
ballasting, dredging, filling, concrete foundation, reinforced-coiicrete 
superstructures, and complete buildings, and yet most of this work 
has been handled harmoniously by the same ollice force and through 
the same organization. This has been possible mainly by the use 
of a standard form of time sheet (see Rigs. Ill, 14 , and 15 ) which is 
uniform on all different classes of work, thereby making possible the 
transfer of a timekeeper or clerk from one job to another without 
any previous special instruction. If it has been found entindv pos- 



experience, then it should be practical to carry out the same idea 
with reference to the construction field as a whole. 

DISTRIBUTION OF LABOR, MATERIAL. AND EXPENSE 

Divisions of Labor, Material, and Expense. In the foregoing 
discussion we have considered labor cost principally. Cost analysis 
implies far more. Modern writers seem to be agreed upon the 
fact that cost is represented by labor plus material plus expense. 
This analysis is further elaborated (1) by the division of labor into 
^'direct labor” and “indirect labor”, or “productive labor” and 
“non-productive labor”; (2) by the division of material into that 
entering directly into the job and material incidental to the con- 
struction but necessary to the performance thereof; and (3) by the 
division of expense into expense items directly connected with the 
cost of production, and expense connected with the marketing or 
selling of the product. 

There can be no argument as to the fact that these items are the 
primary elements in any business. However, when it comes to 
their application to any one particular line of business, there arise 
many different ideas as to method. 

How Labor Should Be Distributed. Direct Labor. In construc- 
tion work, direct labor may be considered as that which is necessary 
for the performance of any particular line of work after all materials 
have been delivered within reasonable limits of the site of the work. 

Indirect Labor. Indirect labor, as its name indicates, includes 
such labor charges against the cost of materials, expense, super- 
vision, etc., etc., as appear proper. For instance, a labor item 
representing the cost of the hauling of gravel, stone, or cement, in 
a concrete job, should appear as a material item; that is, the cost of 
such labor should be added to the cost of the material in order to 
determine the value of the material f.o.b. the site of the wmrk. 
On the other hand, the labor items incident to the hauling of an 
outfit, or the moving of an outfit from job to job, the hauling of 
repairs and fittings, etc., are properly chargeable against the work 
as a whole, and therefore should appear as expense items. It is 
necessary that these divisions he made, or otherwise there will he no 
common ground on which comparison can he made between any par^ 
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There is, however, a certain amount of indirect labor which 
appears directly upon the job but is of a more or less floating charac- 
ter. This should be distributed from day. to day to different 
lines of work; for if it is at all necessary to the job, it is necessary 
to each item of work, and therefore should be properly distributed 
directly to the item, in a broad sense, so that any charge of indirect 
labor immediately upon the work may be avoided. This applies 
to engineers, pumpmen, timekeepers, subforemen, and foremen. 

How Material Should Be Distributed. In construction work, 
there must necessarily be a certain amount of material which does 
not directly enter into the finished work and make a part of it, but 
which is necessary to its performance. It would be an excellent 
plan if a complete record could be made, so that the amount of such 
incidental material used for each class of work could be determined; 
but all who have had experience know that in construction work it 
is absolutely necessary to supply a more or less varied character of 
timber, steel, and other material for use as emergencies arise, and 
that it is almost impossible to keep any record except for the amount 
of material delivered and the amount remaining as salvage at the 
end of the work. 

Therefore, in the absence of any better method, it seems necessary 
to consider all such material as being charged directly against and as 
forming a part of the job charging the cost against the class of work 
affected, and giving a credit for any salvage. 

How Expense Items Should Be Distributed. The item of 
expense is a very different problem. It includes not only material 
in the way of incidental supplies but also various matters of expense 
which cannot be considered as either material or labor. For instance, 
the labor expended for commissary quarters for the men, whether 
fibced, or movable, as wagons, is a direct expense chargeable against 
the work as a whole, and not against any one item. Again, the 
purchase of pipe, its installation for water supply, its removal, and 
the salvage on the pipe, are all expense items. As a further illus- 
tration, the bond and liability insurance on any job is a direct- 
expense item, its magnitude depending absolutely upon the size of 
the work. 

J ob expense items, therefore, are of two kinds : (1), those composed 



of the work, and the amount of which is irres'pectire of the size of the job; 

(2) those composed of material, labor, or expense, which' are necessary, 
but depend absolutely upon the amount of work to be performed. 

In addition, we have indirect-expense items to be charged to 
each job, the amount, however, being determined by the average 
annual amount of business. 

Whether or not it is better to distinguish between direct labor 
and supervising labor, is a question of individual practice. In the 
writer’s judgment, it is well established that a certaip amount of 
direct labor requires a certain amount of supervision, and that 
therefore the supervision rendered should be a part of the direct 
charge. To distribute these expense items in the proper way is a 
matter of great importance. We may have jobs running all the 
way from 20 per cent to 100 per cent labor, depending upon the 
character of the work and the conditions under which the contract 
is awarded. 

Items Showing Division of Expense.* It is apparent at once 
that on any job, items of expense should not be bunched, but should 
rather be divided among the various principal elements, so that one 
job may be compared with others and an intelligent idea formed of 
the comparative cost. As an illustration of such classification of 
expense items the following general divisions for ordinary construc- 
tion work are suggested: 

(1) Bond, Insurance, and Interest 

(2) Petty Tools 

(3) General Expense 

(4) Fittings and Repairs 

(5) Tools and Machinery 

(6) Commissary and Commissary Supplies 

(7) Fuel and Oil 

(8) Special Incidental Costs 

If these various divisions are determined for all jobs and estab- 
lished as certain percentages of the cost of labor and materials, or of 
either, we have a direct basis for comparison. The item. Bond, 
Insurance, and Interest needs no comment. To the item of Petty 
Tools should be charged such small tools as are easily lost, worn 
out, or stolen. 



To the division, General Expense is to be charged such items as 
nails, wire, bolts, and also the items of expense which go to make 
up the repairs to petty tools. To the item of Fittings and Repairs 
should be charged all work incident to the repairs and fitting up of 
tools and machinery. 

To the item of Tools and Machinery can be charged only a fair 
rental value or annual depreciation for the tools and machinery 
employed on the job, it being expected that the Fittings and Repairs 
account, if properly kept and carried out, will keep the tools and 
machinery in good working condition. 

The Commissary item should carry separate accounts for tents, 
tarpaulins, boots, lanterns, etc., etc., since the importance of these 
various items depends more or less on the character of the work, 
and each item is a sort of supplemental expense item. The commis- 
sary account should also take care of boarding-houses, and the 
expenses incident to them, when necessary. 

The term Fnel and Oil is self-explanatory, designating the fuel 
and oil necessary for the production of power. If electric power is 
used the electric-current bills are also a proper charge to this account. 
Special items incident to any particular work should be considered 
as items of special nature and not allowed to affect the ordinary 
divisions. 

Methods of Charging Expense Items. If then some such general 
division, not too elaborate, is made of the expense items, and their 
amount is determined by a percentage against the job as awhole, 
we have one method for their proper apportionment. Many manu- 
facturers, contractors, and writers express a preference for the 
method of dividing the cost into the various unit items of work 
performed. But no one can claim that this is entirely satisfactory 
or exact. The percentage method to all practical purposes accom- 
plishes the same end, and is simpler of application. To the manu- 
‘facturer who is producing articles of uniform value, or articles of a 
uniform kind but varying in quality and therefore of different value, 
there may be a question as to the method. 

In construction work, however, no two jobs are exactly alike, 
and they may be widely different; therefore they cannot be carried 
as are departments in a manufacturing plant, for this implies 








established in different localities, each under its own management 
but reporting to a general executive head. The writer’s contention 
has always been that the percentage method is just, even under 
these circumstances, for the higher the grade of work performed 
the greater the corresponding cost of labor, inspection, supervision, 
investment, etc., etc. Therefore it is perfectly fair to charge a greater 
proportion of the general-expense item against the higher grade of 
work, as is the case where the percentage system is used. 

A very important point, however, and one that must not be 
overlooked if the percentage system is used, is determining whether 
the percentage shall be reckoned upon the cost of material, upon 
the cost of labor, or upon the sum of these two items. In many 
jobs the owner furnishes all the material, the contractor furnishing 
only the necessary labor. Again, the proposition may be one where 
the cost of materials is very large in comparison with the cost of 
the necessary labor. 

Use of Percentage System. No better illustration could be made 
of these conditions than the cost of tracklaying in the construction of 
railways. In the first case, if the owner is to furnish all materials, 
and the contractor is to furnish only the labor, the latter’s contract 
will run 100 per cent labor. On the other hand, if the contractor 
is to furnish the material, the contract will run several thousand 
dollars per mile, with the labor representing only a small per cent. 

Therefore, if the percentage system is used for determination of 
the expense portion of cost, three methods may be used; but after 
the method of apportionment of the burden has been selected, the 
same method must be used for all time thereafter, or the results will 
be of no value for comparison with various jobs or for making new 
estimates. The following are the three methods: 

(1) Apportionment by percentage of the labor only. This method 
is good, for the reason that the labor is a fair indication of the 
amount and character of the work done, and, unless the rate of 
pay or the class of labor is extraordinary, jobs may be directly com- 
pared on this basis. The method is recommended. However, 
since some labor must be directly charged to material, it will be 
necessary to deduct this labor before arriving at the actual amount 
of labor entering into the work. 



inciiiaes an aaamonai cnarge lor traasporxaiion axiu uenvery. 
Therefore no comparison can be made between the job located 
close to the shipping point, or directly on a side track, and the same 
class of work at a considerable distance from the railroad where all 
material must be hauled. 

(3) A‘pportio?wient hij 'percentage on the cost of material plus 
labor. While in a great many ways this method is unsatisfactory, 
still it will give fairly comparative averages, and it has the advan- 
tage of adjusting and averaging to a certain extent the inconsistencies 
of labor and material. It has also the advantage of being the most 
simple of application. The various elements of expense cost must 
be kept separately on each job in order that in any new contract 
the various items of expense may be correctly combined. 

A sharp distinction should be made between jobs of different 
character not coming under the same classification. 

Method of Charging Construction Equip'ment. Depreciation of 
machinery has been handled in many different ways by many dif- 
ferent writers. It has been apportioned as an annual depreciation 
and as a fixed percentage. In this problem, it seems to the writer, 
distinctions must be recognized between the business conditions of 
the construction plant and those of the permanent plant. In the 
permanent plant a piece of machinery, once installed, is used for its 
definite particular work until worn out unless some improvement 
necessitates its discard. In construction work, however, the con- 
tractor is continually buying, selling, and trading equipment. Equip- 
ment is purchased for the special requirements of a contract and is 
then disposed of. It is suggested, therefore, that if new machinery is 
purchased for construction work, a charge be made to the Tools and 
Machinery account of its second hand value, and that the difference 
between this sum and the original price be charged to the job. 
Inasmuch as the Fittings and Repairs account is a direct charge 
against any piece of work, the machinery if properly taken care of, 
should always be in condition to realize this second hand selling 
value. 



What CoosMtatee ActM^^Coat*. I Is who forms a judgment of 
the cost of one clasa of. work hy ofiserv’atioiu hy stop watch, 

or by similar mears> may tietcrmhie eta ripari sons which are valu- 
able in the supervision of w'ork from day to day, but he does not 
form any tnie ideas of theaietualcost of the work. The cost account- 
ant, dealing with reroitfe- wMck ewitidn ail items of miscellaneous 
or indirect labor and ah^'ima-pfoduetive time (caused by moving 
charges, etc.), amves at costs which may be safely used as true 
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Fig. 2. General Outline of Cost-Analysis Distributions 


costs under the conditions. The effect upon the cost account of 
the conditions, circumstances, weather, quantities of work to be 
done, area covered by the work, general layout of the construction 
plan, etc., must be considered in the final analysis. 

The various relations in cost analysis of the principal distri- 
bution items of “Material, Labor, and Expense”, which have been 
discussed in the preceding pages are summed up in chart form in 
Fig. 2. This chart should be studied also in connection with Fig. 1 
which shows in diagrammatic form the relations of the subject of 



Value of Printed Itemized Estimate Forms. The estimate 
form shown in Fig. 3, covers cost analysis from the position of the 
specialist in bridge construction, and only in minor respects can 
comparative suggestions be made, since, in general, the proposed 


Right of Way and Temporary Bridge 

Removing Old Bridge 

Excavation IDiyTTTTYdl’ @ 

Cofferdams, Sheeting, Shoring 

Foundation Piling 

Falsework Piling 

Steel Lbs. @ 

Placing @ 

Lumber Bd. Ft. @ 

Less Salvage 

Erection Centers and Forms ' 

Concrete Yds 

Bbls. Cement. . . . @ 

Yds. Gravel @ 

Yds. Stone @ 

.Yds. Sand @ 

Labor, Mixing and Placing 

Waterproofing and Drains 

Filling Yds @ 

Paving Sq. Yds. @ 

Sidewalks Sq. Ft. @ 

Curbs Lin. Ft. @ 

Railing .Lin. Ft. @ 

Conduits, Lamps, and Wiring 

Removal of Centering 

Superintendence 

Bond, Insurance, etc 

Moving Plant, etc 


Equipment Depreciation. . 

Office Charges 

Total Field Cost 

Profit 

Bid About 


Fig. .3. Estimate Form, as Used by a Prominent Bridge Contracting Company. 
Compare with Fig. 2. 


form of estimate is in line with the charted summary. Fig. 2, but is 
reduced to a definite form for one line of Avork only. 

The danger of an itemized printed estimate lies in the fact that 
special features pertaining to each job may be overlooked because 
of the habit which may be cultivated of relying upon the standard 
estimate form. 

Analysis of Items. Comparing the tAvo figures, Ave see that 
“Right of Way” in Fig. 3 comes in Fig. 2 under the item “Accessory 



Likewise, “Temporary Bridge” comes under the same head, and is 
also a direct charge unless salvage is considered. “Removing Old 
Bridge ’ is in the same division. All three of these items are special 
ones pertaining to each individual case and require a personal inspec- 
tion of the site. 

The cost of “Wet Excavation”, “Dry Excavation”, and of 
‘ Cofferdams”, depends upon the character of the stream. These 
three items should be estimated as nearly as possible on a unit basis 
and if the contract is secured a careful survey of the aetual quantity 
handled should be made from time to time for. future reference. 

“Piling for Foundations” is a direct charge, since this material 
remains in the structure. “Piling for False Work”, however, is in 
the nature of accessory material, and for purposes of cost analysis 
must consequently have a separate classification. 

“Reinforcement Steel” is a direct material charge and should 
be figured separately for each and every job. In cost analysis it 
should be estimated and reported on either a pound or tonnage 
basis. 

“Lumber” is an accessory material and should always be esti- 
mated or reported on a basis of feet, board measure, or square feet 
of concrete surface covered. Lumber should never be carried as an 
element of the unit concrete cost, even in work of like character. 

“Salvage” may be best estimated on the basis of percentage of 
lumber or cost of lumber. If possible, the lumber and labor items 
should be separated on center and form work, as the two have 
their distinct differences and such a separation may be of value 
where the proportions of the two classes show variation in past work. 

“Cement”, “Sand”, “Stone”, and “Gravel” are proportional 
to the cubic yards of concrete; but in addition they depend upon the 
specified mixture of concrete. The cost of these materials is the 
cost on the job, which is made up of a first cost of material plus the 
expense of delivery; this latter is a labor item but is to be carried as 
a separate item under Material, Fig. 2. 

The labor on concrete depends upon the total yardage; and also 
on the available labor supply, union or nonunion, and its nationality, 
and the accessibility of the work. The latter is important inasmuch 
as it may be necessary to conduct boarding-houses or to provide 
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“Waterproofing,” “Drains,”^ “Filling”, “Piiving”, “Si(l<nvalks”, 
“Curbs”, “Hailing”, “Condnits”, “Lain])s”, and “Wiring” an* all 
direct material cliarges, l)('ca.us(; these things remain in tin* strne- 
tnre, and their amounts d('])end upon tlu' ])lans and sho\dd Ix^ lakiMi 
oir in itemized ({uantitic'S. 

“Removal ol‘ (.'entering” is a I'nrtlu'r division of form and 
center work and sliould ix^ kc'pt se])a.rately, 

“Superintendenci;”, “Bond”, “Insurance”, and “Moving Plant ” 
are part of the gc'iu'ral charg(‘s against tlu^ work and also a direct 
charge. Other geiK'ral charges of th(‘ sann^ elia racier an; “Fxp('ns('”, 
“Fittings and R('])airs”, “Fiu‘1 and Oil”, “Specials”, and “Coni- 
missary”. These lattcT ib'ins do ])ot app('ar in ilui esliinafe form 
unless they are considen'd as a ])art of tln^ various unit costs. 'Phis 
Avould not seem as definite a undhod as tln^ oiu' ])revionsly suggested. 

“Equipment”, “Depreciation”, and “()lllc(' Charg(‘s” arc gen- 
eral items not directly ehargeabh^ to tin* job; to these items should 
be added “Petty d'ools”, etc. 

General CovrmenU'. Tliis estimate is complete in that, all prin- 
cipal items of work are stated, tog(‘th<'r with tlu' (plant itii's of such 
work and the unit prices given, but it would apixair that tlu* detail 
itemization of the unit price must lie made on a sejiarati^ sluwt 
which may or may not be iireserved. In otluT words, it would 
seem that in analyzing the job with relation to the jirineijial itimis 
of the work and the various quantiti(‘s and ehmumts (mti'ring into 
these items, the estimate does not furnish a.ny data which in any 
way analyzes the unit cost of each sejiarate iti'iu. (pliant it i(‘s ('nt('r- 
ing into tlie various items of work are pundy mat.t('rs of calculation 
based on the plans and specifications for any ])i('ee of work. Actually 
they are to be analyzed only so far as to list s('parat('ly t he dilferent 
items of work composing the main classification, but wc’: would 
require that the unit cost set forth in the estimate be analyzed and 
given on the estimate sheet in full detail, ddiis iti'inization of the 
unit price should be divided into material and labor and then these 
two divisions should be again divich'd into the various classes of 
material necessary to compose one unit of the iirincinal itcun tog('th(‘r 
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various elements entering into the work. These elements, then, 
by quantity and by price, are extended to form their portion of the 
resulting unit price for the principal item or work. Such a method 
makes the estimate more certain, it gives the opportunity for locat- 
ing possible increases in cost, and is the groundwork of future analyses- 

The foregoing consideration of what constitutes cost analysis 
in its general outline may properly be followed by a detailed study 
of the forms and methods whereby we may obtain a complete cost- 
analysis system. 

Illustrative Exaviple. Cost Distribution in Connection with 
Power-House Contract. It may be of interest and profit to follow 
out the difficulties of cost-analysis labor distribution in connec- 
tion with the building of a power-house structure. Fig. 4, where 
the excavation for the foundations was made in good concrete gravel 
and sand. 

It should be noted that a tram track entirely encircles the build- 
ing site and is closely adjacent to the trenches and forms for the 
foundation walls. This tram track passes under the incline track 
leading to the concrete mixer in the background. Tram tracks 
which may be easily shifted, are located in the completed portion of 
the excavation and are used as material-supply tracks for the con- 
crete mixer utilizing the gravel and sand from the excavation. The 
gravel and sand in some instances was too fine for good concrete, 
and additional material in the way of broken stone was delivered 
along the street (at the right side of the illustration), and handled 
by the inclined chutes shown. 

Attention is particularly called to this situation as we must 
here distinguish between the labor necessary to supply the concrete 
mixer with gravel and sand from the foundation and with stone 
from the outside street level, and that labor necessary to remove 
the excess excavation material which was handled by dumping 
from the incline in front of the mixer when concreting was not in 
operation. It cannot be expected that in a case of this kind the 
labor can be divided absolutely as to the various operations, but, 
bv pxercisinsr srood iudsment, close aoDroximations mav be obtained 




Fig. 4. View of Excavation and Foundation Work for Power House, ^ote l^rnn Track Completely* Surrounding the Work 
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A COST-ANALYSIS SYSTEM 

Need of System. Any cost-analysis system to be of value 
must stand the test of actual use; therefore, a complete and logical 
outline of practice, from the time of preparation of an estimate on 
down through the actual construction and ending with the final 
analysis, is presented, together with explanatory forms, charts, etc. 

The contractor who realizes the need of a more systematic 
organization, or the young man who desires to learn as quickly as 
possible in order to be of the most service, has need of information 
arranged in logical order and covering the whole subject. A multi- 
tude of books and special articles are available giving some one 
man’s idea of some one part of an engineer’s or contractor’s work, 
such as “Office Systems”, “Cost Keeping”, “Field Management”, 
etc., and yet this information, while possibly as good as the average 
practice, or even better, cannot be adopted, because all of these 
various ideas cannot be thrown indiscriminately together as a basis 
of a working organization, and no one idea can be adopted without 
requiring a correlation of all other parts of the work. As such a 
procedure is considered too much of a task by the average man, 
and as time is lacking, he generally decides to let things drift. 

The writer has for a long time used in his own work a system 
reduced to writing, so that every man employed, no matter in what 
capacity, may be referred to a standard practice — and not be depend- 
ent on verbal instructions repeated time and time again. We have 
in consequence secured first, a closer harmony and a greater output; 
and, second, a larger opportunity and greater encouragement for 
suggestions and improvements. 

We are indebted to numerous writers for a systematic study of 
industrial organizations and of efficiency in shop management. 
Some have carried the same idea and same line of thought into the 
engineering and construction field, and yet, in the opinion of the 
writer, neither the so-called cost-data motion-study system, nor any 
of the munerous papers printed on this subject satisfies the general 


need for a practical ontlino n.nd a coinprclK'nsivc study ol the whole 
subject of estimating- and cost-analysis ciigiiiccriiif-:. 

The methods here sup;^csted may not Ix' tlu' best, but they are 
offered as the result of ])ractical exp(‘ri(‘nc(; of ninny years, and 
should at least be of value, in forming llu^ nueleus of any systiau. 
Certain fundamental truths exist in all eoiitraet. work and these 
facts can be learned only liy exixTicmee. For this latter riaisou 
solely, if for no other, this series of artieh'S should be worth while, 
especially to the young engimuT and eoniraetor. 

PaiilcuhiT Importaucv, in. Ponlniclinij ll’orl,'. d’here is no doubt, 
of the importance of systematic cost keeping, cost, management , and 
cost analysis in industrial i)la.nts. Hut how niiieh greater is thdr 
importance in the contracting field, wlns-e work of a, distiiielly 
industrial character is complicated by the fact that tin* operations 
arc imconfined. In other words, t.he contractor’s work is truly 
industrial, but he is handic.apiied by the nature' of the operations, 
inasmuch as ho must work in the o])en, uniiroteeted from the ele- 
ments; must attempt to keep records of men and materials which 
are shifting and difficult to locatxg and, in gc'ueral, must organi/e 
an ignorant carefree low-gra,de force of labon'rs in such a maiim'r as 
to secure adecpiate working results; and finally, must obtain siu'h 
data as will make the special job a record of ix'rmauent vahu'. 

Science of Management. In construction work the: whole field 
of operations must be considered, for the: same laborer may be 
moved from one class of work to anotln'r, ('veii during a single 
day, and perhaps several shifts may be iK'ct'ssary. Along with 
these difficulties run the trials with union labor and its exacting 
stipulations as to rates of pay, hours of work, {'te. It is all V('ry well 
to talk about what could be done, if all these obstach's weri'. removed, 
but in ordinary work — the kinds of jobs W(5 all know these obstacles 
are not removed. Ordinary circumstance's and conditions must 
govern and any system adoihed must reeogni/ai tlu'in and adjust 
itself accordingly. 

It is proper to talk of “staff” vs. “line” and to ('ueourage the 
civil instead of the military type of organization, but after all, in 
ordinary construction work, the laborc'r must Ixi drivt'ii by ('xjx'rt 
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labor available. Under such conditions, all that can be expected is 
a fairly accurate checking of the labor employed. Such cost data 
is not absolute in fact, but simply characteristic of the kind of 
V'Ork, and sufficiently close for guidance in analysis of like work. 
For these reasons, cost data, so styled, can be of no value so far as 
assuming to report facts or truths, but it can be made of greater 
or less reference value, depending upon the care taken in gathering 
information. 

C onstruction never can be an exact science or subject to exact 
rules, all contrary writings as to principles notwithstanding. There 
are no five, ten, or twenty principles involved. Construction, like 
engineering — or even more so — is a matter of common sense or good 
judgment, but an understanding of it may be developed and a mental 
analysis encouraged by a proper use of methods, standard forms, 
printed records, and analyses. In other words, while preaching 
modern methods, while recognizing all that has been written as to 
office and field systems, and while advocating some such system as 
will be outlined hereafter, still the leriter desires to emphasize the 
facts that these devices are of use only as developing mental capacity for 
accurate analysis, and that records in themselves are of questionable 
value. The engineer and the contractor who work the hardest for a 
system and adequate records do not profit as much by the actual 
records as they do by the development within their own brain cells. 
Do not overlook this point. Records are valuable only in their effect 
on the judgment, which indicates that the method of treatment of 
a new proposition is founded on experience. Experience, however, 
may be fortified by a proper system of dividing, itemizing, and record- 
ing costs of labor and materials. Before discussing the points of 
the proposed system, it may be well to study the outline of the 
system, and the relation of the different groups to each other. 

DETAIL OUTLINE FOR STUDY 

Scope of Outline. Our study, then, will cover the items in the 
following detailed outline of work, giving prominence to those features 
which are most closely related to cost analysis, as shown by Fig. 1. 



(1) The cxiiniiiiiitioii of spcciliciilioiis for unusual (•laus<‘s, 
and the preparation of abstracts. Se<^ I^'i^^s. 5 and (I. 

(2) The eoinparisou of ])lans aixl specihcalions, niakinfi; noi('S 
of speeial and peculiar featun'S. S<'<‘ Fi^^s. b and (>. 

(2) A proi)er method of takin/j; olf (juanlilit's, including 
checking. See Idg. Kk 

(4) The form of estimating blaid<s. S(‘<‘ h’igs. 11 and lb. 

(b) The layout of work and nuhliod of operation. Se(^ kh'gs. 
8 and 11. 

(()) The division of work. Se(‘ Figs. 7 and 12. 

(7) The use of short cuts and approximations in checking. 

((S) Consideration as to wlien (]nantities an* inii)ortant and 
when unit prices are imjairtant. 

(9) The estimating of hibor and nndu'rial separat(‘ly, 

(10) The estimating of gc'iUTal charges, and how general 
charges are alTected l)y character of work. See Tabh'S II and III, 
Part 11. 

(11) Determination of eejuipment reephn'd, and how it is to 
be charged out. 

(12) Preparation or notes and ski'tclu's showing basis of 
estimate. 

(13) The filing of estimates for future reference. 

(14) The value of estimates regardless of exiamtion of work. 

(15) The preparation of a ])ersonal “dope” book. 

Group H. Construction of Job. The construction of the 
job following as closely as possible the estiimited plan of ojx'ration 
and, where that is defective and recpiires modification and change, 
revising or extending estimate to cover the changes, involves: 

(1) Selection of equipment. 

(2) Arrangement of the organization and distribution of 
forces. 

(3) Preparation of instructions to timekeeixTs and field 
forces. 

(4) Preparation of progress jdans and instructions to the. field 
engineers. See Figs. 10 and 12. 

(5) Preparation of forms for (piantity and cost re])orts. St'c 
Figs. 13, 14, and 15. 



(7) Selection of units with regard for simplicity of items, and 
with essentials separated. 

(8) Designation as to direct and indirect labor and materials. 
See Fig. 2, p. 19. 

(9) Selection of field approximations or unit measurements 
for reports. 

(10) Supervision over the general office system of purchasing. 

(11) Instructions as to the distribution of cost of material and 
labor and the making of monthly estimates. 

(12) Instructions as to better supervision by use of the daily 
report^ 

(13) Specific instructions to (1) foremen, (2) timekeepers and 
clerks, (3) engineers and firemen, (4) mechanics, (5) yardmen, (6) 
general office men, and (7) for weekly cabinet meetings. 

Group III. Analysis of Job. This means carrying out the 
work so far as possible according to estimate, but with due allowance 
for actual reports based on conditions as found during execution, 
and requires: 

(1) Maintaining cost, quantities, and unit costs strictly up 
to date. See Figs. 13, 14, and 15. 

(2) A checking of rate of progress. Figs. 10 and 12. 

(3) Revision of original estimates from time to time. 

(4) Report of discovery of weak points. See progress charts. 
Figs. 26 and 27. 

(5) Report of daily status of work. See Figs. 26 and 27. 

(6) Report of revised estimate as to time of completion. See ■ 
Figs. 26 and 27. 

(7) Report of comparisons by selected sections. 

(8) Report of efficiency of men and equipment. 

(9) Report of comparison with other jobs of like character. 

(10) A careful separation of ordinary from unusual units. 

(11) The final form for tabulation of results. 

(12) The final form of graphical chart. 

(13) Notations that results are not absolute but to encourage 
mental discipline. 

(14) Care in the copying of data. 

(15) Determination of production and establishment of a 
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( 18 ) Notations as to padded pay rolls. 

There may he other ways or methods as good or better than 
those suggested; any system is good that recognizes the close rela- 
tionslii'P existing between estimating, construction, and final analysis. 

Value of Estimates. A carefully prepared estimate on work 
not secured is not valueless but should be preserved and indexed to 
form a part of the personal files of the contractor or estimator. In 
addition these estimates should be summarized and compared with 
others and with those estimates where the job has been actually 
constructed. Such a comparison cannot help but be of benefit; 
first, by emphasizing the fact that the characteristics and individu- 
ality of every job require special consideration, and so disabusing 
the mind of the idea that any fixed or lump-sum unit prices can be 
used indiscriminately; second, by the development of a greater 
estimating ability and by the correction of preconceived ideas of 
estimating, which will be modified by studying those estimates 
which have gone through actual construction. A comparison of 
this kind is just as properly a part of analysis as the cost records of 
any particular job and, further, if this plan is carried out, the tend- 
ency is to build up the cost-analysis turn of mind, so that it becomes 
almost instinctive. 

Suppose the job is secured, then the estimate, if it has been 
made in detail, is of still more value for future comparison, since 
the opportunity is afforded to check the separate items during the 
progress of the construction. The resulting final cost analysis is 
truly an analysis, rather than a mere collection of cost records. In 
other words, the estimate may be properly designated as a prelimi- 
nary plan of attack, to be followed by the filling in of details secured 
during construction, until the completed report, developed through 
the final analysis, is eventually made. 

Analysis of Subdivisions. Before entering upon the detailed 
discussion of methods under the divisions suggested, it is probably 
well to set forth in a condensed form the logical steps by which the 
work advances from the time of the estimate until the time of the 
final analysis. These steps, of course, are included under the 



primary divisions of estimating, construction, and analysis. In 
order that the student may have before him at the beginning in a 
condensed form the idea of systematic sequence of thought and 
operation, the following program is suggested: 

Estimating — 

(1) Outline of work. 

(2) Scheme of operations. 

(3) Itemized quantity estimates. 

(4) Itemized cost estimates. 

Construction — 

(5) Labor cost distribution. 

(6) Progress by sections. 

(7) Labor-cost bookkeeping. 

(8) Material-cost bookkeeping. 

Analysis — 

(9) Analytical progress estimates. 

(10) Analytical comparisons. 

(11) Progress charts. 

(12) Final cost analysis. 

It will be noted that by this program the work proceeds in 
natural order from beginning to end. 

In Fig. 1 under Group 1, we have ‘'Estimates, Construction, and 
Analysis”, each of which we have now dissected into four parts. 
In Group 2 we have the three elements comprising the complete 
cost, the details of which have been previously discussed and finally 
presented in condensed form in the chart, Fig. 2. In Group 3 we 
find the means whereby the elements of cost are so digested that we 
secure the data for the final cost analysis. 

The divisions under the General Principals, Group 1, are evident. 
On the left hand in Group 2 we have the physical forces to be handled 
and controlled, and on the right hand in Group 3 we have the forces 
with which- this result is to be accomplished. These secondary or 
physical forces and tertiary or operative forces may now be sub- 
divided into items covering all the operations, methods, forms of 
blanks, reports and everything that goes to make up a complete 



Each one of the Principals, Group 1, is directly concerned with 
each one of the three divisions under Physicals, Group 2, and Oper- 
atives, Group 3, and in addition the Physicals and Operatives are 
dependent one upon the other. It requires only a moment’s thought 
to realize that every line connecting these various divisions repre- 
sents a distinct systematic line of thought, and that these Principal 
connectives represent numerous different viewpoints, which in the 
aggregate we may term mental analysis. 

This is not in any sense complex, and in reality is no more 
than the ordinary unconscious working of the mind of the successful 
contractor. It is not necessary that any office be departmentalized 
and conducted on an elaborate scale. Every one of the operative 
divisions can, in minor practice, be actually conducted and per- 
formed by the engineer or contractor individually and the same 
results in system will be accomplished. Such a contractor will be 
his own engineer in the planning and estimating of the work; he 
may also be his own superintendent and foreman during construc- 
tion, and he is certainly going to be his own analyst when the work 
is completed. 

The ‘'Estimate, Construction, and Analysis” (Group 1), must 
each consider “Material, Labor, and General Charges” (Group 2), but 
each from a different viewpoint, viz, future, present, or past. Simi- 
larly Group 3, “Engineering, Bookkeeping and Clerical Work” 
involves Group 1 and Group 2. Take the last division of the 
Operatives — Clerical. If properly conducted, this division must 
consider the original Estimate, the actual Construction, and the 
final Analysis and must compare them. It must consider “Material, 
Labor, and General Charges” with reference to what was estimated 
and what was actually used, and analyze the differences; it itself is 
also directly dependent upon the Engineering and Bookkeeping 
records in its own Operative class for a consistent, harmonious, 
co-operative working. We are using in this article the term Engi- 
neering to refer to any method whereby reports as to the quantity 
of work done or estimated are obtained; and the term Book- 
keeping to refer to the distribution of money actually expended. 
The Clerical organization is therefore, for the purpose of this article, 
the analysis man, although in actual practice the analvsis may 
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i ne r nysicais wouia seem to oe easy oi separation ana airectiy 
dependent upon the work to be estimated, but it is only by the 
closest possible unification of action of the Operatives that this 
result is actually accomplished. Material, as before mentioned, 
sometimes includes labor, inasmuch as the material charge against 
the work is the entire cost delivered on the job. 

It would be wrong to include such a labor charge in the labor- 
cost distribution of handling this material at the job. Two jobs 
exactly alike, where the labor distribution would vary but slightly, 
may be so located that the labor cost of delivery of materials to the 
one job, located in a city or on a construction railroad siding, is 
nothing, whereas cost of delivery to the other job, located at some 
distance from a track may double the material cost. Labor some- 
times includes material or general-charge items — as, for instance, 
where a subcontract is made for the furnishing of labor, but where 
the subcontractor furnishes all or part of the materials or supplies 
necessary in the handling of his class of work. 

It therefore rests with the cost-analysis engineer so to train the 
various employes that they will have constantly in mind the princi- 
pal divisions of cost engineering and will facilitate the analysis by 
carefully watching and separating and distributing the cost of 
material and labor and general charges. When this is done then 
the everyday work is more satisfactory, profits are increased during 
the construction period, and future estimates are more reliable. 

DETAILED STUDY OF FORMS AND MATERIALS 
OUTLINE OF WORK 

“Outline of Work” Form Standard for All Jobs. As soon as 
the plans and specifications for any new job are received in the 
office the first step is to go through the specifications, noting each 
requirement, using the standard form, “Outline of Work”, illustrated 
in Figs. 5 and 6. 

This form should be a standard and is to be used for every job. 
As a result of practical experience, the form has been found to cover 
all working conditions, whether the job is large or small. It can be 
used for bridges, buildings, sewers, earth work, railway construc- 
tion, pavements, sidewalks, and, in fact, for every kind of work 
cominff to the engineer or contractor. 



Discussion of General Ilcadimjs. 1 he IxMU'liis lo lx* ohtaiiu'd 
from the use of this stiuuhird form may he l)ri('(ly stai(‘d as follows: 

(1) 111 filling ill the gc'iieral hividing, Figs. 5 and (>, gi\'ing tlx' 
nature of the work, where located, owikt, and areliitccl. or eiigiiua'r, 
together with the estimate numher, we .secure an index for lanana- 
iient record. It is suggested that estimate, iiiindxa's Ix'gin with No. 1 
each year, since the estimating labor for ('a.cli season is thus aido- 
matically recorded. Knowing the imndxT of jobs seeiinsl and being 
careful to distribute the cost of labor in estinialing all jobs, we may 
arrive at a percentage of cost tliat such estinndi^ bears to the total 
cost of our general oflicc charges. Such, gi'neral olliee charge's 
should preferably be kept separately for each calendar year, toget.lu'r 
with the total volume of business for tlu; sanui jji'riod. 

When times are dull and conijietition is intense, then e'stimating 
will constitute a larger percentage of these clnirges tlnin when work is 
plentiful and most of the general olliee time is sjx'iil, on aet.ua 1 suixt- 
vision. This overhead charge, as a whohg naturally lluetuates, siuee 
it is considered as a percentage on the total volmm^ of l)usin('ss. 
Rent, light, heat, etc., together with a certain amount of salaric's 
(which must be maintained regardless of n('w work) arii all inde- 
pendent of the volume of bu.siness, and so the pc'rcentage to Ix' 
allowed must really be a matter of good judgment ba.s('d on extc'iided 
past experience. In construction work, one cannot connt on a 
steady increase or increment each year, since, notwithstanding its 
reputation, a company must compete by bidding for every job 
secured. Therefore, not to burden any one job when tinx'S are dull, 
a reasonable amount should be added to each estimate throughout 
the year for just such charges. An average o\’('r sev('ral years is, 
of course, of more value than the actual charges for any one period. 
The cost of estimating should also be determined as a ix'rceiitage of 
the total estimated cost of proposed work wlu'ther the jobs are or 
are not secured. Such records give data ui)on which to base a 
proposition when one is called upon for examination of ])romotiou 
project. From an engineering and estimation standpoint, n'gard- 
less of construction, costs of surveys, reports, etc., should be kt'pt, 
since many times propositions will arise which lira to be u.s('d for 
promotion purposes and should be pai<l for by the ])arti('s bc'nefited. 





mission of a formal proposition, with due consideration, also, for 
the financing of the work. The latter point is of great importance, 
since many times the payments, the penalty, and the bonus must 
be considered as a part of the cost of the work. For instance, in 
some cases weekly estimates are allowed the contractor, and a job 
of this kind will finance itself. (Incidentally, it may also be remarked 
that under such terms — at least not exceeding monthly estimates — 
the owner secures his work at the minimum of cost.) In other 
work, especially in that for some municipalities, no payments are 
made until the work is completed and accepted. In a case of this 
kind arrangements must be made to secure funds to carry the entire 
cost, and there must be included in the estimate the interest on 
such funds. As the loaning of money on contract work in these 
circumstances must be considered as a speculation rather than an 
investment, money probably cannot be secured for better than the 
usual rate of interest plus a bonus, and in the aggregate these two 
items will amount to at least 10 or 12 per cent. Under such condi- 
tions either the owner or the public pays the bill, provided the bid 
is properly made. 

Sometimes, when the time of completion is the principal element 
in awarding the contract, it is wise to include in the cost an allowance 
for anticipated penalty, and to set the time for completion at a very 
early date. On the other hand, if a bonus is offered, it is probably 
advisable to set an early date for completion and to make a cor- 
responding increase in the unit cost of the work, and to look to the 
bonus to repay the extra cost and decreased output caused by over- 
time and night work. (See description of work shown in Figs. 11 
and 12.) 

(3) Ahstract of S'pecificaiioTis and Plans. The third heading 
covers the abstract of the specifications and plans, and serves the 
■purpose of itemizing the principal work with a reference to the 
appropriate page of the specifications and the correct sheet of plans. 
The larger space is given to notations with regard to general require- 


ments, and a secondary space is allowed for notations of special and 
unusual features. This arrangement shows instantly whether the 
specifications and plans are normal or abnormal. The fewer the 
items that appear in the special column, the greater certainty there 
will be in estimating. 

By allowdng a final column for reference to the page of the esti- 
mate w^e not only have the reference, but also the opportunity for 
checking off each item so as to be sure nothing is forgotten. A nota- 
tion should be made as to who prepares such an outline or abstract 
of ■work, and in case of important \vork it should be checked. The 
benefit of such an outline of work is not confined to the foregoing 
suggestions, but also exists in the more systematic, intimate acquaint- 
ance with the subject matter gained b^'' the one making the abstract 
and checking it. 

In any case in making a proposal w^e read the specifications and 
look over the plans. If at the time of doing this a blank form is 
used, as suggested, we not only guard against omissions but by con- 
centrating our mind to produce the concise, condensed abstract, we 
gain a more lasting recollection of the requirements. We are also 
prompted to differentiate between the normal and abnormal require- 
ments. It takes but a few minutes longer to go through a set of 
plans and specifications in this way, and the result is far more 
satisfactory, aside from the fact that such abstracts, whether the 
job is secured or not, are of permanent value as a part of the 
estimate files. 

Such an actual summary of work taken from the individual 
specifications is preferable to any standard printed form (see Fig. 
3), even if it be a specialist who attempts to list everything on a 
standard estimate sheet. Human nature wdll prompt a close adher- 
ence to such a form and a slighting of specials pertaining to the par- 
ticular job. Since the printed form, moreover, is arranged in a 
certain order with very little opportunity for interpolations and 
additions, the tendency is to condense items or to run specials under 
"^miscellaneous” or "‘incidentals”, which misleads and makes the 
estimate obscure. 

Comparisons of Outlines, Figs. 5 and 6. As an illustration. 
Fig. 5 shows a standard form of this kind used in estimating a rein- 
































Fig. 6. “Outline of Work” Form, Showing Report on Five-Story Reinforced-Concrete Building Compiled for Estimate 




















work was 8^X14 inches, and the abstract covers but 1 page. The 
original specifications for this work covered over 18 pages of the same 
size, and yet on this abstract are contained all the essentials for esti- 
mating, together with page references to the specifications and plans 
for any required details. This is one of the cases where the speci- 
fications themselves are not indexed or paged, a condition which is 
more often the case than would be expected. The “Outline of 
Work” supplies the deficiencies of the specifications, and at the 
same time presents the matter to the contractor in the best possible 
condensed form for pricing. Special attention is called to the 
many notations in the “Special and Unusual Features” column. 
Most of these items cannot help but have an effect upon the cost 
because of the uncertainty as to the meaning of the specifications 
and as to the requirements made upon the engineer. 

Compare the use of Fig. 5 with Fig. 6, which is the same 
standard form but covers a reinforced-concrete building. Note 
how few items appear in the special column. This at once is 
an indication that the specifications for the building are definite and 
there is no occasion for a misunderstanding. Both Figs. 5 and 
6 are bona fide abstracts of actual specifications purposely used 
as illustrations for the reason that only by using such actual cases 
can we show the adaptability of the system to the various sorts of 
plans and specifications different architects and engineers may 
prepare. This is not a criticism of the architect or engineer. The 
minds of all men do not work alike; some prepare strong specifica- 
tions, with an absolute lack of system in indexing, arrangement, 
and definiteness; others are extremely systematic, but produce 
specifications which are unintelligible or inconsistent. 

Comparison of Plans and Specifications. The next thing in 
order is carefully to inspect the plans, and compare them with the 
abstract of specifications. Make such explanatory notes on the 
abstract as the plans suggest, and add to the abstract any additional 
work shown on the plans not specifically mentioned in the speci- 
fications. Compare the specifications and plans and note dis- 
crepancies with a view to securing explanations from the architect 
or engineer; failing in this be sure the estimate is on the safe side. 

Scheme of Handling. Logically the next step before taking off 


job iindor consicb'nition ciin l)o liandlcd and just wliat ('(iui])nu'nt 
aud what organization arc necc'ssary for tlu' most (‘cononiical cxocu- 
tion of the work. 

Tiiis first decision is all im])ortant. Many tinu's a. “guess bid’’ 
is made without any particular thought as to how tlu^ job is to b(^ 
handled if the bid is successful. This aII-imi)ortaiit <lccision is 
deferred until time demonstrates whetluT or not the work is to b(‘ 
actually carried through. Such a method is foolish. 

An intelligent estimate can be made only after a ])ro])(‘r eonsid('r- 
ation of the questions of organization, ('(jiiiinnent, and method of 
operation — the final proposal being then imuh; with a, conlidiuiec: 
that the figures submitted are reasonable and ac(mrat.(‘, and with 
the expectation of being awarded the contract. 

No proposal submitted can result in any satisfaction to ('ither 
the recipient or the contractor which does not include such a careful 
examination of the plans and specifications and an ins])('ction of the 
site of the work. If this study is given the i)ro])ositi()n there will 
result a plan of operation and a feeling of certainty and iironqitness 
in the beginning of the work which will go a long way toward satis- 
fying both parties. 

Changes in this preliminary plan may be; rixpurc'd, and new 
ideas and methods adopted during the actiud progress of tlie contract, 
but these in no way affect the definite plan which must be the basis 
of the estimate in the beginning of the work. Any successful jiro- 
posal requires a definite outline of action and it is better to deter- 
mine this at the time of making the estimate than to await the 
awarding of the contract. Any estimate lacking such a plan of 
operation will not bear investigation or examination. 

Set of Preliminary Plans of Work. Granting, then, that tlie 
plan of attack has been decided upon, the decision should be made 
a matter of record, both by written description and by the prejiara- 
tion of sketch plans showing the general layout of the plant and 
method of operation. These plans serve as a basis of the amount 
to be included in the estimate for equipment and the labor of instal- 
lation, and, in case the job is secured, as a reminder and guide in the 
actual moving in on the work. 

1 Cl 







prompted by the study of the proposition at the time the estimate 
was made. There can be no improvement or better second-thought 
unless at some time previous suggestions have been made. Prepare 
this preliminary plan in such a form that it may be preserved. If 
possible, make it on the same scale as the general plans of the 
work. In a great many cases this can be accomplished by making 
a tracing or sketch with the addition of such notations and com- 
ments as are necessary to explain the estimate. If, however, the 
work covers a great many sheets and is thereby complicated, it is 
best to prepare a new plan on a reduced scale, indicating all the work 
to be done. A condensed profile will assist the preparation of an 
estimate and its value be far in excess of the value of the time taken 
to prepare it. 

It is astonishing in how many cases a really complete set of 
plans from an engineering and architectural viewpoint is lacking in 
this condensed information required for inspection and an intelligent 
estimate by the construction man. In one day the writer con- 
densed on a sheet of double legal size (17X14 inches) all the essen- 
tials in plan, profile, and section of a sewer job composing 10 sheets, 
24x36 inches. The sheet thus prepared did not displace these 
working drawings, but it did furnish a “bird’s-eye view” of the entire 
job, with which the engineer could go into the field, view the site, 
and be properly prepared to make an intelligent estimate from the 
working drawings. This condensed sheet, giving full information, 
was prepared when the writer was called as a construction expert in 
litigation over a certain sewer which, it was contended, was deficient 
in many respects. During the trial it developed that all the avail- 
able references were to this exhaustive report and set of working 
drawings. No ordinary man could be expected to ascertain in rea- 
sonable time to what particular part of the work a witness’ testimony 
referred. The simple sketch-map referred to served the purpose of 
fixing, in the minds of all interested, the direction of the sewer and 
the relation to streets occupied and to cross streets, and designated 
without any possible misunderstanding the location of all troubles 
testified to. 

Illustrative Examples. 1. A similar condensed layout is shown 
in Figs. 7, 8, and 9. The labor spent in preparing an outline of this 
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preliminary operation and layout plan as mentioned above. And 
this is not all, for if such a plan is properly prepared it will take its 
place, in case the job is secured, in the system of progress reports. 
For the purpose of estimating, the plan may be prepared roughly 
as a sketch, and in case the proposal is accepted tracings can be 
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Fig. 7, Outline and Progress Cliart of Sewer Job Shown in Plan Form in Fig. 8 


made and blue prints secured which will serve to illustrate in the 
best possible manner the field reports. 

Fig. 8 illustrates a sewer job for which there was prepared a 
“Scheme of Operation’', shown in Fig. 7, and a profile. Fig. 9, 
of the' work contemplated. This first roueh sketch was used in 





not nearly so elaborate, as shown in the plate, but it answered the 
needs of the moment. When the job was secured the sketch was' 
completed and traced in a neat and complete shape, as shown, to 
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Fig. 8. Layout for College Avenue Sewer Contract. For Details of Section A See Fig. 10 


form the basis of all working thereafter. Additions were made to 
harmonize with the nroeress cha,rts. will bp pvnla.inpd labor. 



job, Fig. 8, was cut up into 34 sections for the purpose of progress 
charts, reports, and cost analysis. By a reference to the table. 



Fig. 7, the need of such a 
method is suggested, not only 
for this particular job, but for 
any work. 

For example. Section A, 
Fig. 8, is a 6-foot circular 
concrete sewer in an average 
cut of 8 feet (see Fig. 10). 
Section H, Fig. 8, is an 8-foot 
circular concrete sewer in a cut 
of 24 feet. Both of these sec- 
tions are a part of the same 
sewer system, but certainly it 
is not to be expected that 
either the cost of excavation 
or of concrete will be the same 
even approximately so. 


or 


Any average over the whole 
job — including these sections 
and the others of intermediate 
sizes and depths as well as pipe 
sewers — ^would be misleading 
for future reference and esti- 
mates. Within the limits of 
this job are contained a great 
number of different sizes of 
sewer, both concrete and pipe, 
to be constructed at various 
depths, and some of the same 
size but with construction at 
different depths. For example. 
Section A, Fig. 8, calls for an 
average cut of 8 feet, requir- 


ing only occasional shoring of banks and no solid sheeting. Section 
H2 calls for a 21 -font cut. rcmiirinp’ solid sheetlnE'' in two sections of 



m the two instances, it is 
not to be expected that the 
cost of excavation can be 
the same, nor will the cost 
of the concrete be the same, 
as the rate of progress 
directly affects this cost. 

Again, Section H, an 
8-foot concrete sewer, with 
12-inch walls, requires a 
trench of a bottom width 
of 10 feet. Compare this 
with Section K, at the top 
left hand, of Fig. 8, which 
is practically of the same 
depth but has only a 20- 
inch pipe, requiring a bot- 
tom width of trench of, say, 
3 feet. The first section 
involves a large yardage 
per lineal foot and the latter 
a small yardage, yet both 
require practically the same 
amount of sheeting lumber, 
and labor for placing and 
drawing it. Can the yard- 
age labor cost be the same? 
No average cost of labor is 
applicable to any one sec- 
tion; therefore, to gain an 
intelligent record for future 
use where these sizes and 
depths may occur in differ- 
ent propositions, it is nec- 
essary to keep the cost by 
dividing the work into sec- 
tions. Other tliinas than 



Fig. 10. Detailed Progress Chart for Concrete Sewer Shown as Section A in Fig. 






Fig. 11. Layout of Section on Reinforced Concrete Conduit. For Detailn of Shaded 
Portion Seo Fig. 12 


2. Work in which there is no large variation of quantities 
may be constructed under absolutely different conditions within 
the liiqits of the same job. Figs. 11 and 12 show a situation of 
this kind. This work consisted of a reinforced-concrete conduit 
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m the down-town streets or a large city. It will be noted that 
the job is divided into sixteen sections, although there are only 
three sizes of conduits and the depth of excavation is really uniform. 
In this case the prefix numerals in each section indicate the size 
of pipe of the conduit. Section 24-B cannot be compared with 
Section 24-C, because the latter w'ork is complicated by a street 
crossing, involving a diverging double-track trunk-line street rail- 
way and requiring tunneling under four tracks and special track 
work. 

Similar classifications should be made on all construction 
work — bridges, buildings, and what not. Later a more extended 
study will be given this idea, which is, as we have said before, the 
key to all successful analysis, more important even than any system 
of cost recording, cost keeping, or any form of blanks used. 

Averages are valuable when properly prepared but “guess” 
averages are dangerous, especially so wLen they are based on 
so-called cost records which cover a whole job wnthout a recog- 
nition of this point of sectional division. 

Lump-sum unit costs are more valuable when proper consideration 
is given to sectional division than are the most exact itemized unit 
costs when no attempt is made to segregate. 

ITEMIZED QUANTITY ESTIMATES 

Checking Quantities. Carefulness and methodical attention 
to detail are much more important in taking off quantities than in 
setting the price for the individual kinds of work. The quantities, 
in their various proportions exist for one job and one job only, 
and there is nothing in past experience to guide the judgment or 
form a mental check. The quantities of the different kinds of 
work when set forth on an estimate sheet must be accepted as 
correct, but are correct just so far as the estimate has been care- 
fully prepared by a competent estimator. The majority of esti- 
mators have their own individual ideas as to the manner in which 
the work is taken off, the form in which notes are made and pre- 
served in the working up of the final estimate; generally, it will 
be found that such notes, even when preserved in an estimating 
book are so obscure that it is almost impossible for any other man 
to check the results. 
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The checking of the cost estimate is, as mentioned before, 
much more certain; mistakes can be discovered for the reason 
that all branches of work have certain unit prices, varying between 
usual limits. Any seeming inconsistency is at once apparent to 
the eye and can be investigated and either confirmed or revised. 

We must, therefore, establish some system of recording the 
quantities as they are taken off, part by part, in order that we 
may have the opportunity of independently checking and preserving 
the notes in complete detail. This is preferably done by such a 
blank form as is shown in Fig. 13. If a form of this kind is used 
we secure all these advantages, and in addition we have on file 
a complete statement of the job so itemized and in such form that, 
should the job be secured, changes or corrections in any of the work- 
ing plans over the preliminary plans on which the work is based 
can be estimated and noted. In cases where preliminary plans 
are returned — with possibly, a delay before awarding the contract — 
and then working plans are furnished, it is well to check off at once 
on the “Itemized Quantity Estimate” the quantities shown by the 
working plan. Many times, the preliminary plans are not made 
complete in all details, with the result that when the working plans 
are prepared and all details worked out, revisions and changes 
will be necessary in the general plans. If, as is usual, the pre- 
liminary plans have been returned, the only record remaining in 
the hands of the contractor is this itemized quantity estimate. 

Identification of Plans. It may be well, at this point, to lay 
all the stress possible upon the fact that any contractor receiving 
a set of plans and specifications should at once mark on each sheet 
the date and his name in ink (rubber stamp preferred), so that in 
case the work should be awarded to him he may call for the exact 
set of plans and specifications which were in his possession at the 
time of making his bid. This is not advocated because we must 
be suspicious of dishonesty or manipulation; but it is a fact that 
in the preparation of various sets of plans and specifications there 
is always the opportunity for typographical errors, failure to bind in 
all the sheets, omission of details, and neglect to make revisions and 
r»r\rT*or»+irkr»a cnm#^ thp Besides, when manv revisions 



V^/UOl-AlNAjUXOiD JCjiNOilN 


bU 

of additional proposals) there is accumulated a multiplicity of 
blue prints, etc., which are out of date. If these sheets are preserved 
they are a menace to the contractor, as they may, through error, 
not he replaced by the new sheets. On the other hand, if they are 
destroyed there is nothing with which to compare the revision, 
as the architect or engineer in nearly all work makes his revisions 
by erasures and additions to the original tracings, and, therefore, 
the tracings themselves bear no adequate means of identifying 
the original drawing. 

These same conditions apply during the entire construction 
of the work, and generally the first plans are called in and the new 
plans substituted. The writer knows of one case on a large and 
important piece of work where the engineering company made 
a rule that no revised plan would be issued until the first plan had 
been returned by the contractor and destroyed, and from this rule 
they permitted no deviation. It was found that the first set of 
plans was deficient in many details and as a result the quantity 
of work was largely increased. The method adopted by this engineer, 
whether prompted by proper motives or not, had the effect of 
covering up the mistakes and discrepancies in his original plans. 
As the work was complicated and constantly changing in size of 
members, etc., the contractor was placed in the position of unwit- 
tingly doing more work than he had really contracted to do. 

The “Itemized Quantity Estimate”, as proposed in Fig. 13, is the 
result of a personal experience in errors in quantity estimating 
and in losses due to just such conditions as have been mentioned. 
It is for the purpose of providing, so far as possible, against future 
errors that this form has been developed. The form has been used, 
and its use has demonstrated that with proper care a reasonable 
amount of certainty may be expected. The quantity estimate, 
when prepared in the manner suggested, is also of great value when 
the time comes to submit a schedule of quantities and prices for 
the preparation of the monthly estimates, and it naturally forms the 
basis for each month’s estimate of the amount of each class of 
work. By this method the preparation of estimates is so simplified 
and systematized that the estimates will form a definite series. 



Analysis of Quantity=Estimate Forms, It will be noted that 
the “Itemized Quantity Estimate” bears for all practical purposes 
the same style of heading as that previously given for “Outline of 
Work”, Figs. 5 and 6. By carrying through this general heading 
and the same estimate number, all of the estimates, plans, and 
papers are preserved in their proper places. 

Item Column. It is expected in using this blank form that 
each calculation forming a part of the determination of quantities 
shall be set forth under each item of work. As there generally 
will be several calculations for each kind of work, the separate 
items will show very prominently in the first column with little 
chance of any being overlooked. 

Location Column. Column 3 is important. The location of 
that portion of each kind of work under process of calculation 
should certainly be noted. If thisds done, how much easier it is 
to check the quantities at any time, and how much more definite 
are the estimate and the connection of the quantity estimate with 
the proposed work. 

Columns 4 and 5, bearing as they do a reference to plans and 
specifications, furnish a very ready index with practically no extra 
labor to the estimator. 

Dimension Column. The next division, including Columns 6 
to 9, furnishes all the necessary dimensions for determining the 
kind of work entering into the job when used in. connection with 
the unit columns for the various classes entering into the item 
“Principal Work”. It might be well to bring out here the point 
that the classification of work as called for by plans and specifications 
is much simpler than the classifications of different items of work 
which must be estimated by the contractor, and yet he must retain 
the specified classifications, either for unit-price bidding or for sub- 
mission of schedules in lump-sum bidding or percentage contracts. 

Unit and Total Quality Columns. At the right-hand side of 
Fig. 13, are arranged the unit and total quantity divisions required 
by the contractor. The unit column is intended for the usual 
multiplier or divisor in order to place within the total column the 
quantity as based upon the dimensions. The headings for these 
columns are to be written opposite each main item of work, accord- 
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Referring to Fig. 13, we see various illustrations of the manner 
in which the main items of work may show their location, part by 
part; the dimensions of such portions, immediately followed by the 
secondary classifications into which the main items must be divided 
in order that an intelligent estimate may be made. In presenting 
these examples no attempt has been made to illustrate any par- 
ticular kind of job; instead, various sorts of work are given which 
in all probability would occur in any kind of construction. 

The use of this blank can be made universal, but the individual 
application must depend upon the contractor’s line of work and his 
own ideas as to its separation into component parts, and the latter, 
in turn, naturally depend upon the manner in which he keeps his 
cost record. The advantage of the form lies in the fact that, instead 
of taking off different parts of each main item separately and repeat- 
ing over and over again the given dimensions, the main item and 
dimensions are given only once and the other quantities are arrived 
at by the use of their proper units. 

Discussion of Special Items. Excavation. Let us refer again 
to Fig. 13, and consider the first item, ^'Excavation”. In any piece of 
work it will be necessary to give several dimensions in order to cover 
the shape of the excavation and varying depths. The quantities 
should be, of course, in cubic yards; therefore, the unit column 
carries the divisor 27. In excavation, however, it is generally the 
case that shoring or sheeting of the banks is necessary, and the 
amount of such work is directly dependent upon the same dimen- 
sions, viz, the perimeter of the excavation times the height; there- 
fore, the unit column under this heading states in inches the aver- 
age thickness of all timber required, the total quantity being given 
in thousands of feet, board measure. In case the excavation is of 
such a character that gravel may be expected, this may be used in 
the construction and the depth at -which it can be obtained, having 
been determined by test digging, we find in the unit column or 
any other proportion. Inasmuch as in any large job several detailed 
calculations such as this are necessary in order to arrive at the 
grand total, we have the divisions of each item grouped so that each 
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also allows a more intelligent pricing of the work^ as the complicated 
portions are automatically emphasized and may be priced accord- 
ingly, whereas, by any other method it is more than probable that 
averages would be taken over the entire work. 

Concrete. The same conditions apply to even a greater extent 
to “Concrete”, the second item of Fig. 13. Concrete as a main 
heading wnll, in general, be divided into the main items of “work 
where the proportions of the concrete mixture are varied”, “work 
where any one mixture is to be used”. We then have the unit item 
under concrete containing a divisor 27, since we wish our concrete 
quantity in cubic yards. The number of forms required is directly 
dependent upon the square feet of surface area given by the main 
dimensions. In the unit column is placed a multiplier giving in 
inches the thickness of the lumber necessary to form the facing, 
studding, braces, etc., all of which can be quickly calculated. After 
some experience, this factor becomes a standard for various classes 
of work, giving us quickly our quantities of forms in thousands of 
feet, board measure. The method applies to centers as well as to 
forms, the resulting quantities being in thousands of feet, board 
measure; a separate item is required to list the amount of piling 
necessary in case of false work for bridge construction. 

Reinforcing Steel. In building construction the reinforcing 
steel for various designs can be obtained from tables on a basis of 
unit pounds per square foot of floor and lineal foot of beams and 
columns, and these units should be placed in the unit column 
opposite the totals listed by dimensions and by pieces. 

If there is more than one kind of steel, more than one column 
must necessarily be used for itemizing on account of the difference 
in prices. If the structure is entirely of steel or is a large reinforced- 
concrete Job with comiflications in the sizes of bars and kinds of 
reinforcing, or in standard structural shapes, then steel should be 
made a general item of w'ork. These unit columns then become 
the proper method of separating steel bars and shapes into their 
proper classification for standard prices and standard plus extras. 
In a complicated case -with many divisions which requires more 



once apparent. For instance, ^vate^proofing, if incorporated in 
the mass, is an element of the cubic yardage and should be listed 
opposite that portion of the work where waterproofing is required. 
If waterproofing is of the sheet or surface application type, its 
quantity naturally depends upon the .square feet of surface covered, 
which is shown by the dimensions of that part of the work. The 
unit column for waterproofing would, therefore, show unit pounds 
of compound per cubic yard, or thickness in fractions of a foot to 
give results in cubic feet. 

Cement Finish, Floors, etc. The same conditions apply to 
cement finish, filling, wood floors, marble floors, painting, pla.stcring, 
etc., as all these items will appear opposite the portion of work 
where they are to be used. As the dimensions of such parts of the 
work are clearly stated, it is only necessary to place in the proper 
unit column unit multipliers or divisors to secure the results on the 
desired quantity basis. This unit is naturally preserved along 
with the other complete data, and if, for instance, it is desired to 
ascertain the additional cost when the cement finish in certain, 
portions of tlie work is c}iaiige<i from | inch in thickness to f inch, 
the information is obtainable almo.st instantly; if this method 
has not been followed, it will l»e neces.'^ary to refigiire the plans. 

Timber and Lumber. Timln'r and lumber can be taken off in 
the same manner, u.dng the columns for the different sizes of timber 
at the various prices, and using the unit column for unit feet, board 
measure. If the structure is a large one and many different -sized 
pieces are called for, all that is uec-essary is to provide additional 
column.s, as explained afxive, under .steel. 

Brickwork. Brick w«*rk is jx’culiarly adapted to this method 
of e.stimating. The various portions of tlie work are .stated in the 
“location” and “dimensions given” column; we then Tise our second- 
ary columns to obtain tlie quantities of coinnion ])rick, face brick, 
special brick, and in eac-h ca-e the .separation is made directly 
opposite the resix'ctive iiwatious, l»ut the total is reached just as 
accurately. The opi^ortunity is aho affordni for tlie statement, 
ill parallel columns, of the auiount of brick by “wall measure” 
and “kiln count”. 

Ilememljcr that this .'•hould Ih.“ an axiom of the engineer or 


it such detailed calculations are recorded as provided for by a standard 
form, the totals are readily obtained; but a lump-sum quantity 
estimate obtained from scratch-pad calculations can never be sep- 
arated without recalculation and uncertainty. 

Check on Totals. The extreme left-hand column “Group 
Items with Brackets” makes doubly sure the obtaining of correct 
totals and adds materially to the clearness of the estimate. If, 
for instance, we have in the “Item of Work” column the heading 
“Concrete” and then follow on down the sheet with numerous 
items filling out the right-hand columns, then by the addition of 
a bracket inclosing these items down to the total, the eye is enabled 
at a glance to read the results without confusion. 

The illustrations given are sufficient to show the wide applica- 
tion of the method suggested. The advantage of this form of 
detail quantity sheet is not limited to the estimate, for, in case 
the contract is secured, the sheet is relied upon for the ordering 
of material and the order in which it is to be delivered — all because 
each class of work is given by its location, by the unit applying 
to such work, and by the quantity required for each portion. In 
any lump-sum estimate this information could not be obtained 
without recalculation. 

The quantity sheet also works directly with the methods of 
cost analysis and the ofiice and field system connected therewith. 
Above all it is of importance, during the period of construction 
and analysis, in the division by sections and the recognition of them; 

In taking off the quantities from the plans, use common white 
crayon to check each item and each portion of the work as the 
quantity estimate is tabulated. When the estimate is completed 
and the plans are to be returned to the architect or engineer, or 
forwarded to a competitor, wash the prints with a soft rag soaked 
in gasoline and all defacement will be removed. 

Calculating Machines. In the preparation of the itemized 
quantity estimate where many extensions are required, some form 
of a non-listing calculating machine is almost indispensable. Such 
a machine insures accuracy and saves time and extra help, and, 
because of its speed, an estimate can be prepared, checked during 
preparation, and delivered in a fraction of the time required by 



ordinary inotliods. ddio cost oF sncli ;i niacliinc is not. c.vccssivo 
and it is well adaptx'd to all forms of work in a small ollicc. In 
the larger oflice there; shoidd be in addilion a lisliiig adding machine, 
in order to cheek tlx; totals. 

S/idr; RiiJr. The slide rule should not be used in esjimaling 
quantities or in multiplications and ('xiensions. 'riiis is not said 
with the idea of underrating the; slide; rule'; bu1: in e-ost, analysis the 
latter serves a far be'tter ])urpe)se; in e‘e)mie'e‘lie)ii with the* e'ligiiie'e-r’s 
practice, anel Ibr this puri)e)se' it is inelis])e'nsable' if time' is any e)hje'et. 

ITHMlZni) COST HSTIMATI' 

Comparison with Previous Forms. Passing te> the' “Ite'mize'el 
Ce)st Estimate”, Avhie'h is elire'edly ele'i)e'nele'nt e)n t he; ” Ite'uiize'el (Quan- 
tity Estimate” anel the jie'xt anel final ste']) in the; e'stimaie' eh'part.- 
inent, we prope)se the Inrms she)wn in k’igs, M- anel lb. dlie; fe)rm 
shown in Eig. It is te) be iise'el whe're all the; we)rk e'e)nte'mplate'el is 
to bo performeel ])y the ce)ntrae'te)r’s own e)rgani/,atie)n anel whe're', 
as a result, it is nee'cssary te) ente'r inte) full eh'tail as te> the' e‘e)sts e)f 
each ajicl eve.'ry item of Ave)rk. The form shown in h'ig. lb is in be; 
used for the tabulatie)n of the)se ])e)rtie)ns of the; we)rk whe're; the; 
contractor acce'pts sub-biels in lie'u of jiiid^ing his e)wn ('stimate's, 
or in addition thereto. 

The headings of these fe)rms are i)rae'tie*ally the; same; as fe)r 
the Itemized Quantity Estimate, exce])t that the; ('stiniate; is maele 
more definite by stating ”for whom” the biel is i)re'])are'el anel the 
‘Vork included in estimate”. This is ge)e)el infe)rmatie)n, ('S])e'e'ially 
if only a portion of the work is inclueled anel figure's are; maele; fe)r 
general contractors. Perhaps the same we)rk may be; the; subje'e-t 
of two or more estimates— fe)r example', a pre'liminary eene; te) the 
owner or architect and a final one to tlie'in e)r te) the; ge'iu'ral ce)n- 
tractors and the ne)tatie)n explains any elise‘re'])ane'ie's. 

Analysis of Cost Estimate Forms. Jle'fe'rring again te) h'ig. 14, 
we see that Columns 1 anel 2 are taken elire'e-tly freiiii the; ‘Mte'inizeel 
Quantity Estimate” recapitidation of te)tals, Eig. Ek ''Jdu'se prin- 
cipal items are now dissee-teel to analyze the; e'e)st whie-h in all case's 
elemanels the separatie)n of material anel labetr, anel alse) ge'iu'rally 
requires several items for materials whieli ae) te) moke; im the; urin- 






























into the different operations entering into the complete handling of 
the materials. Columns 3, 4, and 5 are used for this dissection by 
stating first the items; second, any quotations received; third, the 
quantity and price of enough of the secondary materials and labor 
to form one unit quantity of the principal item. The result is 
Column 6, the resulting unit price per unit of quantity given in 
Column 2. Columns 7 and 8 give the totals for materials and labor 
and should be totaled separately before carrying to the 'Total Cost 
Material and Labor”, unless for some reason it is necessary to sepa- 
rate the work into sections, when intermediate grand totals are 
given. 

The labor column must, however, be footed independently, 
and the same is true for the complete work in order to provide for 
"General Charges”. This will be explained later. 

Such an estimate is just as adaptable for unit-price bids as for 
lump-sum bids, the only difference being that for lump sums the 
total of Column 9 is used, whereas for unit bids the various totals 
in Column 6 for items in Column 1 are used with the general charges, 
profits being added to each unit price for each item as the estimate 
proceeds, and totals extended to Columns 7, 8, and 9. For lump- 
sum bids, the estimator not only has a tabulated record of his bid 
prices, but also his estimated quantities and the amount of materials, 
labor, and total. 

Method of Using Form. Every class of work to be performed 
by the contractor should be treated as a principal item, regardless 
of the classification of the specifications. 

For instance, forms for concrete should be given in feet, board 
measure, and not added as a guess amount per cubic yard of con- 
crete, as is too often done. To illustrate — a wall 12 inches thick 
requires practically as much form work per lineal foot of wall as a 
wall 27 feet thick; on the cubic yard basis the first w^all would show 
54 square feet of surface per cubic yard as against 2 square feet for 
the second wall. This is an extreme example, but in practice a 
large difference will be found. The same thought applies to rein- 
forcing steel for concrete. 

In brick work practically the same cost is incurred in preparing 
for work, whether the wall is 12 inches thick or 36 inches. Surely, 
the cost ner thousand is different. 



to the actual driving, tlio cost should not vary io any great, (‘xicnl, 
yet tlic rigging and n'lnoving in tlie first <‘as<‘ is 10 cents per lineal 
foot and in the second ease; I (‘(uit. Wild bids can many tinu'S he 
explained this way. 

Be sure to a,naly/.e each item, a.nd, following through th(> joh 
in imagination, deh'rinine all the (>l<'inents which ('n1(T into <'ach 
operation. Build the job stej) by stej) in your own mind and there- 
after you will never set down any guess costs or make snap judgment 
as to the cost because it agrees with the cost on anotlu'r job. 

As an illustration of this form of esi.imai(', su])])os(‘ we lakt' a 
concrete job of any characB'r recpiiring excavation, i)iling, foundation 
concrete, superstructure concrete, forms and centers, reinforec'numt, 
and cement finish. This estimate is carric'd to completion in two 
ways: (1) For lump-sum l)id; and (2) for unit-i)riee l)id. (leiu'ral 
charges are included, but for the present we will i)ass tlu^ (h'tail 
determination of them. A si)ecial discussion will Ix^ given to this 
element of the cost, which, in its insidious way, (aits into the antici- 
pated profits, sometimes to tlu'ir final annihilation. I'pon the 
face of the estimate sheet we have ev('ry detail calculation of the 
cost and why. By simply referring to the lt('nii/('d (Quantity 
Estimate, Fig. 13, we have detail calculation of tlu' (jnautitii's and 
why. There is no giu\sswork about such a system, for, (‘veii if 
some items are uncertain of determination from the jilans, yet 
these stand by themselves and can be venified or mention may be 
made in the proposal that a certain amount has Ixam estimat'd. 
Any questions by the owner or architect can be answered at once 
and definitely. Any eliminated items can be di'diicti'd without 
recalculation. 

Unit=Price Bidding. On the lower half of the Ueiui/.cd (’ost 
Estimate, Fig. 14, an illustration is givim of estimating a job for 
unit-price bidding. It ma.y bo well to go into some detail in 
the analysis of concrete work as the estimator must do bi'fore 
itemizing. . The itemization given is sullicient for all practical 
purposes but back of this statement of cj[uantities and units lies 
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work for each particular Job, somewhat along the following line: 

(1) Cost of Materials: The cost of the aggregate will depend 
upon whether the concrete is to be made of natural mixture of 
gravel, stone, or sand in various proportions. The amount of 
cement depends upon the proportions of the concrete; this is also 
true of the amount of gravel, stone, and sand. The cost of water 
for proper manipulation should not be overlooked. In cities the 
cost of Avater is determined by standard rates. Outside of cities the 
cost depends upon the labor and equipment necessary to secure a 
sufficient supply. 

(2) Cost Affected by Locality: Concrete work constructed at 
a remote distance from populous centers cannot be done at the same 
price as that which is in or near urban communities, unless the 
Avork is so remote that a permanent camp can be constructed and 
the laborers held by their very isolation. Work at some distance 
from the point of supply must bear a charge for transportation, for 
the handling and hauling of raw materials. This is a labor item 
chargeable to material inasmuch as the material should be con- 
sidered as f. 0 . b. the Job; nevertheless, the cost is increased per 
cubic yard in the proposal. 

(3) Cost Affected by Character of Labor and Character of 
Work: Good American labor will accomplish more per day than 
foreign labor. American labor, however, is scarce and preferential. 
American labor differentiates between clean-cut concrete work 
under favorable conditions and concrete work under unfavorable 
conditions — adverse weather, excessive water, or other disadvan- 
tages. The same Avork may cost a great deal more when built under 
unpropitious and unsatisfactory conditions than when built in 
the city or town. 

(4) Cost of Work as Affected by Forms: A wall of concrete 
27 feet thick may be retained by the same forms and the same 
amount of form labor as is necessary for a wall 1 foot thick. In the 
latter case the form-labor cost per cubic yard of concrete is 27 times 
as great. It is, therefore, not safe to estimate the cost of forms on 
a basis of ‘^'guess” price per cubic yard of concrete. The timber work 


itt'in. ]t(l(H'sn()t]iiiitt('rw]i(‘tlu‘rtlicc().st is ('stiiiiiilcd on llioliasisof 
floor or of concrete surface, or iii)on a. ))asis of feet, board nuaisiin', 
of linnher; the result is the same just so lonji; as this important 
brancli of concn'tc construction receives indi\-idual consid<‘ration. 

(5) ('ostof Work as Ailected l)y Centers: dlicreniay Ih' a inis- 
iinderstaudiiifi; as to the luaa'ssity of S('i)aratint? forms and centtTS. 
“Forms”, pro])er]y s])('akin[t, consist of the timber work to form 
those mend)ers of concn'tc^ construction columns, ttirders, etc. 
which must possess a certain r('}!;ularity of sliaja' and cx'cnncss of 
outline, “(’enters”, ])ro])erly s))eakinf^, consist of timlx'r sn])])orts 
for floor slal)s, bridf^e centers, etc. Where the />:reat amount of 
labor on timber wajrk is exj^jended solely for th(‘ ])urposc of sui)i)ort.- 
ing the mass at a uniform or definib^ lu'ight the; unit cost is much 
less than where it is cx])endc(l for forming for individual members, 

(0) Cost of Work as Aireeb'd by i(einforc('ni(*nt : h'abrieatcd 
reinforcement will cost much more deliv('r('d to tlu' job than will 
loose bars; but, on the other band, it will cost h'ss to ])lae(* in ])osi- 
tion. It is to be expected that a job wIktc; the n'infonamient is 
made up of small bars of less than -'I inch, will cost much more jut 
ton for labor than where the sections are largc'r. (lood judgnumt 
must prevail in this particular. It is very seldom that an estimate 
will be made based on the labor and the tonnage of each size of bar. 
It is the better way to strike an average labor ])ric(^ with refcTcnce 
to the proportion of dilferent sizes of reinforcenumt to be encoun- 
tered in the work. It is well to remember, in nudving the estimate, 
however, that it takes practically as long for the steel man to i)laee 
and wire a f inch bar as a f inch bar, whereas the tt)nnage is only 
one-quarter as great, 

(7) Cost of Work as Affected by General (’barge Items: 
There are a great many items of the cost of concrete work which 
are not included in the cost of material, labor, forms and centers, 
reinforcement, etc. These costs consist of installation of machin- 
ery, and its removal, coal, oil, repairs and fittings to machinery, 
general charge items such as rope, bolts, etc., and the loss on petty 
tools such as shovels, etc. Such costs on the basis of so much per 
cubic yard, are to be determined from the percentage of labor on 
different classes of work. 


Cost-Estimate Form for Sub-Bidders . Fig. 15 contemplates that 
when any portion of the work is to be sublet, the contractor whll yet 
make his own estimate of the quantity of such work and the fair 
unit price. This method serves as a check on the sub-bidders and 
also provides a basis for determining the unit prices at which the 
various sub-bidders are estimating. 

The first three columns are used for the contractor’s own check 
estimate, wdiile the balance of the sheet is for tabulation of sub-bids. 

Relation of Cost Estimates to Previous Forms. Both forms, 
Figs. 14 and 15, should measure 8|X14 inches, as this size is just as 
convenient for filing and the extra length saves labor in forwarding 
totals. 

The Outline of Work, Figs. 5 and 6, the Itemized Quantity Esti- 
mate, Fig. 13, and the two forms of Itemized Cost Estimate, Figs. 
14 and 15, should be bound together in order, preferably on the side, 
in a loose-leaf binder. Each estimate as made should be placed in 
this binder in the order of the estimate number, and an index should 
be made. In a large office it is better to file the Outline of Work 
and Itemized Quantity Estimate in one binder in the estimating or 
engineering department, while the Itemized Cost Estimate is per- 
sonally in the hands of the engineer, contractor, or of a strictly 
confidential employe. 

Estimated Cost of Equipment. The amount to be added to 
the estimate for rental or depreciation of plant and equipment 
depends upon the “scheme of operation”. It is suggested that in 
construction wnrk, there should be added to the estimate the differ- 
ence between the cost price of new equipment and its second hand 
sale value; good judgment must be used to determine this depreci- 
ation with regard to the character and probable wear and tear of 
each class. The depreciation, however, usually will vary from 40 
to 60 per cent. In the case of equipment on hand, it is a matter of 
choice whether w^e add a rental in addition to profit or whether 
we consider the use of such a plant as included in the added profit 
and thus presumably gain an advantage over less fortunate com- 
petitors. 

Maintenance of Equiinnent. The subject of “Maintenance of 
Equipment” is, however, a separate charge over and above any 


so 
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Various methods have been suKKested, hut for simplicity the writer 
advocates a .Kepair Account wliieii ibrms a. part of the (Icncral 
('harge. Tliis sul)j('ct will bo treated in (h'tail lati'r wlum all of tlu' 
proper charges to this Jiccount will Ix^ listi'd, 1‘ropcrly speaking, 
this is “Material-C’ost Bookkeeping” and should b(^ tnaitcd under 
Construction. 

Rental or Depreciation of KijnipmniL Only in ('xc(‘i)ti()nal cas('s 
should rentals or depreciation ])e added as ])art of tin; unit cost ol 
any item. H they are a<lded to this cost, a fictitious id(‘a is obtaiiu'd 
of the estimated cost of the item, ami moreover the total amount 
set aside for this cost can bo obtaimsl only by n'calculalion. d’his 
method is", besides, cumbersome and imhdinite and will not stand 
investigation and analysis as will the ])erc(Mitng(^ iiu'thod of (icncral 
Charge. The method of charging out the dilferenct^ Ix'twecn tlu‘. 
cost and second liand selling value in the ease of lunv (‘{piipnu'nt is 
based on the theory that the rej)air a(‘count is chargi'd to the job 
and that if the plant is properly looked after the machim'ry is always 
in good second hand condition and may b(‘. carried so on the 
inventories. If a rental is charged — or if e(pn])nu'nt is h'ased to 
others — 10 per cent per month, or a life of b'li months on tin' first 
cost, is not unreasonable, except for rolling and heavy (‘(pui)ment, 
or on large contracts. This theory is based on tlu' id('a that the 
plant is a profit-making investment, and repairs and u])lv('('p are 
worth the price. 

Summary of Points in Making Estimate. In making the ('sti- 
mate, arrange the items in the logical order of secpiencc', as they 
would naturally occur in the actual construction. If the estimate 
is built up ill this way there is little chanee of oviTlooking items. 
A contractor who lacks imagination is certainly in the wrong line of 
work. The process of visualizing the proiiositioii stej) by step will 
many times call attention to items which do not appear in the plans 
and specifications. We cannot antic'ipatc all coiitingmicics, but it 
is possible to build in the mind a model of the particular jiroiiosition. 

Cost Data Subject to Wide Variation. Throughout tlu^ jircscii- 
tation of this cost-analysis system, the author has consistently 



The purpose has been to emphasize the methods whereby each 
individual in any locality can analyze and develop his own system. 

Material costs are readily obtainable. Labor costs are uncer- 
tain, depending as they do on character, class, nationality, and 
environment of men employed, and the circumstances and diffi- 
culties surrounding the work. We are writing for the man of 
experience who will accept suggestions as to methods, and for the 
young man who desires the groundwork upon which to build up an 
organization. The contractor knows his labor and what he can 
expect as a day’s work. The young man should serve his time with 
an established organization, keeping his own notes and forming 
conclusions which, if supplemented by system and proper considera- 
tion for overhead and general-charge expenses, should enable him to 
start well prepared for prosperous experience. The young man can 
gain ideas of the efficiency of men by service as a timekeeper or sub- 
foreman; but will, in the majority of cases, miss many items of cost 
which do not appear in the field and which are coiffidential with his 
employer. It is to supply a lack of information on this subject that 
this paper will include actual results on costs other than material 
and labor. 
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PART II 


A COST-ANALYSIS SYSTEM (Continued) 

QENERAL-CHARQE OR EXPENSE ITEMS 

Importance of Qeneral=Expense Items. The items which go 
to make up the General-Charge division of cost may be designated 
by various titles and may be proportioned to the estimate in different 
ways, but, regardless of their divisions in the schedule, their presence 
in connection with any work is as sure as the forces of nature. They 
are just as sure and certain a cost as material and labor and are 
really more destructive to profits, because of their insidious accumu- 
lation through gradual and apparently trivial daily expenditures. 
For our personal convenience we choose to. apportion these items 
to labor, although this is proposed not as a rule but as a suggestion. 
They must be considered in the estimate, and yet, to a large extent, 
they cannot be determined except as the result of actual experience. 

The author well remembers that when he first began esti- 
mating in construction work it was a matter of surprise and bewilder- 
ment to him why jobs, which in cost of material and labor fully 
realized the estimate, still proved a loss — or nearly so. It was a 
considerable time before it was recognized that the many small 
purchases were, in the end, the destroyers of profits, and that it 
was not safe to pass them by with the expectation that they would 
not be important enough to justify consideration in estimating. 
Some do not or cannot understand this but look on these items as 
contingent expenses unnecessary to include in the estimate. This 
is very far from the truth, for such expenses are as truly cost 
items as are material and labor. 

Methods of Application. Some engineers and contractors 
advocate an allowance per unit of work, as per yard of excavation, 

c:kC«Ck ri or 


Errora in. Jhdl-AUowanvc. Mvihod. "I'lic first iiu'tliod is alto- 
getlier wrong for tlio following rc'iisons: 

(1) The addition of any such anioiuit to a price per unit of 
work is dcc(!j)tivo in its after-cdVccts. 

(2) Sucli a nudliod can never arrive at anything but a “guess”. 

(;i) The estimator is yet unborn who can diircrentiate the 

cost per unit for g(m('ral-(‘harg(^ items on s('vcral class('s of work 
and secure an intellig('nt la'sult. 

Suppose we imagine an excavation for a i)icr foundation for a 
bridge recjuiring excavation, ])il(^ driving, and concrc'tcu '’1 o do 
this work recpiin's pumping, and a gnait (hail of it if the pier is 
located out in the stivam. Invoice's accninulati^ at the ofUce for 
coal and oil, and the actual coal and oil is dclivc'rcd to the job and 
used as occasion demands. Kxcavating, ])il(^ driving, and con- 
creting proceed practically sinmltaiu'onsly. I baler these circum- 
stances, how c.an we arrive at any fair (‘ost jx'r unit for fiu'l and oil? If 
the attempt is made to distribute the cost in any ])roportion to the 
various kinds of work it can only be done by arbitrary methods, 
which will not Ix'ar analysis. 

Take another it('in — for cxainjdc, Petty 'Tools. I ii this classi- 
fication belong shovels. What contractor is wise enough or 
sufficiently in touch with his work to say what jirojiortion of this 
cost should go to excavation and what to concrete? 

Take the Fittings and ih'pairs account. Who can say with 
any certainty how much of the repairs to ])uini)ing machinery 
should be charged to excavation and how much to pile driving 
or to concrete? 

The fact is that all these charges are directly dei)endent upon 
the kind of work under (Construction, and the various jobs will show 
a greater or less cost along this line in direct relation to the diffi- 
culties encountered. 

DiHrihution hy PemnUmje. Method. Therefore it follows that 
the various kinds of work should be separated, according to each 
contractor’s experience, into definite classifications, with respect to 
the difficulties surrounding (constrimtion; from these the percent- 
ages to be added to the estimatcid cost should be ascertained to 
take care of all the items of general charge. Such classifications 
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COST-ANALYSIS ENGINEERING 

been found really surprising liow closely the percentages of cost of 
these items for work of similar character will compare, even for 
both small and large jobs. 

I ercentage on Labor Cost Only. The consideration of the 
method of application of such percentages is important. If the 
percentage is added to the complete estimated cost of material and 
labor the results will show wide variation, due to the differences 
in cost of material. If proportioned over material only, the result 
will vary still more. The only logical method is to distribute this 
cost by a percentage on the cost of labor only. This theory is 
based on the following facts: 

(1) The labor for the same kinds of work is more nearly 
constant than the cost of material. 

(2) The contractor must always furnish labor, whereas 
material may be eiitirely eliminated; it may be reduced in price 
by concessions as to transportation, (as in railroad jobs with free 
haul) ; or, as in cases of work at some distance from railroad facilities, 
it may be greatly increased in price by delivery charges. 

(3) The higher the grade of work the more the cost of labor 
and the more the cost per man-hour. 

(4) The more difficult the work the greater the cost of labor 
and the less the output per man-hour. 

(5) The higher the grade or the more difficult the work the 
less the output per dollar of expenditure for payroll. 

Labor Cost, the Measure of Efficiency of Management. Grant- 
ing the foregoing conditions, the. cost of labor is the measure of 
efficiency of the work management. To secure results which are 
comparable and thus to obtain correct ideas of costs as a basis 
of efficiency, the general charges must be determined by a percentage 
on labor, this conclusion being always governed by a due con- 
sideration for the kind of work. The more thought given to this 
conclusion the more it will impress itself on the individual as a 
truth. Consider any type of construction with which you are 
familiar, and the method will gain in significance with each illus- 
tration considered. 
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of work the increase in general charges will show most in Fuel and 
Oil, Fittings and llepairs, and Expense. High-grade labor will 
]iot be employed on this class of work. But suppose we have 
stone masons building a piece of masonry which must be carefully 
cut and fitted. Fuel and Oil, and Fittings and Repairs are low 
in this case, but Expense will be large in proportion to payroll on 
account of dressing of tools, etc., and the output per dollar of labor 
is small. The two cases are not comparable and belong in separate 
classifications, but they are mentioned as illustrations of the prin- 
ciples involved. 

This method has been applied to 125 jobs covering ten years 
of work and it has been found to give definite comparable 
results, whereas other methods make the estimates largely a matter 
of guess. Ill using the percentage method it is always wise to 
prepare a check estimate by a mental review of the job under 
consideration and deciding, in accordance with past experience, 
whether or not the amount determined by percentage seems 
reasonable. 

Discussion of Divisions of General Charges. The schedule, 
or division suggested for General Charges, is as follows: 

(1) Contract Bonds, Maintenance Bonds, etc. 

(2) Liability Insurance — comprising Employers’ Liability, 
Public Liability, and Workmen’s Collective Insurance. 

(3) General Expense — items as per list. 

(4) Petty Tools — as per list. 

(5) Fuel and Oil — as per list. 

(6) Fittings and Repairs — as per list. 

(7) Commissary — where necessary, as per list. 

(8) Interest. 

(9) Machinery and Equipment. 

(10) General Office, and Supervision. 

In establishing any such schedule as the foregoing, it will be 
recognized that, unless a general rule be adopted as to what shall be 
charged under each heading, the bookkeeper cannot, day by day, 
record the general charges in such a way that all jobs, past, present, 
and future, may be compared with reference to the same item. 



ard list of the ordinary purchases. Such a list will be shown for 
each of the headings given above. 

In considering Bonds and Insurance, information and rates 
are given at considerable length. A man located in a large com- 
munity may not find this data as valuable as the man who is not 
so closely in touch with a well-informed agent, but, for reference 
and comparison and for purposes of estimating, this information 
is indispensable. However, it is advised that wherever possible 
an agent of the bonding and insurance companies be called upon 
to verify the information. Incidentally it should be noted that 
liability insurance is computed on the payroll at various rates, 
according to the hazard of the occupation, and this change of rate 
substantiates our contention that all the items of general charge 
should be adjusted to the job. Since we have insisted that, in esti- 
mating, material and labor should be separated, there is no diffi- 
culty in the application of this method. 

It will be found that for different kinds of Avork under various 
conditions, the proportion of cost of labor Avith respect to the cost 
of material will run pretty uniformly, and if a record is made of 
these percentages it Avill assist a great many times in approximate 
or preliminary estimates. 

BONDS 

Classification. The information hereAvith furnished, with refer- 
ence to bonds, is in accordance Avith a manual of fidelity and surety 
bonds isssued by a Avell-knoAAm bonding company for past work. 
Contract bonds are classified as (a) construction; (b) supply; and (c) 
maintenance. 

Construction and Supply Bonds. Construction contracts are 
those in connection Avitli Avork Avhich forms a part of, or becomes 
attached to, real property Avhen the contract in question is com- 
pleted. When the contract for the repair or erection of any work 
classified as construction includes, Avithin the same contract bond, 
the furnisliiiig of any buildirig material, the entire contract is rated 
as a construction bond. When the contract is solely for the fur- 
nishing of building material and does not include any installation, 
the contract may be classified as a supply bond. 

Premiums. Construction Bonds. The premium applicable 



Note that this rate is figured on the contract price and not on the 
amount of the bond; also note that the premium is per annum, 
so that, should the work extend over more than one year, allowance 
must be made for renewal of the same premium. It should also 
be understood that the premiums are due from the date of the bond, 
whether actual work begins immediately or not. 

Supply Contracts. Premiums for supply contracts may be 
figured at the rate of one-fourth of one per cent per annum on the 
contract price, and include the furnishing of supplies, material 
and machinery of stock design. Machinery, etc., made to special 
order requires a premium of one-half of one per cent, the same as 
a construction contract. Any labor connected with the installation 
of supply contracts must be figured at the construction-contract 
rates. 

Proposal Bonds. Many times it is necessary to furnish a 
hid or 'proposal bond. The usual rate for a bond of this character 
is $5.00 each, and this premium is considered fully earned whether 
the proposal is successful or not. Should the proposal be success- 
ful the premium for this bid bond may be applied as a part pay- 
ment on the premium for the contract bond, provided the bond is 
taken from the same company. 

Construction Contracts. The minimum premiums on con- 
struction-contract bonds are as follows: (1) where the bond does 
not exceed $500 and the contract does not exceed $1000, bonds 
$5 each; and (2) where the bond is over $500 or the contract is 
over $1000, bonds $10 each. It wdll be noted that these minimums 
require that a contract shall equal $2000 or more before the regular 
rate of one-half of one per cent would equal the minimum premium. 

Maintenance Bonds. Maintenance bonds are of two kinds: 
viz., those covering the guaranty of the entire construction work; 
and those covering the guaranty of only a part of the construction 
work. In the first case the premium rate for maintenance bonds 
is $1.25 per thousand per annum computed on the contract price, 
and in the second case $1.25 per thousand per annum computed 
on the value of the guaranteed work. The premium for the main- 
tenance bond for the entire term of the guaranty is due jn advance 
at the time the construction bond is issued. 



important to the contractor to have a credit line with some well- 
established bond company as to have a credit with his bank. The 
standing of any contractor with the bonding company depends 
on two conditions: financial standing, and moral hazard. Within 
reasonable limits a bonding company will extend greater favor 
to the good moral hazard than to the contractor of better financial 
standing but with a poor record for fulfilling his obligations. 
Many states and municipalities, and also the United States 
government, have special requirements regarding bonds, and it is 
always well to consult an agent to be sure that the standard rates 



apply on any new work. The foregoing rates are standard for 
ordinary work, old manual. 

Method of Calculating Bond Cost. Inasmuch as the premium 
on bonds, regardless of the amount of the bond, is computed on 
the total amount of the contract — ^which includes material, labor, 
general-charge items, and profit — ^we must either compute the bond 
cost separately from other items of general charge or increase the 
rates in proportion to the percentage which the payroll bears to 
the cost of material and labor. The more accurate method is to 
complete the estimate, except for the bond, and then to add the 
cost of the bond plus the same percentage of profit as is used for 
the general estimate. 



ror all practical purposes, however, sumciently accurate 
results are obtained by including the bond cost along with other 
items of general charge. As our system recjuires that material 
and labor be separated in the estimate, we are able to arrive at 
once at the percentage the payroll bears to material and labor. 
By referring then to chart. Fig. 16, the proper per cent to be included 
in the general charge and added to the payroll may be ascertained. 

For instance, if the labor represents 50 per cent of the cost of 
material and labor, the percentage to be included in the general 
charge and added to the payroll is 1 per cent. If the labor repre- 
sents 20 per cent, or one-fifth of the eost of material and labor, 
the percentage to be included in the general charge and added to 
the payroll is 2 \ per cent. Naturally, if the contract is all labor 
and therefore all payroll, representing 100 per cent of the cost, 
the rate will be one-half of one per cent. At 10 per cent labor 

the per cent to be added to the payroll increases to 5 per cent; 

but a contract with such a small amount of labor is unusual, and 
it is recommended that jobs of this character with 10 per cent or 
less labor be calculated by the method first suggested. When 
we have a job with 10 per cent or less labor we are verging on a 
supply contract, and it is probable that the cost of the- bond can 
be decreased by a proper division of the work under the headings 
of construction and supply. 

LIABILITY INSURANCE 

Features of Liability Insurance. Liability insurance is not 
accident insurance, as some employes seem to understand. Con- 
tractors’ liability insurance (briefly known as E. L. policies) is 

essentially insurance against tlie contractor’s liability for damages 
because of accidents to any of his employes. It is, in fact, a con- 
tract between the contractor and the liability company whereby, 
in consideration of a certain fee to be paid by the contractor, the 
liability company agrees to furnish the first or emergency medical 
aid and to save the contractor from any and all claims for damages 
up to the limits of the policy. The usual limits of the policy are 
$5,060 and .$10,000, meaning thereby $5,000 for any one individual' 
judgment or <$10,000 for any one accident — the latter being the 
limit for an accident' when a number are insured and where the 



/iiijQosi any nmiis wm oe accepiea oy me iiaDiiity-msurance com- 
panies but the ones given are usual. Any increase of the limits 
is naturally accompanied by an increase in the rate of premium. 

The contractor should consider that his rating or credit with 
his liability-insurance company is almost as important as his credit 
with his bank or bonding company. Both the bank and the bonding 
company gage the contractor by his financial standing and by his 
general reputation for fulfilling and satisfying his obligations. The 
liability-insurance company judges the risk in light of its past 
experience on similar work, but tempers its decision by the standing 
of the contractor and what is known of his experience, methods, 
and disposition to assist the company to secure reports, records, and 
settlements. A contractor, by establishing a good reputation may 
gain the advantage of a close rate, while one with a poor record may 
even be refused by one company after another. The interests of 
the contractor and the liability company are identical and there 
should be close co-operation. 

Liability Premiums. The minimum premium for liability 
insurance is S50, and the only way to avoid an increase in cost on 
this account, when many small contracts are handled, is to secure 
a general, annual, or blanket policy covering all work of any char- 
acter. Naturally on large work this feature is of no consequence. 

PubIic=Liability Insurance. The possibility of accidents to the 
public and to the employes of others must be considered, especially 
when the work is located in a city or town where others are working 
on the same contract. To provide for this contingency public 
liability insurance (P. L. policies) is furnished at a somewhat less 
rate than is employe insurance. 

Workmen’s Collective Insurance. Workmen’s collective insur- 
ance is now required in some states and is a feature of the insurance 
cost which will require more consideration in the future. Briefly, 
this class of instance may be considered as accident insurance. 
The rates vary with the class of work. The benefits are : 

(1) In the event of death within 90 days, a sum equal to, 
but not exceeding 1 year’s wages, sometimes limited to 1)1500. 

(2) For the loss of two limbs or two eyes a sum equal to the 
amount payable under the policy at death. 



(3) For tlic loss of one liinl), a sum (*(iii:il 1o oiic-l Iiird l!u* 
amount payable under the i)olicy at death. 

(4) For the loss of one eye a sum eciiud to ou<‘-ei[i:lilh the 
amount payable under the jadicy at denth, 

(5) In the event of tem])orary total disability, a sum e(jual 
to, but not exceeding, one-half the \ve(d<ly vages for a, ])eriod not 
exceeding 20 weeks, such sum not to (^xcec'd .1750 in respect of any 
one person injured during the jxdiey year. 

These benefits are for accidents occurring only during working 
hours, but by an additional charge of 15 ])('r c('nt tlu' i)olicy may lx; 
written to cover the whole 24 hours. 

Discussion of Rates of Insurance. Tlui brief abstract of 
standard rates, Ta])le I, gives a general id<'a of tlu^ cost of employers’- 
liability, public-liability, and workmen’s colh'ctive insurance. This 
table is not intended to cov('r the entirci fi('ld of contracting work, 
and has been prepared fnmi a manual of n'cent ])Ut not curnait dat(‘. 
The examples are given to serve only as a guides in general con- 
struction work. 

The rates in the table do not incliule the hazard due to blasting, 
unless specifically mentioned. The rat(\s given are for Illinois, 
Iowa, Missouri, and Nebraska, and for all otluir states by use of 
the proper differentials. 

How Cost of Liability Insurance is Borne. Many stattss, by 
legislative enactment, have very materially iiu:reased the cost 
of liability insurance. The intention has been to proti'ct the iubw- 
ests of the workman, but it mu.st be remembered that the public 
pays the bill in the increased cost of all building operations. The 
workman is indeed deserving of a certain protc'ction in his work, 
and the economic interest of the community at large justifies a 
recompense to him or his family for injuries or loss of life, but this 
result cannot be obtained without a corresponding iiKTC'ase in cost of 
every building project. 

In other words, every contract carries, in addition to the cost 
of material, labor, and supplies, the possible cost of human effort 
expressed in loss of time and suffering due to injury and death. 
This cost is just as true a one as are the others, is more far-reaching, 
and should receive its proper recognition; but only by legislative 



be included in all proposals — a very essential factor in estimates 
and proposals. 

The only regret is that such laws are abused by malicious and 
scheming employes, abetted and assisted by attorneys, to the end 
that the very purposes of the legislation are defeated and the matter 
of claims made the subject of distrust and antagonism. Any 
prudent or responsible employer of labor cannot afford to be without 
the protection of liability insurance, for to carry his own risk invites 
litigation and loss. A minor may have an accident today but 
can defer suit for years; therefore liability insurance should be carried 
in a well-established company of financial strength. Fire losses 
cannot exceed the value of your property, but liability for personal 
injuries cannot be estimated. 


TABLE 1 

Abstract of Standard Liability=Insurance Rates 

These rates should not be used for estimate purposes. Secure current rates 
from a liability company. 

Employebs’ Public Woekmen’b 
Liability Liability Collective 


Asphalt layers — street or sidewallc, includ- 
ing yards and shops 

SI. 00 

SI. 00 

$2.00 

Blasting (add 20 per cent to E.L., P.L., and 
CoU. rates, to cover blasting hazards, 
except in those classifications where 
blasting is specifically included 




Bridge building, metal 

7 '.50 

2^00 

F66 

Bridge building, wood 

4.00 

1.50 

4.00 

Building raising, shoring building, removing 
walls, foundations, columns and piers and 
rebuilding them 

7.50 

3.00 

4.00 

Building movers 

5.00 

3.00 

4.00 

Caisson work for foundations of subaqueous 
operations — with or without blasting 
including work under ah pressure 

10.00 

.50 

4.00 

Canal excavating — not for irrigation ditches 

5.00 

1.00 

4.00 

Carpenters — construction away from shop, 
not bridge building nor grain-elevator 
construction work 

2.25 

.75 

2.50 

Carpenters — grain-elevator erection 

4.00 

.75 

2.50 

Carpenter work — general 

1.75 

.50 

2.00 

Cellar excavation — no caisson or sub- 
aqueous work; including digging holes and 
filhng them with concrete for foundations 
for buildings 

3.50 

1.00 

2.50 

Chimney work — concrete, stone or brick 
construction, not structui’al hon or steel 

7.50 

1.50 

2.75 

Clay digging — no canal, sower, or cellar 
excavating or mining 

2.25 

.50 

2.50 


Olpnni-nrr ortrl vprtp-.ro + inn* Q+OTIP ■Frnnf.S of 



TABLE I — Continued 


Employers’ Public 'Workmen’s 

Liability Liability Collective 


Concrete work — general 

Concrete work — special; 

(a) Bridge abutments not more than 20 
feet in height from the base includ- 
ing the making, setting up, and 
taking down of all frames and 

$3.00 

$0.50 

$2.00 

false w'ork 

(b) Bridge abutments over 20 feet in 
height from the base, including 
the making, setting up, and 
taking do^Ti of frames and false 

3.00 

1.00 

2.00 

work 

(c) Bridge or building foundations, ex- 

4.00 

1.50 

2.50 

cept caisson work 

(d) Bridges, including making, setting 
up and taking down of frames and 

3.00 

1.00 

2.00 

false work, except caisson work 
(e) Buildings, not grain elevators, in- 
cluding making, setting up and 
taking down of frames and false 

5.00 

1.50 

2.50 

work 

4.00 

1.50 

2.50 

(f) Floors or pavements not self-bearing 

(g) Grain elevators, including making, 

setting up, and taking down of 
frames and false work 

(h) Sidewalk laying, including shop and 

1.25 

1.00 

2.00 

5.00 

1.00 

2.50 

yard work 

(i) Unit-system construction of concrete 
coliunns, beams, roofs, walls, and 
floors in sections, including sub- 

1.00 

1.00 

2.00 

sequent erection of same 

Ditch digging — irrigation or drainage only; 

7.50 

3.00 

4.00 

no sewer or canal building 

1.50 

.25 

1.50 

Dredging by floating dredges 

Fences — wood, stone, metal, or concrete, 
not over 6 feet high — construction of 
Galvanized iron and sheet iron work — 

2.25 

.50 

2.50 

1.50 

.50 

1.25 

erecting and repairing 

Gas -ft^orks — laying of mains and connec- 
tions; no tunneling. (Employers’ liability 
rate excludes gas explosion, inhalation, or 

3.00 

1.00 

4.00 

asphyxiation) 

Grad^crossing work — involving all w'ork 
incidental _ thereto, excluding iron and 
steel erection work or the laying of new 
sewers and excluding accidents to railway 
passengers and by any trains except work 

3.00 

1.50 

2.50 

trains 

Grain elevators — concrete, including mak- 
ing, setting up and taking down of frames 

4.00 

1.00 

2.50 

and false work 

Iron men — erecting steel- and iron-frame 

5.00 

1.00 

2.50 

structures, no bridge building 

Jobbing \vork on iprivate residences not 
exceeding 3 stories and basement in 

7.50 

3.00 

4.00 
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TABLE I — Continued 


Jobl)in^ woi'k on buildings other than 
jn-ival.o roHidonces — excluding remodeling 
and new construction worlc 
Miirlde and stone setting — inside construc- 
tion only, including decoration in place 
Marble and stone setting — outside of build- 
ings, away froin shop 

Masonry work — in connection with con- 
cret.e work 

Masonry work, not otherwise classified 
Mosaic work — floors only within buildings 
Paper! 1 an ging 
Parquet, -floor laying 

Pile driving — including timber wharf build- 
ing thereon, if any 
Pile driving for building foundations 
Plast.ering 

Plumbing-work — shop and outside; no divi- 
sion of payroll allowed 
Road or st.reet making 
Roofei's, gi'avel and composition only 
Roofers, all other kinds 
Sand and gravel diggers — no canal, sewer or 
cellar excavating or grading 
Sand excavation by means of suction dredges 
— including loading and unloading at 
docks, wharves and elsewhere 
Sewer building — no limit of depth; with or 
without blasting 

Sewer building — maximum depth of excava- 
tion 12 feet at any point; with or without 
blasting 

Sewer building — maximum depth of excava- 
tion 7 feet; with or without blasting 
Steam-, electric-, street-, or interurban-rail- 
way construction — earth work only; no 
explosives and no tunneling 
Telegraj)h or telephone — construction ex- 
clusively 

Trestle building, wood 
Water towers and standpipes, erection of 
Water woi’ks — construction of pumping 
station, and the making of dams and 
reservoirs; excluding erection of water 
towers and standpipes _ 

Water works — laying mains, connections 


Emploteks’ Public Workmen’s 
Liability Liability Collective 


$2.75 

$0.75 

$2.50 

1.00 

.25 

2.50 

3.50 

1.00 

2.50 

2.50 

.50 

2.00 

3.50 

1.00 

2.50 

.75 

.25 

1.00 

1.00 

.25 

2.00 

.75 

.25 

1.00 

4.00 

.75 

3.00 

4.00 

1.50 

3.00 

1.00 

.25 

2.00 

1.00 

.25 

1.50 

1.50 

1.00 

2.50 

2.00 

1.00 

2.00 

3.00 

1.00 

2.75 

2.25 

.50 

2.50 

2.25 

.50 

2.00 

7.50 

3.00 

3.00 

6.00 

3.00 

3.00 

4.00 

3.00 

2.50 

2.25 

(a) 

2.50 

3.00 

2.00 

2.50 

4.00 

1.00 

2.50 

7.50 

1.50 

4.00 


3.00 

.50 

4.00 

3.00 

1.50 

2.50 


Fire Insurance. Fire insurance is not of great importance to cost 
analysis in construction work, but, as it is often required, it is well to 
know that the rate is one-fourth to one-half of one per cent per annum 
short rate — that is, this rate will be proportioned to the actual time of 

.• /r 1 •_ Vio mcjr^A inin 
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TABLE 11 

Qeneral“Expensc Items Including 
Supplies and Repairs to Small Tools* 


Belt laces 
Boiled oil 
Bolts 

Boiler paint 

Brushes 

Brooms 

BuiUling ]uri)er 
Buildings (temporary) 
Burlap 
Butts 

Cable clam])s 
Caps and fuse 
Chalk 
Clips (rope) 

Drift bolls 
Dynamite 
Emery cloth 
Funnels 

Handles (tools) 

Hasps 

Hinges 

Hooks 

Iron (blacksmiths) 
Keys 

Lag screws 
Lantern globes 
Level glasses 
Livery hire 
Locks 
Lumber 
Molds 

Metal (Babbitt) 

Nails 

Nozzles 

Nuts 

Oakum 

Office supplies 


Paint (all kinds) 

Paint, pots 

Paradin 

Pitcli 

Printing 

Powder 

Putt.y 

Itojxi 

Ih'uls (lemiMU-ary) 
Rivets 

Pooling material 

Pollers 

Posin 

Sand ])ai)er 

S('.re\vn 

Snaths 

Si)ikes 

S])rinklers 

Steel brushes 

Sto(d sha])os 

St.rainors 

Tai)os 

Tar 

T(d(^phones 

Tin 

Track bolts 

'frack s])ikes 

Turpentine 

Waste 

Washers 

Wheels 

White lead 

Wicks 

Wire 

Wii’c cloth 
Etc. 


QENERAL=EXPENSE ITEMS 

Classification of Qeneral= Expense Items. General-expense 
items are many and various. Into this classification are thrown al 
of the items whose cause and nature are at all times uncertain 
General-expense items consist properly of accessory materials; repaii 

n. . j. 
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TABLE III 

Amount of General=Expense Items on Twenty=Onc Actual Jobs 
Coinpil(!(l by Method of Percentage of Payroll 


Ci.AKs 01'’ Wouk 

Job No. 

Pee Cent 

OF 

Payroll 

Bridge jiiers —wet 

38 

17.3 

Drag line excavation 

71 

17.0 

("oncretc bridge — dry 

45 

11.2 

Concrete bridge — dry 

39 

9.7 

Concrete inidge — small 

93 

9.7 

Concrete wall (wet) and dredging 

40 

9.4 

Wall — wet 

39 

8.5 

Ballast excavation 

72 

8.3 

iSeries concrete bridges 

63 

7.7 

Concrete bridge 

55 

6.7 

Concrete viaduct 

96 

6.4 

Intei'ui'ban railway (complete) 

48 

5.8 

Jnterurban railway (complete) 

56 

5.6 

Pile driving 

98 

5.2 

Sewer 

49 

5.0 

Intake 

64 

5.0 

Concrete arch 

62 

4.6 

Concrete wall 

53 

4.0 

Concrete wall 

69 

3.7 

Dredging 

97 

2.8 

Dredging 

92 

2.1 

Sewer (special) 

90 

1.7 


How Generai=Expense Items Operate on Particular Jobs. 

General-expense items really have no salvage value and are a direct 
charge against each Job. Their aggregate cost is of no small conse- 
quence, as is shown by Table III, which gives the results of twenty- 
one Jobs. The first item was on a Job where the payroll repre- 
sented approximately 50 per cent of the cost. Therefore this gen- 
eral-expense cost represented 8.65 per cent of the entire cost of 
material and labor. To show how important these items can be, it 
only suffices to say that sometimes a contractor would be satisfied 
with such an amount as a profit. 

This table is naturally of much more value to the author than 
to any reader, because the index number furnishes the key to open 
up a mental picture of each Job and its peculiar features. Such a 
table of rates cannot be absolute, but requires experience and Judg- 


TAULI- IV 

I>et ly-'I'ool Ht'ms 


Anvils 

A UfrcrM 

Axes 

liars 

Ucllows 

liils 

liincks (iron .mihI wtxiil) 

lioilnr Inols 

lioring inai'liiiifs 

lirads 

lirooiiis 

liinislii's 

liiicknls 

Hush luitiks 

( 'ahlrs 

( 'ail I hooks 

( ’ar movers 

( ’ar rejilacers 

( 'hain hloeks 

( diaiii longs 

( 'hains 

( dialk lines 

( 'hisels 

1 )erriek hkx’ks 
I )ies 
I )ii)))ers 
I )ollies 
1 )rags 
1 )rills 
i''iles 

l''hie cleaners 
l'’hie expamh'rs 
Fine rollers 
Forges 
Forks 

( Irimlslones 
llaiunu'rs 
Hand axes 
Hand ijunijis 
Halehels 
Hods 

Hose fwiiter; sleain; 

(sni't ion ; air; 

Jacks 

haiderns 

Levels 

Ahiehinery (s])eci:i.l ('(piiimienl 
Mai locks 

Alauls (iron ninl \vood) 

Nippers 

I’icks 

Fi!eea])S 

riiH'hiTS 


l*ij)(’ cut lers 
Fipn (lies 
Fipo vise 
l*it(!licr j)uin])s 
I’hincH 

IMusicring looks 
IMilg and feal hers 
Phniil) hohs 
I’linrliers 
I’nsli hi'ooins 
Fiisli carls 
Fliers 
Itiiil 

KiLSpS 

Kill c.liels 

I{(*ainers 

K iddlcs 

Rope blocks 

Roj^e guvs 

SM.hiiii!Uidcrs 

Sa.ws 

Se<) 0 ])s 

Sm’aja'rs 

Sejas'iis 

Seyllies 

Sheav('s 

Shecling cajjS 

Slu'cling pullers 

Shovels 

Shslges 

Si)a(lcs 

S] >ike ])ull('rs 

S(jnart‘s 

Si eiieils 

Si oiu' dogs 

Si one hooks 

'F:uui»'rs 

'I’anks 

'IkMiiplales 

'Fongs 

'Frack looks (coin])leie outtli) 

'French lainiiis 

'Frow(ds 

'I’riicks 

Wagon ])Uini>s 

Well ])Uin])S 

Weilgi's 

Wheell (arrows 

Wir(‘ (dippers 
W ire rope 
W reindies 



TABLE V 


Petty=Tool Cost 

Compiled by Method of Percentage of Payroll 


Class of Work 

Number op 
Jobs 

Per Cent oJ'’ 
Payroll 

Bridges 

7 

2.0 

Viaducts 

2 

2.0 

Interurban railways 

2 

2.0 

Sewers 

3 

2.0 

Walls, etc. 

4 

2.6 

Pile driving and drag-line 
excavation 

6 

3.7 

Buildings 

18 

l.S 

General average for 

40 jobs= 2. 14 


done make changes in the rates. The percentage given slionld not 
be used for estimating purposes. 

PETTY TOOLS 

Method of Applying Charges for Petty Tools. Nothing with 
wdiich the contractor must contend is more exasperating than the 
loss, breakage, stealing, and carelessness in handling of small and 
petty tools, a list of which is shown in Table IV. This expense 
cannot be considered as applying strictly to any one job; it is better 
regarded as a general loss determined by several years’ experience. 

Table V shows how this cost fluctuates as a percentage of the 
payroll. It seems advisable, howmver, to use the average, since 
jobs overlap; one job may profit by stock on hand, and another 
may lose on account of new purchases. The term, however, is an 
absolute general-charge cost and should not be overlooked. The 
method of percentage of payroll is especially applicable, as the 
labor employed uses the tools and is directly a measure of the amount 
necessary. 

There is a salvage in Petty Tools which should be taken care of 
by debiting the Yard account, and this latter account in turn should 
be credited when the tools are sent out on a new job. It is for this 
reason that the general average loss is recommended for use as a 
general charge, although each job should have placed to its account 
the full amount expended for this item. The salvage is low grade 




Fuel and Oil Items* 


Barrel 

Engine oil 

Battery 

Gasoline 

Belt dressing 

Grease 

Boiler compound 

Oil faucet 

Cans 

Oil gate 

Coal 

Oilers 

Coal oil 

Packing 

Cylinder oil 

Power bids 

Dry cells 

Tallow pots 

Dynamo oil 

Valve oil 

Electrical connections 

Waste 


FUEL AND OIL 

Fuel and Oil Charges Depend on the Job. Fuel and Oil is a 
direct charge to the work, and whether the amount is large or small 
depends on the kind of work and the difficulties encountered. Fuel 
and Oil will be much more of an item for a concrete-bridge pier, 
requiring pumps, derricks, hoisting engines, pile drivers, mixers, 
etc., than for a concrete pavement — although the concrete itself 
may be of approximately the same cost for materials, but not for 
labor. Therefore, as in other items of general charge, the fact 
is brought out that the payroll is the best indication of the work, 
and Fuel and Oil should be apportioned by a percentage thereof. 

The items going to make up this division are indicated in 
Table VI, and the costs by percentages on a number of jobs are 
given in Table YIL 

TABLE VII 
Fuel and Oil Cost 

Compiled by Method of Percentage of Payroll ' 


Class of Work 

Number of 
Jobs 

Per Cent of 
Payroll 

Bridges 


7.0 

Viaducts 


1.6 

Interurban railways 


5.7 

Sewers 


1.4 

Walls, etc. 


4.5 

Pile driving 

Drag-line excavating 

6 

7.2 

Buildings 

18 

1.4 


* Includes any costs of bills pertaining to the production of power. Use for distribution of 
invoices. charEine to contract for which nurchased. 
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TABLE VIII 


Fittings and Repairs* 


y\slics(()H 
l'>al)l)i| t inctiil 
l'>()il(‘r tools 
Bools 
Biisliiiigs 
(l!il)l(! clamps 
(:ii])s 
( locks 
( lou])lings 
drosslicad j)iiis 
JOuicc'ts 
I’lucs 
( iag('s 
( ! ask ('is 
( 1 rates 
(!rcas(! (ni])S 
11()S((; st('am 
]iij('cl-ors 
Iron ami stcMil 
Jot, 


Lubricators 
Machinery fittings 
Machinery repairs 
Nipples 

Pipe, 3 inches and less 

Pipe fittings 

Plugs 

Reducers 

Shaft collars 

Shafting 

Sha])c iron 

Springs 

Steam hose 

Siphons 

Threading 

Unions 

Valves 

Water glass 

Wheels 

Ltc. 


FITTINGS AND REPAIRS 

Make=Up of Fittings and Repairs Items. All expense items 
for material, or labor, or bills for repairs when chargeable to main- 
teiuuice of plant or equipment should be charged to this account. 
The idea is to distinguish between expense items directly con- 


TABLE IX 

Fittings and Repairs Cost 

Compiled by Method of Percentage of Payroll 


Claks of Work 

Number 

OP 

Jobs 

IBridges 

7 

Viadicts 

2 

Pile driving and drag-line 


excavation 

6 

Interurbaii railways 

2 

,S(;wcrs 

2 

Walls, etc. 

4 

Buildings 

18 


Per Cent 

OP 

Payroll 


1.70 

.70 

4.40 

4.20 

1.30 

1.50 

.67 





nected with the particular job and those items which pertain to 
the general up-keep of machinery. The items ordinarily encount- 
ered are shown in Table VIII, and their application to the par- 
ticular job by the percentage method is shown in Table IX. 

COMMISSARY EXPENSE 

Items Covered by Commissary Expense. Many times it is 
necessary to maintain a commissary for the proper care of men. 
This may be an established camp of shacks or huts, or it may be 
a train of wagons or cars moving from job to job. The latter sort 
is suitable for jobs along a railway line. The items to be charged 
to this account will appear many times in jobs where a job com- 
missary is not existent. For this reason and because of the par- 
ticular character of the items it would seem desirable to maintain 
a commissary charge on all work. The items are shown in Table X 
and the percentage charge to the payroll is given in Table XI. 

TABLE X 


Commissary Expense Items 


Desks 

Fuel 

Bedding 

Ice 

Boots 

Knives and forks 

Buildings 

Lighting 

Bunk cars 

Pots 

Boarding cars 

Rents 

Camps* 

Store supplies 

Candles 

Stoves 

Canvas 

Table furnishings 

Cooldng utensils 

Tarpaulins 

Cots, etc. 

Transportation 

Covers 

Tents, etc., etc. 

Food 


TABLE XI 
Commissary Cost 

Compiled by Method of Percentage of Payroll 


Type op Camp 

Average Per Cent of 


Payroll 

Permanent Camps 

3.5 

Moveable Camps 

7.0 


* Where mea must be cared for in camps there is, many times, an extra cost to the work 









INTEREST 


Method of Handling Interest Charges. Assume a contract of 
SIOO^OOO to be completed in 10 months, that is, at the average rate 
of $10,000 per month. Payments are to be made during the progress 
of the work to the extent of 85 per cent, payable the 15th of the 
month following that within which work is done, final payment 
to be made 60 days after completion. Assume also that profit 
is at the rate of 10 per cent on cost. 

In the first place, at the rate of $10,000 of work per month 
the actual average cost is approximately $9000; the contractor 
receives $8500, and $1500 per month remains in the hands of the 
client. Then since one-half month’s work on the current month 
elapses before payment is made for the preceding month, $4500 is 
expended for cost of work. Since his payroll comes weekly and 
his average time for bills due is 30 days, the contractor, under these 
conditions, even if he can buy material on 60 days, is always in 
arrears and must pay interest on the amount held up in excess of 
profit and for work done and not yet payable. This charge will 
amount to a percentage on the total cost, depending on the con- 
tractor’s credit in the purchase of materials. 

The maximum cost in interest is reached where no work is paid 
for until the whole is completed and accepted. In such a case full 
interest plus a bonus or fee should be added to the estimate, as no 
capitalist can afford to speculate on financing work of this kind with- 
out receiving at least double the ordinary legal interest for money. 

The time necessary to complete work or during which payment 
is withheld will naturally affect the charge. 

MACHINERY AND EQUIPMENT 

Division of Construction=Equipment Item. Machinery and 
equipment can be considered as either an investment or an expense 
item. In the first case a reasonable interest or rental return should 
be expected, which may be included in profit. In the second case a 
rental or depreciation should be charged directly to the job. 

Since the Pittings and Repairs account. Tables A HI and IX, 
is supposed to take care of the wear and tear due directly to the 
particular job, general depreciation is to be considered under the 
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TABLE XII 

Construction Equipment* 


Air compressors 

Excavating machinery 

Air tools 

Drag-line excavators 

Automobiles 

Electric shovels 

Boilers 

Grading loaders 

Buckets 

Plows 

Clamshell 

Scrapers 

Contractor’s 

Steam shovels 

Orange-peel 

Trenching 

Cars 

Floating equipment 

Ballast 

Barges 

Caboose 

Dredges 

Concrete 

Pile drivers 

Dump 

Scows 

Flat 

Steamboats 

Freight 

Tugs 

Hand 

Generators 

Inspection 

Locomotives 

Motor — office 

Contractor’s 

Pile driver 

Road 

Push 

Switching 

Rail 

Motors 

Shop 

Pile drivers 

Supply 

Drop 

Work 

Steam 

Concrete hoists 

Track machines 

Concrete mixers 

Ditchers 

Derricks; 

Layers 

Guy 

Spikers 

StiS-leg 

Spreaders 

Drills 

Tampers 

Engines 

Unloaders 

Hoisting 

Welders 

Stationary 

Tractors 

Elevators 

Travelers 


to one-half may be charged out at once as depreciation^ based upon 
the cash return from second hand sale. 

As the amount of equipment varies with the character of work, 
the foregoing hints and Table XII are offered as suggestions only in 
order that this item of general-charge cost may not be overlooked. 

MISCELLANEOUS ITEMS AFFECTING UNIT PRICES 

Check on Quoted Prices for Material or Equipment. Some- 
times general charges, but more often unit prices, are affected by 
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TABLE XIII 

List of Items Contributing to Unit Cost of Quantity Units 
F. O. B. Point of Use 


Market price 

Market price over period of past years 
Market price, component parts 
Market price, component parts, past year 
Base price 

Base price over period of past years 

Standard extras over base price 

Standard extras over base price, past years 

Labor supply 

Wage scale 

Labor troubles 

Assembling charges 

Packing charges 

Loading charges 

Lighterage charges 

Drayage charges 

Freight rates, C.L. 

Freight rates, L.C.L. 

Express rates 
Care en route 
Car demurrage 
Car rental 
Unloading charges 
Storage charges 
Reloading charges 
Distribution charges 
Unloading charges 
Assembling charges 
Shrinkage 
Commissions 
Discounts 
Insurance 
Interest 
Supervision 
Overhead expense 


feature but in general it serves principally as a check upon the 
quoted prices for materials or equipment. A list of the elements 
to be considered is given in Table XIII. 

GENERAL OFFICE AND SUPERVISION 

This general-charge cost not only varies with the character of 
work, but also with the volume of -work and the magnitude of the 

nr(Tnni'7n+ir>n T'Ita r»riC!+ PArpn if si f'nntrsi f'tnr has nflRpp 



construction period, reierence must be made at once to tne item- 



Fig. IS. Time Sheet Showing Record for Weekly Report. For Reverse Side See Fig. 19 
























INSTRUCTIONS. 

tt <8 (ntended that this aheet shall be used for all joba, whether limekeeper oakea report to pay.raU elerk 
iCy. weekly, or monthly, and is to be used also for making eummary reports. In using tune aheet aide, always 
lace date at bead of column and when making out summary sheet, place daily dates in the name column. In oaing 
le distribution side, the < olumn marked “Timekeeper’s check columa" must hare dates placed at the head co 
xindmg to the time sheet side, and each column represents one day. the distribution being taken four tunes 
ly and marked insideof the four little squarea, using distribution letter. However, for daily sheets, each 
iluran represents one hour, and separation of time must be checked to the hour. Distribution columns 
ledod by rubber stamp for each job and each man's time must bo distributed under the proper coijv 
tala reduced to dollsrs and shown at foot of sheet, except that for summary sbeeta, total for ea 
iposite aamo. Timekeepers must keep careful record of cars received, expense and cemeot and i II 
iposite page. Timekeepers and engineers wiil co-operate to insure that summary sheets ate ci 
stribution and amount of work done. Daily time sheets must be turned in to the office at the < 
oekly time sheets each 1 hursday evening, and bi-monthiy or mnnthly aheeta will be aeparaled 
ast once each week. No change of rate of pay will be allowed between pay-roll perioda 
No deviatioD from these ioatractiona will be allowed on say joU 






































The time sheet prepared is a form which is the development of 
many years’ experience and which is so arranged that it may be 
used for any sort of work, and carried either as weekly or daily 
reports to the office or to the contractor, Figs. 17, 18, and 19. 

Instructions for the use of the time sheet appear on the right- 
hand side of the reverse of the sheet, Fig. 19, but, for the sake of 
clearness they are given as follows: 

INSTRUCTIONS FOR USE OF TIME SHEETS 

(For Use ill Cost-Analysis Timekeeping) 

It is intended that this sheet shall be used for aU jobs, whether timekeeper 
makes report to payroll clerk daily, weekly, or monthly, and it is to be used 
also for making summary reports. In using the time-sheet side, always place 
date at head of column and ’when making out summary sheet, place daily dates 
in the name column. In using the distribution side, the column marked “Time- 
keeper’s Check Column” must have dates placed at the head corresponding 
to the time-sheet side, and each column represents one day (see Fig. 18), the 
distribution being taken four times per day and marked inside of the foiu 
little squares, using distribution letter. However, for daily sheets (see Fig. 17), 
each vertical column represents one hour, and separation of times must be 
checked to the hour. DiairihuLion columns will he headed hy rubber stamp for 
each job, and each man’s time must be distributed under the proper columns 
and the totals reduced to dollars and shown 'at the foot of the sheet; except 
that for summary sheets, totals will show opposite each day. Timekeepers 
must keep careful record of cars received, expense, and cement and fill out to 
form (see Fig. 19), Timekeepers and engineers wiU co-operate to insure 
that summary sheets are correct as to time distribution and amount of work 
done. Daily time sheets must be turned in to the office at the close of each 
day, weekly time sheets each Thursday evening, and bi-monthly or monthly 
sheets will be separated and turned in at least once each week. No change of 
rate of pay wiU be allowed between payroll periods. 

No deviation from these instructions wiU be aUowed on any job. 

It will be noted that the distribution columns are headed by 
letters. No two jobs may have the same letter for the same kind 
of work, but for the particular job each letter stands for a classifi- 
cation of work, and the cost-distribution book is similarly headed 
so that there may be no error. 

The time sheet actually used was 8| inches high by 10 inches 
wide, and 25 names and 13 distributions were provided for. The 
sheet can be made 8| inches by 11 inches, the regular commercial 
correspondence letter size, and standard 'letter files used, the time 
sheets being filed unfolded. When used, the time sheet should be 


corners in the same manner as an ordinary desk pad, and folds on 
the vertical center line. The covers, as shown, can be placed in 
the side pocket of the coat, being 5| inches by 8| inches. Fig. 17 
shows the front or timekeeping side of the time sheet arranged for 
daily reports. Fig. 18 show's the same form of time sheet arranged 
for weekly reports. The top and bottom only of these sheets are 
showm; the number of lines between can be estimated from Fig. 19. 

In Fig. 19 showing the reverse side of the time sheet, special 
notice is called to the right-hand side wdiere a continuous record is 
obtained of the job from its beginning to its completion. 

Checking the Men. In beginning a job under this system, all 
the men are given numbers, commencing with the superintendent 
as No. 1, and identification cards are issued. These cards are 
retained until the end of the payroll period, generally one wmek, 
and surrendered in exchange for the payroll envelope containing 
wages. Each week new cards of different color should be issued in 
such rotation that one color will not be used again for at least a 
month. This scheme avoids the disadvantages of the brass-check 
system while fulfilling the same purpose. The cards can be expected 
to remain in good condition for a reasonable period, they serve the 
purpose of absolute identification, and are receipts beyond question 
when in the hands of the pajnnaster. 

By using the different colors, there can be no duplication or 
errors due to the numbers assigned to the men. For instance, 
No. 72 for the w'eek yellow cards are used may not be the same man 
as No. 72 the next week wFen blue cards are issued. This arrange- 
ment also makes it possible for the men older in period of employ- 
ment to be moved forward from time to time, so that the higher 
numbers wdll be indicative of new untried men; this groups the 
steady employes in the tabulation on the payroll. The colors 
to be used are red, blue, yellow, and green. The men generally 
wear the cards in their hat bands. The simplification of work to 
the timekeeper and paAunaster is beyond computation. 

Payrolls. The time sheets are filled out from day to day 
and handed to the paymaster, who prepares the pajToll. A pay- 
roll should be prepared day by day. One hour’s work per day 
will mean seven hours or a wdiole day by the end of the week, but 


or weeks after pay day cannot then be confused with any other 
man of possibly the same number or name working during a different 
payroll period. During the interval of payroll periods it is neces- 
sary to discharge many men, and this proceeding is brought into 
harmony wuth the general system by the use of ‘^discharge blanks”. 

Tracing Employes through Timekeeping System. Let us 
trace regular and floating employes through their introduction to 
this system, using both daily and weekly reports. 

We will suppose w'^e have two jobs under construction, one 
on a basis of daily reports and one of weekly. In both cases all 
men employed have been assigned numbers and cards. The hours, 
rate, and amount are not filled out on cards unless it is particularly 
desired to obtain a definite receipt. The time sheets. Figs. 17 and 
18, show the men and the time made by them and the character 
of work upon which they were placed. 

Note by Fig. 17 that James Brown, No. 8, worked 10 hours — 
from 7 a.m. until 12 m., and from 12:30 until 5:30 p.m. — of which 
5 were on excavation, distribution letter A, and 5 on concrete, 
distribution letter C. Peter Carter, No. 9, came on at 11 a.m., 
and worked one hour until 12 m. on concrete (C), then began again 
at 12:30 p.m., worked until 5:30, making 6 hours in all. It will be 
seen that the time spacing at the head of the timekeeper’s column 
means one hour for each division, the upper half denoting the hour 
and the lower half the half-hour. It is not necessary to mark the 
distribution letter in each column as it is understood that the man 
continues on the same work, until by a distribution-letter change 
at the closest hour or half-hour he is placed on other work. 

Assuming at the same time that Ave have job No. 21 running 
on a basis of weekly reports, w^e see Richard Roe, No. 72, Fig. 18, 
worked 'Monday to Wednesday, being discharged on the latter 
day after having made 23 hours as distributed under A, B, and C. 
His time for Monday and Tuesday having been turned in to the 
paymaster (possibly the contractor himself), the timekeeper made 


aiiu 


out nis (liscluirp;e ciwvK lor tuo iwvw nours on \\ , 
tlio pji.yiii;ist(T juldc'd t.lu; junount i’or IMoiulny ami 'rursdny and 
paid liini .HiUK) upon siirr('nd(T of Ids card, ])r()i)crly sifj:ncd. I pon 
the payroll, the payinastx'r tlien writes in llu^ cxlrcim^ riji:h1“haii(i 
cohiinii “Paid by discharji,'(', No. 72”. dolin l)n('. No. 7)’), on tlic 
otlier hand, liaviii}:; c‘oinp]('t<'d a full week’s work, is paid, ipion 
surrender of Ids card, by a ])ayro!l envelo])e of llu'. sanu' name, 
iiiiinl)er, and color, with all ])roper dcdnelions made. 

Ordinarily, it is assumed tliat lar}^(^ and inij)or(anl work re(|nires 
daily reports while small work, or jobs wlu'n^ then' is liltle shiftinj^ 
of men, can bo rei)ort('d W('ekly. In the first ease, elian^n's in the 
distribution may be made to the elos<'st half-hour. In the latter 
case, changes four times a da.y would se('m suflleient. 

This system is fh'xilde and can b(^ ap])li('(l to any organization, 
large or small, ddie cost of installation is not great, and the. cost- 
analysis results more than .justify the cxpc'nsc'. 'J'he rubber stamp 
used for distribution of time is made so the same stanq) can be 
used on the reverse side of the time slnad,, Fig. 1!), wIk'H' the o))])or- 
tunity is given to carry out the total (piantiti('s, total i)ayroll, 
and unit cost for each period, for tlu^ ])r('vious ijeriods, and for 
the total to date, 

OPERATION OF LABOR-COST DISTRIBUTION SYSTEM 

The methods outlined cover briody the held end of the con- 
struction department and its connection with the ofHet', in order 
to secure cost analysis as to labor distribution, d'o make the 
analysis more clear, a view of a reinforced-conerc'tii ohiee building 
durhig the construction is given in Tig. 20, and shoidd be studied 
carefully in order that the proper idea may be Inid of the many 
problems presented to the cost-analysis engiiu'cr. 

Forms and Centers. The view shows seven coinpleta'd floors 
of a 12-story office building. The three low('r floors have b('(‘n 
entirely completed and all the forms and cc'iiters removed. 
fourth floor is completed but it has been nei'cssary to ri'lain struts 
under the center of the beams in order to i)r()tect them from possibh' 
overloading while green. It .should be noted that the i)lacing of 
struts is done after the forms and centers have hvvii ri'inovc'd, and 



Fig. 20, View of Reinforced-Concrete Office Building, Showing Floors in Various Stages of Construction 



Oil tli(' fil'ili door llic I’orins niid <‘(>n1(‘rs slid ri‘ni:iin. hiil ;i ]):irt 
of tlu' sii])|)oiis for (‘(‘iit.i'rs liiivc* hccii rciiiovcd in ;iii( icipal ion of 
tlu' r('inoval of all tiinlK'r work. On tlu' sixth door level the tiniher 
work is all in plaei' and braced so as to be prepared for the eoii- 
stnietion of lli(^ si'Vi'iith door. On the seventh lloor forms and 
eeiiti'i’s are eoiii])let('d and <‘oner('t(‘ work is in ])ro;j,'re;is on (he front 
Iiortion of tlie Imildiiifi;. 

Jii the nair, wliere the e(Mit.eriiiji: work is of extra heipdit, there 
is to lie an assembly liall two stories in lieiyht, and for (his reason 
we liave a special feat.nn' of eonstriiel ion which must be taken into 
eoiisideration in the final cost analysis. 

Checking Labor on Different Cla.sses of Work, d’he limestone 
facing of the two ]oW(’r storiexs of tla* building is in iirogress, and so 
the tim('k{’('i)er, in cheeking up the labor that, is employed, must, 
cheek up the labor of stone masons on tlii' first and second floors; 
the eh'ctrie-light worknum and phinibers on the second and third 
floors; the earjientx'rs n'lnox’ing th(‘ forms and centers on tin* fourth 
and fifth floors; tlu'. earjieiiters on tlu' seventh and eighth floors; 
and the eoneretx^ worknuMi in tin' basement where material is deliv- 
ered, i'.iid on the ('ighth floor wbrna^ th(' eoiieri'ting is in jirogri'ss. 
In connection with this cheeking of labor he must cheek invoices 
and wagon receijits for delivery of reinforeing steel, lumber, tih*, 
cement, and other niat('rials, which may b(‘ seen in the niati'rial yard 
in front of the building. 

Derrick and (intall Hoist. The ('reetion of tlu' small still‘-l(‘g 
derrick might be considered as a c*liarge against forms :ind centers 
inasmuch as it is used imneipally for tin* hoisting of timlxu* remov(’d 
from the floors below. However, sine(i this th'rriek is used for 
hoisting reinforcing steel also, the cost of ('n'ction and operation of 
the derrick must be proportioned. In this ])arti(‘ular eas(' an (‘leetrie 
motor was installed lor the operation of tlu'. eoueiadc' inix(‘r and 
hoist. On aeeount of meehanieai diflieulties tlu' motor was aban- 
doned after the flfth-floor level and a contractor’s standard doubh'- 
drum steam hoisting engine was introduec'd, which may b<‘ s('en in 
the right foreground. This engine was us('d to oi)(‘rat<i both the 
concrete hoist and the derrick. Since tlu^ concndi' hoist was us(>d 
to raise not only concrete ])ut also tihg brick, and otluT materials 


installations and their operation must be apportioned against the 
various classes of work. 

Daily Time Sheet. The labor on this building was checked 
four times a day as to distribution, with the use of the form of time 
sheet shown! in Fig. 18. As the common labor was very largely 
of foreign character, each man was carried by number — having a 
numbered card as previously described which wms checked at the 
office in the morning, and brass checks hung on a hook-board wdth 
corresponding numbers. 

Instructions to Timekeepers. In this case as well as in the 
case of other complicated structures, the engineer in charge of the 
cost analysis should issue very definite instructions to the timekeep- 
ers and clerks on the job so that proper distributions may be obtained. 
For example, the ordinary timekeeper cannot be expected to dis- 
tinguish between that part of the carpenters’ work which is desig- 
nated as Forms and that part designated as Centers, unless the cost- 
analysis engineer furnishes a detail description of what constitutes 
each on the particular piece of work under construction. As a 
further illustration, it will be noted that the concrete on the first 
two floors, which is very nearly masked by the cut-stone work, has 
been given a coat of asphalt paint in order that the concrete may not 
in the course of time stain the stone wmrk. The timekeeper should 
know whether this painting is a charge against concrete or a charge 
against stone wmrk. The writer would charge this painting to stone 
work but others might decide otherwdse. If so charged it is an 
indirect material-and-labor charge against stone work. However 
charged, the same system should be follow^ed throughout and nota- 
tions made so that proper comparisons may be drawm with other 
jobs of like character. 


Cost=Analysis Bookkeeping 

The independent work of the office contemplates the completion 
of the records just discussed by the boolffieeping system described 
as follows: 

Ledger Entry System. In the first place, we must have the 
common double-entry ledger system, such as is used in any ordinary 
mercantile business. In this ledger are carried the personal accounts 
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larger accounts are carried under the firm 
name, while individual and miscellaneous 
accounts may be carried under ‘ 'Miscel- 
laneous Accounts Payable” or "Receivable”. 
In making the ledger entries a vacant Ikie 
is left opposite the respective debit and 
credit entries, so that when the account is 
adjusted an entry will show on both sides 
of the page. In other words, a vacant line 
on either side of the page is an indication 
that the account has not been closed. 

Material=Distribution Sheet. Passing 
this subject of the ledger bookkeeping, which 
is a more or less purely commercial transac- 
tion, let us consider the particular book- 
keeping which is applicable to Cost-Analysis 
Engineering. In Pig. 21 is shown a form for 
all charges growing out of the operation of 
the construction organization, the gross 
amount of which must check with the ledger. 
This distribution sheet, headed "Material 
Distribution”, serves as an index to all 
expenditures and all other expenditure 
records in the oflBce. In other words, while 
serving as an index or voucher record it 
gives the distribution of expenditures in 
such a manner that we may know where 
and to what account expenditures have 
been made. In the extreme right-hand col- 
umn of the sheet — not shown in the figure 
— the total amounts of expenditures should 
be recorded, item by item as payments are 
made, while their distribution may be con- 
fined to one column or divided among sev- 
eral. The headings of the distribution col- 
umns are written in so as to be adjustable 
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the fact that the columns are arranged for 
credit and debit entries so that each account 
or each distribution is complete in its final 
result. 

In case there are more distributions 
than, can be carried on one side of the 
sheet, the end of the sheet can be cut off 
and the distributions continued on the 
reverse side, or on several pages. 

At the head of each column appears 
a numeral indicating the account number 
for the particular job, the headings of the 
columns being written in for each job. 

Payroll Distribution Sheet. Supple- 
mentary to this general distribution sheet 
appears the ‘‘Payroll Distribution” in detail, 
Fig. 22, which is in the same form as to 
distribution items as the Time sheet, Figs. 
17, 18, and 19. 

Particular attention is called to the 
fact that the gross amount of payroll 
appears on the Material-Distribution sheet, 
Fig. 21, which properly may be designated 
as a general distribution. (On this partic- 
ular distribution sheet the payroll account 
appears in Column No. 6.) On the detailed 
Payroll-Distribution sheet. Fig. 22, appears 
this same account number with sub-letters 
heading each column and agreeing with the 
letters heading the columns on the Time 
sheet, Figs. 17 and 18, and on the reverse 
side. Fig. 19. Under this system, while no 
two jobs may have the same account num- 
bers or letters for the same item, still, if for 
any reason reference is made to any one par- 
ticular job, the nature of the account is indi- 
cated by the numeral and, in the case of 


a particular classmcation so that there can be no question or error 
in the proper bookkeeping or record of costs. The usheets shown in 
Figs. 21 and 22 are both from loose-leaf books. 

Method of Handling Accounts Payable. The method of 
taking care of the payroll has already been outlined and we therefore 
proceed to the cost-analysis method of taking care of accounts 
payable and material bills. It is preferable to have accounts pay- 
able handled under monthly vouchers. 

ACCOUNTS PAYABLE NO. = — , 

A. B, C. CONSTRUCTION COMPANY 
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POSTED AUDITED AND REGISTERED APPROVED 1 Sec-y 

FOR J 

' PAYMENT ) Pbes. 

Fig, 23. Typical Voucher Form to Which Is Attached Voucher Check 

Voucher Chech. Two methods are suggested, of which prefer- 
ence is given to the second. By the first method all invoices from 
any particular firm for the month are audited and recorded on the 
face of a voucher form, see Fig. 23, the reverse side of which is 
in the usual check form. A duplicate of this voucher is prepared 
with the original by means of a carbon sheet, the reverse side showing 
distribution. To this duplicate are attached all the original invoices, 
and thus duplicates and invoices are filed alphabetically, while 
the original voucher checks are filed consecutively by number. 
By this method a record is kept both alphabetically and numerically; 
the two are folded, X inches, and filed in pigeon holes or boxes. 





Voucher Form with Separate Check. The second method, 
liowever, is recommended inasmuch as it is sometimes impossible 
to clean up all accounts monthly. The difference lies in the fact 
that all invoices are attached to the original vouchers. After 
they have been submitted and approved, payment is made by check, 
the voucher having space for voucher number and also for check 
number. Fig. 24. Since pa 3 ^ment is made by check and the voucher 
remains in the alphabetical file, the same results are obtained as 
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Fig. 24. Typical Form Printed on Face of Voucher Envelope in Which Arc Placed All 
Records of the Job 


by the previous method, except that we overcome the objection 
of the banks to handling folded voucher checks and we have the 
opportunity for the payment of the voucher in installments. The 
ordinary form of check book is all that is necessary. 

Voucher Envelojoe. A decided improvement over this method 
consists in having the voucher. Fig. 24, printed on the face of an 
envelope within which are contained all the invoices for an}'' one 
particular ffrm for one month. By this system not only do we 









envelope need not 1)C disturlx'd. Should llicn* ho .Miiy nr^Miniciit , 
the face of the voucIkt ('iivclopc* pves tin; record, which may he 

verified hy (he eonlenis of 
i he (‘Iivelope; in ease 1 hen' 
is a (jnestiou ns to pay- 
ment, an index is ^dven to 
thedill'erent i)ayinents and 
('In'cirmnnhers, which may 
!)(' inv('stijj:ated to ascer- 
tain whether a. cheek was 
l)roj)erly received and ('ii- 
dorsed. 'This latter systi'iu 
is rt'eommendeil as bein^ 
a eomhinatioii voneher- 
and-filiiif; sysh'm, adapt- 
able to any olliee, lar/^e or 
small. 

Should a en'ditor ask 
for an aeeonntiii}; and a 
elu'ckinfj nj) of account, for 
any Icn^fth of time, all that 
is nccc.ssary to do is to 
refer to tln^ alphabetical 
file containin{>; his {'nv('l- 
o])('S month hy month. An 
index i.s at once obtained by which to n'ler to tin', numerical tih' 
of canceled checks. Under these conditions the. ledgt'r be<'omes 
simply a permanent book of record, inasmuch as tin' ('omph'te 
detail appears on the voucher enveloi)e, hdg. 21. 

It will be noted that on the Payroll-Distribution sln'i't, 
Fig. 22, the column is divided .so that in addition to tin* <*o.st of labor 
the record of amount of work iK'rfornn'd may Ix' ('utered, so that 
we may thereby arrive at the unit of cost of tin- work. .hVom this 
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record, in connection with the material distribution, we are able 
to prepare statements at any time showing how the work is pro- 
ceeding with reference to the original estimate. The necessary 
information relative to the quantity of work performed is taken 
from the reverse side of the Time sheet. Fig. 19, supplemented 
by ofl&ce records and information not obtainable in the field. 

Payment of Accounts. In the payment of accounts the ordi- 
nary form of check book may be used, upon the reverse side of the 
stub and check being stamped a form similar to Fig. 25. At the 
time a payment is made this form is filled out with the job number 
and the account number, using the numerical index at the head 
of the column on the distribution sheets. If necessary, additional 
information may be shown by indicating under ‘Ttems”, what 
the payment is for. Such a check becomes a voucher check which 
is explained by the voucher envelope on file in the office, and the 
endorsement of such a check is not only a receipt for payment, 
but indicates at once the account for which payment Tyas made. 
Inasmuch as upon the reverse side of the stub appears^ the cor- 
responding distribution record, the distribution sheets may be posted 
from the stub book. 

This system is not in any sense complicated and may be devel- 
oped at a trifling expense for printing and rubber stamps; since it is 
adaptable to any job, large or small, and to any number of jobs, it 
is deserving of consideration. 

The voucher envelope bearing as it does a file number which is 
the job number, the files for each job may be kept separate. On 
the other hand, the system may be used alphabetically and all 
accounts filed accordingly. The latter method is probably prefer- 
able, because the information is more readily obtainable and, when 
the distribution at the left-hand side carries the job numbers, any 
one account may be carried together for the month, regardless 
of how many jobs are in progress. 

Special Distribution Accounts. Liability Insurance. Liability 
insurance, already discussed full}'-, requires a detailed payroll 
distribution, such as Fig. 22, inasmuch as the various classifications 
of labor are rated differently. The contractor will more than pay for 
the extra time, trouble, and cost necessary to keep a set of distribu- 




At any time the liability company’s auditor appears, a complete 
summary of the payroll is shown, with the members of each class 
of work grouped in the proper columns. By lumping the payroll, 
it may bear the maximum rate, whereas, if classified, a reduction is 
secured in the total premiums paid. 

Separate Account for Each Section of Woi'k. In case of large 
construction, the division of the work by sections is of the utmost 
importance, and it is recommended that each section be considered 
as a subcontract and the material and payroll costs distributed 
accordingly. In other words, instead of carrying a job as a com- 
plete whole, we divide the total into sections in accordance witli the 
original Outline of Work, and Itemized Estimate, and maintain a 
separate account for each section so that we have distinct time and 
work reports and separate distribution sheets. 

By adopting this method, the work of the field forces and of the 
office are harmoniously adjusted and the work of the cost analysis 
at the completion of the contract is very much simplified. 

Cost=Analysis Progress and Final Charts 

We will next take up the question of the analysis of the result 
as shown by the field and office booklceeping system, with the idea of 
using progress estimates and progress charts. 

Value of Progress Study. Analytical progress study is not only 
intensely interesting but is of the greatest importance to the up-to- 
date superintendent, inasmuch as, through the information furnished 
by the proper recording of the results of the work, he is able to dis- 
cover the weak points and to direct his best attention to them 
instead of considering the whole work. Without such detailed 
information the superintendent is absolutely at a loss to prepare 
any record; he may be intelligent enough to recognize that certain 
parts of the work are not proceeding properly, but he cannot be as 
strong a man as he would be if the record and every part of the 
work were so tabulated that day by day he could adjust his forces 
and revise his methods to gain the lowest cost. 

Progress Charts. In beginning the construction w^e have as 
a basis for our cost keeping and cost analysis the Itemized Quan- 


properly divided into sectional divisions, illustrated by Figs. 8 
and 11. We have shown that these sketch layout plans are of bene- 
fit in the proper analysis of the work previous to the preparation of 
the estimate and proposal. 

Now, in order that we may conduct our work harmoniously 
with reference to this preliminary study, these sketch plans must 
be developed and perfected and general progress charts prepared. 
These give a picture of the work to be performed, and by the use of 
colored pencils on the face of the chart the progress of the work can 
be indicated day by day. In all of the study of Cost-Analysis Engi- 
neering, in the preceding discussion, and in the reference to forms 
for estimates, bookkeeping, etc., the effort has been made to recom- 
mend such forms as may be used for different jobs regardless of their 
character, and there is no doubt but that this can be accomplished. 

Features to Be Recommended. When it comes to the subject of 
progress charts, there can be no standard — as every job must neces- 
sarily be handled with reference to the character of the work — but 
we make the following recommendations: 

(1) The general progress chart should consist essentially of a 
condensed plan, or profile, or both, on a small scale, thereby not only 
serving the purpose of a progress chart, but also giving a picture of 
the entire work to be performed, with the various parts in their 
proper location with reference to the work as a whole. It is needless 
to say that in making such small plans it is necessary many times 
to distort certain detail features, but the general layout may be so 
drawn as to be strictly to scale. 

(2) These progress charts should be supplemented, where the 
work is divided into many sections, by tabular information which 
would be confusing if the attempt were made to make notations 
directly upon the plan. This idea is illustrated by Fig. 7. 

(3) These progress plans should be supplemented by detail 
large-scale progress charts for each section of the work. These 
detail charts need not be finished drawings, in fact they may be 
very crudely prepared, and generally can be obtained by quick 
tracings from that portion of the working drawings under con- 
sideration. They are to be colored in detail, and should be con- 
sidered in the cost accounting accompanying the time sheets. Gen- 



cniantitirs, but thry also S('rv<'. as a ix'nuancnt, rcctml of tlu' work 
accoinplislu'd (luriu<;' any ix'riotl; and this lid’tinnaf ion is a j^rcat 
many times of tlu'. ntmosl. imporlance in (inaiicial scKlcnicnl. of 
the contract, ('sjK'cially wlu'n^ (lu^ latter f^ocs into lili!j:alion. 

Aiuili/.'il.s' of Tjijiirol Pnxjrc.'ot ('ftorls. Sewer t'oniraet. d'hc 
preparation of tli(^ ])r()fj;r('ss chart: (iepeiids entirely upon the char- 
a(t'.('r of tlu^ work. ld{j:s. 7 and S g'iv(‘ an example of the method 
of handlin^i; a s('W('r proposition, h'i^. 10 shows the pre|)aralion 
of the detail ])ro}j,'ress chart, eov(*rinfj^ section A, shown in h'ijf. S. 
From time to time tlxi ])rofi:ress of this se(tion is marked by the 
use of the colorc'd ])('neils, indicatinj^ llu^ ailvanceineiit of tin* exca- 
vation, concrete forms, ])aek iill, etc. chart is nolhin|j; more 

nor less than a (piick tracin^^ from tlui workinij; ])lans and j)ro(ih‘ 
with the addition of tlu; 10-foot station lines and the hori/.ontal 
lines below the bas(; liiu; of tlu; ])rolil(; for the ])nrj)ose of provi<lin^j; 
space to indi(!ate the date’s of advaiu’cment of each class of work. 
These sheets also olfer the o])])ortnnity for notation as to tin; c.xact 
point at which special diflicidties or e'.xtra work wen* encountered. 
From time to time, as tlu'se progress re])orts are; tnnu’d in at ])ay- 
roll intervals, the gene’ral ])re)gre’ss eliart is se) e’e)le)re’d as te> inelie’atc 
the aelvaneement e)f the e‘e)ntrae’t as an e'litire'ty. 

lleinforeed-Fonerete (’onelnit. Fig. 11, in its final fe)nn, was 
supplemented by prevfiles anel tabular inlbrmation, the; same’ as 
Fig. 8, but, since in this case the we)rk was e>f very ne'arly uniform 
depth, the wielth of cut, anel charaeder e)f e'.xe’avatie>n, eliire're’nt fejrms 
of detail sectie)nal pre)gress charts were. aele)])te'd. 

As tliis ce)neluit was to be l)uilt thre)ngh the* ])rine'ij)al ])ejrtiem 
of a large city, it was kne)wn that inte'rfe’re'ne’e’s anel e‘e)mplie‘ations 
would arise, elue to se;we’rs, water anel gas i)ipe’s, stre'e’t railweiys, 
etc., and that inany moeli(icatie)ns, change’s, anel sj)e’e’ial we)rk we)ulel 
be requireel. Sheets Avere therelbre pre’pare’el, showing the; work 
in plan on a scale e)l 1 inch te) ee|nal 20 lee't, h'ig. 12, anel npe)n this 
sheet was inelicateel the le)catie)n e)f the’se; ce)niplie’atie)ns as they 
were encountereel. 


When the work was completed these detail progress charts- 
with the accumulation of notes made thereon, became a very valuable 
source of information. They were not only valuable in the final 
adjustment of the contract, but a copy was furnished the client 
and served as a permanent record, showing the work as actually 
constructed in its position with reference to all of the previous 
underground and surface work. 

Miscellaneous Contracts. In the case of a building it is generally 
possible to combine on one sheet the foundations, floors, and roof 
by separate sketch plans. These sketch plans may be distorted 
in scale to show columns clearly, and by a multiplicity of lines 
around the exterior of the building indicating progress of walls, 
facing, etc. It is also sometimes advisable to sketch longitudinal 
transverse sections Avhich constitute in a sense the general progress 
chart. Naturally, any work such as a building, which is almost 
entirely above ground, need not be treated as elaborately as under- 
ground work where, unless the records are taken during construction, 
the completed work is covered and concealed for all time. 

Bridge work may be treated the same as building work, except 
that all that is necessary is a plan and a longitfidinal section. . 

Street paving — sidewalk work — yields itself successfully to the 
method employed for sewer construction. Figs. 8 and 11. 

Progress Photographs. At this point it is well to call attention 
to the fact that no work of any consequence should be constructed 
without progress photographs. These photographs should be 
taken at regular intervals, coincident with the end of the payroll 
period and the coloring of the progress chart. Under this system 
we thus have a thorough field record of the job: viz, by the time 
sheet we have a record of the forces employed, the cost thereof, 
and where such labor was employed; by the colored detail progress 
chart we have payroll dates, a complete record of the wmrk accom- 
plished, and the progress of the various kinds of work; and by 
the photographs we have a pictorial record substantiating the 
first two records. 

These photographs should preferably be 8X10 inches and 
should have marked on the plate the file number, date, name 
of work, name of contractor, and name of photographer. They 


trouble or litigation in making a statement, these photographs 
may be identified by notations on the back with reference to plans 
of the work and with reference to time sheets and progress charts. 

Progress Estimates. Material in Hand. At the end of the 
payroll period we have in the office, therefore, the time sheets and 
our progress chart, showing the completed work. The quantities 
of work to date, as shoivn by the progress report, are computed, 
and this may be done very quickly if the Itemized Quantity Esti- 
mate, Fig. 13, has been properly prepared in detail. Emphasis 
is again laid on the fact that this Itemized Quantity Estimate is 
of constant value as a reference sheet during the progress of the 
construction, and saves many an hour in supplementary recalcula- 
tions. The labor cost and these quantities of work are now recorded 
in the “Payroll-Distribution Book”, Fig. 22. 

Continuously during the progress of the work the invoices 
for material purchased have been received; and, where there is 
any question as to what the material is to be used for, such informa- 
tion has been obtained from the field forces. It is customary to 
mark invoices as soon as received with a stamp calling for approval, 
and provided with a space for the information, “For What Used”. 
This detail distribution of material is now posted on the “Material- 
Distribution Book”, Fig. 21. 

Final Form of Estimate. From this information we may now 
proceed to make a progress estimate which should follow the same 
form as the Itemized Cost Estimate used for the original proposals 
(see Fig. 14), making changes only in the quantity of work to be done 
(in case it has been demonstrated that the preliminary estimate 
was wrong) and in the unit prices in line with the contract prices 
for material, and the cost of labor as shown by the timekeeper’s 
report. Such a progress estimate serves as an analysis of the work 
to be done in the light of growing experience on the work itself. 
The method will give a better idea, than will the regular books, of 
the actual condition of the work from time to time with reference 
to its money-making or losing status and the probable outcome. 

Value of Progress Estimates. These progress estimates fur- 
nish the information as to the probable final outcome, but they 
also show in detail just where the modifications have occurred, 
and in what work the pains nr losses are beinp made. This 



knowledge is valuable, as it enables us to put our best efforts on 
the losing parts. 

To one familiar with the work, it takes but a short time to 
prepare such progress estimates; and the one making them -will 
be many times surprised to find that a careful analysis of the work 
shows his personal observation in the field to have been in error. 
If the wmrk in the field is proceeding satisfactorily, and excavation 
is being crowded to keep ahead of other classes of work in which 
we are possibly more interested, w^e may lose sight of the cost of 
this excavation w^ork; but, a study of the progress cost-estimates, 
may change the methods of excavation or even readjust the progress 
of the work, in order to keep the cost within reason. In other 
words, it is possible that a loss on the heavy bulk of excavation, 
at a few cents per yard, is more than can be overcome by a large 
decrease in unit cost of the relatively smaller quantities of concrete 
work which we are pushing at the expense of the excavation cost. 

These progress estimates are essential; they are to be prepared 
in the office, and kept for office records. Construction work is 
always in a rush; and the activity gives no time for the study of a 
long column of figures, in order to refresh the mind as to the con- 
ditions on any one class of work, or in one section. 

Progressive Summary Charts. For this reason, as a last step 
in the line of progress charts, after the progress sheet has been 
prepared, a ^‘Progressive Summary Chart” should be made, as 
shown in Fig. 26. In concise form it furnishes quantities, costs, 
and dates. It shows on one small sheet how the work is running 
with reference to the estimate, and what the outcome will probably 
be. In other words, it is a complete summary of the job, and it 
may be condensed on a chart so small that one can be carried in 
the vest pocket. It serves to jog the memory as to conditions. 
The chart cannot lie, and will not allow the superintendent to 
deceive himself or to gloss over conditions and make excuses as 
to costs, either to himself or to his employer. This form of pro- 
gressive summary along the lines suggested by the writer appeared 
in its first crude form some time ago in Gillette and Dana’s Cost 
Keeping and Management Engineering, and was printed wdth 
modifications in Handbook of Cost Data. The foregoing outline of 
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be prepared. During the progress of the work calculations must 
be made continuously; if they are put on scraps of paper, or in a 
notebook, none of these records are in such shape when the job 
is completed that they are really valuable for reference; in fact, 
nine times out of ten they cannot even be found. But by the 
simple system of progress charts the information is obtained and a 
record preserved for all time; and it is just as easy to make the 
notes on a proper sheet as on the back of an old envelope. 

Analysis of Progressive Summary Chart on Excavation Job. 
The Progressive Summary Chart, illustrated in Fig. 20, covers 
the subject of excavation only, since it is desired to make the explana- 
tion of the chart’s use as simple as possible. The chart, however, 
can be extended so as to cover several lines of work on the same or 
separate sheets. Its use is essential to a complete summary of the 
work as estimated, and as a record of actual progress. The unique 
feature, and always the most important one, is the percentage 
column, by means of which the progress in time, length, quantity, 
and cost may be compared with the estimate. For instance, in the 
illustration given, we have in construction a piece of excavation 
work 900 feet in length, amounting to 3600 cubic yards, which, at 
an average price of 50 cents per cubic yard, amounts to S1800; 
and the work can be done in 60 days. All of these items are so 
adjusted in their divisions by the scale of their corresponding 
columns that the total appears posted on the 100 per cent line. 

The chart is divided into ‘"Data as per Estimate”, and “Actual 
Results”, Referring to this, let us consider a certain stage, April 
25, when 430 feet in length of the work, begun April 1, have been 
completed as per the notation made on the chart to this effect. These 
figures correspond with 1720 cubic yards, which should cost, accord- 
ing to estimate, I860. By referring to the percentage column, we 
note that this is 47f per cent of the entire work, and that, according 
to schedule, we should have been employed upon the work 29 days. 
The right-hand side. Actual Results, shows us that actual cost has 
been $1200, or approximately 70 cents per yard; but that only 
25 days have been expended. Turning to the percentage column, 
we note we have expended 66 1 per cent of our estimate, 41 per cent 
of our time limit, and accomplished 47f per cent of the W’ork. 



I ho riiijht-hjiiHl si(l(' (l(nil)l(‘ (•«)liiiniis .‘ire tof iiio imd iniio 
aiul are so arr;ui,i;'o(I in c.-isc* llii* osliiiiiilc is oxcccdcil, ilirrc 

will bo o])port.iuiily for ihi'. roconliiip:. d'ho illii. (rnlioii ju 1. yivcn 
from the oluirl, imikos it iii)|>aroiit llial: (Ik^ on. I, is oxocrdiiiy the 
cstimato and will n'Siilt, if oonlimiod, in a. linal on .t of S'jri.M), in .lend 
of $1S{)(); at the saino tiiiKml: is also <lonionslralotl lliat at iho rail- 
of projjjross .shown th(^ work will ))o ooinph’lcd in bi! d:i\ <ir 7 
(lays loss than Iho sohodnh'. By nsinj;' IIk; jx-rccnlayo <’olmnn as 
a sohodiilo for tin; comparison of lime, (piani ily, and on: 1 , a oninplolo 
rooord is availahh; at all limos, Inyolhor wilh indioalimi; nf tin' 
pro])abl<‘ final n'siili. 

Th(‘, chart may bo; arranged so a;s In mool any oniidilinn; for 
in, stance, in, stead of h'ligth of con.sl rnol ion, .‘.(jiiaro fool, or any 
other unit of im'asun'im'nt may b(^ snbslilnlod. d'ln^ onbio-yard 
column may Ik; dividi'd in any conveniont unit of nio.asnronionl . 
Attention should calhal to lln^ fact ihat IIh; oolnnm ii .oil for 
cubic yards, Big. lid, is shown as an a\t'rage inhfonn (piantily 
over the entire length of th(^ work. When^ Iht^ work i;s x cry uneven 
it is pc'rfeetly feasible to divid<i Ibis eohmin, so that the prn[)or1 ions 
of heavy and light work shall Ix^ located exactly as they a])pear. 
In other words, this column may lie imuh^ in a. seian^ a, miniatun^ 
profile of the work, so a.(ljn.st<‘d that tlu' sanu* n-snlts ina\' b(^ 
attained. This suggestion is (h'si'rving of .study to the; <md that the 
individual student of cost analy.sis may adajjt it to his lint; of work. 

The foregoing de.seript.ion and chart cover only oiui kind of 
work, but treat of all elements of tliat one line. On larger and 
important work .such a chart slioiild Ix^ mad(‘ for each ela.ssineation. 
On .small work several branelies can lx* jdaeed on one slxad, tluscby 
taking care of the entire jol). 

Final Progressive Summary Chart, ddie cost of the work is, 
after all, the main item; jind a “Final Brogn'ssivi' Summary ( hart’’. 
Fig. 27, .should always be addl'd to the ri'cords, ('Spi'cially for jxx'kt't 
reference. This chart is of .slightly dilferent form, in that the 
quantities are not ineor]x)rated; instead, ('aeh branch of tlx^ work 
and the total are carried at tlieir cstimati'd eo.st (xpial to 100 jx'r 
cent, W'itli a provision for an increase in actual cost of oO ])cr cent. 
The chart shows con.stantly liow eacli line of work is ])rogrcssing, 












Analysis of Chart. Let us suppose the job opened April 1, 
and that we examine the conditions on April 30. On this date it 
should be 50 per cent completed; and our cost, to conform to the 
estimate, should not exceed S5315. We know, however, that our 
cost is S6500, or 60| per cent. Why? Referring to the conditions 
as of April 30, noted on our chart, Fig. 27, we find the excavation 
complete at a cost of 12100 exceeding our estimate by $400 or 
approximately 22 per cent. Sixty-two per cent of the concrete has 
been placed at a cost of $2800, when, according to the estimate, it 
should have been done for $2250 — increase of cost over the estimate 
for this item of approximately 23 per cent. The cost of forms 
we find to be running properly with the estimate, at $1125. Fifty 
per cent of steel labor is estimated at $375. Our cost is only $240— 
a saving of $135 — or approximately 22| per cent of the cost of 
constructing 50 per cent of this work. We find that there has 
developed $370 in extras. Omitting the extras this leaves a net 
balance of excess cost over estimate of $815. 

Rsadjusiing Estimate. Now, assuming at this date that 
the branches not yet started can be built for the estimate, we make 
our progress estimate, allowing for increases and decreases, and 
find as follows: 


Items 

Cost 

Increase 

Decrease 

1. Time 0. K. 

2. Excavation, complete 

3. Concrete, new estimate 

4. Forms 0. K. 

5. Steel, new estimate 

6. Finish, assumed 0. K. 

7. Brick, assumed 0. K. 

Net increase 

Total first estimate 

New estimate 

$400 

917 

$270 

$ 1047 
10630 


$11677 


The chart enables one to read all this information at a glance, 
and such detail readings as just given are not necessary in actual 
use. Differently colored pencils are used for successive dates. 
The charts can be made on any size sheet, inasmuch as each column 



It should be noted that Figs. 26 and 27 are constnicicd on ,-i 
somewhat different basis. Pdg. 26 provides two columns for 
cost, with a possible increase in cost up to twice tlnit cstimnli'd. 
In the make-up of F'ig. 27 the 100 per cent line is placed at two- 
thirds the sheet’s height, thereby allowing for a 50 per cent incrcuisi! 
of actual over estimated cost. The method is open for siF'ction. 

Use of Diagonal Scale in Making Charts, It might bo said 
that the chart is too difficult of preparation, but this is not the case 



Fig. 28. Chart Showing Method of Dividing Distribution Items to Scale 


when the diagonal-scale method is used for calculating the divisions 
of the various columns. In Fig. 28 is shown a chart to illustrate 
the method. For our purpose we will construct the ten divisions 
of the percentage colmnn. Extend the 100 per cent line indefinitely 
to the right, as BC. From point A, on Line 1 of the column, draw 
a slant line AC by so adjusting 10 equal divisions of the scale placed 
diagonally that, beginning at point A, the tenth division just reaches 
line BC at the point C. Mark all ten points and draw horizontal 
lines to column AB. All these lines, except those making the 

j. 1 1-1 1-- 




Fig. 29. Reinforced-Concrete Building Showing Typical Long-Span Flat-Slab Construction 
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the section on the construction end of our cost-analysis work, it 
might be well to illustrate how jobs which are more or less similar 
in appearance, Figs. 29 and 30, radically differ in cost-analysis 
distribution of labor and material. In Fig. 29 is shown a long-span 
flat-slab construction, where the amount of forms for the proper 
construction of the columns and girders is reduced to the minimum, 
but there is heavy work in connection with the centers to support 
the long-span slabs forming the floors. In Fig. 30, we have a lighter 
construction where the forms are largely increased because of the 
many columns, main girders, and floor beams. In the latter case the 
timber work necessary to build the forms furnishes to a very large 
extent the support for the centers. 

Both of these buildings were of reinforced-concrete construc- 
tion, very nearly the same in external appearance, and, so far as the 
cost bookkeeping was concerned, each would have the same charges 
for lumber, cement, stone, gravel, sand, tile work, etc. The cost 
engineer with his system of distribution must analyze these costs 
and record them in the proper way so that accurate analyses can 
be provided and future comparisons made. 

WHAT IS GAINED BY ANALYSIS? 

What Cost Analysis Means. We have reached the point where, 
in the logical sequence of actual work, our records are completed 
and we are ready to make a final analysis and summary of 
our results and experiences. It would seem that few have a 
proper idea of the meaning of the phrase “Cost Analysis”. Time 
and time again articles on cost analysis have been called to our 
attention which were nothing more or less than a bare statement 
of cost records; and although in a great many cases these cost 
records were divided in an intelligent manner to form the basis 
of cost analysis, still in no sense could they be said to be real cost 
analysis. The name implies such a systematic study of results 
secured on each job, that all forms of digest or cataloging informa- 
tion — as illustrated by difi'erences or inconsistencies — are harmonized, 
and all jobs brought to a comparable basis. In other words, cost 
analysis in this final summary eliminates nonessentials, individuali- 
ties, and snecialties : reduces to a uniform basis the nav, hours of 



work, etc., to the end that -we may reach a point where the results 
can be tabulated on a comparative scale. 

Analysis on Foot=Pound of Work Basis. Such a cost-analysis 
summary implies also a study of the work accomplished in a broader 
sense than simply as so many 'cubic yards of earth excavation, 
cubic yards of concrete, thousands of brick laid, or feet board 
measure of lumber. Such an analysis takes into consideration 
the conditions under which the work was done, giving due credit 
for location of raw material and methods of operation, extent of 
work under construction, and the average unit of work. 

We are, in reality, approaching the ideal which is to reduce 
our cost to a basis of foot-pounds of wmrk, although we are doing 
so only in a very crude manner, since wm use ordinary standards 
of measurement in order to introduce comparisons. It is cer- 
tainly true that the ordinary laborer is capable of so many foot- 
pounds of work per day. If his time is expended in doing work 
at a long distance from the point of supply his energy will be 
expended in distance at the expense of actual quantities handled. 
If, on the other hand, the work is arranged either naturally or by 
proper supervision, so that large quantities can be handled with the 
minimum of effort, the cost per unit of quantity is correspondingly 
decreased. 

If we should attempt to analyze completely every job wnthin 
the limits of practical supervision so that we might trace the foot- 
pounds of work of each operation for each class of labor, we should 
be doing nothing of real value because of the difficulty and cost 
of securing information; but it is entirely possible to estimate on 
a basis of arbitrary units for the different classes of work, and so 
to secure the same relative comparisons without difiiculty. Such 
arbitrary assumptions, based upon our familiarity with the work 
in question, furnish a definite basis for recording the information 
obtained. 


ANALYSIS OF ACTUAL WORK 

Reinforced=Concrete Building. As an illustration of our idea 
in this connection, let us consider a job in reinforced concrete. 
The cubic feet of concrete to be placed in the building, bridge, or 
other structure, divided bv the souare-foot area covered, cive 



indication of foot.-jaHinds of work necessary. ;.inet' il indicates, 
without any direct stati'incnt of distance or lianl, tin- f(i(it~|i(iiinds 
of work and (Mii'rcy ('xjx'iidcd in order to place cfftain work. We 
arc, of cours(“, assinnin|2; that th<‘ locations of material . ii|)j)l\', 
('(piipnn'nt, etc., arc; normal, that is, as clo;;ely connect i-d with the 
actual work iis may Ix^ nsnally cxpc<Med. I< 'ondilioiis other th.an 
tins should he. s])ecially )\ot('d.) M'hc residts for reiid’orccd-cnncretc 
huildiiif^ work ant shown in graphij-al form In h'iy. dl, indicatine; 



:n. Curv(! SliowiiiK Viirialion of (’ohI pcrCubii' Viinl of inMiifori'fil-t ’oin-n’ir 
nuildiiin Work widi ’I’liickncsM of (’oiuTi-ti. iti iiu-liivt 


increase in cost of work acconi])Ii.shcd, dm' to distance jind to decrease 
of thickness. The same style of clnirt niiiy he used for bridge 
work, pavements, sewers, sidf'wjilks, ('tc. 

Sewer Contract. gives such it form of jinalysis car- 

ried tlirougli the construction of the sewer joh shown by h'ig. S, with 
special refercfice to the concrete work, d'lu' Jirhitniry unit in this 
case is the cubic yards of concrete jx'r liiu'al foot of si'Wf'r; in thi' 
job tliere are many diilerent sizes of sf'wers. 

Applying this idea to the eonstruetion and ]>hfciiig of stf-el 
centers or forims, it is insullicient to .say that this co.st, is so much 
per lineal f(X)t, inasiimch as we are. certain that the cost d(‘])cmls upon 

+1 \t\ \ 


an entirely different size or a different proportion of sizes. Suppose, 
however, that we analyze the situation and consider the square 
feet of forms set, taking the intrados, or, in other words, the inner 
circumference of the arch, and reduce our cost to a square-foot 
basis. We find very interesting figures that are immediately val- 
uable for future estimates on any other work. (See Fig. 33.) 

Pavement and Sidewalk Work. To a certain extent the same 
conditions govern in pavement or sidewalk work, both in the foun- 



dations and finishings. A walk 4 feet wide and a street 25 feet wide 
cannot be built for the same cost per square foot as a 25-foot walk 
or a 50-foot street— that is, so far as relates to the unit cost of work 

accomplished. ^ 

General Suggestions. Cost analysis is not cost recording, 

no matter how elaborated the latter is, or how detailed. Cost 
analysis is based on cost records,properly segregated, but the ana ysis 
separates unfamiliar items into a special group by making a note 



— the quantities, units, hours, and rates — that all jobs may be 
compared on a certain definite uniform basis. 

Each Should Develop Forms for Himself. Much depends on 
the individual and therefore it is not possible to lay down fixed 
rules. The illustrations accompanying this paper show how these 
methods may be applied to practical and actual conditions, but 
the use of identical forms is not recommended. It has been the 
■writer’s desire to suggest rather than dictate, and to stimulate 



Fig. 33. Curve Showing Compilation of Cost Data on Sewer Job for Use on Other Contracts 


the cost-analysis turn of mind, which will prompt each man to 
develop his own forms. 

Figs. 31, 32, and 33, illustrative of the final analysis of cost 
are based upon actual working jobs, and the methods outlined are 
those developed in actual contracting practice within the writer’s 
owm organization. The curves illustrate how the individual may 
tabulate for future reference the results secured through his owm 
cost-analysis methods. 

Charts Up-to-Date. It should be borne in mind that these 
cost-analysis charts must be kept up-to-date; that is, as fast as new 
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comparison with past work. Either confirming or modifying 
such experience, they will better qualify the estimator for new 
work. 

Reducincj Wages to Uniform Wage Scale. It should also be 
borne in mind that such a cost-analysis chart must be necessarily 
reduced to a uniform scale of wages, but this in no way makes it 
difficult either to prepare or to use in estimating. It is not 
expected that any job can be carried through at a uniform or definite 
scale of wages. There will be many rates of pay, and men of different 
trades, rates, and hours, but in the operation of the payroll the 
charge of the hours should be carried forward the same as the total 
dollars, and in this way the average rate of pay is again determined. 
Every contractor familiar wdth his own work has a very certain 
idea about his average rate of pay for labor per hour. However, 
the payrolls should be totaled for work-hours as well as dollars, 
thereby giving the average rate for labor. 

It is best to prepare the charts on a basis of, say, 20 or 25 cents 
per hour and then reduce or increase this rate as the case may be. 
This is, of course, for work of ordinary labor and for very few skilled 
artisans. To reduce the reading in the chart to a 17|-cent-per- 
hoiir basis from the average of the 20-cent-per-hour basis, all 
that is necessary to do is to deduct Fig. 31 shows the results 
of numerous jobs of reinforced-concrete building work. These 
jobs covered all designs and classes of structures, viz, light and 
heavy reinforced-concrete slabs, with and without beams and 
columns. The average of all concrete over the entire area is indi- 
cated by the scale, giving the thickness in inches. 

Plotting upon this chart the actual cost per cubic yard of jobs 
of various character, we arrive at a very satisfactory curve line, 
indicating what may be reasonably expected in new wmrk. Natu- 
rally there are a few abnormal cases, generally caused by special 
conditions. It should be noted that the average conditions are 
fnt.'nd between the limits of 5 inches and 8 inches, or an averap-e 



another example of se\Yer construction in which various sizes of the 
concrete wmrk determine a fluctuating price of labor on concrete 
per cubic yard. In this case an attempt has also been made to 
discriminate between (1) that class of work which can be handled 
over the trench as the work proceeds, the concrete operations being 
advanced as the work is completed; and (2) work in which the 
operation must be handled from some little distance and the material 
wheeled, the plant advancing only at intervals. 

On no one of these charts can we expect to arrive accurately 
at foot-pounds of work. But this is not necessary, for as has been 
mentioned, we are working along a certain definite line of information, 
wherein, from the time of the preparation of the estimate until 
the final cost summary of the job, our methods have been harmonious 
and on a certain definite basis. To the individual contractor the 
information compiled is of the most value, as the moment a certain 
job is called to attention, reference to these charts presents to his 
mind a picture of the particular job, which is explanatory of the 
results. For this reason it has been brought out time and time 
again in this article that the value of the methods suggested lies 
in their constant adaptation to the individual man’s work. 

Any System Must Be Consistent. Ruskin says ‘^The crime 
which bankrupts man and nation is job work, declining from the 
main design, to serve a turn here and there.” Certainly no really 
good results can be expected from any system of estimating, book- 
keeping, operating cost keeping, and analysis w^hich is not entirely 
consistent in all its parts. 

Fig. 33 shows the analysis of the cost of installation -of steel 
centers in a number of concrete-sewer jobs. This chart is based 
upon a table from which we arrive at a nearly uniform price per 
square foot for centers of any size of sewer within reasonable limits. 
The square foot is arbitrarily taken as the complete internal cir- 
cumference of the sewer, the sewers in this illustration being all 
circular. In order to reduce our figures to as comparable a working 
basis for estimating as possible, and also to present to the eye as 
clearly as we can a complete summary, we prepare a chart from 
which we may take directly in cents per lineal foot the cost for 
labor on centers for sewers of this character. 







The same comments made in the previous case relative to the 
making of the chart on a uniform rate of pay, apply also to this one. 

It should be noted that on all of these charts a definite purpose 
is attained — a presentation of past experience and future probabilities 
more graphic and usable than tables of figures. Such a chart, 
however, should not be used without mental analysis of the new 
job in question, and results showm must be given careful consid- 
eration. 

Systematic organization demands recognition of the fact that 
a system once adopted cannot be modified and must not be dis- 
turbed or reorganized because of the individual ideas of any one 
man. Improvements may be suggested and recorded and tried 
out as new work requires, but this should be done gradually with 
correlation throughout the departments. The hardest task for 
the contractor is to insure that the men employed do not incor- 
porate some particular ideas of their own minds — inventions, or 
practices learned in previous employment. 

The worth of the final analysis in the preparation of these 
charts depends upon the individual. It would be a very easy 
matter for the writer of this series of articles to submit thirty instead 
of three examples, but the principles would not be any further 
advanced by so doing. 

Description of Final Analysis Chart. Fig. 34 illustrates what 
may be obtained in the final analysis of a construction job by main- 
taining a proper cost distribution. 

It is not generally necessary to prepare such a chart but in 
the particular case to ■which this one refers, final adjustment was 
made through litigation, and in order to present the matter to the 
court this chart was quickly prepared. It shows the number of 
men at wmrk each day, the rainfall or snow precipitation, the max- 
imum and minimum temperatures, and the quantity of work accom- 
plished week by week. The work covered by this chart is shown 
in the photograph, Fig. 20, and particular attention is called to 
the fact that the statement of conditions is graphically illustrated 
by the photographs which are numbered and listed on the days 
upon which taken. 

The value of cost engineering is shown in connection with 
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to prepare a final statement on account of litigation, it was possible, 
since the cost distribution had been very carefully kept, to prepare 
a statement covering the following actual conditions by detail 
classifications. 


FINAL COST=ANALYSIS STATEMENT 
Job No 

Sheet 

1 Men, Hours, and Days worked on Retaining Wall. 

2 Men, Hours, and Days worked January 18 to April 26. 

3 Men, Hours, and Days worked April 26 to September 20. 

4 Men, Hours, and Days worked September 20 +o December 13. 

5 Summary of Quantities and Costs of Materials. 

6 Summary of Quantities and Costs of Materials. 

7 "Unit Labor and Material Costs (Averages). 

8 Unit Labor and Material Costs (Averages). 

9 Quantities and Cost, Deck House. 

10 Quantities and Cost, Chimney. 

11 Quantities and Cost, Meridian St. Sidewallc. 

12 Quantities and Cost, Retaining Wall. • 

13 Itemized Total Cost of Building and Extras, and Determination of Fixed- 

Charge Per Cent. 

14 Summary of Cost, Fixed Charges, and Totals of Main Building and Extras. 

15 Work Accomphshed February 1 to April 26, and Unit and Total Costs 

for Same Period. 

16 Work Accomphshed April 26 to September 20, and Unit and Total Costs 

for Same Period. 

17 Work Accomphshed September 20 to December 13, and Unit and Total 

Costs for Same Period. 

18 Summary Sheets 15, 16, and 17. ® 

19 Calculation of Lost Time. 

20 Damage and Money Loss. 

21 Statement of Cost of Items and Percentages. 

22 Final Statement against the Building Company. 

Cost=Analysis Phases of Sewer Job. The case instanced above 
was one which, unfortunately, could not be adjusted without litiga- 
tion. It should not be understood that cost-analysis engineering 
tends toward such final adjustments. Many times in construction 
work there are features of construction which cannot be handled 
except by actual accounting of material and labor on cost-plus- 
percentage basis. For example. Figs. 11 and 12 illustrate a job 


Unusual Features Encmntered. This work covered the con- 
struction of reinforced conduits through the down-town streets 
d Itir^e city, Phe so-Ccilled straight construction work covered 
soinctlniig less than one-half of the total cost of construction. The 
iorcc account, on a cost-plus-percentage price basis, covered 
slightly over one-fourth of the entire cost. The remaining cost 
was made up of extras or unusual items which could not, under 
any conditions, have been itemized had it not been for the efficient 
system of cost distribution and analysis. The work was a “rush 
job and three shifts of labor were employed, working day and 
night. 

The work was divided into sections as shown in Fig. 11, one 
of these sections being given in detail in Fig. 12. This job would 
have been a losing proposition to the contractor had it not been 
for the system of cost keeping and analysis. The straight-contract 
work covered only those features of the new construction which 
could be separated and listed on a unit-quantity basis, such as 
cubic yards of excavation, cubic yards of concrete, and pounds 
of reinforcing steel. The force-account items were occasioned 
by unusual features of construction, such as the supporting and 
protecting of existing water mains, gas mains, and sewers, as they 
were encountered during the progress of the \vork. 

The contractor would have lost approximately 25 per cent 
of the total cost of this work had it not been for the system of cost- 
keeping analysis, whereby, upon the completion of the work, he 
could present a complete itemized statement of the increased cost 
of construction which was not included either in the straight-contract 
items or in the force-account items. These unusual costs covered: 
increase of labor rates, due to rush work and overtime which 
necessitated men working at overtime rates and on double shifts; 
the extra excavation occasioned by caves and reconstruction of 
water and gas mains and sewers; the increase in cost of excavation 
on account of increased depth of trenches necessary to pass under 
obstructions; the change in location of the trench work, causing 
duplication of work and loss in material and labor; the increase in 
the amount of lumber and supports, on account of increased depths 
and changes: the increase in the amount of surplus excavation 



cciitx'rs because' of eliaiifj,'e of (lesit^ii; ami tin- (lemaml llial tbi- jii-in-;- 
H'ss of work !)(' (lonl)l('(i, tla'reby reijuirini’: inure niali-ria! to 
in advance of (he e-onerele workers and allow the fini bed eon- 
e'n'le to set. 

ddu'Se ile'ins, e'aeh .soini'whal. iininiport a n 1 of it elf, in ilie 
au,'}i,'rei!;a.(;c ainonut.ed to an inen'ased cost, a • before i.tated, of about 
2.0 ])er cent: of the money exjiended on the job a ; a whole, A ni'-re 
statenu'iit of this fact, would have bad little wi'i;d'< vitb the owner., 
but there could lie no arj.i,unu'nt when it was ]»!•(•■ (‘iiled in detail 
Avith nil ib'inixation shoAvinji: each hour's A\-ork and each jiieoe of 
innterial, wlu're the material was used, how u ed, by what laborer 
jilaccd, and, in addition, not only the day when u ed but the time 
during the day wla'ii the laborer was aelu.ally employed upon this 
jiarticiilar jiieee of const met ion. 

d'lie final report upon this job, including all features, made a 
book of ISl iiagi'S, including bhu' ])rinls, diiigram ., ;ind anal\si:; 
of construction. The larger number of jiages were <’on .umed in 
itemizing the force account, but, even in such items, it is imimrtant 
that a contractor submit a ri'port to an owner on a eoniraet when' 
the cost-])lus-pcrcentage, or cost-])lus-li\ed sum, is to be tin* nu'tbod 
of payment, so that the owner mtiy know in d( tail w hat was <ione 
and hoAv; and such a ri'port can bi' submitted ])roperly only when 
cost analysis is used to jirejian* the records secured through cost 
keeping. 


COST ANALYSIS IN VALUATIONS 

Importance of Valuation Work. The Avriti'r’s jircH'iit po,-^iti<in 
as District Engineer of the Division of ^'ahlation, Inti'r.-^tate Com- 
merce Coniinis.sion, occasions a. reluetanee to di>euss valuation 
matters because any diseu.ssion of them may Ix' taken as the state- 
ment of an oflieial rather than as tin* jiersonnl opinion of an I'xperi- 
eiiced engineer. 

However, the subji'ct oi valuations, whieli is now .'^o ])romi- 
nent in the minds ol the inihlie as wi'll as with the (‘iigint'ering 
profe.ssioii, is of .such importance in its ri'lation tt) Cost -Analysis 
Engineering that it si'i'ins lU'ci's.sary to consider it. to sonn^ extent. 

Ill so doinL^ it should he (Us'tiiirflu II Ilili'Vstfnnil iliiif fill' I'lii 


are not to he connected in any way with the icriter's official w 
the government. 

Scope of Work by Interstate Commerce Commission. I 
time past there has been increasing activity in the valual 
control of public utilities by state commissions. By ai 
March, 1913, the United States government undeicook the 
valuations of the property of all common carriers. The gov 
inquiry to date has covered principally the physical vahi 
railroad and telegraph properties. In order to carry ou 
fullest extent the work called for by the act of Congress, it 
necessary ultimately to include electric-railway properties, 
companies, pipe-line companies, steamship lines, long-dista 
phones, and in fact, any and all carriers serving the pub! 
interstate capacity. 

Conditions Governing Valuations. The study of Cost- 
Engineering in connection with valuation work presents 
different conditions than those in connection with the est 
construction, and analysis of ordinary construction work. 

Valuation of New Work or Work in Process. In the 
construction work we proceed to make an estimate based \ 
plans and specifications, in which the materials and the lab( 
sary to install them are described in full detail; from it we n 
a fairly definite idea of what is necessary in the way of eq 
and costs to assemble the structure as designed. It is true 
must depend upon our imagination to furnish a picture of 
ished structure, and of the multitude of details necessary 
plete it which are supplementary to the plans and spech 
It is also true that the estimator must fall back on his pas 
ence and again upon his imagination to list and describe the a 
materials and labor required in connection with the cons 
and work of the various trades. These latter features wil 
covered by the plans and specifications, since they are incic 
the Avork of the several trades, and an accurate estimate can 
only by the man who from experience with the different 
work knows how much in the way of runways, mortar bos 
folds, temporary lumber, steel, rope, bolts, etc., will be n 
to do that work which finally may be measured as a pe 

•ntirf of 


i o summarize — in any oramary construction worK, we examine 
the plans and specifications and then form a mental picture of the 
structure as it will be when completed, but in so doing we have an 
accurate and full description of all of the materials and the manner 
of their assembling as they are to enter into the completed structure. 

Valuation of Old Work. In the case of the valuation of construc- 
tion work which is already completed or has been in use for some 
time, the process is not so simple. For example, we may have a 
building, which, to the observer, after completion, is a brick-wall 
structure. The interior is divided into rooms with plastered par- 
titions. Now, as a matter of fact, the brick walls may be, as they 
appear, a part of the actual load-carrjfing parts of the building, but 
on the other hand, the brick may be only a masking or covering 
material for the steel framework which is the real structure of the 
building and which in reality carries the brick work as an additional 
dead load. The partitions in this building may be of tile or they 
may be of wood studding with wood lath or metal lath; or they may 
be entirely metal, that is, metal studding and metal lath. In any 
case, the partitions may be covered with old-style hair plaster or 
with patent ‘‘quick-setting” plaster. The floors may be covered 
with wood or tile. We may have a reasonable idea of how the floors 
are constructed, but so far as the observer can see, there is no way 
of determining just how the floor is secured in position. 

Sometimes the plans and specifications for particular structures 
are available, but in a great many cases they are not. We are there- 
fore dealing with the physical valuation of tangible property for 
the purpose of considering the cost of reproduction — usually the cost 
of reproduction of the property as existing at a certain date. Grant- 
ing that the cost-analysis engineer has had an actual experience in 
construction work, and that he is dealing with structures where 
plans and specifications are not available, and where, therefore, the 
basis upon which the work was done, cannot be known, he is of 
necessity compelled to draw upon his imagination and experience to 
furnish a basis upon which the structure might be reconstructed so as 
to secure practically the same results as he finds, and to reduce to 
dollars the cost of duplicating the work. This means that, above 
all, the valuation engineer must use good judgment, and this judg- 
ment must be based upon experience. 



Depreciation. Ihe subject of depreciation in connection with 
valuation of property is of extreme importance. It must be given 
consideration in the making of any valuation, w^hether the resulting 
report controls the final valuation or not. Depreciation, when 
considered in the fullest extent, covers wear and tear, deterioration, 
inadequacy, obsolescence, and, where the structure is exposed 
to exceptional hazards, must take casualties into consideration. 

A sharp distinction should be made between the w^ear and tear 
and deterioration of property, w^hich may prompt the cost-analysis 
engineer to determine that the structure has a probable remaining 
life, and the other elements mentioned, wdiich may radically affect 
the remaining life as so determined. As an illustration: A build- 
ing may occupy an important business corner in a large city. So 
far as actual deterioration is concerned the building in question 
may be good for many years, but obsolescence, when considered 
in connection with the value of the ground occupied and the business 
demands of the community, might occasion the removal of the 
building within a few months. 

It is not suggested nor recommended that these elements be 
given too much importance in field valuation work, but they must 
be given some consideration and be noted in the final report. The 
engineer is called upon to report facts to the fullest extent; he should 
report all facts as he sees them without attempting to make things 
appear favorable, if in his owm mind they are not. There is nothing 
to be gained by deceiving with optimistic reports, or — to go to the 
other extreme — with pessimistic reports. The owmer or employer 
is entitled to the truth, and to full information as to how the report 
is prepared. 

What Constitute Valuation Values, Valuation cost engineering, 
therefore, must pass beyond a mere recognition of the physical 
elements which enter into a property and which w^ould be reported 
under cost of reproduction. It must include a consideration of 
the location, the earning capacity, the investment possibilities, 
and the going value of the concern under inventory. It probably 
will not come within the province of the young engineer to decide 
these larger questions, his work dealing entirely with the physical 
examination of the construction materials entering into the structure; 
however, it is verv much to be desired that he have the nrooer 



note field conditions and enable the more experienced man to place, 
if necessary, a judgment valuation upon these features. 

Forms to Be Used. The forms and blanks used for valuation 
purposes, especially in the valuation of large properties, must 
of necessity be so condensed that it is impossible to show in detail 
all of the elements going to make up the quantity units or the unit 
prices as adopted. Generally it will be found that the state com- 
missions, in connection with the valuation of public utilities, and 
the United States government, in connection with the valuation of 
common carriers, have prescribed standard forms which must be 
followed in accordance with standard instructions and the standard 
itemization of accounts. In the progress of valuation surveys, 
care should be taken to record systematically all the facts and also 
the quantity units and cost units as finally determined, so that 
in case it is necessary these calculations may be referred to; this 
feature should be carefully observed even if these preliminary 
figures are only in the shape of notations or pencil calculations 
on scratch-pad paper. The form of the calculation, while it is 
essential and should be uniform throughout in any valuation work, 
is, however, not so important as to be sure that, by indexing and 
cross-indexing, the calculations for any portion of the work as 
shown on the final assembly sheets may be quickly found, in case 
they are required. 

Valuation Problems. Valuation cost engineering has to deal 
with large and important questions; a few of them are mentioned 
in order that individual study may be given, although in valuation 
work the young engineer will in most cases receive specific instruc- 
tions as to how these matters are to be handled. 

Cost of Production. The cost of production may be handled 
(1) simply as a matter of present materials and present costs; (2) 
on a basis of the average cost and general methods of construction 
prevailing over a series of years; or (3) by a thorough considera- 
tion of methods, materials, equipment, and costs as they existed 
at the time of the actual construction of the work. This latter 
method, in its fullest development, leans toward the appraisal 
upon a basis of the actual cost to date, which is necessarily an 
accounting proposition, the data to be secured from the books and 
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records of the company for verification by inspection of the actual 
work. 

Accounting Problem. This naturally brings to our minds the 
fact that valuation cost engineering is not alone an engineering 
proposition but instead is very largely an accounting problem. 
The ideal combination for this class of work would be an engineer- 
accountant working in connection with the accountant-engineer. 
Inasmuch as such combinations do not exist except to a limited 
extent, the practical basis is the working together of the expert 
engineer with the expert accountant, so combining their work as 
to secure a proper report. 

Effect of Changes in Neighborhood. Many times, in the appraisal 
of property, conditions will be found which are not at all the same 
as when the structures were built. Many times the building-up 
of the community as a whole has been occasioned by the construc- 
tion of the property under appraisal. In cases of this kind it must 
be determined whether the property should be appraised as under 
the conditions existing at the time of construction or as of the day 
when the appraisal was made. This line of thought prompts us 
to consider whether at the time the actual construction was started 
it was necessary to wreck other and older structures or to move 
natural formations, which at that time interfered with the con- 
struction but which are not now in existence or to be observed. 

Effect of Transportation Facilities. If property of some con- 
siderable age is under appraisal, consideration must be given present 
transportation facilities and the transportation facilities at the 
time of the building’s construction. Improvements and availability 
of materials and supplies must also be studied with reference to 
both the present time and the time of construction. 

Secondhand Values and Quality of Material. The appraiser must 
take into account the possible use of so-called secondhand material, 
and also, perhaps, the fact that materials and supplies in the older 
days were, in general, more carefully prepared and of a higher quality 
than those now commercially available. As an illustration — consider 
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interest, taxes, etc., having also due regard to the time necessary 
for construction. In doing this, he must pay attention to the 
conditions existing when the structure w^as built, and, so far as 
they may be estimated, those prevailing on the date of inventory, 

Aj)x>reciation. If it is true that the cost-analysis engineer 
must give full consideration to depreciation and its relations to 
the various portions of the structure, then he must also give full 
consideration to appreciation in those portions of the property 
where that may occur. This appreciation may occur because of 
location or it may result from the peculiar adaptability of the property 
to the purposes for which it is used. It certainly is true that con- 
ditions affecting appreciation must be noted, if depreciation is 
to be considered. 

In the determination of depreciation or appreciation, it is 
necessary that the individual portions of a property or of any one 
structure be separated and a weighted average secured. Generally, 
definite instructions wall be given — in the way of a mortality table — 
as to the life of various classes of material, with reference to their 
use in the different parts of the structures. These tables can be 
used as the basis for a judgment report when actual inspection is 
made to determine whether the particular item should be given 
a greater or less life than that shown by reported statistics. Many 
engineers take the position that there is no such thing as depreciation, 
so long as a property is w^ell maintained. We are not taking issue 
with this view, but inasmuch as we are here dealing with a question 
which has not as yet been finally defined or accepted for the purpose 
of universal practice, it is suggested that the young engineer give 
careful consideration to the various points mentioned; making his 
notes accordingly, and having in mind that by so doing the informa- 
tion is made available. 

The items mentioned in Tables II to X, inclusive, pages 96 
to 102, must be considered in connection with valuation work, and 
reference should be had thereto. These items are, in general, 
of such a character that they do not enter into the permanent 


units, and attention is again called to the fact that it is necessary, 
in order to determine such units, to divide the work under investi- 
gation into cost-analysis sections . 

If the work has been carefully studied and so divided into 
valuation sections, we may then proceed to select those quantity 
units and cost units which are applicable to the particular section 
under investigation. We may recognize two distinct types of 
units, both for quantity and for cost, namely, simple units and 
composite or combined units. 

Simple Units. A unit for the purpose of a valuation may be 
considered as that proper quantity unit to which may be applied 
an ordinary cost unit, at the point of destination or use. 

The selection of the quantity unit is more important than the 
price unit. The first should be a standard, while the latter may be 
considered a variable, probably determined as the average over 
a term of years. 

Ordinarily, the quantity unit which is adopted will be the 
natural, customary, or ordinary commercial measure established 
by United States standard, or by law, custom, trade rules, or local 
conditions. Sometimes, however, the unit is an arbitrary or selected 
one, formed by the conversion of a natural unit into another form, 
possibly for the purpose of pricing all elements on the basis of a 
common measure. 

Illustrations of simple units are lineal feet, pounds, cubic yards 
of material, rules for brick measurement, or per load or per day 
for delivery of materials. An illustration of an arbitrary unit 
might be the case of filling material, foundation concrete, top coat, 
finishing, and curb construction in sidewalk work, changed to 
square-foot price; or the material and the carpentry work, and the 
work of the various trades on a building, reduced to a price per 
cubic foot enclosed. 

In nearl}'’ all cases the natural quantity units in valuation 
work will correspond with those understood in building, market, 
and trade circles. Sometimes a natural unit becomes a composite 
unit through custom, such as a cubic yard of masonry. Arbitrary 
units are generally the result of a selection based upon experience, 
and in most cases are used for special purposes such as quick esti- 



It should be noted that simple or elementary units exist in 
unit prices as well as in unit quantities. Depreciation on a natural 
or simple unit may be taken direct. 

Com'posite Units. A composite unit is a combination of a 
number of natural units to form a certain standard form of con- 
struction — or at least a certain type of construction recurring 
many times — where the composite unit is recognized by the public 
or by the trade interested as being sufficiently well defined to be 
self-explanatory and sufficient in detail to serve the purpose 
of a unit for valuation. 

As illustrations there might be mentioned a standard building, 
a concrete mixer, a car, a plumbing fixture installed, a standard 
door or window opening complete, a standard sewer catch basin, 
or a complete unit of any kind recurring frequently in ordinary 
construction. 

It should be noted that composite units exist in unit prices 
as well as in unit quantities. Depreciation on a composite unit 
must be a weighted average. 

Comparison of Units. Advantages of Simple Unit. (1) The 
closer analysis of the construction. 

(2) The opportunity for a direct, close pricing. 

(3) The opportunity for closer comparisons with work of 

similar character, but with varying quantities or 

proportions. 

(4) The tendency to produce more careful attention to details 

by field men and computers. 

(5) The obtaining of better reference cost data. 

(6) The sureness of completeness in final result. 

Advantages of Composite Unit. 

(1) The opportunity for speeding the work. 

(2) The opportunity for criticism on minor points. 

(3) Reduction in the volume of work to be done. 

(4) Decrease in first cost of labor and dollars. 

(5) Establishment of a means for quick, approximate com- 

parisons. 

(6) The measuring to the full extent of the experience and 

judgment of the engineer. 


in many cases will be governed by the elements entering into the 
construction, and the following features should be considered: 

(1) In the selection of unit quantities at point of destination 

or point of use, analysis should be made of the make-up 
of the unit, with account taken of the material in its 
raw condition, the cost of acquisition, labor, and produce, 
cost of marketing, etc., and of the labor to manufacture, 
and cost to market the product at each stage of devel- 
opment. 

(2) In the determination of the unit cost to install, there 

should be included the direct labor, indirect or non- 
productive labor, supervision, injuries, damages, expense 
items, repairs, rentals or depreciation of equipment, 
transportation cost, waste, insurance, interest, com- 
missions, discounts, overhead expense, and profit if 
done by contract. 

(3) It should be noted that we may have natural or composite 

unit prices as well as natural and composite unit quan- 
tities. We may have (a) natural simple quantity units 
at composite unit prices, or (b) composite unit quantities 
at simple natural prices, or (c) composite unit quantities 
at composite unit prices. 

As illustrations of each of these points, consider the following:* 

(a) A barrel of cement, at mill price, plus transportation, 
plus unloading, plus hauling, plus storage, plus sack loss, plus 
insurance and interest; (b) standard mill work, at a per annum con- 
tract price, f .o.b. location; and (c) a cubic yard of reinforced-concrete 
culvert, at unit price for concrete, plus unit price for reinforcement, 
plus unit price for form work. 

Other combinations will naturally suggest themselves. 

Recommendations. (1) Simple units should be used until the 
young engineer has proceeded sufficiently, so that composite units 
may be ascertained with a degree of certainty. 

(2) Simple units should be used throughout the early stages 
of any work, in order to secure working cost-reference 
data. 


*The three unit prices mentioned are variables changing in each case of change of design, 



(3) In general, simple units should be used in all detail reports. 

(4) Composite units may be used to facilitate the inventory 

and to reduce time, labor, and cost in work of extended 
character, where sufficient duplications occur to make 
the method worth while, and where specific instructions 
have been given. 

(5) In general, the conditions on any particular job should 

receive individual study before any decision as to the 
proper cost units is reached. 

It should be added that a quantity unit at a unit price is not 
necessarily a unit of value. The quantity unit may be readily 
checked and established. The price unit may include many ele- 
ments not representing true value or even true cost. A contract 
price or a quoted cost price should be analyzed with reference to 
the thing furnished, with due regard to the various processes through 
which the article has passed before delivery, to determine whether 
the stated cost, at the cost unit used, is a reasonable cost under the 
conditions surrounding the transfer of the construction unit . Many 
times quantity units must be purchased with 80-cent dollars. In 
some cases this is a natural condition, and represents value received; 
in many others this is not so. 
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REVIEW QUESTIONS 

ON THE SUBJECT OF 

DAMS AND WEIRS 

PART I 


1. What do you understand by reverse pressure? Does 
this pressure favor the stability or not? 

2. Discuss the determination of crest width. 

3. Of what does the security of dams against sliding depend? 

4. What do you understand by theoretical profile? 

5. Discuss briefly the two methods of determining stresses 
in a dam. 

6. Make a complete design of a dam 65 feet high on rock 
foundation. Use both analytical and graphical methods. 

7. Discuss Haessler’s method of drawing lines of pressure. 

8. What might be the effect of a mass of filling against 
the toe of a dam? 

9. Discuss briefly the precautions necessary to take in a 
dam on pervious material. 

10. Discuss briefly the correct design of crests for weirs. 
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ON THE SUBJECT OF 

DAMS AND WEIRS 

PART II 


1. Discuss the value of an impervious rear apron. 

2. When a dam has a porous fore apron, what is done to 
assist the stability of the dam? 

3. What is the essential difference between arch dams 
and plain gravity dams? 

4. What is an “open” or “barrage” dam and what is the 
purpose? 

5. Discuss the “criterion for safety” of a weir. 

6. Discuss the principle of the differential arch. 

7. Discuss the principles of design of a submerged weir 
on sand. 

8. What is meant by the term “piping”? 

9. Discuss American versus Indian treatment as regards 
location of draw gates. 

10. What are the advantages of open dams as compared 
with solid weirs? 



REVIEW QUESTIONS 


ON THE SUBJECT OF 

IRRIGATION ENGINEERING 


1. Define the term (jrr itior /cs as applied to irrigation, and 
enumerate the sources of water supply. 

2. Explain fully the effect of slope and of area of cross- 
section upon the location of a canal. What should determine the 
minimum and maximum velocity of flow? 

3. Describe fully the nature of irrigation, and compare the 
design and control of an irrigation system with the design and con- 
trol of a domestic-water supply system. 

4. Describe fully the principles governing the design and 
location of masonry weirs and dams. 

5. Describe the different types of current meters, and explain 
their use in determining mean velocity of flow. 

6. Describe fully the principles governing the location of an 
impounding dam, and describe the method of conducting surveys 
to determine the capacity of the reservoir. 

7. Explain the effect of evaporation upon storage-water 
supplies, and the allowance to be made therefor. 

8. Define the term duty of water as applied to irrigation. 
Explain fully how and why the duty of water may determine the 
financial success or failure of an irrigation project. 

9. Define the term precipitation, and explain the relation 
between available precipitation and the necessity for irrigation. 

10. Explain the Chezy formula as modified by Kutter. 

11. Define the term lift irrigation, and enumerate the sources 
of water supply. 

12. Define. the terms wetted perimeter, hydraulic radius, and 
coefficient of friction. 

13. Define the term weir dam, and fully explain the principles 



14. JJescriDe tne etiect oi evaporation upon run-on; ana 
explain how evaporation is affected by topography, soil, humidity, 
and temperature. 

15. Explain the effect of absorption and percolation upon 
storage supplies, and the allowance to be made therefor. 

16. Explain how the variations in run-off will affect the design 
of the spillway of a reservoir. 

17. Explain the method of measuring flow of streams by 
weirs, and state the Francis formula for the flow of water over 
weirs. 

18. Describe fully the units of measure for water duty and 

flow. 

19. Describe the effect of altitude upon precipitation. 

20. Enumerate the parts forming the headworks of a canal, 
and describe fully the functions and construction of each part. 

21. Explain fully the methods of measuring rainfall. 

22. Describe the rating of the current meter. 

23. Explain fully why the duty of water is rising in some por- 
tions of the West. 

24. Explain how the topography of the country will affect 
the location of a canal. 

25. Explain the necessity for drainage upon hillside location, 
and describe the various ways in which it may be accomplished. 

Define the term run-off, and explain how it will be affected 
raphy, soil, and temperature. 

Explain the principles governing the flow of water in open 
Explain the relation between velocity of flow and cross- 
area of a channel. 

Describe the field operations in determining the mean 
)f flow in a stream. 

Define the term storage works; explain their functions, and 

tjxplain the principles governing their capacity, location, and 
.(jiiStruction. 

30. What depth of water upon the surface is necessary to 
water the average soil thoroughly, and how many waterings should 
le given in a season? 

31. Enumerate the parts entering into a perennial canal 
bem, and fully describe the functions of each part. 

32. Explain the relation between run-off from a given area and 
the capacity of storage works. 
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In this Index the Volume number appears in Roman numerals— 
thus: I, II, 111, IV, etc., and the Page number in Arabic numerals— thus: 
1, 2, 3, 4, etc. For example: Volume IV, Page 327, is written, IV, 327. 

2'hc 2 )age nwnhers of this volume will be found at the bottom of the pages; 
the numbers at the top refer only to the section. 
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IX, 

321 

Railroad surveys 

II, 

11 

shop labor 

IX, 

320 

Rails 

II, 

130 
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IX, 

322 

influences 

IX, 

221 

two subjects, overlapping of IX, 

318 

measurement 

IX, 

225 

Relieving arch 

VI, 

395 

meteorological districts, com- 


Reservoirs VII, 60; VIII, 365, 

367 

parison by 

IX, 

223 

artificial storage 

VIII, 

367 
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Riveted joints 

V, 

408 

impounding 

VII, 

60 

Riveted roof truss, design of 

IV, 

169 

location 

VII, 

61 
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III, 

159 

maintenance 

VII, 

62 
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III, 

62 
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I, 

288 
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291 
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11, 
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provement of 

I, 
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11, 
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I. 
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ment 
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construction, forms of 
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376 
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379 

design 
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363 
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379 

use 
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stone 
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River bank protection 

VIII, 

376 

Sand washing in filtration 

VII, 
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River intakes 

VII, 
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Sandstone 

VI, 
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River survey 

VIII, 

345 

Sanitary engineering 

VII, 

181 

Rivers 

VIII, 

345 

Sanitary regulations 

IV, 
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erosion and transportation VIII, 

387 
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VII, 
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floods 

VIII, 
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amount, general estimation 



flow 
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349 

of 

vn. 

240 

survey, items of 
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345 

definition 
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III, 

144 
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VII, 
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practical applications 
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plans and specifications for 
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combined 
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elasticity of coefficients V, 401 Lambert hoisting engines, 

evaporation in locomotive sizes of VI, 316 

boilers, average of II, 266 life of various pavements. 


evaporation from water sur- 
faces in various parts 
of the United States IX, 237 
fire streams from pipes of 
various sizes, number 
of VII, 118 

fittings and repairs IX, 395 

fittings and repairs cost IX, 395 

fixed-platform shovel, work- 
ing limits of II, 325 

floor-beam reactions V, 119 

flow of sanitary sewage, 

gagings of VII, 245 

frictional head in drains per 

100 feet of drain VII, 155 
fuel and oil IX, 394 

fuel and oil items IX, 394 

gages for angles III, 64 

gate-valves, coefficients for VII, 416 
general expense items IX, 390 

general expense items on 
twenty-one actual 
jobs IX, 391 

grades, methods of designat- 
ing I, 308 

gross load on rectangular 

beam one inch wide VI, 212 
gross loads for horse on differ- 
ent pavements on dif- 
ferent grades I, 286 

head velocity of trains II, 244 

hoist stresses in Fink truss IV, 147 
hose and fire-stream data VII, 414 
impact coefficient, values of V, 102 
impervious area in cities, ap- 
proximate percentages 
in VII, 258 

ingredients in one cubic yard 

of concrete VI, 70 

it.PTnsi r>nntrihntincf tn unit 


terms of I, 457 

loaded vehicles over inclined 

roads, data for I, 287 • 

loads, equivalent uniform V, 24 

locomotive, resistances II, 270 

map construction, dimen- 
sions and co-ordinates 
for I, 274, 275 

masonry bearings, length of V, 158 

maximum crane reaction IV, 208 

maximum moments, deter- 
mination of position of 
wheel loads for V, 93 

maximum shear, determina- 
tion of position of 
wheel loads for V, 90 

medium steel railroad bridge 
loading E 60, weights 
of V, 21 

mild-steel columns, data for V, 385, 389 
minimum and maximum flow 

of streams VII, 26 

modulus of elasticity of some 

grades of concrete VI, 200 

moments data IX, 59 

moments of inertia, section 
moduli, and radii of 
gyration V, 340 

mortar per cubic yard of 

masonry VI, 111 

motors for shovel capacities, 

sizes of • II, 340 

operating expenses II, 224 

paving-brick manufacture I, 412 

pavements, comparative rank 

of I, 462 

percentage of water for stand- 
ard mortars VI, 38 

petty-tool cost IX, 393 

uettv-tool items IX, 392 
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pier thickness — suitable for 


open partial regulators 


and weir sluices 

IX, 210 

plate-girder 


plate variations 

IV, 13 


Portland cement, data of VI, 69, 70 
Portland cement mortars con- 
taining two parts river 
sand to one part ce- 
ment, colors given to VI, 366 
Pratt trusses V, 103, 113 

proportions of cement, sand, 
and stone in actual 
structures VI, 67 

radii of gyration of angles 

placed back to back IV, 175 
railroads in U. S., expenses 

of operating II, 226-227 

rainfall and flow of streams VII, 25 
rainfall statistics for U. S. VII, 23 
Ransome steam engines, di- 
mensions for VI, 313 

rectangular orifices 1 foot 

wide, coefficients for VII, 395 
reinforcing bars, chemical and 

physical properties of VI, 95 
resistance due to gravity on 

different inclinations I, 281 

resistance to traction on dif- 
ferent pavements I, 456 

rise of pavement center above 
gutter for different 
paving materials I, 397 

riveted joints for standpipes, 

proportions for VII, 105 

rivets, bearing and shearing IV, 169 

roof trusses, formulas giving 

weights of IV, 128 

rupture, moduli of V, 362 

safe loads III, 208-221, 222-227, 241 
segmental arch, 60-foot 

span, data of VI, 441 

segmental arch problem, load 


Tables (continued) 

sewer pipe, dimensions for VII, 215 
single-track bridges, pins for V, 244 
solid wood columns of differ- 
ent kinds of timber, 
strength of VI, 349 

square vertical orifices, co- 
efficients for VII, 394 

stadia readings, horizontal 
distances and eleva- 
tions from I, 266-273 

standard bell and spigot. 
Metropolitan Water 
Works, Boston, di- 
mensions of VII, 84 

standard I-beams, properties 

of V, 360 

standard liability insurance 

rates IX, 387-389 

standard sizes of expanded 

metal VI, 9S 

standard steam shovel, sizes II, 320 
steam shovel service ' II, 328 
stones, specific gravity, weight, 
resistance to crushing, 
absorption power of I, 402 

storm intensity, terms of VIII, 400 

storm and combined sewers, 

minimum grades for VII, 252 
street cleaning, rate and cost 

of I, 451 

stress record IV, 89, 114 

surface covered per gallon of 


paint 

IV, 

185 

tension members 

V, 

217 

tile drains, cost 

VII, 

272 

top flange, rivet spacing in 

V, 

179 

traction power of horses at 



different velocities 

I, 

283 

traction or road surfaces, re- 



sistance to 

I, 

278 

tractive power with time. 



variation of 

I, 

284 

traffic census 

I, 

388 
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typhoid fever death rate VII, 147 
typical electric cranes IV, 209 

typical loadings, reactions 
and bending moments 
for 111, 104, 10.5 

unit-stress in compression III, 206 
unit weights of steel and of 

cast iron IV, 12 

units of measure IX, 220 

values of c, for earth chan- 
nels computed by use 
of Kutter’s formula IX, 298 
values of c in Kutter’s for- 
mula for various 
values of n VII, 418 

values of the coefficient c VII, 401 
values of coefficient of rough- 
ness n in various con- 
nections IX, 297 

value of j for various values 
of n and p (straight- 
line formulas) VI, 198 

value of k for various values 
of n and p (straight- 
line formula) VI, 197 

values of L^, or Talus width, 

actual and calculated IX, 173 
values for n for submerged 

weirs VII, 401 

value of p for various values 

of (s-7-c) and n VI, 202 

values of quantities used in 
equations (62), (63), 
etc. VI, 445 

various grades, values of c 

-^(E+K) II, 258 

various multiples of M, cylin- 
der tractive power of II, 272 

velocity heads VII, 405 

elocity and discharge for 
brick and concrete 
sewers VII, 421 

velocity and discharge for 

pipe sewers VII, 420 

velocities of flow of ground 
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voussoir arches, first, sec- 
ond, and third con- 
dition of loading for VI, 414 
water distribution, 1913, U. S. 
Reclamation Service 

IX, 244, 245 


water pipe, thickness and 

weight of VII, 83 

weights of bridges, formulas 


for 

V, 

19 

weights and areas of square 


and round bars 

VI, 

94 

weights of roof coverings 

IV, 

129 

weirs without contractions. 


coefficients for 

VII, 

399 

wheel excavators, dimen- 


sions of 

n. 

364 

wind, resistance to 

VIII, 

399 

wind pressure at various ve- 


locities IV, 126; 

; VIII, 

399 

wind pressure for various 


vehicles 

I, 

288 

working loads on floor slabs. 


II 

o 

VI, 207-209 

yearly flow of streams 

VII, 

28 

yield of a 6-inch well, etc 

VII, 

48 

T-beam construction 

VI, 

227 

Tachymeter 

I, 

111 

Tank support 

III, 

128 

Tanks 

VI, 

299 

Tanks and standpipes 

IV, 

345 

Tape 

I, 

16 

Tees 

III, 

41 

Telemetry 

I, 

222 

Template 

VI, 

106 

Templet excavator 

11 , 

358 

Tension members 

III, 

245 

Theodolite 

I, 

111 

Theoretic efficiency 

VIII, 

17 

Theory of water power 

VIII, 

11 

Through bridges 

V, 

14 

Thrust bearing 

VIII, 

152 

Thrust chamber 

VIII, 

158 

Tide wheels 

VIII, 

75 


Tides 


voi. rage 


Tides (continued) 


half tide 

VIII, 

402 

range 

VIII, 

402 

spring 

VIII, 

402 

theory 

VIII, 

401 

Tic rods 

III. 

139 

Ties 

n, 

127 

cost 

n. 

129 

cutting 

II, 

129 

dimensions 

II, 

128 

laying and renewing 

II, 

129 

spacing 

II, 

128 

wood 

II. 

127 

Tile drains 

VII, 

264 

Tile- trench excavators 

II. 

434 

Timber 

V, 299 ,302, 303 

compression, in 

V, 

302 

shear, in 

V, 

303 

tension, in 

V, 

299 

Timber dams 

VII, 

76 

Time, extension of 

IV, 

235 


Time sheet 

analysis of IX, 400 

use, instructions for IX, 401 

Topographical mapping I, 213 


Topographical signs 

I, 

248 

Topographical surveying 

I, 

189 

Topography 

VIII, 

346 

Track and track Avork materials II, 

124 

ballast 

11 . 

124 

bolts, track 

11 , 

138 

braces, rail 

II, 

136 

joints, rail 

II, 

133 

nut locks 

II, 

138 

rails 

11 , 

130 

spikes 

11 , 

136 

tie plates 

11 , 

135 

ties 

II, 

127 

Track laying II, 

140; IV, 

305 

Track maintenance 

n, 

197 

Transit 

I, 

104 

Transit-theodolite 

I, 

111 

Trap 

VII, 

273 

Trapezoidal projection 

I, 

238 

Traverse, checking the 

I, 

124 

Trench excavators 

II, 

412 

Trestles 

II, 

97 
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Tri angulation 

I, 

203 

Trusses 

IV, 65; V, 

16 

apex loads 

IV, 

66 

Fink 

IV, 

110 

forces at a joint 

IV, 

69 

graphical analysis 

IV, 

75 

loads 

IV. 

65 

method of sections 

IV, 

104 

polygon for a joint 

IV, 

75 

roof covering 

IV, 

65 

snow loads 

IV, 

66 

stress diagrams 

IV, 

76 

stress in a member 

IV, 

69 

stress records 

IV, 

80 

Aveight of roof trusses 

IV, 

65 

wind pressure 

IV, 

66 

Tunnel, subaqueous borings for IV, 

295 

Tunnel construction 

II, 

95 

Tunnel design 

II, 

92 

Tunnels 

IV, 

292 

surveying 

II, 

88 

Turbine development, modern VIII, 

101 

Turbine pumps 

IX, 

255 

Turbine valves 

VIII, 

160 

Turbines 

VIII, 

103 

classification 

VIII, 

103 

elements 

VIII, 

103 

testing 

VIII, 

117 

usage 

VIII, 

106 

Turbines, speed control of 

VIII, 

215 

Turbines and water wheels 

VIII, 

103 

design and construction, 


present 

VIII, 

206 

reaction and impulse types VIII, 

128 

testing 

VIII, 

117 

types, general 

VIII, 

103 

uniform speed, mainte- 


nance of 

VIII, 

189 

water power, estimates for VIII, 

106 

Turnouts 

II, 155, 157 

Turntables 

n. 

118 

Tympanium 

VIII, 

74 

U 



Underground structures, loca- 


tion of 

IV. 

239 

Undershot wheels 

VIII, 

67 
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III, 

59 

Water flow in open channels 

IX, 

296 

: measure for duty of 


canal water, measurement of IX, 

309 

water 

IX, 

242 

measuring or gaging stream 





velocities 

IX, 

299 

V 



velocity calculation 

IX, 

296 




Water meters IX, 300-303 

, resistance to move- 


Water power 



ment of 

I. 

277 

cost 

VIII, 

328 

-head, definition of 

VIII, 

14 

estimates 

VIII, 

106 

:s, absolute and rela- 



forms of application 

VIII, 

50 

tive 

VIII, 

36 

hydraulic motor 

VIII, 

50 

.greements 

IV, 

232 

impulse wheels 

VIII, 

76 

iformation to contractor IV, 

228 

reaction wheels 

VIII, 

95 


I, 

31 

special forms of wheels 

VIII, 

71 

breakwaters 

VIII, 

406 

water wheels, standard 

VIII, 

53 

wheel types 

VIII, 

78 

Water-power development 

VIII, 

11 

clay pipes 

VII, 

87 

appMcation 

VIII, 

50 

of earthwork, comput- 


cost 

VIII, 

328 

ing 

II, 

66 

installations 

VIII, 

253 

)w pits 

II, 

77 

theory 

VIII, 

11 

ir of gravity, eccen- 


Water racks 

VIII, 

221 

tricity of 

II, 

79 

Water rates 

VII,' 

127 

ction, prismoidal 

II, 

75 

Water supply II, 115; VII, 11; IX, 

220 

iture, connection for 

II, 

78 

conduits and pipe lines 

VII, 

81 

alar ground, volume in II, 

75 

earhest method of obtaining VII, 

11 

ods, common 

II, 

66 

pumping 

n. 

116 

loid, volume of 

II, 

68 

purification of 

VII, 

131 

acts, computation of 

II, 

72 

run-off 

IX, 

227 

)ns 



sources 

IX, 

220 

hvalent 

II, 

67 

tanks 

n. 

117 

sgular 

II, 

73 

value and importance of 

VII, 

12 

el 

II, 

66 

water, losses of 

IX, 

234 

•ee-level 

II. 

69 

water required, quantity of IX, 

242 

lill section, eccentricity 


Water wheels, special forms of VIII, 

71 

of center of gravity of II, 

82 

Water wheels, standard 

VIII, 

53 

nil work 

II, 

77 

breast 

VIII, 

64 


VI, 

106 

overshot 

VIII, 

53 

arches 

VI, 

405 

Poncelet 

VIII, 

69 




imdershot 

VIII, 

67 

W 



Water-carriage system of 






sewerage 

VII, 

190 

eirs 

VII, 

71 

Water-jet pile-driving 

VI, 

147 

lys 

IX, 

276 

Water-pressure engine 

VIII, 

75 




Watershed VIII, 346, 

362 

iction of 

VIII, 

221 

Waterworks system 

VII, 

. 39 

mption of 

VII, 

14 

Waves 

VIII, 

400 

evators 

IX, 

255 

Weights, estimating 

IV, 

15 
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IV, 

30 

Oj)en 

IX, 

273 

clieckinf? 

IV, 

20 

iindersliiict; 

IX, 

273 

cla.s.sific;i<u)n 

IV, 

15 

Wind bracing 

III, 231 

, 33(5 

forms 

IV, 

1/5 

Wind i)reHHurc 

IV, 

(5(5 

slandard material 

IV, 

21 

Wind-loail 



VVoir dislin^uishcd from dam 

IX, 

203 

nnalyais for 

IV, 

85 

Weir sluices 



elTects of 

V, 

104 

(yorbett dam, of 

IX, 

198 

stress 

IV, 

113 

function of IV, 193, 

272 

Wooden dams and weirs 

IX, 

270 

heavy construction 

IX, 

200 

Woodward governor 

VIII, 

200 

sand, on 

IX, 

200 

Working stress 

V, 

296 

weir scouring 

IX, 

193 

Wye level 

I, 

61 
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